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	In RAN2#65 meeting, R2-091893 is agreed for the support of manual CSG ID selection in LTE. However, current text in LTE (i.e. clause 5.5 of TS 36.304) is not alignment with the text description for UMTS (i.e. clause 5.6 of TS 25.304).
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	Include text description for the support of manual CSG ID selection in UTRA and E-UTRA bands. 
Impact analysis:
Impacted functionality:

The change is to change the section structure to align with 36.304. No functionality is affected by the change.

Inter-operatbility:
1,2 There is no inter-operability issue.

	
	

	Consequences if 
(

not approved:
	Texts misalignment for support manual CSG ID selection in UTRA and E-UTRA.

	
	

	Clauses affected:
(

	5.6 

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	


5.6
Support for manual CSG ID Selection 

5.6.1 UTRA case
In the UE on request of NAS, the AS shall scan all RF channels in the UTRA bands according to its capabilities to find available CSG IDs. On each carrier, the UE shall at least search for the strongest cell, read its system information and report available CSG ID(s) belonging to the registered PLMN together with their “HNB name” (if broadcast) to the NAS. The search for available CSG IDs may be stopped on request of the NAS. 

If NAS has selected a CSG ID and provided this selection to AS, the UE shall search for an acceptable or suitable cell belonging to the selected CSG ID to perform the location registration. 
5.6.2 E-UTRA case

Support for manual CSG ID selection in E-UTRA is described in [18]. 
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