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1. Introduction:
RAN1 has discussed UE categories for the WI combination of Dual Cell HSDPA with MIMO and agreed that the following UE categories are needed for Rel-9.

	HS-DSCH category
	Maximum number of HS-DSCH codes received
	Minimum inter-TTI interval
	Maximum number of bits of an HS-DSCH transport block received within

an HS-DSCH TTI
	Total number of soft channel bits

	Supported modulations with MIMO operation and dual cell HSDPA operation

	Category 25
	15
	1
	23370
	691200
	QPSK, 16QAM

	Category 26
	15
	1
	27952
	691200
	

	Category 27
	15
	1
	35280
	1036800
	QPSK, 16QAM, 64QAM

	Category 28
	15
	1
	42192
	1036800
	


UEs of category 25 are only required to support code rates up to 0.823 for 16QAM when two transport blocks are received in the same TTI, which is represented by a limitation in the maximum value of Ki in the transport block calculation.

UEs of category 27 are only required to support code rates up to 0.823 for 64QAM when two transport blocks are received in the same TTI, which is represented by a limitation in the maximum value of Ki in the transport block calculation.

2. Actions:

To TSG-RAN2: RAN1 kindly asks RAN2 to take the above information into account.
To TSG-RAN3: RAN1 kindly asks RAN3 to take the above information into account.
To TSG-RAN4: RAN1 kindly asks RAN4 to take the above information into account.
3. Date of Next TSG-RAN WG4 Meetings:

TSG-RAN WG1 Meeting #58

24 – 28 August 09



Shenzhen, China
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Miyazaki, Japan
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