Page 1



3GPP TSG-RAN WG2 Meeting #67
(
R2-095089
Shenzhen, P. R. of China, 24th - 28th August 2009
	CR-Form-v9.6

	CHANGE REQUEST

	

	(

	25.321
	CR
	0551
	(

rev
	1
	(

Current version:
	8.6.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	X
	Radio Access Network
	X
	Core Network
	


	

	Title:
(

	Corrections to Enhanced Uplink in CELL_FACH state and Idle mode

	
	

	Source to WG:
(

	LG Electronics Inc.

	Source to TSG:
(

	R2

	
	

	Work item code:
(

	RANimp-UplinkEnhState
	
	Date: (

	26/08/2009

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-8

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)

	
	

	Reason for change:
(

	1. Some parts of Non-serving E-DCH RL or Non-serving RL definition are the contents for Serving E-DCH RLS or Serving RLS in subclause 3.1.2.2.
2. The condition when the UE received a Serving Relative Grant in CELL_FACH state before collision resolution (FDD only) or in Idle mode is located at the wrong position.

	
	

	Summary of change:
(

	1. The sentence “For FDD, in CELL_FACH state and Idle mode, the Serving E-DCH RLS or Serving RLS contains the Serving E-DCH cell only, from which the UE can receive one Relative Grant.“ in the part of Non-serving E-DCH RL or Non-serving RL definition is moved in the definition of Serving E-DCH RLS or Serving RLS in subclause 3.1.2.2.
2. The position of the condition when the UE received a Serving Relative Grant in CELL_FACH state before collision resolution (FDD only) or in Idle mode is moved to the same level of the condition when the UE received a Non-serving Relative Grant.
Impact analysis
Impacted functionality:
HSUPA operation
Inter-operability:

1.  If the UTRAN side is implemented according to this CR and the UE side is not, then the reception of a Non-serving Relative Grant will not be performed correctly.
2.  If the UE side is implemented according to this CR and the UTRAN side is not, then no inter-operability problems are seen.



	
	

	Consequences if 
(

not approved:
	The specification is inconsistent and unclear.

	
	

	Clauses affected:
(

	3.1.2.2, 9.2.5.2.1

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	


First Modified Section

3.1.2.2
FDD

Active Process: HARQ process for which Scheduling Grant are applicable, i.e. scheduled data can be sent.
AG_Timer: This timer is set to one HARQ RTT (40ms in the case of 10ms TTI, 16ms in the case of 2ms TTI).
Common E-DCH resource: Common E-DCH resources are under direct control of the Node B and are shared by UEs in CELL_FACH state and IDLE mode.
E-DCH active set: The set of cells which carry the E-DCH for one UE. For FDD, in CELL_FACH state and Idle mode, the E-DCH active set consists of the Serving E-DCH cell only.
Inactive Process: HARQ process for which Scheduling Grants are not applicable, i.e. scheduled data cannot be sent.

INACTIVE: Absolute Grant value that can be sent by the serving cell's scheduler on the E-AGCH to deactivate a process or to switch the UE to its secondary E-RNTI. In CELL_FACH state, this absolute grant value is used to release a common E-DCH resource.
Lowest Configured Serving Grant Value: The serving grant value indicated by index 0 of the SG table in use.

Maximum_Serving_Grant: The variable Maximum_Serving_Grant indicates the maximum E-DPDCH to DPCCH power ratio that the UE is allowed to use for scheduled data while the timer Non_Serving_RG_Timer has not expired.

Maximum number of re-transmissions, Maximum number of transmissions: Maximum number of re-transmissions = maximum number of transmissions - 1. Both these notations are used.

Minimum_Grant: The value Minimum_Grant corresponds to the minimum E-DPDCH to DPCCH power ratio that the UE considers. This value is in index 0 of the configured scheduling grant table described in subclause 9.2.5.2.1.
Non-serving E-DCH RL or Non-serving RL: Cell which belongs to the E-DCH active set but does not belong to the Serving E-DCH RLS and from which the UE can receive one Relative Grant. The UE can have zero, one or several Non-serving E-DCH RL(s).
Non_Serving_RG_Timer: This timer is set to one HARQ RTT (40ms in the case of 10ms TTI, 16ms in the case of 2ms TTI).
Primary Absolute Grant: Absolute Grant received with the primary E-RNTI.

Primary_Grant_Available: This state variable is a Boolean, indicating whether the UE’s serving grant is only affected by Primary Absolute Grants and Relative Grants (i.e. not by Secondary Absolute Grants).
reference_ETPR: The state variable reference_ETPR holds the E-DPDCH to DPCCH power ratio used as reference for relative grant commands. This variable is set to the E-DPDCH to DPCCH power ratio used for the E-TFC selected for the previous TTI on this HARQ process, calculated using the amplitude ratios prior to the quantization according to subclause 5.1.2.5B.2.3 or 5.1.2.5B.2.4 of [13], excluding non-scheduled transmissions, excluding any scaling applied according to subclause 5.1.2.6 of [13] and is obtained from the physical layer. In case no scheduled transmission took place on a HARQ process in the previous TTI, reference_ETPR shall be set to Minimum_Grant for this HARQ process. 
reference_ETPR2: The state variable reference_ETPR2 holds the E-DPDCH to DPCCH power ratio used as reference for non serving relative grant commands. This variable is set to the previously stored reference_ETPR on this HARQ process when the reference_ETPR is updated with a new value.
Secondary Absolute Grant: Absolute Grant received with the secondary E-RNTI.
Serving E-DCH RLS or Serving RLS: Set of cells which contains at least the Serving E-DCH cell and from which the UE can receive and combine one Relative Grant. The UE has only one Serving E-DCH RLS. For FDD, in CELL_FACH state and Idle mode, the Serving E-DCH RLS or Serving RLS contains the Serving E-DCH cell only, from which the UE can receive one Relative Grant.
Stored_Secondary_Grant: This state variable is used to store the value derived from the last received Secondary Absolute Grant Value. Possible values are: "Zero_Grant" and numerical values.
UL Common MAC Flow: an UL Common MAC Flow is a flow of MAC-c PDU mapped to E-DCH configured for UEs in Cell_FACH state and IDLE mode.
Next Modified Section

9.2.5.2.1
Relative Grants

-
Serving Relative Grant:
Transmitted on downlink on the E-RGCH from all cells in the serving E-DCH RLS, the serving relative grant allows the Node B scheduler to incrementally adjust the serving grant of UEs under its control. By definition, there can only be one serving relative grant command received at any one time. This indication can take three different values, "UP", "DOWN" or "HOLD".

-
Non-serving Relative Grant:
Transmitted on downlink on the E-RGCH from a non-serving E-DCH RL, the non-serving relative grant allows neighboring Node Bs to adjust the transmitted rate of UEs that are not under their control in order to avoid overload situations. By definition, there could be multiple non-serving relative grant commands received by MAC at any time. This indication can take two different values, "DOWN" or "HOLD".
The handling of the Relative Grant signalling is based on the Scheduling Grant table configured by higher layers and shown in Tables 9.2.5.2.1.1and 9.2.5.2.1.2.

Table 9.2.5.2.1.1: Scheduling Grant Table  1 (SG-table)

	Index
	Scheduled Grant

	37
	(168/15)2*6

	36
	(150/15)2*6

	35
	(168/15)2*4

	34
	(150/15)2*4

	33
	(134/15)2*4

	32
	(119/15)2*4

	31
	(150/15)2*2

	30
	(95/15)2*4

	29
	(168/15)2

	28
	(150/15)2

	27
	(134/15)2

	26
	(119/15)2

	25
	(106/15)2

	24
	(95/15)2

	23
	(84/15)2

	22
	(75/15)2

	21
	(67/15)2

	20
	(60/15)2

	19
	(53/15)2

	18
	(47/15)2

	17
	(42/15)2

	16
	(38/15)2

	15
	(34/15)2

	14
	(30/15)2

	13
	(27/15)2

	12
	(24/15)2

	11
	(21/15)2

	10
	(19/15)2

	9
	(17/15)2

	8
	(15/15)2

	7
	(13/15)2

	6
	(12/15)2

	5
	(11/15)2

	4
	(9/15)2

	3
	(8/15)2

	2
	(7/15)2

	1
	(6/15)2

	0
	(5/15)2


Table 9.2.5.2.1.2: Scheduling Grant Table 2 (SG-table)

	Index
	Scheduled Grant

	37
	(377/15)2x4

	36
	(336/15)2x4

	35
	(237/15)2x6

	34
	(212/15)2x6

	33
	(237/15)2x4

	32
	(168/15)2*6

	31
	(150/15)2*6

	30
	(168/15)2*4

	29
	(150/15)2x4

	28
	(134/15)2x4

	27
	(119/15)2x4

	26
	(150/15)2x2

	25
	(95/15)2x4

	24
	(168/15)2

	23
	(150/15)2

	22
	(134/15)2

	21
	(119/15)2

	20
	(106/15)2

	19
	(95/15)2

	18
	(84/15)2

	17
	(75/15)2

	16
	(67/15)2

	15
	(60/15)2

	14
	(53/15)2

	13
	(47/15)2

	12
	(42/15)2

	11
	(38/15)2

	10
	(34/15)2

	9
	(30/15)2

	8
	(27/15)2

	7
	(24/15)2

	6
	(21/15)2

	5
	(19/15)2

	4
	(17/15)2

	3
	(15/15)2

	2
	(13/15)2

	1
	(12/15)2

	0
	(11/15)2


When the Serving_Grant needs to be determined due to E-RGCH signalling (see subclause 11.8.1.3.2), the UE shall:
-
if the UE received a Serving Relative Grant in CELL_DCH state or in CELL_FACH state after collision resolution (FDD only):
-
Determine the lowest power ratio in the configured SG-table (table 9.2.5.2.1.1 or table 9.2.5.2.1.2) that is equal or higher to the reference_ETPR, and determine the corresponding index in the SG-table: SGLUPR;
-
If the UE received a Serving Relative Grant "UP", based on the thresholds "3-index-step threshold" and "2-index-step threshold" configured by higher layers, determine the Serving_Grant as follows:
-
if SGLUPR < "3-index-step threshold":

-
Serving_Grant = SG[MIN(SGLUPR + 3 , 37)].

-
if "3-index-step threshold" <= SGLUPR < "2-index-step threshold":

-
Serving_Grant = SG[MIN(SGLUPR + 2 , 37)].

-
if "2-index-step threshold" <= SGLUPR::
-
Serving_Grant = SG[MIN(SGLUPR + 1 , 37)].

-
If the UE received a Serving Relative Grant "DOWN", determine the Serving_Grant:

-
Serving_Grant  = SG[MAX(SGLUPR -1 , 0)].
-
if the UE received a Non-serving Relative Grant:

-
Determine the lowest power ratio in the configured SG-table (table 9.2.5.2.1.1 or  table 9.2.5.2.1.2) that is equal or higher to the maximum of reference_ETPR2 of all active HARQ processes, and determine the corresponding index in the SG-table: SGLUPR2;
-
If the UE received a Non-serving Relative Grant "DOWN", determine the Serving_Grant:
-
Serving_Grant = SG[MAX(SGLUPR -1 , 0)]


-
if the UE received a Serving Relative Grant in CELL_FACH state before collision resolution (FDD only) or in Idle mode:
-
the Serving_Grant is unchanged (i.e. kept from previous TTI).
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