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1. Overall Description:

In RAN2#67, it was found that the current text in 25.306 that describes the relationship between the categories of a UE is being used for two purposes and is ambiguous.

The attached CRs move this text from 25.306 to 25.331 and clarifies the two intentions:

1. A set of relationships between the categories a UE support is enforced to avoid an infinite number of category combinations.
2. A set of rules to choose the parameters in use, more specifically, the "Total number of soft channel bits" in use, based on a limited set of configurations.

On 1), the relationship was already clear in the legacy text. 

On 2), it is clarified that:

The UE shall use the "Total number of soft channel bits" (defined in Table 5.1a of [35]) for the category it has signalled, as follows:

1>
If MAC-hs is configured, the UE uses the category it has signalled in the IE "HS-DSCH physical layer category";

1>
If MAC-ehs is configured without dual cell operation, the UE uses the category it has signalled in the IE "HS-DSCH physical layer category extension";

1>
If dual cell operation is configured, the UE uses the category it has signalled in the IE "HS-DSCH physical layer category extension 2".

2. Actions:

To RAN1 and RAN3
ACTION: 
RAN2 kindly asks RAN1/RAN3 to evaluate whether the above clarification has an impact on the physical layer specifications.
3. Date of Next TSG-RAN WG2 Meetings:
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