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<begin 1st change>
8.6.7.8
Periodical Reporting Criteria
If the IE "Periodical Reporting Criteria" is received by the UE, the UE shall:

1>
store the contents of the IE “CSG Set”, IE "Amount of Reporting" and IE "Reporting interval" in the variable MEASUREMENT_IDENTITY.
For the first MEASUREMENT REPORT message, the UE shall:

1>
send the MEASUREMENT REPORT as soon as all requested reporting quantities are available according to the requirements and the measurement capabilities set in [19] and [20] for at least one measurement object stored in the variable MEASUREMENT_IDENTITY, but never later than one reporting interval after measurement initiation.

Following the first MEASUREMENT REPORT message, the UE shall:

1>
send a MEASUREMENT REPORT message one reporting interval after the previous MEASUREMENT REPORT message;

The first and subsequent  periodic MEASUREMENT REPORT messages shall only include measured results for reporting quantities that are available according to the requirements and the measurement capabilities set in [19] and [20] i.e. if no measured results are available and the measurement type is not UE positioning, the IE "Measured Results" shall not be included in the MEASUREMENT REPORT message. If no measured results are available and the measurement type is UE positioning, the UE shall include the IE "Measured Results" in the MEASUREMENT REPORT message in order to include the IE "UE positioning error" as specified in 8.6.7.19a and 8.6.7.19b. 

If the IE “CSG Set” is present in the IE “Periodical Reporting Criteria”, the first and subsequent periodic MEASUREMENT REPORT messages shall only include measured results for reporting quantities that are available for cells listed in CELL_INFO_CSG_LIST according to the requirements and the measurement capabilities set in [19] and [20]. 
After the UE has sent a total number of MEASUREMENT REPORT messages, which equal the value indicated in the IE "Amount of reporting", the UE shall:

1>
terminate measurement reporting; and

1>
delete all measurement information linked with the "Measurement identity" of the ongoing measurement from the variable MEASUREMENT_IDENTITY.

If according to subclause 8.6.7.19.1a or 8.6.7.19.1b, a UE configured with a UE positioning measurement is unable to report the requested measurement results due to missing GPS or GANSS assistance data and sends a MEASUREMENT REPORT containing the IE "UE positioning error" and the IE "Error reason" is set to "Assistance Data Missing", then this is not counted in the total number of MEASUREMENT REPORT messages sent.
<end 1st change>
<begin 2nd change>
10.3.7.53
Periodical reporting criteria
Contains the periodical reporting criteria information. It is necessary only in the periodical reporting mode.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Amount of reporting
	MD
	
	Integer(1, 2, 4, 8, 16, 32, 64, Infinity)
	The default value is infinity.
	

	Reporting interval
	MP
	
	Integer(250, 500, 1000, 2000, 3000, 4000, 6000, 8000, 12000, 16000, 20000, 24000, 28000, 32000, 64000)
	Indicates the interval of periodical report.

Interval in milliseconds
	

	CSG Set
	OP
	
	Enumerated (TRUE)
	If this IE is present, it indicates that measurements for only CSG set cells are desired. 

	REL-9


<end 2nd change>
<begin 3rd change>
11.3
Information element definitions

InformationElements DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS


hiPDSCHidentities,


hiPUSCHidentities,


hiRM,
<<text skipped>>
BSICReported ::=




CHOICE {


-- Value maxCellMeas is not allowed for verifiedBSIC


verifiedBSIC





INTEGER (0..maxCellMeas),


nonVerifiedBSIC





BCCH-ARFCN

}

BurstModeParameters ::=



SEQUENCE {


burstStart






INTEGER (0..15),


burstLength






INTEGER (10..25),


burstFreq






INTEGER (1..16)

}

CellDCH-ReportCriteria ::=


CHOICE {


intraFreqReportingCriteria


IntraFreqReportingCriteria,


periodicalReportingCriteria


PeriodicalReportingCriteria

}

CellDCH-ReportCriteria-r9 ::=


CHOICE {


intraFreqReportingCriteria


IntraFreqReportingCriteria,


periodicalReportingCriteria


PeriodicalReportingCriteria-r9
}
CellDCH-ReportCriteria-LCR-r4 ::=
CHOICE {


intraFreqReportingCriteria


IntraFreqReportingCriteria-LCR-r4,


periodicalReportingCriteria


PeriodicalReportingCriteria

}

CellDCH-ReportCriteria-LCR-r9 ::=
CHOICE {


intraFreqReportingCriteria


IntraFreqReportingCriteria-LCR-r4,


periodicalReportingCriteria


PeriodicalReportingCriteria-r9
}

-- Actual value CellIndividualOffset = IE value * 0.5

CellIndividualOffset ::=


INTEGER (-20..20)
<end  3rd change>
<begin 4rth change>
InterFreqReportCriteria ::=


CHOICE {


intraFreqReportingCriteria


IntraFreqReportingCriteria,


interFreqReportingCriteria


InterFreqReportingCriteria,


periodicalReportingCriteria


PeriodicalWithReportingCellStatus,


noReporting






ReportingCellStatusOpt

}

InterFreqReportCriteria-r4 ::=

CHOICE {


intraFreqReportingCriteria


IntraFreqReportingCriteria-r4,


interFreqReportingCriteria


InterFreqReportingCriteria,


periodicalReportingCriteria


PeriodicalWithReportingCellStatus,


noReporting






ReportingCellStatusOpt

}

InterFreqReportCriteria-r6 ::=

CHOICE {


intraFreqReportingCriteria


IntraFreqReportingCriteria-r6,


interFreqReportingCriteria


InterFreqReportingCriteria-r6,


periodicalReportingCriteria


PeriodicalWithReportingCellStatus,


noReporting






ReportingCellStatusOpt

}

InterFreqReportCriteria-r7 ::=

CHOICE {


intraFreqReportingCriteria


IntraFreqReportingCriteria-r7,


interFreqReportingCriteria


InterFreqReportingCriteria-r6,


periodicalReportingCriteria


PeriodicalWithReportingCellStatus,


noReporting






ReportingCellStatusOpt

}

InterFreqReportCriteria-r9 ::=

CHOICE {


intraFreqReportingCriteria


IntraFreqReportingCriteria-r7,


interFreqReportingCriteria


InterFreqReportingCriteria-r6,


periodicalReportingCriteria


PeriodicalWithReportingCellStatus-r9,


noReporting






ReportingCellStatusOpt

}

InterFreqReportingCriteria ::=

SEQUENCE {


interFreqEventList




InterFreqEventList




OPTIONAL

}

<end 4th change>
<begin 5th change>
InterFrequencyMeasurement-r7 ::=
SEQUENCE {


interFreqCellInfoList



InterFreqCellInfoList-r4,


interFreqMeasQuantity



InterFreqMeasQuantity



OPTIONAL,


interFreqReportingQuantity


InterFreqReportingQuantity


OPTIONAL,


measurementValidity




MeasurementValidity




OPTIONAL,


interFreqSetUpdate




UE-AutonomousUpdateMode



OPTIONAL,


reportCriteria





InterFreqReportCriteria-r7

}

InterFrequencyMeasurement-r8 ::=
SEQUENCE {


interFreqCellInfoList



InterFreqCellInfoList-r8,


interFreqMeasQuantity



InterFreqMeasQuantity



OPTIONAL,


interFreqReportingQuantity


InterFreqReportingQuantity


OPTIONAL,


measurementValidity




MeasurementValidity




OPTIONAL,


interFreqSetUpdate




UE-AutonomousUpdateMode



OPTIONAL,


adjacentFrequencyIndex



INTEGER (0..31)





OPTIONAL,


reportCriteria





InterFreqReportCriteria-r7

}

InterFrequencyMeasurement-r9 ::=
SEQUENCE {


interFreqCellInfoList



InterFreqCellInfoList-r9,


interFreqMeasQuantity



InterFreqMeasQuantity



OPTIONAL,


interFreqReportingQuantity


InterFreqReportingQuantity


OPTIONAL,


measurementValidity




MeasurementValidity




OPTIONAL,


interFreqSetUpdate




UE-AutonomousUpdateMode



OPTIONAL,


adjacentFrequencyIndex



INTEGER (0..31)





OPTIONAL,


reportCriteria





InterFreqReportCriteria-r9
}

InterRAT-TargetCellDescription ::=
SEQUENCE {


technologySpecificInfo



CHOICE {



gsm








SEQUENCE {




bsic







BSIC,




frequency-band





Frequency-Band,




bcch-ARFCN






BCCH-ARFCN,




ncMode







NC-Mode



OPTIONAL



},



is-2000







NULL,



spare2







NULL,



spare1







NULL


}

}

<end 5th change>
<begin 6th change>
InterRATMeasurement-r6 ::=


SEQUENCE {


interRATCellInfoList



InterRATCellInfoList-r6



OPTIONAL,


interRATMeasQuantity



InterRATMeasQuantity



OPTIONAL,


interRATReportingQuantity


InterRATReportingQuantity

OPTIONAL,


reportCriteria





InterRATReportCriteria

}

InterRATMeasurement-r8 ::=


SEQUENCE {


interRATMeasurementObjects


CHOICE {



interRATCellInfoList



InterRATCellInfoList-r6,



eutra-FrequencyList




EUTRA-FrequencyList


}

OPTIONAL,


interRATMeasQuantity



InterRATMeasQuantity-r8



OPTIONAL,


interRATReportingQuantity


InterRATReportingQuantity-r8

OPTIONAL,


reportCriteria





InterRATReportCriteria,


idleIntervalInfo




IdleIntervalInfo




OPTIONAL

}

InterRATMeasurement-r9 ::=


SEQUENCE {


interRATMeasurementObjects


CHOICE {



interRATCellInfoList



InterRATCellInfoList-r6,



eutra-FrequencyList




EUTRA-FrequencyList


}

OPTIONAL,


interRATMeasQuantity



InterRATMeasQuantity-r8



OPTIONAL,


interRATReportingQuantity


InterRATReportingQuantity-r8

OPTIONAL,


reportCriteria





InterRATReportCriteria-r9,


idleIntervalInfo




IdleIntervalInfo




OPTIONAL

}

InterRATMeasurementSysInfo ::=
SEQUENCE {


interRATCellInfoList



InterRATCellInfoList



OPTIONAL

}

InterRATMeasurementSysInfo-B ::=
SEQUENCE {


interRATCellInfoList



InterRATCellInfoList-B


OPTIONAL

}

InterRATReportCriteria ::=

CHOICE {


interRATReportingCriteria


InterRATReportingCriteria,


periodicalReportingCriteria


PeriodicalWithReportingCellStatus,


noReporting






ReportingCellStatusOpt

}
InterRATReportCriteria-r9 ::=

CHOICE {


interRATReportingCriteria


InterRATReportingCriteria,


periodicalReportingCriteria


PeriodicalWithReportingCellStatus-r9,


noReporting






ReportingCellStatusOpt

}

InterRATReportingCriteria ::= 
SEQUENCE {


interRATEventList



InterRATEventList



OPTIONAL

}

InterRATReportingQuantity ::=
SEQUENCE {


utran-EstimatedQuality



BOOLEAN,


ratSpecificInfo




CHOICE {



gsm








SEQUENCE {




-- dummy and dummy2 are not used in this version of the specification




-- and when received they should be ignored.




dummy







BOOLEAN,




dummy2







BOOLEAN,




gsm-Carrier-RSSI




BOOLEAN



}


}

}

<end 6th change>
<begin 7th change>
IntraFreqMeasurementSysInfo-RSCP ::=
SEQUENCE {


intraFreqMeasurementID



MeasurementIdentity


DEFAULT 1,


intraFreqCellInfoSI-List


IntraFreqCellInfoSI-List-RSCP

OPTIONAL,


intraFreqMeasQuantity



IntraFreqMeasQuantity



OPTIONAL,


intraFreqReportingQuantityForRACH
IntraFreqReportingQuantityForRACH
OPTIONAL,


maxReportedCellsOnRACH



MaxReportedCellsOnRACH



OPTIONAL,


reportingInfoForCellDCH



ReportingInfoForCellDCH



OPTIONAL

}

IntraFreqMeasurementSysInfo-RSCP-r9 ::=
SEQUENCE {


intraFreqMeasurementID



MeasurementIdentity


DEFAULT 1,


intraFreqCellInfoSI-List


IntraFreqCellInfoSI-List-RSCP

OPTIONAL,


intraFreqMeasQuantity



IntraFreqMeasQuantity



OPTIONAL,


intraFreqReportingQuantityForRACH
IntraFreqReportingQuantityForRACH
OPTIONAL,


maxReportedCellsOnRACH



MaxReportedCellsOnRACH



OPTIONAL,


reportingInfoForCellDCH



ReportingInfoForCellDCH-r9


OPTIONAL

}

IntraFreqMeasurementSysInfo-ECN0 ::=

SEQUENCE {


intraFreqMeasurementID



MeasurementIdentity


DEFAULT 1,


intraFreqCellInfoSI-List


IntraFreqCellInfoSI-List-ECN0

OPTIONAL,


intraFreqMeasQuantity



IntraFreqMeasQuantity



OPTIONAL,


intraFreqReportingQuantityForRACH
IntraFreqReportingQuantityForRACH
OPTIONAL,


maxReportedCellsOnRACH



MaxReportedCellsOnRACH



OPTIONAL,


reportingInfoForCellDCH



ReportingInfoForCellDCH



OPTIONAL

}

IntraFreqMeasurementSysInfo-ECN0-r9 ::=

SEQUENCE {


intraFreqMeasurementID



MeasurementIdentity


DEFAULT 1,


intraFreqCellInfoSI-List


IntraFreqCellInfoSI-List-ECN0

OPTIONAL,


intraFreqMeasQuantity



IntraFreqMeasQuantity



OPTIONAL,


intraFreqReportingQuantityForRACH
IntraFreqReportingQuantityForRACH
OPTIONAL,


maxReportedCellsOnRACH



MaxReportedCellsOnRACH



OPTIONAL,


reportingInfoForCellDCH



ReportingInfoForCellDCH-r9


OPTIONAL

}

IntraFreqMeasurementSysInfo-HCS-RSCP ::=
SEQUENCE {


intraFreqMeasurementID



MeasurementIdentity


DEFAULT 1,


intraFreqCellInfoSI-List


IntraFreqCellInfoSI-List-HCS-RSCP
OPTIONAL,


intraFreqMeasQuantity



IntraFreqMeasQuantity



OPTIONAL,


intraFreqReportingQuantityForRACH
IntraFreqReportingQuantityForRACH
OPTIONAL,


maxReportedCellsOnRACH



MaxReportedCellsOnRACH



OPTIONAL,


reportingInfoForCellDCH



ReportingInfoForCellDCH



OPTIONAL

}

IntraFreqMeasurementSysInfo-HCS-RSCP-r9 ::=
SEQUENCE {


intraFreqMeasurementID



MeasurementIdentity


DEFAULT 1,


intraFreqCellInfoSI-List


IntraFreqCellInfoSI-List-HCS-RSCP
OPTIONAL,


intraFreqMeasQuantity



IntraFreqMeasQuantity



OPTIONAL,


intraFreqReportingQuantityForRACH
IntraFreqReportingQuantityForRACH
OPTIONAL,


maxReportedCellsOnRACH



MaxReportedCellsOnRACH



OPTIONAL,


reportingInfoForCellDCH



ReportingInfoForCellDCH-r9


OPTIONAL

}

IntraFreqMeasurementSysInfo-HCS-ECN0 ::=
SEQUENCE {


intraFreqMeasurementID



MeasurementIdentity


DEFAULT 1,


intraFreqCellInfoSI-List


IntraFreqCellInfoSI-List-HCS-ECN0
OPTIONAL,


intraFreqMeasQuantity



IntraFreqMeasQuantity



OPTIONAL,


intraFreqReportingQuantityForRACH
IntraFreqReportingQuantityForRACH
OPTIONAL,


maxReportedCellsOnRACH



MaxReportedCellsOnRACH



OPTIONAL,


reportingInfoForCellDCH



ReportingInfoForCellDCH



OPTIONAL

}

IntraFreqMeasurementSysInfo-HCS-ECN0-r9 ::=
SEQUENCE {


intraFreqMeasurementID



MeasurementIdentity


DEFAULT 1,


intraFreqCellInfoSI-List


IntraFreqCellInfoSI-List-HCS-ECN0
OPTIONAL,


intraFreqMeasQuantity



IntraFreqMeasQuantity



OPTIONAL,


intraFreqReportingQuantityForRACH
IntraFreqReportingQuantityForRACH
OPTIONAL,


maxReportedCellsOnRACH



MaxReportedCellsOnRACH



OPTIONAL,


reportingInfoForCellDCH



ReportingInfoForCellDCH-r9


OPTIONAL

}

IntraFreqMeasurementSysInfo-RSCP-LCR-r4 ::=
SEQUENCE {


intraFreqMeasurementID



MeasurementIdentity


DEFAULT 1,


intraFreqCellInfoSI-List


IntraFreqCellInfoSI-List-RSCP-LCR-r4
OPTIONAL,


intraFreqMeasQuantity



IntraFreqMeasQuantity



OPTIONAL,


intraFreqReportingQuantityForRACH
IntraFreqReportingQuantityForRACH
OPTIONAL,


maxReportedCellsOnRACH



MaxReportedCellsOnRACH



OPTIONAL,


reportingInfoForCellDCH



ReportingInfoForCellDCH-LCR-r4

OPTIONAL

}

IntraFreqMeasurementSysInfo-RSCP-LCR-r9 ::=
SEQUENCE {


intraFreqMeasurementID



MeasurementIdentity


DEFAULT 1,


intraFreqCellInfoSI-List


IntraFreqCellInfoSI-List-RSCP-LCR-r4
OPTIONAL,


intraFreqMeasQuantity



IntraFreqMeasQuantity



OPTIONAL,


intraFreqReportingQuantityForRACH
IntraFreqReportingQuantityForRACH
OPTIONAL,


maxReportedCellsOnRACH



MaxReportedCellsOnRACH



OPTIONAL,


reportingInfoForCellDCH



ReportingInfoForCellDCH-LCR-r9

OPTIONAL

}

IntraFreqMeasurementSysInfo-ECN0-LCR-r4 ::=

SEQUENCE {


intraFreqMeasurementID



MeasurementIdentity


DEFAULT 1,


intraFreqCellInfoSI-List


IntraFreqCellInfoSI-List-ECN0-LCR-r4
OPTIONAL,


intraFreqMeasQuantity



IntraFreqMeasQuantity



OPTIONAL,


intraFreqReportingQuantityForRACH
IntraFreqReportingQuantityForRACH
OPTIONAL,


maxReportedCellsOnRACH



MaxReportedCellsOnRACH



OPTIONAL,


reportingInfoForCellDCH



ReportingInfoForCellDCH-LCR-r4

OPTIONAL

}

IntraFreqMeasurementSysInfo-ECN0-LCR-r9 ::=

SEQUENCE {


intraFreqMeasurementID



MeasurementIdentity


DEFAULT 1,


intraFreqCellInfoSI-List


IntraFreqCellInfoSI-List-ECN0-LCR-r4
OPTIONAL,


intraFreqMeasQuantity



IntraFreqMeasQuantity



OPTIONAL,


intraFreqReportingQuantityForRACH
IntraFreqReportingQuantityForRACH
OPTIONAL,


maxReportedCellsOnRACH



MaxReportedCellsOnRACH



OPTIONAL,


reportingInfoForCellDCH



ReportingInfoForCellDCH-LCR-r9

OPTIONAL

}

IntraFreqMeasurementSysInfo-HCS-RSCP-LCR-r4 ::=
SEQUENCE {


intraFreqMeasurementID



MeasurementIdentity


DEFAULT 1,


intraFreqCellInfoSI-List


IntraFreqCellInfoSI-List-HCS-RSCP-LCR-r4
OPTIONAL,


intraFreqMeasQuantity



IntraFreqMeasQuantity



OPTIONAL,


intraFreqReportingQuantityForRACH
IntraFreqReportingQuantityForRACH
OPTIONAL,


maxReportedCellsOnRACH



MaxReportedCellsOnRACH



OPTIONAL,


reportingInfoForCellDCH



ReportingInfoForCellDCH-LCR-r4

OPTIONAL

}

IntraFreqMeasurementSysInfo-HCS-RSCP-LCR-r9 ::=
SEQUENCE {


intraFreqMeasurementID



MeasurementIdentity


DEFAULT 1,


intraFreqCellInfoSI-List


IntraFreqCellInfoSI-List-HCS-RSCP-LCR-r4
OPTIONAL,


intraFreqMeasQuantity



IntraFreqMeasQuantity



OPTIONAL,


intraFreqReportingQuantityForRACH
IntraFreqReportingQuantityForRACH
OPTIONAL,


maxReportedCellsOnRACH



MaxReportedCellsOnRACH



OPTIONAL,


reportingInfoForCellDCH



ReportingInfoForCellDCH-LCR-r9

OPTIONAL

}

IntraFreqMeasurementSysInfo-HCS-ECN0-LCR-r4 ::=
SEQUENCE {


intraFreqMeasurementID



MeasurementIdentity


DEFAULT 1,


intraFreqCellInfoSI-List


IntraFreqCellInfoSI-List-HCS-ECN0-LCR-r4
OPTIONAL,


intraFreqMeasQuantity



IntraFreqMeasQuantity



OPTIONAL,


intraFreqReportingQuantityForRACH
IntraFreqReportingQuantityForRACH
OPTIONAL,


maxReportedCellsOnRACH



MaxReportedCellsOnRACH



OPTIONAL,


reportingInfoForCellDCH



ReportingInfoForCellDCH-LCR-r4

OPTIONAL

}

IntraFreqMeasurementSysInfo-HCS-ECN0-LCR-r9 ::=
SEQUENCE {


intraFreqMeasurementID



MeasurementIdentity


DEFAULT 1,


intraFreqCellInfoSI-List


IntraFreqCellInfoSI-List-HCS-ECN0-LCR-r4
OPTIONAL,


intraFreqMeasQuantity



IntraFreqMeasQuantity



OPTIONAL,


intraFreqReportingQuantityForRACH
IntraFreqReportingQuantityForRACH
OPTIONAL,


maxReportedCellsOnRACH



MaxReportedCellsOnRACH



OPTIONAL,


reportingInfoForCellDCH



ReportingInfoForCellDCH-LCR-r9

OPTIONAL

}

IntraFreqReportCriteria ::=


CHOICE {


intraFreqReportingCriteria


IntraFreqReportingCriteria,


periodicalReportingCriteria


PeriodicalWithReportingCellStatus,


noReporting






ReportingCellStatusOpt

}

<end 7th change>
<begin 8th change>
IntraFreqReportCriteria-r7 ::=

CHOICE {


intraFreqReportingCriteria


IntraFreqReportingCriteria-r7,


periodicalReportingCriteria


PeriodicalWithReportingCellStatus,


noReporting






ReportingCellStatusOpt

}

IntraFreqReportCriteria-r9 ::=

CHOICE {


intraFreqReportingCriteria


IntraFreqReportingCriteria-r9,


periodicalReportingCriteria


PeriodicalWithReportingCellStatus-r9,


noReporting






ReportingCellStatusOpt

}

IntraFreqReportingCriteria ::=

SEQUENCE {


eventCriteriaList




IntraFreqEventCriteriaList

OPTIONAL

}

IntraFreqReportingCriteria-r4 ::=
SEQUENCE {


eventCriteriaList




IntraFreqEventCriteriaList-r4
OPTIONAL

}

<end 8th change>
<begin 9th change>
MeasurementControlSysInfo ::=

SEQUENCE {


-- CHOICE cellSelectQualityMeasure represents PCCPCH-RSCP in TDD mode.


use-of-HCS






CHOICE {



hcs-not-used 





SEQUENCE {




cellSelectQualityMeasure


CHOICE {





cpich-RSCP






SEQUENCE {






intraFreqMeasurementSysInfo


IntraFreqMeasurementSysInfo-RSCP
OPTIONAL,






interFreqMeasurementSysInfo


InterFreqMeasurementSysInfo-RSCP
OPTIONAL





},





cpich-Ec-N0






SEQUENCE {






intraFreqMeasurementSysInfo


IntraFreqMeasurementSysInfo-ECN0
OPTIONAL,






interFreqMeasurementSysInfo


InterFreqMeasurementSysInfo-ECN0
OPTIONAL





}




},




interRATMeasurementSysInfo


InterRATMeasurementSysInfo-B

OPTIONAL



},



hcs-used






SEQUENCE {




cellSelectQualityMeasure


CHOICE {





cpich-RSCP






SEQUENCE {






intraFreqMeasurementSysInfo


IntraFreqMeasurementSysInfo-HCS-RSCP
OPTIONAL,






interFreqMeasurementSysInfo


InterFreqMeasurementSysInfo-HCS-RSCP
OPTIONAL





},





cpich-Ec-N0






SEQUENCE {






intraFreqMeasurementSysInfo


IntraFreqMeasurementSysInfo-HCS-ECN0
OPTIONAL,






interFreqMeasurementSysInfo


InterFreqMeasurementSysInfo-HCS-ECN0
OPTIONAL





}




},




interRATMeasurementSysInfo


InterRATMeasurementSysInfo

OPTIONAL



}


},


trafficVolumeMeasSysInfo


TrafficVolumeMeasSysInfo


OPTIONAL,


-- dummy is not used in this version of specification and it shall be ignored by the UE.


dummy

UE-InternalMeasurementSysInfo

OPTIONAL

}
MeasurementControlSysInfo-r9 ::=

SEQUENCE {


-- CHOICE cellSelectQualityMeasure represents PCCPCH-RSCP in TDD mode.


use-of-HCS






CHOICE {



hcs-not-used 





SEQUENCE {




cellSelectQualityMeasure


CHOICE {





cpich-RSCP






SEQUENCE {






intraFreqMeasurementSysInfo


IntraFreqMeasurementSysInfo-RSCP-r9
OPTIONAL,






interFreqMeasurementSysInfo


InterFreqMeasurementSysInfo-RSCP
OPTIONAL





},





cpich-Ec-N0






SEQUENCE {






intraFreqMeasurementSysInfo


IntraFreqMeasurementSysInfo-ECN0-r9
OPTIONAL,






interFreqMeasurementSysInfo


InterFreqMeasurementSysInfo-ECN0
OPTIONAL





}




},




interRATMeasurementSysInfo


InterRATMeasurementSysInfo-B

OPTIONAL



},



hcs-used






SEQUENCE {




cellSelectQualityMeasure


CHOICE {





cpich-RSCP






SEQUENCE {






intraFreqMeasurementSysInfo


IntraFreqMeasurementSysInfo-HCS-RSCP-r9
OPTIONAL,






interFreqMeasurementSysInfo


InterFreqMeasurementSysInfo-HCS-RSCP
OPTIONAL





},





cpich-Ec-N0






SEQUENCE {






intraFreqMeasurementSysInfo


IntraFreqMeasurementSysInfo-HCS-ECN0-r9
OPTIONAL,






interFreqMeasurementSysInfo


InterFreqMeasurementSysInfo-HCS-ECN0
OPTIONAL





}




},




interRATMeasurementSysInfo


InterRATMeasurementSysInfo

OPTIONAL



}


},


trafficVolumeMeasSysInfo


TrafficVolumeMeasSysInfo-r9

OPTIONAL,


-- dummy is not used in this version of specification and it shall be ignored by the UE.


dummy

UE-InternalMeasurementSysInfo

OPTIONAL
}

<end 9th change>
<begin 10th change>
MeasurementControlSysInfo-LCR-r4-ext ::=
SEQUENCE {


-- CHOICE use-of-HCS shall have the same value as the use-of-HCS


-- in MeasurementControlSysInfo


-- CHOICE cellSelectQualityMeasure represents PCCPCH-RSCP in TDD mode.


use-of-HCS






CHOICE
{



hcs-not-used 




SEQUENCE
{




-- CHOICE cellSelectQualityMeasure shall have the same value as the




-- cellSelectQualityMeasure in MeasurementControlSysInfo




cellSelectQualityMeasure
CHOICE
{





cpich-RSCP



SEQUENCE
{






intraFreqMeasurementSysInfo
IntraFreqMeasurementSysInfo-RSCP-LCR-r4
OPTIONAL,






interFreqMeasurementSysInfo
InterFreqMeasurementSysInfo-RSCP-LCR-r4
OPTIONAL





},





cpich-Ec-N0



SEQUENCE
{






intraFreqMeasurementSysInfo
IntraFreqMeasurementSysInfo-ECN0-LCR-r4
OPTIONAL,






interFreqMeasurementSysInfo
InterFreqMeasurementSysInfo-ECN0-LCR-r4
OPTIONAL





}




}



},



hcs-used





SEQUENCE
{




-- CHOICE cellSelectQualityMeasure shall have the same value as the




-- cellSelectQualityMeasure in MeasurementControlSysInfo




cellSelectQualityMeasure
CHOICE
{





cpich-RSCP



SEQUENCE
{






intraFreqMeasurementSysInfo
IntraFreqMeasurementSysInfo-HCS-RSCP-LCR-r4
OPTIONAL,






interFreqMeasurementSysInfo
InterFreqMeasurementSysInfo-HCS-RSCP-LCR-r4
OPTIONAL





},





cpich-Ec-N0



SEQUENCE
{






intraFreqMeasurementSysInfo
IntraFreqMeasurementSysInfo-HCS-ECN0-LCR-r4
OPTIONAL,






interFreqMeasurementSysInfo
InterFreqMeasurementSysInfo-HCS-ECN0-LCR-r4
OPTIONAL





}




}



}


}

}

MeasurementControlSysInfo-LCR-r9-ext ::=
SEQUENCE {


-- CHOICE use-of-HCS shall have the same value as the use-of-HCS


-- in MeasurementControlSysInfo


-- CHOICE cellSelectQualityMeasure represents PCCPCH-RSCP in TDD mode.


use-of-HCS






CHOICE
{



hcs-not-used 




SEQUENCE
{




-- CHOICE cellSelectQualityMeasure shall have the same value as the




-- cellSelectQualityMeasure in MeasurementControlSysInfo




cellSelectQualityMeasure
CHOICE
{





cpich-RSCP



SEQUENCE
{






intraFreqMeasurementSysInfo
IntraFreqMeasurementSysInfo-RSCP-LCR-r9
OPTIONAL,






interFreqMeasurementSysInfo
InterFreqMeasurementSysInfo-RSCP-LCR-r4
OPTIONAL





},





cpich-Ec-N0



SEQUENCE
{






intraFreqMeasurementSysInfo
IntraFreqMeasurementSysInfo-ECN0-LCR-r9
OPTIONAL,






interFreqMeasurementSysInfo
InterFreqMeasurementSysInfo-ECN0-LCR-r4
OPTIONAL





}




}



},



hcs-used





SEQUENCE
{




-- CHOICE cellSelectQualityMeasure shall have the same value as the




-- cellSelectQualityMeasure in MeasurementControlSysInfo




cellSelectQualityMeasure
CHOICE
{





cpich-RSCP



SEQUENCE
{






intraFreqMeasurementSysInfo
IntraFreqMeasurementSysInfo-HCS-RSCP-LCR-r9
OPTIONAL,






interFreqMeasurementSysInfo
InterFreqMeasurementSysInfo-HCS-RSCP-LCR-r4
OPTIONAL





},





cpich-Ec-N0



SEQUENCE
{






intraFreqMeasurementSysInfo
IntraFreqMeasurementSysInfo-HCS-ECN0-LCR-r9
OPTIONAL,






interFreqMeasurementSysInfo
InterFreqMeasurementSysInfo-HCS-ECN0-LCR-r4
OPTIONAL





}



}



}


}

}
<end 10th change>
<begin 11th change>
MeasurementType-r8 ::=



CHOICE {


intraFrequencyMeasurement


IntraFrequencyMeasurement-r7,


interFrequencyMeasurement


InterFrequencyMeasurement-r8,


interRATMeasurement




InterRATMeasurement-r8,


up-Measurement





UE-Positioning-Measurement-r8,


trafficVolumeMeasurement


TrafficVolumeMeasurement,


qualityMeasurement




QualityMeasurement,


ue-InternalMeasurement



UE-InternalMeasurement-r4

}

MeasurementType-r9 ::=



CHOICE {


intraFrequencyMeasurement


IntraFrequencyMeasurement-r9,


interFrequencyMeasurement


InterFrequencyMeasurement-r9,


interRATMeasurement




InterRATMeasurement-r9,


up-Measurement





UE-Positioning-Measurement-r9,


trafficVolumeMeasurement


TrafficVolumeMeasurement-r9,


qualityMeasurement




QualityMeasurement-r9,


ue-InternalMeasurement



UE-InternalMeasurement-r9,


csgProximityDetection



CsgProximityDetection
}
CsgProximityDetection::=


SEQUENCE {


uTRACsgProximityDetec




ENUMERATED { enable }


OPTIONAL,


e-UTRACsgProximityDetec




ENUMERATED { enable }


OPTIONAL
}

<end 11th change>
<begin 12th change>
PeriodicalReportingCriteria ::=

SEQUENCE {


reportingAmount





ReportingAmount




DEFAULT ra-Infinity,


reportingInterval




ReportingIntervalLong

}

PeriodicalReportingCriteria-r9 ::=

SEQUENCE {


reportingAmount





ReportingAmount




DEFAULT ra-Infinity,


reportingInterval




ReportingIntervalLong,


csgSet







ENUMERATED { true }



OPTIONAL

}

PeriodicalWithReportingCellStatus ::= SEQUENCE {


periodicalReportingCriteria


PeriodicalReportingCriteria,


reportingCellStatus




ReportingCellStatus




OPTIONAL

}

PeriodicalWithReportingCellStatus-r9 ::= SEQUENCE {


periodicalReportingCriteria


PeriodicalReportingCriteria-r9,


reportingCellStatus




ReportingCellStatus




OPTIONAL

}

<end 12th change>
<begin 13th change>
QualityMeasurement ::=



SEQUENCE {


qualityReportingQuantity


QualityReportingQuantity


OPTIONAL,


reportCriteria





QualityReportCriteria

}

QualityMeasurement-r9 ::=



SEQUENCE {


qualityReportingQuantity


QualityReportingQuantity


OPTIONAL,


reportCriteria





QualityReportCriteria-r9
}

QualityReportCriteria ::=


CHOICE {


qualityReportingCriteria


QualityReportingCriteria,


periodicalReportingCriteria


PeriodicalReportingCriteria,


noReporting






NULL

}

QualityReportCriteria-r9 ::=


CHOICE {


qualityReportingCriteria


QualityReportingCriteria,


periodicalReportingCriteria


PeriodicalReportingCriteria-r9,


noReporting






NULL

}

<end 13th change>
<begin 14th change>
ReportingInfoForCellDCH ::=


SEQUENCE {


intraFreqReportingQuantity


IntraFreqReportingQuantity,


measurementReportingMode


MeasurementReportingMode,


reportCriteria





CellDCH-ReportCriteria

}

ReportingInfoForCellDCH-r9 ::=


SEQUENCE {


intraFreqReportingQuantity


IntraFreqReportingQuantity,


measurementReportingMode


MeasurementReportingMode,


reportCriteria





CellDCH-ReportCriteria-r9
}

ReportingInfoForCellDCH-LCR-r4 ::=
SEQUENCE {


intraFreqReportingQuantity


IntraFreqReportingQuantity,


measurementReportingMode


MeasurementReportingMode,


reportCriteria





CellDCH-ReportCriteria-LCR-r4

}

ReportingInfoForCellDCH-LCR-r9 ::=
SEQUENCE {


intraFreqReportingQuantity


IntraFreqReportingQuantity,


measurementReportingMode


MeasurementReportingMode,


reportCriteria





CellDCH-ReportCriteria-LCR-r9
}

<end 14th change>
<begin 15th change>
TrafficVolumeMeasSysInfo ::=

SEQUENCE {


trafficVolumeMeasurementID


MeasurementIdentity


DEFAULT 4,


trafficVolumeMeasurementObjectList
TrafficVolumeMeasurementObjectList
OPTIONAL,


trafficVolumeMeasQuantity


TrafficVolumeMeasQuantity


OPTIONAL,


trafficVolumeReportingQuantity

TrafficVolumeReportingQuantity

OPTIONAL,


-- dummy is not used in this version of specification, it should


-- not be sent and if received it should be ignored.


dummy







TrafficVolumeReportingCriteria

OPTIONAL,


measurementValidity




MeasurementValidity




OPTIONAL,


measurementReportingMode


MeasurementReportingMode,


reportCriteriaSysInf



TrafficVolumeReportCriteriaSysInfo

}
TrafficVolumeMeasSysInfo-r9 ::=

SEQUENCE {


trafficVolumeMeasurementID


MeasurementIdentity


DEFAULT 4,


trafficVolumeMeasurementObjectList
TrafficVolumeMeasurementObjectList
OPTIONAL,


trafficVolumeMeasQuantity


TrafficVolumeMeasQuantity


OPTIONAL,


trafficVolumeReportingQuantity

TrafficVolumeReportingQuantity

OPTIONAL,


-- dummy is not used in this version of specification, it should


-- not be sent and if received it should be ignored.


dummy







TrafficVolumeReportingCriteria

OPTIONAL,


measurementValidity




MeasurementValidity




OPTIONAL,


measurementReportingMode


MeasurementReportingMode,


reportCriteriaSysInf



TrafficVolumeReportCriteriaSysInfo-r9
}
TrafficVolumeMeasuredResults ::=
SEQUENCE {


rb-Identity






RB-Identity,


rlc-BuffersPayload




RLC-BuffersPayload




OPTIONAL,


averageRLC-BufferPayload


AverageRLC-BufferPayload


OPTIONAL,


varianceOfRLC-BufferPayload


VarianceOfRLC-BufferPayload


OPTIONAL

}

TrafficVolumeMeasuredResultsList ::= SEQUENCE (SIZE (1..maxRB)) OF











TrafficVolumeMeasuredResults

TrafficVolumeMeasurement ::= 

SEQUENCE {


trafficVolumeMeasurementObjectList
TrafficVolumeMeasurementObjectList
OPTIONAL,


trafficVolumeMeasQuantity


TrafficVolumeMeasQuantity


OPTIONAL,


trafficVolumeReportingQuantity

TrafficVolumeReportingQuantity

OPTIONAL,


measurementValidity




MeasurementValidity




OPTIONAL,


reportCriteria





TrafficVolumeReportCriteria

}

TrafficVolumeMeasurement-r9 ::= 

SEQUENCE {


trafficVolumeMeasurementObjectList
TrafficVolumeMeasurementObjectList
OPTIONAL,


trafficVolumeMeasQuantity


TrafficVolumeMeasQuantity


OPTIONAL,


trafficVolumeReportingQuantity

TrafficVolumeReportingQuantity

OPTIONAL,


measurementValidity




MeasurementValidity




OPTIONAL,


reportCriteria





TrafficVolumeReportCriteria-r9
}

TrafficVolumeMeasurementObjectList ::= SEQUENCE (SIZE (1..maxTrCH)) OF












UL-TrCH-Identity
TrafficVolumeReportCriteria ::=

CHOICE {


trafficVolumeReportingCriteria

TrafficVolumeReportingCriteria,


periodicalReportingCriteria


PeriodicalReportingCriteria,


noReporting






NULL

}

TrafficVolumeReportCriteria-r9 ::=

CHOICE {


trafficVolumeReportingCriteria

TrafficVolumeReportingCriteria,


periodicalReportingCriteria


PeriodicalReportingCriteria-r9,


noReporting






NULL

}
TrafficVolumeReportCriteriaSysInfo ::=
CHOICE {


trafficVolumeReportingCriteria

TrafficVolumeReportingCriteria,


periodicalReportingCriteria


PeriodicalReportingCriteria

}

TrafficVolumeReportCriteriaSysInfo-r9 ::=
CHOICE {


trafficVolumeReportingCriteria

TrafficVolumeReportingCriteria,


periodicalReportingCriteria


PeriodicalReportingCriteria-r9
}
<end 15th change>
<begin 16th change>
UE-InternalMeasurement-r4 ::=

SEQUENCE {


ue-InternalMeasQuantity



UE-InternalMeasQuantity



OPTIONAL,


ue-InternalReportingQuantity

UE-InternalReportingQuantity-r4

OPTIONAL,


reportCriteria





UE-InternalReportCriteria

}

UE-InternalMeasurement-r9 ::=

SEQUENCE {


ue-InternalMeasQuantity



UE-InternalMeasQuantity



OPTIONAL,


ue-InternalReportingQuantity

UE-InternalReportingQuantity-r4

OPTIONAL,


reportCriteria





UE-InternalReportCriteria-r9
}

UE-InternalMeasurementSysInfo ::= 
SEQUENCE {


ue-InternalMeasurementID


MeasurementIdentity


DEFAULT 5,


ue-InternalMeasQuantity



UE-InternalMeasQuantity

}

UE-InternalReportCriteria ::=

CHOICE {


ue-InternalReportingCriteria

UE-InternalReportingCriteria,


periodicalReportingCriteria


PeriodicalReportingCriteria,


noReporting






NULL

}

UE-InternalReportCriteria-r9 ::=

CHOICE {


ue-InternalReportingCriteria

UE-InternalReportingCriteria,


periodicalReportingCriteria


PeriodicalReportingCriteria-r9,


noReporting






NULL

}

<end 16th change>
<begin 17th change>
UE-Positioning-Measurement-r8 ::=

SEQUENCE {


ue-positioning-ReportingQuantity

UE-Positioning-ReportingQuantity-r8,


measurementValidity





MeasurementValidity





OPTIONAL,


reportCriteria






UE-Positioning-ReportCriteria-r7,


ue-positioning-OTDOA-AssistanceData

UE-Positioning-OTDOA-AssistanceData-r7
OPTIONAL,


ue-positioning-GPS-AssistanceData

UE-Positioning-GPS-AssistanceData-r7
OPTIONAL,


ue-positioning-GANSS-AssistanceData

UE-Positioning-GANSS-AssistanceData-r8
OPTIONAL

}

UE-Positioning-Measurement-r9 ::=

SEQUENCE {


ue-positioning-ReportingQuantity

UE-Positioning-ReportingQuantity-r8,


measurementValidity





MeasurementValidity





OPTIONAL,


reportCriteria






UE-Positioning-ReportCriteria-r9,


ue-positioning-OTDOA-AssistanceData

UE-Positioning-OTDOA-AssistanceData-r7
OPTIONAL,


ue-positioning-GPS-AssistanceData

UE-Positioning-GPS-AssistanceData-r7
OPTIONAL,


ue-positioning-GANSS-AssistanceData

UE-Positioning-GANSS-AssistanceData-r8
OPTIONAL

}

<end 17th change>
<begin 18th change>
UE-Positioning-ReportCriteria-r7 ::=
CHOICE {


ue-positioning-ReportingCriteria

UE-Positioning-EventParamList-r7,


periodicalReportingCriteria



PeriodicalReportingCriteria,


noReporting







NULL

}

UE-Positioning-ReportCriteria-r9 ::=



CHOICE {


ue-positioning-ReportingCriteria



UE-Positioning-EventParamList,


periodicalReportingCriteria


PeriodicalReportingCriteria-r9,


noReporting






NULL

}

<end 18th change>
<begin 19th change>
SysInfoType11 ::=




SEQUENCE {



sib12indicator




BOOLEAN,


-- Measurement IEs



fach-MeasurementOccasionInfo
FACH-MeasurementOccasionInfo

OPTIONAL,



measurementControlSysInfo

MeasurementControlSysInfo,


-- Extension mechanism for non- release99 information



v4b0NonCriticalExtensions

SEQUENCE {




sysInfoType11-v4b0ext


SysInfoType11-v4b0ext-IEs

OPTIONAL,




v590NonCriticalExtension

SEQUENCE {





sysInfoType11-v590ext


SysInfoType11-v590ext-IEs,





v690NonCriticalExtensions

SEQUENCE {






sysInfoType11-v690ext


SysInfoType11-v690ext-IEs,






v6b0NonCriticalExtensions

SEQUENCE {







sysInfoType11-v6b0ext


SysInfoType11-v6b0ext-IEs,







v770NonCriticalExtensions

SEQUENCE {








sysInfoType11-v770ext


SysInfoType11-v770ext-IEs,








v7b0NonCriticalExtensions

SEQUENCE {









sysInfoType11-v7b0ext


SysInfoType11-v7b0ext-IEs,









v860NonCriticalExtensions

SEQUENCE {










sysInfoType11-v860ext


SysInfoType11-v860ext-IEs,









v910NonCriticalExtensions

SEQUENCE {










sysInfoType11-v910ext


SysInfoType11-v910ext-IEs,










nonCriticalExtensions


SEQUENCE {}

OPTIONAL









}

OPTIONAL








}

OPTIONAL








}

OPTIONAL







}

OPTIONAL






}

OPTIONAL





}

OPTIONAL




}

OPTIONAL



}

OPTIONAL

}

SysInfoType11-v4b0ext-IEs ::= SEQUENCE {


fach-MeasurementOccasionInfo-LCR-Ext
FACH-MeasurementOccasionInfo-LCR-r4-ext
OPTIONAL,


measurementControlSysInfo-LCR


MeasurementControlSysInfo-LCR-r4-ext

}

SysInfoType11-v590ext-IEs ::= SEQUENCE {


--The order of the list corresponds to the order of cell in newIntraFrequencyCellInfoList


newIntraFrequencyCellInfoList-v590ext
SEQUENCE (SIZE (1..maxCellMeas)) OF













CellSelectReselectInfo-v590ext
OPTIONAL,


--The order of the list corresponds to the order of cell in newInterFrequencyCellInfoList


newInterFrequencyCellInfoList-v590ext
SEQUENCE (SIZE (1..maxCellMeas)) OF













CellSelectReselectInfo-v590ext
OPTIONAL,


--The order of the list corresponds to the order of cell in newInterRATCellInfoList


newInterRATCellInfoList-v590ext


SEQUENCE (SIZE (1..maxCellMeas)) OF













CellSelectReselectInfo-v590ext
OPTIONAL,


intraFreqEventCriteriaList-v590ext

Intra-FreqEventCriteriaList-v590ext

OPTIONAL,


intraFreqReportingCriteria-1b-r5

IntraFreqReportingCriteria-1b-r5
OPTIONAL,

intraFreqEvent-1d-r5




IntraFreqEvent-1d-r5



OPTIONAL
}

SysInfoType11-v690ext-IEs ::= SEQUENCE {


-- dummy is not used in this version of the specification. If received, the UE behaviour


-- is not specified.


dummy







Dummy-InterFreqRACHReportingInfo
OPTIONAL

}
SysInfoType11-v6b0ext-IEs ::= SEQUENCE {


-- Measurement IEs


interFreqRACHReportingInfo


InterFreqRACHReportingInfo


OPTIONAL

}
SysInfoType11-v770ext-IEs ::= SEQUENCE {


-- Measurement IEs



mbsfnFrequencyList



MBSFNFrequencyList




OPTIONAL

}

SysInfoType11-v7b0ext-IEs ::= SEQUENCE {


-- Measurement IEs



newInterFreqCellList


NewInterFreqCellList-v7b0ext

OPTIONAL

}

SysInfoType11-v860ext-IEs ::=

SEQUENCE {


-- Measurement IEs



mbsfnFrequencyList



MBSFNFrequencyList-v860ext


OPTIONAL

}

SysInfoType11-v910ext-IEs ::=

SEQUENCE {


-- Measurement IEs



measurementControlSysInfo-r9

MeasurementControlSysInfo-r9,


measurementControlSysInfo-LCR-r9
MeasurementControlSysInfo-LCR-r9-ext

}

<end 19th change>
<begin 20th change>
SysInfoType12 ::=




SEQUENCE {


-- Measurement IEs



fach-MeasurementOccasionInfo
FACH-MeasurementOccasionInfo

OPTIONAL,



measurementControlSysInfo

MeasurementControlSysInfo,


-- Extension mechanism for non- release99 information



v4b0NonCriticalExtensions

SEQUENCE {




sysInfoType12-v4b0ext


SysInfoType12-v4b0ext-IEs

OPTIONAL,




v590NonCriticalExtension

SEQUENCE {





sysInfoType12-v590ext


SysInfoType12-v590ext-IEs,





v690NonCriticalExtensions

SEQUENCE {






sysInfoType12-v690ext


SysInfoType12-v690ext-IEs,






v6b0NonCriticalExtensions

SEQUENCE {







sysInfoType12-v6b0ext


SysInfoType12-v6b0ext-IEs,







v7b0NonCriticalExtensions

SEQUENCE {








sysInfoType12-v7b0ext


SysInfoType12-v7b0ext-IEs,







v910NonCriticalExtensions

SEQUENCE {








sysInfoType12-v910ext


SysInfoType12-v910ext-IEs,








nonCriticalExtensions


SEQUENCE {}



OPTIONAL







}






OPTIONAL






}






OPTIONAL






}






OPTIONAL





}






OPTIONAL




}






OPTIONAL



}






OPTIONAL

}

SysInfoType12-v4b0ext-IEs ::= SEQUENCE {


fach-MeasurementOccasionInfo-LCR-Ext
FACH-MeasurementOccasionInfo-LCR-r4-ext
OPTIONAL,


measurementControlSysInfo-LCR


MeasurementControlSysInfo-LCR-r4-ext

}

SysInfoType12-v590ext-IEs ::= SEQUENCE {


--The order of the list corresponds to the order of cell in newIntraFrequencyCellInfoList


newIntraFrequencyCellInfoList-v590ext
SEQUENCE (SIZE (1..maxCellMeas)) OF













CellSelectReselectInfo-v590ext
OPTIONAL,


--The order of the list corresponds to the order of cell in newInterFrequencyCellInfoList


newInterFrequencyCellInfoList-v590ext
SEQUENCE (SIZE (1..maxCellMeas)) OF













CellSelectReselectInfo-v590ext
OPTIONAL,


--The order of the list corresponds to the order of cell in newInterRATCellInfoList


newInterRATCellInfoList-v590ext


SEQUENCE (SIZE (1..maxCellMeas)) OF













CellSelectReselectInfo-v590ext
OPTIONAL,


intraFreqEventCriteriaList-v590ext

Intra-FreqEventCriteriaList-v590ext

OPTIONAL,


intraFreqReportingCriteria-1b-r5

IntraFreqReportingCriteria-1b-r5
OPTIONAL,

intraFreqEvent-1d-r5




IntraFreqEvent-1d-r5



OPTIONAL
}

SysInfoType12-v690ext-IEs ::= SEQUENCE {


-- dummy is not used in this version of the specification. If received, the UE behaviour


-- is not specified.


dummy







Dummy-InterFreqRACHReportingInfo
OPTIONAL

}
SysInfoType12-v6b0ext-IEs ::= SEQUENCE {


-- Measurement IEs


interFreqRACHReportingInfo


InterFreqRACHReportingInfo


OPTIONAL

}

SysInfoType12-v7b0ext-IEs ::= SEQUENCE {


-- Measurement IEs



newInterFreqCellList


NewInterFreqCellList-v7b0ext

OPTIONAL

}

SysInfoType12-v910ext-IEs ::= SEQUENCE {


-- Measurement IEs



measurementControlSysInfo-r9

MeasurementControlSysInfo-r9,


measurementControlSysInfo-LCR-r9
MeasurementControlSysInfo-LCR-r9-ext
}

<end 20th change>
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