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	Reason for change:
(
	The inclusion of the CSG frequency info in the Proximity Indication should not depend on the detection of the CSG cells but the wording in section 14.7a.4 creates a dependency between both. When the UE sends the Proximity Indication, it might not have detected the CSG cells yet.
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	Replace “on which the concerned cell(s) are detected” by “of the cell(s) for which the Proximity Indication was triggered” in section 14.7a.4.
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14.7a.4
CSG Proximity Indication
Once proximity detection function is enabled, the UE shall set the contents of IE "CSG Proximity Indication" in the MEASUREMENT REPORT message as follows:

1> if the UE is aware that it is in the proximity of the cell(s) whose CSG ID is in the UE's CSG whitelist, the UE shall:

2> set the IE "CSG Proximity Indication" to "entering";
2> set the IE "CSG Frequency info for UTRA" or "CSG Frequency info for E-UTRA " to the frequency of the cell(s) for which the Proximity Indication was triggered.
1> else if the UE is aware that it has left the proximity of the cell(s) whose CSG ID is in the UE's CSG whitelist, the UE shall:

2> set the IE "CSG Proximity Indication" to "leaving";
2> set the IE "CSG Frequency info for UTRA" or "CSG Frequency info for E-UTRA" to the frequency of the cell(s) for which the Proximity Indication was triggered. 
