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1. Overall Description:

Reference Radio Bearers for testing 3.84 Mcps TDD IMB UE were agreed in TSG-RAN WG5#44 for addition to TS 34.108. It has been requested that these Radio Bearers are presented to TSG-RAN WG2 for consideration.
A SRB for MCCH mapped onto SCCPCH and three MTCH RABs mapped onto SCCPCH Type 2 are defined for 3.84 Mcps TDD IMB operation. The combination of SRBs and RABs on a CCTrCH are:
Combinations on SCCPCH:
1)
7.6 kbps signalling RB for MBSFN MCCH with 40ms TTI.
Combinations on SCCPCH Type 2:
1)
124.4kbps PS RAB for MBSFN MTCH with 80 ms TTI,
2)
320.4kbps PS RAB for MBSFN MTCH with 80 ms TTI,
3)
497.6kbps PS RAB for MBSFN MTCH with 80 ms TTI.
In each case the Transport Channel, TFCS, and Physical Channel parameters sets are defined. The CR agreed in TSG-RAN WG5 providing the Reference Radio Bearer configurations is contained in R5-094856.
2. Actions:

TSG-RAN WG5 kindly asks TSG-RAN WG2 to review the Reference Radio Bearers described in this LS.

3. Date of Next TSG-RAN WG5 Meetings:

TSG-RAN WG5 Meeting #46
22 – 26 February 2010

San Francisco, USA
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10 – 14 May 2010
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