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10.3.2.7
Dedicated priority Information
This IE indicates priority information for GERAN, UTRAN and E-UTRAN for reselections.

	Information Element/Group name
	Need
	Multi
	Type and Reference
	Semantics description
	Version

	CHOICE Action
	MP
	
	
	
	REL-8

	>Clear dedicated priorities
	
	
	NULL
	
	REL-8

	>Configure dedicated priorities
	
	
	
	
	REL-8

	>>T322
	OP
	
	Integer (5, 10, 20, 30, 60, 120, 180)
	Time in minutes for which the configured dedicated priorities are valid. When the timer expires the UE should revert to using the priorities signalled in system information. Absence of this IE means that the configured dedicated priorities are valid until the next update.

One spare value needed.
	REL-8

	>>Priority Level List
	OP
	1 to <maxPrio>
	
	
	REL-8

	>>>priority
	OP
	
	Integer (0.. <maxPrio–1>)
	Absence of this IE indicates that no priority is assigned to the indicated frequencies. 0 is the lowest priority and maxPrio-1 is the highest
	REL-8

	>>>CHOICE Radio Access Technology
	MP
	
	
	
	REL-8

	>>>>UTRA FDD
	
	
	
	
	REL-8

	>>>>>Frequency List
	MP
	1 to < maxNumFDDFreqs>
	
	
	REL-8

	>>>>>>UARFCN
	MP
	
	Integer(0 .. 16383)
	UARFCN of the downlink carrier frequency [25.101]
	REL-8

	>>>>UTRA TDD
	
	
	
	
	REL-8

	>>>>>Frequency List
	MP
	1 to < maxNumTDDFreqs>
	
	
	REL-8

	>>>>>>UARFCN
	MP
	
	Integer(0 .. 16383)
	UARFCN of the downlink carrier frequency [25.101]
	REL-8

	>>>>E-UTRA
	
	
	
	
	REL-8

	>>>>>Frequency List
	
	1 to <maxNumEUTRAFreqs>
	
	
	REL-8

	>>>>>>EARFCN
	MP
	
	Integer(0 .. 65535)
	EARFCN of the downlink carrier frequency [36.101]
	REL-8

	>>>>GSM
	
	
	
	
	REL-8

	>>>>>GSM cell group
	MP
	
	GSM cell group 10.3.7.9a
	
	REL-8

	>>E-UTRA detection
	MP
	
	Boolean
	‘TRUE’ means that the UE may detect the presence of a E-UTRA cell and report to NAS
	REL-8


NOTE:
It is always ensured by the UTRAN that priorities for different Radio Access Technologies are always different (e.g. a GERAN group of cells cannot have the same priority as a UTRA or E-UTRA frequency).

NOTE:
It is always ensured by the UTRAN that priorities for which both Threshx,high2 and Threshx,low2 are provided are always different from the priorities for which both Threshx,high2 and Threshx,low2 are not provided.
10.3.7.115
E-UTRA frequency and priority info list
Contains information about neighbour E-UTRA frequencies (with associated blacklists), together with priority based reselection information.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	E-UTRA frequency and priority
	
	1 to <maxNumEUTRAFreqs>
	
	
	REL-8

	>EARFCN
	MP
	
	Integer(0..65535)
	EARFCN of the downlink carrier frequency [36.101]
	REL-8

	>Measurement Bandwidth
	MD
	
	Enumerated(6, 15, 25, 50, 75, 100)
	Measurement bandwidth information common for all neighbouring cells on the carrier frequency. It is defined by the parameter Transmission Bandwidth Configuration, NRB [36.104]. The values indicate the number of resource blocks over which the UE could measure. Default value is 6.
	REL-8

	>priority
	MP
	
	Integer (0..<maxPrio–1>)
	0 is the lowest priority and maxPrio-1 is the highest.
	REL-8

	>QrxlevminEUTRA
	MP
	
	Integer (-140..-44 by step of 2)
	RSRP, [dBm]
	REL-8

	>Threshx, high
	MP
	
	Integer (0..62 by step of 2)  
	RSRP, dB


	REL-8

	>Threshx, low
	MP
	
	Integer (0..62 by step of 2)  
	RSRP, dB


	REL-8

	>QqualminEUTRA
	MD
	
	Integer (-34..-3)
	RSRQ, dB
default value is negative infinity
	REL-9

	>Threshx, high2
	OP
	
	Integer (0..31)
	RSRQ, dB

	REL-9

	>Threshx, low2
	OP
	
	Integer (0..31)
	RSRQ, dB

	REL-9

	>Blacklisted cells per freq list
	OP
	1 to <maxEUTRACellPerFreq>
	
	
	REL-8

	>>Physical Cell identity
	MP
	
	Integer (0..503)
	A list of blacklisted cells can be signalled per frequency
	REL-8

	>E-UTRA detection
	MP
	
	Boolean
	‘TRUE’ means that the UE may detect the presence of a E-UTRA cell and report to NAS
	REL-8


NOTE:
The network should ensure that priorities for different Radio Access Technologies are always different.
NOTE:      The network should ensure that priorities for which both Threshx,high2 and Threshx,low2 are provided are always different from the priorities for which both Threshx,high2 and Threshx,low2 are not provided.
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