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1 Introduction

This document attempts to provide an overview of the dedicated configuration parameters, based on the different contributions to the RAN2#70bis meeting. RAN2 is requested to review the overview that is provided and try to agree a first baseline set of configuration parameters.

2 Discussion

RAN2 is requested to review the overview of configuration parameters that is provided in the following in order to come to a first baseline. In particular the focus should be on:

· 
Confirming the status for the IEs marked as TBC, so those can be changed to A also

· 
Ensuring the list includes all parameters currently agreed
	IE
	subIE
	subsubIE
	sssIE
	source
	type (cell/ ue)
	cat (common/ pCell/ sCell/ xCell)
	status
	comment

	mac-MainConfig 
	ul-SCH-Config
	maxHARQ-Tx
	 
	 
	UE
	common
	A
	 

	mac-MainConfig 
	ul-SCH-Config
	periodicBSR-Timer
	 
	 
	UE
	common
	TBC
	 

	mac-MainConfig 
	ul-SCH-Config
	retxBSR-Timer
	 
	 
	UE
	common
	TBC
	 

	mac-MainConfig 
	ul-SCH-Config
	ttiBundling
	 
	 
	UE
	pCell
	A
	Add statement that E-UTRAN does not configure ttiBundling in combination with sCells (i.e. not applicable for CA )

	mac-MainConfig 
	drx-Config
	onDurationTimer
	 
	 
	UE
	common
	A
	 

	mac-MainConfig 
	timeAlignmentTimer 
	 
	 
	 
	UE
	common
	A
	 

	mac-MainConfig 
	phr-Config
	periodicTimer
	 
	 
	UE
	common
	A
	PHR type 1 (original)
Agreed during RAN2#70b

	mac-MainConfig 
	phr-Config
	prohibitTimer
	 
	 
	UE
	common
	TBD
	 

	mac-MainConfig 
	PHR (type 2)?
	 
	 
	 
	UE
	pCell
	FFS (new)
	PHR type 2 (new)

	mac-MainConfig 
	sr-ProhibitTimer-r9
	 
	 
	 
	UE
	pCell
	TBC
	 

	sps-Config
	semiPersistSchedC-RNTI
	 
	 
	 
	UE
	pCell
	A
	 

	sps-Config 
	sps-ConfigDL
	semiPersistSchedIntervalDL
	 
	 
	UE
	pCell
	A
	 

	sps-Config 
	sps-ConfigUL
	semiPersistSchedIntervalUL
	 
	 
	UE
	pCell
	A
	 

	physicalConfigDedicated
	PDSCH-ConfigDedicated 
	p-a 
	 
	 
	UE
	xCell
	TBC
	 

	physicalConfigDedicated
	PUCCH-ConfigDedicated 
	repetitionFactor
	 
	 
	UE
	pCell
	A/ FFS
	Mainly AN related. Extensions required ? 

	physicalConfigDedicated
	PUCCH-ConfigDedicated 
	simultaneousPUCCH-PUSCH
	 
	 
	UE
	pCell
	FFS (new)
	NSN: new parameter, not related to CA (concerns simultaneous transmission in same TTI)

	physicalConfigDedicated
	PUSCH-ConfigDedicated 
	betaOffset-ACK-Index
	 
	 
	UE
	pCell?
	FFS
	Discussions ongoing in RAN1..
NSN: per xCell
Sam: Depending on what cells support UCI over PUSCH ? 

	physicalConfigDedicated
	UplinkPowerControlDedicated 
	p0-UE-PUSCH
	 
	 
	UE
	xCell
	TBC
	PUCCH parts not for Scell 

	physicalConfigDedicated
	UplinkPowerControlDedicated 
	p0-UE-PUCCH
	 
	 
	UE
	pCell
	A
	 

	physicalConfigDedicated
	TPC-PDCCH-ConfigPUCCH 
	tpc-RNTI
	 
	 
	UE
	pCell
	A
	NSN: discussion still ongoing in RAN1

	physicalConfigDedicated
	TPC-PDCCH-ConfigPUSCH 
	tpc-RNTI
	 
	 
	UE
	?
	FFS
	Discussion ongoing in RAN1
Eri: IE is related to SPS and hence assumed to be for pCell only
NSN, Sam: per xCell

	physicalConfigDedicated
	CQI-ReportConfig 
	cqi-ReportModeAperiodic
	 
	 
	UE
	xCell?
	FFS
	Discussions still ongoing for aperiodic

	physicalConfigDedicated
	CQI-ReportConfig 
	nomPDSCH-RS-EPRE-Offset
	 
	 
	UE
	xCell?
	FFS
	 

	physicalConfigDedicated
	CQI-ReportConfig 
	cqi-ReportPeriodic
	cqi-PUCCH-ResourceIndex
	 
	UE
	pCell
	A/ FFS
	Some extensions might be required 

	physicalConfigDedicated
	SoundingRS-UL-ConfigDedicated  
	srs-Bandwidth
	 
	 
	UE
	xCell
	TBC
	 

	physicalConfigDedicated
	AntennaInfoDedicated 
	transmissionMode
	 
	 
	UE
	xCell
	TBC
	IE needs extension due to DL-MIMO WI & UL MIMO WI
Eri: RAN1 agreed that the same transmission mode is used on all CCs of a UE

	physicalConfigDedicated
	SchedulingRequestConfig 
	sr-PUCCH-ResourceIndex
	 
	 
	UE
	pCell
	A
	 

	physicalConfigDedicated
	CQI-ReportConfig-v920
	cqi-Mask-r9
	 
	 
	UE
	pCell
	A/ TBC
	Eri:  relates to periodic CQI, hence for pCell

	physicalConfigDedicated
	AntennaInfoDedicated-v920
	codebookSubsetRestriction-v920
	 
	 
	UE
	xCell
	TBC
	 

	RLF-TimersAndConstants-r9
	t301-r9
	 
	 
	 
	UE
	pCell
	TBC
	Some timers are connection related, while RLF related timers apply for pCell only

	t304
	 
	 
	 
	MobilityControlInfo
	UE
	pCell
	A
	 

	newUE-Identity
	 
	 
	 
	MobilityControlInfo
	UE
	common
	A
	 

	RACH-ConfigDedicated 
	ra-PreambleIndex
	 
	 
	MobilityControlInfo
	UE
	pCell
	A
	At handover in target pCell 

	PDCCH–ConfigDedicated (new, ffs)
	CIF-presence (yes/no)
	 
	 
	 
	UE
	xCell
	FFS (new)
	 

	CIF-Config 
	scheduling-PDCCCH
	 
	 
	 
	UE
	xCell
	FFS (new)
	PDCCH used for scheduling (with configured CIF value)

	CIF-Config 
	PCFICH
	 
	 
	 
	UE
	xCell
	FFS (new)
	Eri: PDSCH starting point on a cross scheduled CC can be different from the CIF

	sCellActivationConfig
	deactivationTimer
	 
	 
	 
	UE
	sCell
	FFS (new)
	Do we really need the option to configure different value for each sCell?

	PathlossReference (sib2/ pcell)
	 
	 
	 
	 
	UE
	common
	A
	Agreed during RAN2#70b

	
	
	
	
	
	
	
	
	


3 Conclusion & recommendation
This document attempts to provide an overview of the dedicated configuration parameters, based on the different contributions to the RAN2#70bis meeting. RAN2 is requested to review the overview that is provided and try to agree a first baseline set of configuration parameters.
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