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Discussion and Decision

1
Introduction
In order to let the network know that some logged measurements are available, UE uses some UL messages and add an indicator to signal the availability.
2
Discussion
2.1
Stage 2 description and current status
The current stage 2 [1] states:

	A UE configured to perform Logged MDT measurements indicates the availability of MDT measurements, by means of a one bit indicator, in RRCConnectionSetupComplete message during connection establishment. Furthermore, the indicator (possibly updated) can be provided within E-UTRAN handover and re-establishment, and UTRAN procedures SRNC (SRNC relocation involving the change of).The UE includes the indication in one of these messages at every transition to RRC Connected mode even though the logging period has not ended, upon connection to RAT, which configured the UE to perform Logged MDT measurements. The UE will not indicate the availability of MDT measurements in another RAT.


The following messages have been taken into account in current draft stage 3 CR [2]
1. CELL UPDATE 

2. URA UPDATE

3. PHYSICAL CHANNEL RECONFIGURATION COMPLETE 

4. RADIO BEARER RECONFIGURATION COMPLETE 

5. RADIO BEARER RELEASE COMPLETE 

6. RADIO BEARER SETUP COMPLETE 

7. RRC CONNECTION SETUP COMPLETE 

8. TRANSPORT CHANNEL RECONFIGURATION COMPLETE

Stage 2 does not mandate the use of messages CELL UPDATE and URA UPDATE, but they are obviously needed to allow a UE in CELL_PCH or URA_PCH state to inform the network about the availability of the report.

Proposal 1: Stage 2 should be updated to allow the use of CELL UPDATE and URA UPDATE messages.
2.2
Missing message
In a contribution [3], it is proposed to add another message to the stage 3. But we think that some other messages are still needed to cover all the cases.
A UE in CELL_PCH state can move to CELL_FACH state, using the UL message MEASUREMENT REPORT. But this message is not indicated in stage 2.
Proposal 2: Stage 2 should be updated to allow the use of MEASUREMENT REPORT message.

4
Conclusion
In this contribution we made an attempt to identify some missing text in stage 2 to cover MDT report indication for UMTS

We think that the following proposal should be considered by RAN2:
Proposal 1: Stage 2 should be updated to allow the use of CELL UPDATE and URA UPDATE messages.

Proposal 2: Stage 2 should be updated to allow the use of MEASUREMENT REPORT message.
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