Page 1



3GPP TSG RAN WG2 #72 
 
 R2-106749
15th ~ 19th Nov 2010, Jacksonville, US 
	CR-Form-v9.6

	CHANGE REQUEST

	

	(
	25.331
	CR
	4382
	(
rev
	-
	(
Current version:
	10.1.0
	(

	

	For HELP on using this form look at the pop-up text over the ( symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(
	UICC apps(
	
	ME
	x
	Radio Access Network
	x
	Core Network
	


	

	Title:
(
	Miscellaneous corrections to 25.331 for 4C-HSDPA

	
	

	Source to WG:
(
	Huawei, HiSilicon 

	Source to TSG:
(
	R2

	
	

	Work item code:
(
	4C_HSDPA-Core
	
	Date: (
	15/11/2010

	
	
	
	
	

	Category:
(
	F
	
	Release: (
	Rel-10

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)

	
	

	Reason for change:
(
	Miscellaneous corrections to 25.331 for 4C-HSDPA.

	
	

	Summary of change:
(
	1. Clarification on the sentences regarding the ASU procedure on the radio link on the frequency associated with the first secondary serving HS-DSCH cell.

2. Correction on the reference error in section 8.6.6.50.

	
	

	Consequences if 
(
not approved:
	Spec 25.331 will be incomplete for 4C-HSDPA and this may lead to unpredictable UE behaviours due to different interpretations. 

	
	

	Clauses affected:
(
	8.3.4.2, 8.6.6.50

	
	

	
	Y
	N
	
	

	Other specs
(
	
	x
	 Other core specifications
(
	

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(
	


<Start of modified section>
8.3.4.2
Initiation
The procedure is initiated when UTRAN orders a UE in CELL_DCH state, to make the following modifications of the active set of the connection:

a)
Radio link addition to the active set;

b)
Radio link removal from the active set;

c)
Combined radio link addition and removal on the active set; 

d)
Addition of a radio link to the E-DCH active set;

e)
Removal of a radio link from the E-DCH active set.

f)
Radio link addition to the secondary E-DCH active set;

g)
Radio link removal from the secondary E-DCH active set;

h)
Combined radio link addition and removal on the secondary E-DCH active set;

The procedure also allows the addition or removal of a radio link on the downlink frequencies associated with the secondary serving HS-DSCH cells. If the UE is not operating in Dual Cell E-DCH operation, radio links on the downlink frequencies associated with the secondary serving HS-DSCH cells are not part of the active set. Otherwise, radio links on the frequency associated with the first secondary serving HS-DSCH cell, are part of the secondary E-DCH active set.
<End of modified section>
<Start of modified section>
8.6.6.50
Additional downlink secondary cell info list FDD

If the IE "Additional downlink secondary cell info list FDD" is included, the UE shall process its parameters as specified in 8.6.6.45.

If the IE "Additional downlink secondary cell info list FDD" is not included, the UE shall clear the second and third entries in the variables DOWNLINK_SECONDARY_CELL_INFO, SECONDARY_CELL_HS_DSCH_RECEPTION, and SECONDARY_CELL_MIMO_STATUS.
<End of modified section>
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