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1. Overall Description:

During RAN2#72bis, RAN2 discussed various stage 2 aspects of Log ANR approach intensively and reached a set of agreements such as:
· ANR feature has no dependency with MDT feature in either direction, but Log ANR procedure may use the RRC messages introduced by MDT feature for ANR purpose. 

· UE can perform ANR measurement and logging within its RAT capabilities in idle mode, URA/Cell_PCH states. During ANR measurement, UE’ usual paging and mobility procedures are not impacted, so the performance of paging and mobility are not sacrificed.
· The ANR Duration Timer, ANR area scope are signaled as part of the ANR configurations from RNC, specifying valid period and area for ANR measurement respectively.
Besides, RAN2 made some agreements for most essentially issues such as: 

· How UE Logs detected cells
· When UE stops ANR measurement and logging
· When UE discards its ANR configurations
· How long UE keeps the ANR logs
· How UE reports ANR log availability and logs
Therefore the stage 2 description of Log ANR approach has been finished almost, except some detailed issues.
2. Actions:

To 3GPP TSG-RAN WG3:  
RAN2 kindly asks RAN3 to take RAN2’s progress and conclusions into account, and inform RAN2 in case of any concern.
3. Date of Next TSG-RAN WG2 Meetings:

TSG-RAN WG2 Meeting #73
21st – 25th February 2011
Taipei, Taiwan
TSG-RAN WG2 Meeting #73bis
11th – 15th April        2011
Shanghai, China
