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1. Overall Description:

During RAN2#72bis, RAN2 discussed various stage 2 aspects of Log ANR approach and reached the following set of agreements:
· There is no dependency between the log ANR feature and MDT. The Log ANR procedure will use the same RRC procedure, introduced by the MDT feature, for ANR purposes. 

· UE can perform ANR measurement and logging within its RAT capabilities in idle mode, URA_PCH and Cell_PCH states. 

· A threshold that is relative to the serving cell will be defined and will be applied for detected cells for logging purposes.

· The logging criteria may be satisfied by more than one cell at one given point in time


· Suitability criteria for logging purposes will be defined. The default for this criteria value can be the same as for cell reselection
· UE will indicate log availability in RRC connection complete, Cell Update and URA Update.
· Legacy paging and mobility procedures are not impacted by Log ANR. The reading of System Information in detected cells should be best effort for the UE, and legacy procedures take precedence over ANR
· The ANR Duration Timer is signaled as part of the ANR configurations from RNC, specifying a maximum logging period for ANR logging.
RAN2 would also like to indicate that the list of agreements is not comprehensive and that a text proposal for Stage 2 description is under review in RAN2. 
2. Actions:

To 3GPP TSG-RAN WG3:  
RAN2 kindly asks RAN3 to take RAN2’s progress and conclusions into account in their further work. 
3. Date of Next TSG-RAN WG2 Meetings:

TSG-RAN WG2 Meeting #73
21st – 25th February 2011
Taipei, Taiwan
TSG-RAN WG2 Meeting #73bis
11th – 15th April        2011
Shanghai, China
