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	Reason for change:
(

	If CSG non-capable UE is camping on a cell via secondary PLMN where the cell broadcasts PCI range of CSG cells, the UE cannot apply the knowledge of PCI range of CSG cells to exclude CSG cells from cell reselection candidates, as the PCI range of CSG cells is only assodciated with primary PLMN. As a results, the CSG non-capable UE makes unnecessary attempts to CSG cell.

	
	

	Summary of change:
(

	The linking of primary PLMN to PCI range of CSG cells is removed such that PCI range of CSG cells broadcast in SIB4 is applicbale for all broadcast PLMNs for the concerned frequency. 
Impact analysis
Impacted functionality

Cell reselection by CSG non-capable UE

Inter-operability

1. If the network is implemented according to the CR and the UE is not, the UE may not have PCI range of CSG cells in RAN sharing scenario  

2. If the UE is implemented according to the CR and the network is not,  the UE has incorrect knowledge of PCI range of CSG cells in RAN sharing scenario 
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not approved:
	CSG non-capable UE may attempt reselection to CSG cells as it has no knowkedge of PCI range of CSG cells 
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–
SystemInformationBlockType4

The IE SystemInformationBlockType4 contains neighbouring cell related information relevant only for intra-frequency cell re-selection. The IE includes cells with specific re-selection parameters as well as blacklisted cells.
SystemInformationBlockType4 information element
-- ASN1START

SystemInformationBlockType4 ::=

SEQUENCE {


intraFreqNeighCellList



IntraFreqNeighCellList

OPTIONAL,
-- Need OR


intraFreqBlackCellList



IntraFreqBlackCellList



OPTIONAL,
-- Need OR


csg-PhysCellIdRange




PhysCellIdRange



OPTIONAL,
-- Cond CSG


...

}

IntraFreqNeighCellList ::=

SEQUENCE (SIZE (1..maxCellIntra)) OF IntraFreqNeighCellInfo

IntraFreqNeighCellInfo ::=

SEQUENCE {


physCellId







PhysCellId,


q-OffsetCell






Q-OffsetRange,


...

}

IntraFreqBlackCellList ::=

SEQUENCE (SIZE (1..maxCellBlack)) OF PhysCellIdRange

-- ASN1STOP

	SystemInformationBlockType4 field descriptions

	intraFreqNeighbCellList

List of intra-frequency neighbouring cells with specific cell re-selection parameters.

	q-OffsetCell

Parameter “Qoffsets,n” in TS 36.304 [4].

	intraFreqBlackCellList

List of blacklisted intra-frequency neighbouring cells.

	csg-PhysCellIdRange

Set of physical cell identities reserved for CSG cells on the frequency on which this field was received. The received csg-PhysCellIdRange applies if less than 24 hours has elapsed since it was received. The 3 hour validity restriction (section 5.2.1.3) does not apply to this field.


	Conditional presence
	Explanation

	CSG
	This field is optional, need OP, for non-CSG cells, and mandatory for CSG cells.
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