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5.1.2
General requirements

The UE shall:

1>
process the received messages in order of reception by RRC, i.e. the processing of a message shall be completed before starting the processing of a subsequent message;

NOTE 1:
E-UTRAN may initiate a subsequent procedure prior to receiving the UE's response of a previously initiated procedure unless explicity specified otherwise.

1>
within a sub-clause execute the steps according to the order specified in the procedural description;

1>
consider the term 'radio bearer' (RB) to cover SRBs and DRBs but not MRBs unless explicitly stated otherwise;

1>
set the rrc-TransactionIdentifier in the response message, if included, to the same value as included in the message received from E-UTRAN that triggered the response message;

1>
upon receiving a choice value set to setup:

2>
apply the corresponding received configuration and start using the associated resources, unless explicitly specified otherwise;

1>
upon receiving a choice value set to release:

2>
clear the corresponding configuration and stop using the associated resources;

1>
upon handover to E-UTRA; or

1>
upon receiving an RRCConnectionReconfiguration message including the fullConfig:

2>
apply the Conditions in the ASN.1 for inclusion of the fields for the DRB/PDCP/RLC setup during the reconfiguration of the DRBs included in the drb-ToAddModList;

NOTE 2:
At each point in time, the UE keeps a single value for each field except for during handover when the UE temporarily stores the previous configuration so it can revert back upon handover failure. In other words: when the UE reconfigures a field, the existing value is released except for during handover.

NOTE 3:
Although not explicitly stated, the UE initially considers all functionality to be deactivated/ released until it is explicitly stated that the functionality is setup/ activated. Correspondingly, the UE initially considers lists to be empty e.g. the list of radio bearers, the list of measurements.

<Cut until the next modified section>
5.3.5.2
Initiation

E-UTRAN may initiate the RRC connection reconfiguration procedure to a UE in RRC_CONNECTED. E-UTRAN applies the procedure as follows:

-
the mobilityControlInfo is included only when AS-security has been activated, and SRB2 with at least one DRB are setup and not suspended;

-
the establishment of RBs (other than SRB1, that is established during RRC connection establishment) is included only when AS security has been activated;

-
the addition of SCells is performed only when AS security has been activated;

NOTE
After initiating handover, E-UTRAN should not transmit any further message until the reconfiguration procedure has been completed.
<Cut until the next modified section>
5.3.7.4
Actions related to transmission of RRCConnectionReestablishmentRequest message

The UE shall set the contents of RRCConnectionReestablishmentRequest message as follows:

1>
set the ue-Identity as follows:

2>
set the c-RNTI to the C-RNTI used in the source cell (handover and mobility from E-UTRA failure) or used in the cell in which the trigger for the re-establishment occurred (other cases);

2>
set the physCellId to the physical cell identity of the source cell (handover and mobility from E-UTRA failure) or of the cell in which the trigger for the re-establishment occurred (other cases);

2>
set the shortMAC-I to the 16 least significant bits of the MAC-I calculated:

3>
over the ASN.1 encoded as per section 8 (i.e., a multiple of 8 bits) VarShortMAC-Input;

3>
with the KRRCint key and integrity protection algorithm that was used in the source cell (handover and mobility from E-UTRA failure) or of the cell in which the trigger for the re-establishment occurred (other cases); and

3>
with all input bits for COUNT, BEARER and DIRECTION set to binary ones;

1>
set the reestablishmentCause as follows:

2>
if the re-establishment procedure was initiated due to reconfiguration failure as specified in 5.3.5.5 (the UE is unable to comply with the reconfiguration):

3>
set the reestablishmentCause to the value 'reconfigurationFailure';

2>
else if the re-establishment procedure was initiated due to handover failure as specified in 5.3.5.6 (intra-LTE handover failure) or 5.4.3.5 (inter-RAT mobility from EUTRA failure):

3>
set the reestablishmentCause to the value 'handoverFailure';

2>
else:

3>
set the reestablishmentCause to the value 'otherFailure';

The UE shall submit the RRCConnectionReestablishmentRequest message to lower layers for transmission.

After transmitting the RRCConnectionReestablishment message to the UE, E-UTRAN neither transmits any further message on SRB1 until it has received the RRCConnectionReestablishmentComplete message, nor transmits any further message on SRB2 until it has received the RRCConnectionReconfigurationComplete message.
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