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1. Overall Description:

RAN4 would like to thank RAN2 for the liaison statement in R2-114813 on the signalling of additional frequency band indicators and would like to provide the following answers to the questions raised: 
Question a: what is a reasonable maximum number of frequency bands one cell can belong to? Would there be any differences in the maximum number between UMTS and LTE?
Considering roaming in operating bands specified in the Rel-10 specifications, a reasonable maximum number of frequency bands one cell can belong to is 4. Most of the LTE operating bands are also specified for UMTS, but not all, whence the maximum number may be smaller: 3 is the largest to date. However, the maximum number of equivalent bands may be larger, and the aforementioned numbers are only provided to give an indication of the approximate range. 
Question b: is the ARFCN value specific to frequency bands and thus different frequency bands need to have different ARFCN values? or is it possible that a single ARFCN value could be used to denote one carrier frequency in the overlapping part of multiple frequency bands?
The UARFCN and EARFCN are unique and mapped one-to-one to an operating band (except for Band V and Band VI for UTRA, but this ambiguity is resolved in 25.101 by use of Mobile Country Code), so therefore a single value cannot be used since not necessarily supported by the UE. 

Question c: if a cell belongs to multiple frequency bands and a UE supports these frequency bands, is there a need for any prioritisation between the supported frequency bands, when different RF requirements will be defined for these frequency bands?
Prioritization between supported frequency bands is still being discussed by RAN4, and details will be provided to RAN2 once RAN4 has concluded.
. 
2. Actions:
To RAN2:

RAN4 kindly asks RAN2 to consider the answers to the above questions.
3. Date of Next RAN WG4 Meetings:
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