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1. Overall Description:

RAN4 would like to thank RAN2 for their response LS on power imbalance between adjacent component carriers in [1]
RAN4 had further discussions on the necessity to have interruptions at SCell state transitions for intra-band contiguous carrier aggregation and reached the following agreements:
· Interruptions on PCell are allowed when SCell is configured or deconfigured by RRC
· Interruptions on PCell are allowed when SCell is activated or deactivated by MAC when scellMeasurementCycle >=640ms
· No Interruptions on PCell are allowed when SCell is activated or deactivated when scellMeasurementCycle < 640ms as RAN2 understanding in their LS, and a CR [2] to capture the requirements was agreed.

The exact length of the interruptions is still under discussion but one proposal which has been discussed is for it to be up to [5] ms. 

The above interruptions will happen during the SCell configuration/deconfiguration procedure, for intra-band contiguous carrier aggregation hence, RAN4 asks kindly RAN2 to consider whether the above interruptions should be included in the RRC connection re-configuration procedure delay.
It should be noted that these interruptions are in addition to the autonomous interruptions that are allowed for intra-band SCell/ SCC measurements when scellMeasurementCycle >=640ms that are already specified in 36.133 for intra-band contiguous carrier aggregation.

RAN4 will further update RAN2 on the progress of the discussion and the agreements on the length of the interruptions.
2. Actions:

RAN4 kindly asks RAN2 to take into account the above clarifications on the PCell interruption time. 
3. Date of Next TSG RAN WG4 Meeting:

TSG RAN WG4 Meeting #63
21 – 25 May 2012
Prague, Czech Republic
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