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Start of the Modified Subclause

5.3.5.4
Reception of an RRCConnectionReconfiguration including the mobilityControlInfo by the UE (handover)

If the RRCConnectionReconfiguration message includes the mobilityControlInfo and the UE is able to comply with the configuration included in this message, the UE shall:
1>
stop timer T310, if running;

1>
start timer T304 with the timer value set to t304, as included in the mobilityControlInfo;

1>
if the carrierFreq is included:

2>
consider the target PCell to be one on the frequency indicated by the carrierFreq with a physical cell identity indicated by the targetPhysCellId;

1>
else:

2>
consider the target PCell to be one on the frequency of the source PCell with a physical cell identity indicated by the targetPhysCellId;

1>
start synchronising to the DL of the target PCell;

NOTE 1:
The UE should perform the handover as soon as possible following the reception of the RRC message triggering the handover, which could be before confirming successful reception (HARQ and ARQ) of this message.

1>
reset MAC;

1>
re-establish PDCP for all RBs that are established;

NOTE 2:
The handling of the radio bearers after the successful completion of the PDCP re-establishment, e.g. the re-transmission of unacknowledged PDCP SDUs (as well as the associated status reporting), the handling of the SN and the HFN, is specified in TS 36.323 [8].

1>
re-establish RLC for all RBs that are established;

1>
configure lower layers to consider the SCell(s), if configured, to be in deactivated state;

1>
apply the value of the newUE-Identity as the C-RNTI;

1>
if the RRCConnectionReconfiguration message includes the fullConfig:

2>
perform the radio configuration procedure as specified in section 5.3.5.8;

1>
configure lower layers in accordance with the received radioResourceConfigCommon;

1>
configure lower layers in accordance with any additional fields, not covered in the previous, if included in the received mobilityControlInfo;

1>
if the RRCConnectionReconfiguration message includes the radioResourceConfigDedicated:

2>
perform the radio resource configuration procedure as specified in 5.3.10;

1>
if the keyChangeIndicator received in the securityConfigHO is set to TRUE:

2>
update the KeNB key based on the fresh KASME key taken into use with the previous successful NAS SMC procedure, as specified in TS 33.401 [32];

1>
else:

2>
update the KeNB key based on the current KeNB or the NH, using the nextHopChainingCount value indicated in the securityConfigHO, as specified in TS 33.401 [32];

1>
store the nextHopChainingCount value;

1>
if the securityAlgorithmConfig is included in the securityConfigHO:

2>
derive the KRRCint key associated with the integrityProtAlgorithm, as specified in TS 33.401 [32];

2>
if connected as an RN:

3>
derive the KUPint key associated with the integrityProtAlgorithm, as specified in TS 33.401 [32];

2>
derive the KRRCenc key and the KUPenc key associated with the cipheringAlgorithm, as specified in TS 33.401 [32];
1>
else:

2>
derive the KRRCint key associated with the current integrity algorithm, as specified in TS 33.401 [32];

2>
if connected as an RN:

3>
derive the KUPint key associated with the current integrity algorithm, as specified in TS 33.401 [32];

2>
derive the KRRCenc key and the KUPenc key associated with the current ciphering algorithm, as specified in TS 33.401 [32];

1>
configure lower layers to apply the integrity protection algorithm and the KRRCint key, i.e. the integrity protection configuration shall be applied to all subsequent messages received and sent by the UE, including the message used to indicate the successful completion of the procedure;

1>
configure lower layers to apply the ciphering algorithm, the KRRCenc key and the KUPenc key, i.e. the ciphering configuration shall be applied to all subsequent messages received and sent by the UE, including the message used to indicate the successful completion of the procedure;

1>
if connected as an RN:

2>
configure lower layers to apply the integrity protection algorithm and the KUPint key, for current or subsequently established DRBs that are configured to apply integrity protection, if any;

1>
if the received RRCConnectionReconfiguration includes the sCellToReleaseList:

2>
perform SCell release as specified in 5.3.10.3a;

1>
if the received RRCConnectionReconfiguration includes the sCellToAddModList:

2>
perform SCell addition or modification as specified in 5.3.10.3b;

1>
perform the measurement related actions as specified in 5.5.6.1;

1>
if the RRCConnectionReconfiguration message includes the measConfig:

2>
perform the measurement configuration procedure as specified in 5.5.2;

1>
perform the measurement identity autonomous removal as specified in 5.5.2.2a;

1>
release reportProximityConfig and clear any associated proximity status reporting timer;

1>
if the RRCConnectionReconfiguration message includes the reportProximityConfig:

2>
perform the proximity indication in accordance with the received reportProximityConfig;

1>
release idc-Config, if configured (FFS);
1>
if the RRCConnectionReconfiguration message includes the idc-Config:

2>
perform the In-device coexistence indication procedure as specified in 5.6.9;
1>
if the RRCConnectionReconfiguration message includes the powerPrefIndicationConfig:

2>
perform the power preference indication procedure as specified in 5.3.15;

1>
if the RRCConnectionReconfiguration message includes the obtainLocation:

2>
attempt to have detailed location information available;

NOTE 3:
The UE is requested to attempt to have valid detailed location information available whenever sending a measurement report for which it is configured to include available detailed location information. The UE may not succeed e.g. because the user manually disabled the GPS hardware, due to no/ poor satellite coverage. Further details, e.g. regarding when to activate GNSS, are up to UE implementation.

1>
set the content of RRCConnectionReconfigurationComplete message as follows:

2>
if the UE has radio link failure or handover failure information available in VarRLF-Report and if the RPLMN is included in plmn-IdentityList stored in VarRLF-Report:

3>
include rlf-InfoAvailable;

2>
if the UE has logged measurements available for E-UTRA and if the RPLMN is included in plmn-IdentityList stored in VarLogMeasReport:

3>
include the logMeasAvailable;

2>
if the UE has connection establishment failure information available in VarConnEstFail-Report and if the RPLMN is equal to plmn-Identity stored in VarConnEstFail-Report:

3>
include connEstFailInfoAvailable;

1>
submit the RRCConnectionReconfigurationComplete message to lower layers for transmission;

1>
if MAC successfully completes the random access procedure:

2>
stop timer T304;

2>
apply the parts of the CQI reporting configuration, the scheduling request configuration and the sounding RS configuration that do not require the UE to know the SFN of the target PCell, if any;
2>
apply the parts of the measurement and the radio resource configuration that require the UE to know the SFN of the target PCell (e.g. measurement gaps, periodic CQI reporting, scheduling request configuration, sounding RS configuration), if any, upon acquiring the SFN of the target PCell;

NOTE 3:
Whenever the UE shall setup or reconfigure a configuration in accordance with a field that is received it applies the new configuration, except for the cases addressed by the above statements.

2>
the procedure ends;
NOTE 4:
The UE is not required to determine the SFN of the target PCell by acquiring system information from that cell before performing RACH access in the target PCell.
<Cut until the next modification>
Next Modified Subclause

5.3.7.2
Initiation

The UE shall only initiate the procedure when AS security has been activated. The UE initiates the procedure when one of the following conditions is met:

1>
upon detecting radio link failure, in accordance with 5.3.11; or

1>
upon handover failure, in accordance with 5.3.5.6; or

1>
upon mobility from E-UTRA failure, in accordance with 5.4.3.5; or

1>
upon integrity check failure indication from lower layers; or

1>
upon an RRC connection reconfiguration failure, in accordance with 5.3.5.5;

Upon initiation of the procedure, the UE shall:

1>
stop timer T310, if running;

1>
start timer T311;

1>
suspend all RBs except SRB0;

1>
reset MAC;

1>
release the SCell(s), if configured, in accordance with 5.3.10.3a;

1>
release the secondary TAG(s), if configured, in accordance with 5.3.10.4;

1>
apply the default physical channel configuration as specified in 9.2.4;

1>
apply the default semi-persistent scheduling configuration as specified in 9.2.3;

1>
apply the default MAC main configuration as specified in 9.2.2;

1>
release reportProximityConfig and clear any associated proximity status reporting timer;
1>
release idc-Config, if configured (FFS);
1>
release measSubframePatternPCell, if configured;

1>
if connected as an RN and configured with an RN subframe configuration:

2>
release the RN subframe configuration;

1>
perform cell selection in accordance with the cell selection process as specified in TS 36.304 [4];
<Cut until the next modification>
Next Modified Subclause

5.6.9
In-device coexistence indication

5.6.9.1
General
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Figure 5.6.9.1-1: In-device coexistence indication

The purpose of this procedure is to inform E-UTRAN about (a change of) the In-Device Coexistence (IDC) problems experienced by the UE in RRC_CONNECTED and to provide the E-UTRAN with information in order to resolve them.

5.6.9.2
Initiation

A UE capable of providing IDC indications in RRC_CONNECTED may initiate the procedure in several cases including upon being configured to IDC indications and upon change of IDC problem information.
Upon initiating the procedure, a UE in RRC_CONNECTED shall:
1>
if configured to provide IDC indications:
2>
if the UE did not transmit an IDC indication since it was configured to provide IDC indications:

3> if on one or more frequencies for which a measObjectEUTRA is configured, the UE is experiencing ongoing IDC problems that it cannot solve by itself;
4>
initiate the transmission of the InDeviceCoexIndication message in accordance with 5.6.9.3;
2>
else:

3>
if the set of frequencies for which a measObjectEUTRA is configured and on which the UE is experiencing ongoing IDC problems that it cannot solve by itself, has changed; or

3>
if for one or more of the frequencies in this set of frequencies, the interferenceDirection has changed; or

3>
 if the TDM assistance information has changed:

4>
initiate the transmission of the InDeviceCoexIndication message in accordance with 5.6.9.3.
NOTE:
After successful handover, the UE is allowed to retransmit the InDeviceCoexIndication message (i.e. same contents) provided that the last transmission was performed before handover.











5.6.9.3
Actions related to transmission of InDeviceCoexIndication message

The UE shall set the contents of the InDeviceCoexIndication message as follows:

1>
if there is at least one E-UTRA carrier frequency affected by the IDC problems:

2>
include the IE affectedCarrierFreqList with an entry for each affected E-UTRA carrier frequency for which a measurement object is configured;

2>
for each E-UTRA carrier frequency included in the the IE affectedCarrierFreqList, include interferenceDirection and set it accordingly;
2>
include Time Domain Multiplexing (TDM) based assistance information:

3>
if the UE has DRX related assistance information that could be used to resolve the IDC problems:

4>
include drx-CycleLength, drx-Offset and drx-ActiveTime;

3>
else (the UE has desired subframe reservation patterns related assistance information that could be used to resolve the IDC problems):

4>
include idc-SubframePatternList.

NOTE 1:
When sending an InDeviceCoexIndication message to inform E-UTRAN the IDC problems, the UE includes all assistance information (rather than providing e.g. the changed part(s) of the assistance information).
NOTE 2:
When sending an InDeviceCoexIndication message to inform E-UTRAN the IDC problem is over, the UE includes neither the IE affectedCarrierFreqList nor the tdm-AssistanceInfo.
The UE shall submit the InDeviceCoexIndication message to lower layers for transmission.
<Cut until the next modification>
Next Modified Subclause

6.2.2
Message definitions

<Cut until the next modification>
–
InDeviceCoexIndication

The InDeviceCoexIndication message is used to inform E-UTRAN about IDC problems which can not be solved by the UE itself, as well as to provide information that may assist E-UTRAN when resolving these problems.
Signalling radio bearer: SRB1

RLC-SAP: AM

Logical channel: DCCH

Direction: UE to E‑UTRAN

InDeviceCoexIndication message

-- ASN1START

InDeviceCoexIndication-r11 ::=

SEQUENCE {


criticalExtensions




CHOICE {



c1








CHOICE {



inDeviceCoexIndication-r11



InDeviceCoexIndication-r11-IEs,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture


SEQUENCE {}


}

}
InDeviceCoexIndication-r11-IEs ::=
SEQUENCE {


affectedCarrierFreqList-r11


AffectedCarrierFreqList-r11




OPTIONAL,

tdm-AssistanceInfo-r11



TDM-AssistanceInfo-r11





OPTIONAL,


lateNonCriticalExtension


OCTET STRING







OPTIONAL,


nonCriticalExtension



SEQUENCE {}








OPTIONAL

}

AffectedCarrierFreqList-r11 ::=
SEQUENCE (SIZE (1..maxFreqIDC-r11)) OF AffectedCarrierFreq-r11

AffectedCarrierFreq-r11 ::=
SEQUENCE {


carrierFreq-r11



MeasObjectId,


interferenceDirection-r11
ENUMERATED {eutra, other, both, spare}

}

TDM-AssistanceInfo-r11 ::=
CHOICE {


drx-AssistanceInfo-r11



SEQUENCE {



drx-CycleLength-r11




ENUMERATED {sf40, sf64, sf80, sf128, sf160,













 sf256, spare2, spare1},



drx-Offset-r11





INTEGER (0..255) 
OPTIONAL,


drx-ActiveTime-r11




ENUMERATED {sf20, sf30, sf40, sf60, sf80,












 sf100, spare2, spare1}



},



idc-SubframePatternList-r11


IDC-SubframePatternList-r11,


...

}

IDC-SubframePatternList-r11 ::=
SEQUENCE (SIZE (1..maxSubframePatternIDC-r11)) OF IDC-SubframePattern-r11

IDC-SubframePattern-r11 ::= CHOICE {


subframePatternFDD-r11



BIT STRING (SIZE (40)),


subframePatternTDD-r11



CHOICE {



subframeConfig0-r11




BIT STRING (SIZE (70)),



subframeConfig1-5-r11



BIT STRING (SIZE (10)),



subframeConfig6-r11




BIT STRING (SIZE (60))


},


...

}
-- ASN1STOP
	InDeviceCoexIndication field descriptions

	affectedCarrierFreqList

List of E-UTRA carrier frequencies affected by IDC problems. 

	drx-CycleLength

Indicates the desired DRX cycle length that the E-UTRAN is recommended to configure. Value in number of subframes. Value sf40 corresponds to 40 subframes, sf64 corresponds to 64 subframes and so on.

	drx-Offset

Indicates the desired DRX starting offset that the E-UTRAN is recommended to configure. If drx-CycleLength-r11 is configured, the starting frame and subframe satisfy the relation [(SFN * 10) + subframe number] modulo (drx-CycleLength-r11) = drx-Offset-r11.

	drx-ActiveTime

Indicates the desired active time that the E-UTRAN is recommended to configure. Value in number of subframes. Value sf20 corresponds to 20 subframe, sf30 corresponds to 30 subframes and so on.

	idc-SubframePatternList
A list of one or more subframe patterns indicating which HARQ process E-UTRAN is requested to abstain from using. Value 0 indicates that E-UTRAN is requested to abstain from using the subframe. The first/leftmost bit corresponds to the subframe #0 of the radio frame satisfying SFN mod x = 0, where x is the size of the bit string divided by 10. Note.

	interferenceDirection
Indicates the direction of IDC interference.  Value eutra indicates that only E-UTRA is victim of IDC interference; value other indicates that only another radio is victim of IDC interference; and value both indicates that both E-UTRA and another radio are victims of IDC interference. The other radio refers to either the ISM radio or GNSS (see 3GPP TR 36.816 [63]).


NOTE:
The UE shall indicate a subframe pattern that follows HARQ time line, as specified in TS 36.213, i.e, if a subframe is set to 1 in the subframe pattern, also the corresponding subframes carrying the potential UL grant [23, 8.0], the UL HARQ retransmission [23, 8.0] and the DL/UL HARQ feedback [23, 7.3, 8.3 and 9.1.2] shall be set to 1.


<Cut until the next modification>
Next Modified Subclause

6.3.2
Radio resource control information elements

<Cut until the next modification>
–
MAC-MainConfig
The IE MAC-MainConfig is used to specify the MAC main configuration for signalling and data radio bearers.

MAC-MainConfig information element
-- ASN1START

MAC-MainConfig ::=




SEQUENCE {


ul-SCH-Config





SEQUENCE {



maxHARQ-Tx






ENUMERATED {













n1, n2, n3, n4, n5, n6, n7, n8,













n10, n12, n16, n20, n24, n28,













spare2, spare1}

OPTIONAL,
-- Need ON



periodicBSR-Timer




ENUMERATED {













sf5, sf10, sf16, sf20, sf32, sf40, sf64, sf80,













sf128, sf160, sf320, sf640, sf1280, sf2560,













infinity, spare1}
OPTIONAL,
-- Need ON



retxBSR-Timer





ENUMERATED {













sf320, sf640, sf1280, sf2560, sf5120,













sf10240, spare2, spare1},



ttiBundling






BOOLEAN


}















OPTIONAL, 
-- Need ON


drx-Config






DRX-Config




OPTIONAL,
-- Need ON

timeAlignmentTimerDedicated


TimeAlignmentTimer,


phr-Config






CHOICE {



release







NULL,



setup







SEQUENCE {




periodicPHR-Timer




ENUMERATED {sf10, sf20, sf50, sf100, sf200,
















sf500, sf1000, infinity},




prohibitPHR-Timer




ENUMERATED {sf0, sf10, sf20, sf50, sf100,

















sf200, sf500, sf1000},




dl-PathlossChange




ENUMERATED {dB1, dB3, dB6, infinity}



}


}















OPTIONAL,
-- Need ON


...,


[[
sr-ProhibitTimer-r9




INTEGER (0..7)


OPTIONAL
-- Need ON


]],


[[
mac-MainConfig-v1020



SEQUENCE {




sCellDeactivationTimer-r10


ENUMERATED {














rf2, rf4, rf8, rf16, rf32, rf64, rf128,














spare}


OPTIONAL,
-- Need OP




extendedBSR-Sizes-r10



ENUMERATED {setup}

OPTIONAL,
-- Need OR




extendedPHR-r10





ENUMERATED {setup}

OPTIONAL
-- Need OR



}














OPTIONAL
-- Need ON


]],


[[
secTAG-ToReleaseList-r11
SecTAG-ToReleaseList-r11
OPTIONAL,
-- Need ON



secTAG-ToAddModList-r11

SecTAG-ToAddModList-r11

OPTIONAL,
-- Need ON



drx-Config-v11x0


DRX-Config-v11x0


OPTIONAL
-- Cond DRX

]]

}

MAC-MainConfigSCell-r11 ::=


SEQUENCE {


secTAG-Id-r11




SecTAG-Id-r11

OPTIONAL,
-- Need OP

...

}

DRX-Config ::=





CHOICE {


release







NULL,


setup







SEQUENCE {



onDurationTimer





ENUMERATED {













psf1, psf2, psf3, psf4, psf5, psf6,













psf8, psf10, psf20, psf30, psf40,













psf50, psf60, psf80, psf100,













psf200},



drx-InactivityTimer




ENUMERATED {













psf1, psf2, psf3, psf4, psf5, psf6,













psf8, psf10, psf20, psf30, psf40,













psf50, psf60, psf80, psf100,













psf200, psf300, psf500, psf750,













psf1280, psf1920, psf2560, psf0-v1020,













spare9, spare8, spare7, spare6,













spare5, spare4, spare3, spare2,













spare1},



drx-RetransmissionTimer



ENUMERATED {













psf1, psf2, psf4, psf6, psf8, psf16,













psf24, psf33},



longDRX-CycleStartOffset

CHOICE {




sf10






INTEGER(0..9),




sf20






INTEGER(0..19),




sf32






INTEGER(0..31),




sf40






INTEGER(0..39),




sf64






INTEGER(0..63),




sf80






INTEGER(0..79),




sf128






INTEGER(0..127),




sf160






INTEGER(0..159),




sf256






INTEGER(0..255),




sf320






INTEGER(0..319),




sf512






INTEGER(0..511),




sf640






INTEGER(0..639),




sf1024






INTEGER(0..1023),




sf1280






INTEGER(0..1279),




sf2048






INTEGER(0..2047),




sf2560






INTEGER(0..2559)



},



shortDRX






SEQUENCE {




shortDRX-Cycle





ENUMERATED
{














sf2, sf5, sf8, sf10, sf16, sf20,














sf32, sf40, sf64, sf80, sf128, sf160,














sf256, sf320, sf512, sf640},




drxShortCycleTimer




INTEGER (1..16)



}

OPTIONAL












-- Need OR


}

}

DRX-Config-v11x0 ::=




SEQUENCE {


drx-RetransmissionTimer-v11x0


ENUMERATED {psf0-v1020}
OPTIONAL,
--Need OR

longDRX-CycleStartOffset-v11x0


CHOICE {



sf60-v11x0







INTEGER(0..59)

}















OPTIONAL,
--Need OR

shortDRX-Cycle-v11x0




ENUMERATED
{sf4-v11x0}
OPTIONAL
--Need OR
}




















































SecTAG-ToReleaseList-r11 ::=
SEQUENCE (SIZE (1.. maxSecTAG-r11)) OF SecTAG-Id-r11

SecTAG-ToAddModList-r11 ::=
SEQUENCE (SIZE (1.. maxSecTAG-r11)) OF SecTAG-ToAddMod-r11

SecTAG-ToAddMod-r11 ::=


SEQUENCE {


secTAG-Id-r11




SecTAG-Id-r11,


timeAlignmentTimerSecTAG-r11
TimeAlignmentTimer,


...

}

SecTAG-Id-r11::=


INTEGER (1.. maxSecTAG-r11)

-- ASN1STOP

	MAC-MainConfig field descriptions

	dl-PathlossChange

DL Pathloss Change and the change of the required power backoff due to power management (as allowed by P-MPRc [42]) for PHR reporting in TS 36.321 [6]. Value in dB. Value dB1 corresponds to 1 dB, dB3 corresponds to 3 dB and so on. The same value applies for each serving cell (although the associated functionality is performed independently for each cell).

	drx-InactivityTimer

Timer for DRX in TS 36.321 [6]. Value in number of PDCCH sub-frames. Value psf1 corresponds to 1 PDCCH sub-frame, psf2 corresponds to 2 PDCCH sub-frames and so on.

	drx-RetransmissionTimer

Timer for DRX in TS 36.321 [6]. Value in number of PDCCH sub-frames. Value psf1 corresponds to 1 PDCCH sub-frame, psf2 corresponds to 2 PDCCH sub-frames and so on. In case drx-RetransmissionTimer-v11x0 is signalled, the UE shall ignore drx-RetransmissionTimer (i.e. without suffix). E-UTRAN configures the value psf0-v1020 only if the UE indicates support for IDC indication.

	drxShortCycleTimer

Timer for DRX in TS 36.321 [6]. Value in multiples of shortDRX-Cycle. A value of 1 corresponds to shortDRX-Cycle, a value of 2 corresponds to 2 * shortDRX-Cycle and so on.

	extendedBSR-Sizes

If value setup is configured, the BSR index indicates extended BSR size levels as defined in TS 36.321 [6, Table 6.1.3.1-2].

	extendedPHR

Indicates if power headroom shall be reported using the Extended Power Headroom Report MAC control element defined in TS 36.321 [6] (value setup). Otherwise the power headroom shall be reported using the Power Headroom Report MAC control element defined in TS 36.321 [6]. E-UTRAN always configures the value setup if more than one Serving Cell with uplink is configured.

	longDRX-CycleStartOffset

longDRX-Cycle and drxStartOffset in TS 36.321 [6]. The value of longDRX-Cycle is in number of sub-frames. Value sf10 corresponds to 10 sub-frames, sf20 corresponds to 20 sub-frames and so on. If shortDRX-Cycle is configured, the value of longDRX-Cycle shall be a multiple of the shortDRX-Cycle value. The value of drxStartOffset value is in number of sub-frames. In case longDRX-CycleStartOffset-v11x0 is signalled, the UE shall ignore longDRX-CycleStartOffset (i.e. without suffix). E-UTRAN configures the value sf60-v11x0 only if the UE indicates support for IDC indication.

	maxHARQ-Tx

Maximum number of transmissions for UL HARQ in TS 36.321 [6].

	onDurationTimer

Timer for DRX in TS 36.321 [6]. Value in number of PDCCH sub-frames. Value psf1 corresponds to 1 PDCCH sub-frame, psf2 corresponds to 2 PDCCH sub-frames and so on.

	periodicBSR-Timer

Timer for BSR reporting in TS 36.321 [6]. Value in number of sub-frames. Value sf10 corresponds to 10 sub-frames, sf20 corresponds to 20 sub-frames and so on.

	periodicPHR-Timer

Timer for PHR reporting in TS 36.321 [6]. Value in number of sub-frames. Value sf10 corresponds to 10 subframes, sf20 corresponds to 20 subframes and so on.

	prohibitPHR-Timer

Timer for PHR reporting in TS 36.321 [6]. Value in number of sub-frames. Value sf0 corresponds to 0 subframes, sf100 corresponds to 100 subframes and so on.

	retxBSR-Timer

Timer for BSR reporting in TS 36.321 [6]. Value in number of sub-frames. Value sf640 corresponds to 640 sub-frames, sf1280 corresponds to 1280 sub-frames and so on.

	sCellDeactivationTimer

SCell deactivation timer in TS 36.321 [6]. Value in number of radio frames. Value rf4 corresponds to 4 radio frames, value rf8 corresponds to 8 radio frames and so on. E-UTRAN only configures the field if the UE is configured with one or more SCells. If the field is absent, the UE shall delete any existing value for this field and assume the value to be set to infinity. The same value applies for each SCell (although the associated functionality is performed independently for each SCell).

	secTAG-ToAddModList, secTAG-ToReleaseList

Used to configure one or more secondary TAGs. E-UTRAN ensures that a secondary TAG contains at least one SCell with configured uplink. If, as part of a reconfiguration that due to SCell release would result in an ‘empty’ TAG, E-UTRAN releases the concerned TAG.

	shortDRX-Cycle

Short DRX cycle in TS 36.321 [6]. Value in number of sub-frames. Value sf2 corresponds to 2 sub-frames, sf5 corresponds to 5 subframes and so on. In case shortDRX-Cycle-v11x0 is signalled, the UE shall ignore shortDRX-Cycle (i.e. without suffix). E-UTRAN configures the value sf4-v11x0 only if the UE indicates support for IDC indication.

	sr-ProhibitTimer

Timer for SR transmission on PUCCH in TS 36.321 [6]. Value in number of SR period(s). Value 0 means no timer for SR transmission on PUCCH is configured. Value 1 corresponds to one SR period, Value 2 corresponds to 2*SR periods and so on.

	secTAG-Id

Indicates the TAG of an SCell, see TS 36.321 [6]. If the field is not configured for an SCell (e.g. absent in MAC-MainConfigSCell), the SCell is part of the primary TAG.

	timeAlignmentTimerSecTAG

Indicates the value of the time alignment timer for secondary TAGs, see TS 36.321 [6].

	ttiBundling

TRUE indicates that TTI bundling TS 36.321 [6] is enabled while FALSE indicates that TTI bundling is disabled. TTI bundling can be enabled for FDD and for TDD only for configurations 0, 1 and 6. For TDD, E-UTRAN does not simultaneously enable TTI bundling and semi-persistent scheduling in this release of specification. Furthermore, E-UTRAN does not simultaneously configure TTI bundling and SCells with configured uplink.


	Conditional presence
	Explanation

	
	

	DRX
	The field is optionally present, need OR, if drx-Config is present. Otherwise the field is not present and the UE takes no action i.e. continues to use the existing value, if previously configured.
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6.3.6
Other information elements

<Cut until the next modification>
–
OtherConfig
The IE OtherConfig contains configuration related to other configuration

OtherConfig information element
-- ASN1START

OtherConfig-r9 ::= SEQUENCE
{


reportProximityConfig-r9


ReportProximityConfig-r9

OPTIONAL,
-- Need ON


...,


[[
idc-Config-r11




IDC-Config-r11




OPTIONAL,
-- Need ON


powerPrefIndicationConfig-r11
PowerPrefIndicationConfig-r11
OPTIONAL,
-- Need ON



obtainLocationConfig-r11

ObtainLocationConfig-r11

OPTIONAL
-- Need ON


]]

}














IDC-Config-r11 ::= 



SEQUENCE {

idc-Indication-r11




ENUMERATED {setup}

OPTIONAL,

-- Need OR


autonomousDenialParameters-r11

CHOICE {



release







NULL,



setup







SEQUENCE {




autonomousDenialSubframes-r11


ENUMERATED {n2, n5, n10, n15,














n20, n30, spare2, spare1},



autonomousDenialValidity-r11


ENUMERATED {















sf200, sf500, sf1000, sf2000, 














spare4, spare3, spare2, spare1}



}

},

...
}
ObtainLocationConfig-r11 ::= SEQUENCE {


obtainLocation-r11



ENUMERATED {setup}



OPTIONAL

-- Need OR

}

PowerPrefIndicationConfig-r11 ::= SEQUENCE {


powerPrefIndication-Enabled-r11

ENUMERATED {enabled}

OPTIONAL,

-- Need OR


powerPrefIndication-Timer-r11

ENUMERATED {s0, s0dot5, s1, s2, s5, s10, s20, 











s30, s60, s90, s120, s300, s600, spare3, 











spare2, spare1}


OPTIONAL
-- Cond ppiENABLED

}
ReportProximityConfig-r9 ::= SEQUENCE {


proximityIndicationEUTRA-r9

ENUMERATED {enabled}


OPTIONAL,

-- Need OR


proximityIndicationUTRA-r9

ENUMERATED {enabled}


OPTIONAL

-- Need OR

}

-- ASN1STOP

	OtherConfig field descriptions

	autonomousDenialSubframes

Indicates the maximum number of the assigned UL subframes for which the UE is allowed to deny the scheduled UL transmission. Value n2 corresponds to 2 subframes, n5 to 5 subframes and so on. 

	autonomousDenialValidity

Indicates the validity period over which the UL autonomous denial subframes shall be counted.  Value sf200 corresponds to 200 subframes, sf500 corresponds to 500 subframes and so on. A moving window is used to count the validity of the UL autonomous denial, i.e. the UE can deny a particular UL subframe if over a duration of validity period from this subframe in the past, the autonomousDenialSubframes will not be exceeded.

	idc-Indication
The field is used to indicate whether the UE is configured to initiate the transmission of InDeviceCoexIndication message to the network.

	obtainLocation

Requests the UE to attempt to have detailed location information available using GNSS. E-UTRAN configures the field only if includeLocationInfo is configured for one or more measurements.

	powerPrefIndication-Enabled

The field is used to indicate whether Power Preference Indication reporting from the UE is allowed or not.

	powerPrefIndication-Timer

Prohibit timer for Power Preference Indication reporting. Value in seconds. Value s0 means prohibit timer is set to 0 second or not set, value s0dot5 means prohibit timer is set to 0.5 second, value s1 means prohibit timer is set to 1 second and so on.

	reportProximityConfig

Indicates, for each of the applicable RATs (EUTRA, UTRA), whether or not proximity indication is enabled for CSG member cell(s) of the concerned RAT. Note.


	Conditional presence
	Explanation

	ppiENABLED
	The field is mandatory present in case powerPrefIndication-Enabled is present; otherwise the field is not present.


NOTE:
Enabling/ disabling of proximity indication includes enabling/ disabling of the related functionality e.g. autonomous search in connected mode.

<Cut until the next modification>
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6.4
RRC multiplicity and type constraint values

–
Multiplicity and type constraint definitions

-- ASN1START

maxBandComb-r10



INTEGER ::=
128
-- Maximum number of band combinations.

maxBands




INTEGER ::= 64
-- Maximum number of bands listed in EUTRA UE caps

maxBandwidthClass-r10

INTEGER ::=
16
-- Maximum number of supported CA BW classes per band

maxBandwidthCombSet-r10

INTEGER ::=
32
-- Maximum number of bandwidth combination sets per












-- supported band combination

maxCDMA-BandClass


INTEGER ::= 32
-- Maximum value of the CDMA band classes

maxCellBlack



INTEGER ::= 16
-- Maximum number of blacklisted physical cell identity












-- ranges listed in SIB type 4 and 5

maxCellInfoGERAN-r9 

INTEGER ::=
32
-- Maximum number of GERAN cells for which system in-












-- formation can be provided as redirection assistance

maxCellInfoUTRA-r9


INTEGER ::=
16
-- Maximum number of UTRA cells for which system












-- information can be provided as redirection












-- assistance

maxFreqUTRA-TDD-r10


INTEGER ::=
6
-- Maximum number of UTRA TDD carrier frequencies for












-- which system information can be provided as












-- redirection assistance

maxCellInter



INTEGER ::= 16
-- Maximum number of neighbouring inter-frequency












-- cells listed in SIB type 5

maxCellIntra



INTEGER ::= 16
-- Maximum number of neighbouring intra-frequency












-- cells listed in SIB type 4

maxCellListGERAN


INTEGER ::= 3
-- Maximum number of lists of GERAN cells

maxCellMeas




INTEGER ::= 32
-- Maximum number of entries in each of the












-- cell lists in a measurement object

maxCellReport



INTEGER ::= 8
-- Maximum number of reported cells

maxDRB





INTEGER ::= 11
-- Maximum number of Data Radio Bearers

maxEARFCN




INTEGER ::= 65535
-- Maximum value of EUTRA carrier fequency

maxFreq





INTEGER ::= 8
-- Maximum number of carrier frequencies

maxFreqIDC-r11



INTEGER ::= 32
-- Maximum number of carrier frequencies that are












-- affected by the IDC problems. 

maxFreqMBMS-r11



INTEGER ::= 5
-- Maximum number of carrier frequencies for which an 












-- MBMS capable UE may indicate an interest

maxGERAN-SI




INTEGER ::= 10
-- Maximum number of GERAN SI blocks that can be












-- provided as part of NACC information

maxGNFG





INTEGER ::= 16
-- Maximum number of GERAN neighbour freq groups

maxLogMeasReport-r10

INTEGER ::= 520
-- Maximum number of logged measurement entries












--  that can be reported by the UE in one message

maxMBSFN-Allocations

INTEGER ::= 8
-- Maximum number of MBSFN frame allocations with












-- different offset

maxMBSFN-Area



INTEGER ::= 8

maxMBSFN-Area-1



INTEGER ::= 7

maxMeasId




INTEGER ::= 32

maxMultiBands



INTEGER ::= 8
-- Maximum number of additional frequency bands












-- that a cell belongs to

maxObjectId




INTEGER ::= 32

maxPageRec




INTEGER ::= 16
-- 

maxPhysCellIdRange-r9 

INTEGER ::= 4
-- Maximum number of physical cell identity ranges

maxPNOffset




INTEGER ::=
511
-- Maximum number of CDMA2000 PNOffsets

maxPMCH-PerMBSFN


INTEGER ::= 15

maxRAT-Capabilities


INTEGER ::= 8
-- Maximum number of interworking RATs (incl EUTRA)

maxReportConfigId


INTEGER ::= 32

maxRSTD-Freq-r10


INTEGER ::= 3
-- Maximum number of frequency layers for RSTD












-- measurement

maxSAI-MBMS-r11



INTEGER ::= 64
-- Maximum number of MBMS service area identities 












-- broadcast per frequency

maxSCell-r10



INTEGER ::= 4
-- Maximum number of SCells

maxSecTAG-r11


INTEGER ::= 3
-- Maximum number of secondary TAGs

maxServCell-r10



INTEGER ::= 5
-- Maximum number of Serving cells

maxServiceCount 


INTEGER ::= 16
-- Maximum number of MBMS services that can be included












--  in an MBMS counting request and response

maxServiceCount-1


INTEGER ::= 15

maxSessionPerPMCH


INTEGER ::= 29

maxSessionPerPMCH-1


INTEGER ::= 28

maxSIB





INTEGER ::= 32
-- Maximum number of SIBs

maxSIB-1




INTEGER ::= 31

maxSI-Message



INTEGER ::= 32
-- Maximum number of SI messages

maxSimultaneousBands-r10
INTEGER ::= 64
-- Maximum number of simultaneously aggregated bands

maxSubframePatternIDC-r11 
INTEGER ::= 8
-- Maximum number of subframe reservation patterns












-- that the UE can simultaneously recommend to the












-- E-UTRAN for use. 
maxUTRA-FDD-Carrier


INTEGER ::= 16
-- Maximum number of UTRA FDD carrier frequencies

maxUTRA-TDD-Carrier


INTEGER ::= 16
-- Maximum number of UTRA TDD carrier frequencies

-- ASN1STOP

NOTE: The value of maxDRB align with SA2.

<Cut until the next modification>
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10.3
Inter-node RRC information element definitions

–
AS-Context
The IE AS-Context is used to transfer local E-UTRAN context required by the target eNB.

AS-Context information element
-- ASN1START

AS-Context ::=






SEQUENCE {


reestablishmentInfo





ReestablishmentInfo


OPTIONAL
-- Cond HO
}

AS-Context-v11x0 ::=




SEQUENCE {


idc-Context-r11






IDC-Context-r11



OPTIONAL,
-- Cond HO2

mbmsInterestIndication-r11



OCTET STRING (CONTAINING












MBMSInterestIndication-r11)
OPTIONAL,
-- Cond HO2


...

}

-- ASN1STOP

	AS-Context field descriptions

	idc-Context

Including information used for handling the IDC problems.

	reestablishmentInfo

Including information needed for the RRC connection re-establishment.


	Conditional presence
	Explanation

	HO
	The field is mandatory present in case of handover within E-UTRA; otherwise the field is not present.

	HO2
	The field is optional present in case of handover within E-UTRA; otherwise the field is not present.
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