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1. Overall Description:

RAN2 has discussed the signalling impact to support the increased number of frequencies to monitor in UMTS. RAN2 agreed:

· RAN2 has a strong preference to limit the total number of LTE frequencies that can be configured to 8 (in all RRC states).   The current signalling allows up to 8 frequencies to be configured.
· Increase the total number of LTE frequencies that can be reported to 8 (in all RRC states).

According to the new RAN4 requirements the UE shall be able to measure up to 8 LTE FDD frequencies plus up to 8 LTE TDD frequencies, but no more than 13 frequencies in total (i.e. including UMTS frequencies). To limit the signalling impact in UMTS, RAN2 would like to ask RAN4 to consider to limit the total number of LTE frequencies (FDD plus TDD) in UMTS to 8, because the signalling in UMTS already supports up to 8 LTE frequencies (LTE FDD and TDD are signalled in the same list):

· The cases where the UE measures more than 8 LTE frequencies, out of 13 in total, is expected to be less common
· When the UE is in LTE, the NW can configure up to 8 LTE FDD frequencies plus up to 8 LTE TDD frequencies. 

· No new LTE frequency lists need to be added to system information SIB19, MEASUREMENT CONTROL message and UTRAN MOBILITY INFORMATION message. 

2. Actions:

To RAN4
ACTION: 
RAN2 kindly asks RAN4 to consider limiting the maximum number of LTE frequencies (FDD plus TDD) in UMTS to 8 (in all RRC states). 
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