Page 1



3GPP TSG-RAN WG2 Meeting Ad-Hoc


                R2-150084
Turin, Italy, Jan 14 – 15, 2015

	CR-Form-v11.1

	CHANGE REQUEST

	

	
	36.331
	CR
	CRNum
	rev
	-
	Current version:
	12.4.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	X
	Core Network
	


	

	Title:

	ProSe Synchronization Procedure

	
	

	Source to WG:
	Huawei, HiSilicon

	Source to TSG:
	R2

	
	

	Work item code:
	LTE_D2D_Prox-Core
	
	Date:
	2015-01-14

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-12

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)

	
	

	Reason for change:
	It is ambiguous in current 36.331 CR whether an idle UE is allowed to transmit SLSS if the UE was configured with syncSourceControl set to TRUE before it leaves connected state. However, according to previous discussions, the UE in idle should transmit SLSS only if the RSRP related condition is met.

	
	

	Summary of change:
	(1) For ProSe discovery, limit syncSourceControl configuration to RRC_CONNECTED UEs;
(2) For ProSe discovery, add one condition to transmit SLSS for idle UEs;
(3) For ProSe communication, limit syncSourceControl configuration to RRC_CONNECTED UEs. 

	
	

	Consequences if not approved:
	It continues to be ambiguous whether syncSourceControl configuration is applied to idle UEs.

	
	

	Clauses affected:
	5.10.7.2

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	This CR is based on 331 Rapporteur running CR;


	***************************First modified subclause**************************


5.10.7.2
Initiation
A UE capable of SLSS transmission shall, when transmitting ProSe Direct announcements in accordance with 5.10.6 and when the following conditions are met:

1> If the cell used to transmit ProSe Direct Discovery announcement is suitable as defined in TS 36.304 [4]:

2>
if in RRC_CONNECTED and the syncSourceControl is configured and set to TRUE; or

2>
if in RRC_CONNECTED and the syncSourceControl is not configured; and syncTxThreshIC is included in SystemInformationBlockType19; and the RSRP measurement of the cell used to transmit ProSe Direct Discovery announcements is below the value of syncTxThreshIC; or
2>
if in RRC_IDLE; and syncTxThreshIC is included in SystemInformationBlockType19; and the RSRP measurement of the cell used to transmit ProSe Direct Discovery announcements is below the value of syncTxThreshIC:
3>
transmit SLSS in accordance with 5.10.7.3 and TS 36.211 [21];

A UE capable of ProSe Direct Communication that is configured by upper layers to transmit Direct Communication shall:

1> If the cell used to transmit ProSe Direct Communication is suitable as defined in TS 36.304 [4]; or

1> If the cell used to transmit ProSe Direct Communication meets the S-criteria, as defined in TS 36.304 [4], and the conditions to support ProSe Direct Communication in limited service state as specified in TS 23.303 [N, 4.5.x] are fulfilled:

2>
if in RRC_CONNECTED; and syncSourceControl is configured and set to TRUE;

3>
transmit SLSS in accordance with 5.10.7.3 and TS 36.211 [21];

A UE shall, when transmitting ProSe Direct Communication in accordance with 5.10.4 and when the following conditions are met:

1> If the cell used to transmit ProSe Direct Communication is suitable as defined in TS 36.304 [4]; or

1> If the cell used to transmit ProSe Direct Communication meets the S-criteria, as defined in TS 36.304 [4], and the conditions to support ProSe Direct Communication in limited service state as specified in TS 23.303 [N, 4.5.x] are fulfilled:

2>
if in RRC_CONNECTED; and the syncSourceControl is not configured; and syncTxThreshIC is included in SystemInformationBlockType18; and the RSRP measurement of the cell used to transmit ProSe Direct Communication is below the value of syncTxThreshIC; or
2>
if in RRC_IDLE; and syncTxThreshIC is included in SystemInformationBlockType18; and the RSRP measurement of the cell used to transmit ProSe Direct Communication is below the value of syncTxThreshIC:

3>
transmit SLSS in accordance with 5.10.7.3 and TS 36.211 [21];

3>
transmit the MasterInformationBlock-SL message, in the same subframe as SLSS, and in accordance with 5.10.7.4;

1>
else (out of coverage):

2>
if syncTxThreshOoC is included in the preconfigured ProSe parameters (ProsePreconfiguration defined in 9.x); and the RSRP measurement of all the SLSS(s) detected by the UE is below the value of syncTxThreshOoC:

3>
transmit SLSS in accordance with 5.10.7.3 and TS 36.211 [21];

3>
transmit the MasterInformationBlock-SL message, in the same subframe as SLSS, and in accordance with 5.10.7.4;
