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	Reason for change:
	For Rel-12 DC, singleDuplexModeCG was introduced to indicate whether the UE supports TDD-FDD DC where each CG is comprised of the serving cell(s) of the same duplex mode in any supported band combination including at least one FDD band and at least one TDD band.  Currently, this capability is defined under Physical layer parameter, while it is defined under Dual Connectivity parameter in RRC spec. 

	
	

	Summary of change:
	singleDuplexModeCG is moved to Dual Connectivity parameter to align with RRC spec.

	
	

	Consequences if not approved:
	There is mis-alignment between 36.306 and 36.331.
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4.3.4.37
Void

	Next change


4.3.20
Dual Connectivity parameters

4.3.20.1
drb-TypeSplit-r12
This field defines whether the DRB type of Split bearer is supported by the UE which are capable of DC.

4.3.20.2
drb-TypeSCG-r12
This field defines whether the DRB type of SCG bearer is supported by the UE which are capable of DC.

4.3.20.x
singleDuplexModeCG-r12
This field defines if the UE supports TDD-FDD DC where each CG is comprised of the serving cell(s) of the same duplex mode in any supported band combination including at least one FDD band and at least one TDD band where at least dc-Support-r12 is indicated. Support of TDD/ FDD DC does not imply the UE supports TDD/ FDD CA, i.e., the UE may not include tdd-FDD-CA-PCellDuplex-r12 depending on support of TDD-FDD CA within a CG.
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