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Beginning of Text Proposal

5.6.8.2
Initiation

While T330 is running, the UE shall:

1>
perform the logging in accordance with the following:

2>
if targetMBSFN-AreaList is included in VarLogMeasConfig: 
3>
if the UE is camping normally on an E-UTRA cell or is connected to E-UTRA and, if the RPLMN is included in plmn-IdentityList stored in VarLogMeasReport and, if the PCell (in RRC_CONNECTED) or cell where the UE is camping (in RRC_IDLE) is part of the area indicated by areaConfiguration if configured in VarLogMeasConfig:
4>
for MBSFN areas, indicated in targetMBSFN-AreaList, from which the UE is receiving MBMS service: perform MBSFN measurements in accordance with the performance requirements as specified in TS 36.133 [16];
NOTE 1:
When configured to perform MBSFN measurement logging by targetMBSFN-AreaList, the UE is not required to receive additional MBSFN subframes, i.e. logging is based on the subframes corresponding to the MBMS services the UE is receiving. 
4>
perform logging at regular time intervals as defined by the loggingInterval in VarLogMeasConfig, but only for those intervals for which MBSFN measurement results are available, i.e. if at least one new sample (PMCH decoded) has been received during the logging period, this is: one transport block for MCH BLER measurement or sufficient amount of subframes measured for MBSFN RSRP or MBSFN RSRQ measurement as defined in [16].            
2>
else if the UE is camping normally on an E-UTRA cell and if the RPLMN is included in plmn-IdentityList
End of Text Proposal

