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	Reason for change:
	The following text of section 5.6.1 in TS 36.304 V12.3.0 is mostly covered by the text in sections 5.6.12.4 and 5.6.12.5 of TS 36.331 V12.4.1, but not completely. That is, the underlined below in TS 36.304 is not captured in the RRC specifciation. For the consistency, UE behaviours related to RRC parameters should be captured in the RRC specification.

Upon T350 expiry or upon selection/reselection of a cell which was not the PCell when RAN assistance parameters were received in the RRCConnectionReconfiguration message, the UE shall discard the RAN assistance parameters received in the RRCConnectionReconfiguration message and apply the RAN assistance parameters received in SystemInformationBlockType17.
NOTE:
In RRC_CONNECTED, upon cell selection initiated by RRC connection re-establishment as specified in [3], the UE does not discard RAN assistance parameters received in the RRCConnectionReconfiguration message.
Also, The following text of section 5.6.1 in TS 36.304 V12.3.0 can be captured in the in the RRC specification.

The upper layers in the UE shall be notified (see TS 24.302 [28]) whenever changes in the current RAN assistance parameters occur, if upper layers require so.
Note that it is proposed to remove the all the above text from TS 36.304 in R2-150572.


	
	

	Summary of change:
	Following text added in section 5.6.12.1 (Added yellow-highlighted  text to the text from ASN.1 review from R2-150438) as follows:

If upper layers require so (see TS 24.302 [28]), the UE shall provide an up-to-date set of the applicable parameters provided by wlan-OffloadConfigCommon or wlan-OffloadConfigDedicated to upper layers, and inform upper layers when no parameters are configured. The parameter set from either wlan-OffloadConfigCommon or wlan-OffloadConfigDedicated is selected as specified in subclauses 5.2.2.24, 5.3.12, 5.6.12.2 and 5.6.12.4.

Title of 5.6.12.5 updated to include cell selection case as follows:

5.6.12.5
Cell selection/ re-selection while T350 is running
The condition in section 5.6.12.5 updated as follows:
1>
if cell reselection occurs the UE selects/ reselects a cell which is not the PCell where the wlan-OffloadDedicated was configured while T350 is running:



	
	

	Consequences if not approved:
	Agreed UE behaviours are not completely captured in the RRC specification.
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5
Procedures
…
5.6
Other
…
5.6.12
RAN-assisted WLAN interworking
5.6.12.1
General

The purpose of this procedure is to facilitate access network selection and traffic steering between E-UTRAN and WLAN. 
If upper layers require so (see TS 24.302 [28]), the UE shall provide an up-to-date set of the applicable parameters provided by wlan-OffloadConfigCommon or wlan-OffloadConfigDedicated to upper layers, and inform upper layers when no parameters are configured. The parameter set from either wlan-OffloadConfigCommon or wlan-OffloadConfigDedicated is selected as specified in subclauses 5.2.2.24, 5.3.12, 5.6.12.2 and 5.6.12.4.
5.6.12.4
T350 expiry or stop
The UE shall:

1>
if T350 expires or is stopped:

2>
release the wlan-OffloadDedicated and inform upper layers about the release;
2>
if the wlan-OffloadConfigCommon corresponding to the RPLMN is broadcast by the cell:

3>
apply the wlan-OffloadConfigCommon corresponding to the RPLMN included in SystemInformationBlockType17;
3>
forward the wlan-OffloadConfigCommon corresponding to the RPLMN to upper layer;
5.6.12.5
Cell selection/ re-selection while T350 is running

The UE shall:

1>
if the UE selects/ reselects a cell which is not the PCell where the wlan-OffloadDedicated was configured while T350 is running:
2>
stop timer T350;
2> perform the actions as specified in 5.6.12.4;

