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	Reason for change:
	RAN1 has found ambiguity of UE procedure for a collision between periodic and aperiodic CSI in the same subframe in section 11.5 of TS 36.300, as suggsted in the LS R2-151031.
In DC, the collision between periodic and aperiodic CSI in the same subframe should be solved only if it happens within a CG.


	
	

	Summary of change:
	The exisiting text has been updated by adding 'for a particular CG' to address the issue, as follows.
In case both periodic and aperiodic reporting occurs in the same subframe for a particular CG, only the aperiodic report is transmitted in that subframe. 

Impact Analysis:

Impacted functionality:

CQI reporting in dual connectivity
Inter-operability:

If UE does not support this CR and supports DC, UE cannot send periodic report to the other CG, which may be possible in DC.


	
	

	Consequences if not approved:
	UE may not be able to send periodic report to the other CG, which may be possible in DC.
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Scheduling and Rate Control
…
11.5
CQI reporting for Scheduling
The time and frequency resources used by the UE to report CQI are under the control of the eNB. CQI reporting can be either periodic or aperiodic. A UE can be configured to have both periodic and aperiodic reporting at the same time. In case both periodic and aperiodic reporting occurs in the same subframe for a particular CG, only the aperiodic report is transmitted in that subframe.
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