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1
Introduction
RAN1 provided the reply LS on PHY aspects for SC-PTM transmission in [1]. This contribution provides the corresponding TP in order to capture the RAN1 evaluation results into TR 36.890.
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6
Evaluations

6.x
Uplink CSI/HARQ feedback
It has only considered the case where CSI and HARQ or HARQ only feedback is provided by all UEs receiving SC-PTM and all UEs receiving SC-PTM are in RRC_CONNECTED state. CSI and/or HARQ-ACK feedback can bring gain in the considered case. If the group of UEs receiving SC-PTM consist of UEs in both RRC_IDLE and RRC_CONNECTED states, the link adaptation and/or retransmissions based on CSI and/or HARQ feedback may not be applicable.  
Evaluation on MBMS transmission has been performed in 2007 [9][10]. Although the evaluation assumptions are not up to date, the evaluation result of SC-PTM with and without feedback gives an indication of the possible gains.
In [9] [10], the techniques with and without feedback are Technique 4/6 and Technique 3 respectively. In both contributions, SC-PTM with CSI/HARQ-ACK feedback shows roughly 100% spectrum efficiency gain compared to SC-PTM without CSI/HARQ-ACK feedback when there are 4-5 UEs per cell. In [9], the gain decreases when the number of UEs per cell increases, and about 20% gain is observed for the case with 15 UEs per cell. In [10], there is no result for the performance gain of more than 4 UEs. Similar gains are also observed in [7] [8] [11].
There has no conclusion on the overhead and detailed scheme(s) on supporting CSI/HARQ-ACK feedback for SC-PTM.
6.y
Supported transmission mode(s)
In addition to TM2, TM1 can be supported for single antenna port. TM3, which is Large delay CDD, can be supported for UEs supporting more than one spatial layer. There was discussion on the benefit to support TM9 in addition but no conclusion has been achieved.
6.z
Support of simultaneous reception
In the existing specification, a UE does not support more than one PDSCH on one carrier, unless one of the PDSCHs carries system information or paging information. It is feasible for certain UEs to support simultaneous reception of unicast and one or more SC-PTM transmissions in one subframe on one carrier, with extra standardization and implementation work, but it may not be feasible to expect that all UEs can support the simultaneous reception.
7
Procedures

7.1
Configuration


7.2
Service continuity
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