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	Reason for change:
	With the approval of CR0268 to TS 23.122 (in C1-151343) and CR0068 to TS 24.334 (in C1-151655) it is clarified that a UE can perform sidelink direct communication in a cell different than the serving cell only if the cell used for sidelink direct communication belongs to the registered PLMN or equivalent PLMN. RAN specification needs to be aligned accordingly

	
	

	Summary of change:
	Conditions for sidelink operations are clarified. 
Impact Analysis

Impacted functionality

Prose Direct Communication
Inter-operability
1. If the network is implemented according to the CR and the UE is not then the UE might perform Direct Communication in some invalid conditions.
2. If the UE is implemented according to the CR and the network is not then there are no interoperability issues.

	
	

	Consequences if not approved:
	Unclear UE behaviour in multicarrier case. The UE might perform Prose Direct Communication in cells not belonging to the registered PLMN or equivalent PLMN.
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First Modified Subclause
5.10.1a
Conditions for sidelink operation

The UE shall perform sidelink direct communication only if the following conditions are met:

1>
if the UE’s serving cell is suitable (RRC_IDLE or RRC_CONNECTED); and the selected cell on the frequency used for sidelink direct communication belongs to the registered PLMN or equivalent PLMN or the UE is out of coverage on the frequency used for sidelink direct communication, as defined in TS 36.304 [4, 11.4]; or

1>
if the UE on its 
serving cell fulfils the conditions to support sidelink direct communication in limited service state as specified in TS 23.303 [68, 4.5.6] and the UE is in RRC_IDLE; and the selected cell on the frequency used for sidelink direct communication belongs to the registered PLMN or equivalent PLMN or the UE is out of coverage on the frequency used for sidelink direct communication, as defined in TS 36.304 [4, 11.4]; or
1>
if the UE has no serving cell (RRC_IDLE);
NOTE 1:
If the UE is in RRC_IDLE and the cell on the frequency used for sidelink direct communication does not belong to the registered PLMN or equivalent PLMN, the UE performs PLMN selection triggered by ProSe direct communication as specified in TS 23.122 [11]. If the UE is in RRC_CONNECTED and the cell on the frequency used for sidelink direct communication does not belong to the registered PLMN or equivalent PLMN, the UE either performs a detach procedure as specified in TS 24.301 [35] and then performs PLMN selection triggered by ProSe direct communication as specified in TS 23.122 [11], or does not perform ProSe direct communication (which option is used is left up to UE implementation). 
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