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//------------------------------------unmodified sections omitted------------------------------//
11.2
PDU definitions

--**************************************************************

--

-- TABULAR: The message type and integrity check info are not

-- visible in this module as they are defined in the class module. 

-- Also, all FDD/TDD specific choices have the FDD option first 

-- and TDD second, just for consistency.

--

--**************************************************************

PDU-definitions DEFINITIONS AUTOMATIC TAGS ::=

//------------------------------------unmodified sections omitted------------------------------//
HandoverToUTRANCommand-v8a0ext-IEs ::= SEQUENCE {


-- Physical channel IEs



dl-HSPDSCH-Information


DL-HSPDSCH-Information-r8-ext2

OPTIONAL

}

HandoverToUTRANCommand-r9-IEs ::= SEQUENCE {


-- User equipment IEs



new-U-RNTI





U-RNTI-Short,



cipheringAlgorithm



CipheringAlgorithm-r7




OPTIONAL,



supportForChangeOfUE-Capability
BOOLEAN,



new-H-RNTI





H-RNTI








OPTIONAL,



newPrimary-E-RNTI



E-RNTI








OPTIONAL,



newSecondary-E-RNTI



E-RNTI








OPTIONAL,


-- Radio bearer IEs


-- Specification mode information



-- dummy is not used in this version of the specification, it should



-- not be sent and if received UE behaviour is unspecified.


dummy

DefaultConfigForCellFACH



OPTIONAL,



specificationMode



CHOICE {




complete





SEQUENCE {





srb-InformationSetupList

SRB-InformationSetupList-r8,





rab-InformationSetupList

RAB-InformationSetupList-r8

OPTIONAL,





ul-CommonTransChInfo


UL-CommonTransChInfo-r4,





ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList-r8,





dl-CommonTransChInfo


DL-CommonTransChInfo-r4,





dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r9,





ul-DPCH-Info




UL-DPCH-Info-r7,





ul-EDCH-Information



UL-EDCH-Information-r9


OPTIONAL,





dl-HSPDSCH-Information


DL-HSPDSCH-Information-r9

OPTIONAL,





dl-CommonInformation


DL-CommonInformation-r8,





dl-InformationPerRL-List

DL-InformationPerRL-List-r7,





frequencyInfo




FrequencyInfo,





multi-frequencyInfo



Multi-frequencyInfo-LCR-r7

OPTIONAL




},




preconfiguration



SEQUENCE {





-- All IEs that include an FDD/TDD choice are split in two IEs for this message,





-- one for the FDD only elements and one for the TDD only elements, so that one





-- FDD/TDD choice in this level is sufficient.





preConfigMode




CHOICE {






predefinedConfigIdentity

PredefinedConfigIdentity,






defaultConfig




SEQUENCE {







defaultConfigMode



DefaultConfigMode,







defaultConfigIdentity


DefaultConfigIdentity-r6,







-- dummy is not used in this version of the specification, it should







-- not be sent and if received it should be ignored







dummy


DLUL-HSPA-Information-r9
OPTIONAL






}





},





rab-Info





RAB-Info-Post

OPTIONAL,





modeSpecificInfo



CHOICE {






fdd







SEQUENCE {







ul-DPCH-Info




UL-DPCH-InfoPostFDD,







dl-CommonInformationPost

DL-CommonInformationPost,







dl-InformationPerRL-List

DL-InformationPerRL-ListPostFDD,







frequencyInfo




FrequencyInfoFDD






},






tdd







CHOICE {







tdd384






SEQUENCE {








ul-DPCH-Info




UL-DPCH-InfoPostTDD,








dl-InformationPerRL



DL-InformationPerRL-PostTDD,








frequencyInfo




FrequencyInfoTDD,








primaryCCPCH-TX-Power


PrimaryCCPCH-TX-Power







},







tdd128






SEQUENCE {








ul-DPCH-Info




UL-DPCH-Info-r7,








dl-InformationPerRL



DL-InformationPerRL-PostTDD-LCR-r4,








frequencyInfo




FrequencyInfoTDD,








primaryCCPCH-TX-Power


PrimaryCCPCH-TX-Power,








multi-frequencyInfo



Multi-frequencyInfo-LCR-r7

OPTIONAL







},







tdd768






SEQUENCE {








ul-DPCH-Info




UL-DPCH-Info-r7,








dl-InformationPerRL



DL-InformationPerRL-List-r7,








frequencyInfo




FrequencyInfoTDD,








primaryCCPCH-TX-Power


PrimaryCCPCH-TX-Power







}






}





}




}



},


-- Physical channel IEs



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power

}

HandoverToUTRANCommand-v9c0ext-IEs ::= SEQUENCE {


-- For 1.28Mcps TDD only



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-TDD128-v9c0ext


OPTIONAL

}

HandoverToUTRANCommand-LaterCriticalExtensions ::= CHOICE {



r10






SEQUENCE {




handoverToUTRANCommand-r10

HandoverToUTRANCommand-r10-IEs,




v9c0NonCriticalExtensions

SEQUENCE {





handoverToUTRANCommand-v9c0ext









HandoverToUTRANCommand-v9c0ext-IEs,





nonCriticalExtensions


SEQUENCE {}

OPTIONAL




}
OPTIONAL



},



criticalExtensions



CHOICE {




r11







SEQUENCE {





handoverToUTRANCommand-r11

HandoverToUTRANCommand-r11-IEs,





-- Container for adding non critical extensions after freezing REL-12





handoverToUTRANCommand-r11-add-ext
BIT STRING

OPTIONAL,





vbc0NonCriticalExtensions



SEQUENCE {





handoverToUTRANCommand-vbc0ext

HandoverToUTRANCommand-vbc0ext-IEs,






nonCriticalExtensions




SEQUENCE {}

OPTIONAL





}

OPTIONAL




},




criticalExtensions



SEQUENCE {}



}

}

HandoverToUTRANCommand-r10-IEs ::= SEQUENCE {


-- User equipment IEs



new-U-RNTI





U-RNTI-Short,



cipheringAlgorithm



CipheringAlgorithm-r7




OPTIONAL,



supportForChangeOfUE-Capability
BOOLEAN,



new-H-RNTI





H-RNTI








OPTIONAL,



newPrimary-E-RNTI



E-RNTI








OPTIONAL,



newSecondary-E-RNTI



E-RNTI








OPTIONAL,


-- Radio bearer IEs


-- Specification mode information



-- dummy is not used in this version of the specification, it should



-- not be sent and if received UE behaviour is unspecified.


dummy

DefaultConfigForCellFACH



OPTIONAL,



specificationMode



CHOICE {




complete





SEQUENCE {





srb-InformationSetupList

SRB-InformationSetupList-r8,





rab-InformationSetupList

RAB-InformationSetupList-r8

OPTIONAL,





ul-CommonTransChInfo


UL-CommonTransChInfo-r4,





ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList-r8,





dl-CommonTransChInfo


DL-CommonTransChInfo-r4,





dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r9,





ul-DPCH-Info




UL-DPCH-Info-r7,





ul-EDCH-Information



UL-EDCH-Information-r9


OPTIONAL,





dl-HSPDSCH-Information


DL-HSPDSCH-Information-r9

OPTIONAL,





dl-CommonInformation


DL-CommonInformation-r10,





dl-InformationPerRL-List

DL-InformationPerRL-List-r7,





frequencyInfo




FrequencyInfo,





multi-frequencyInfo



Multi-frequencyInfo-LCR-r7

OPTIONAL




},




preconfiguration



SEQUENCE {





-- All IEs that include an FDD/TDD choice are split in two IEs for this message,





-- one for the FDD only elements and one for the TDD only elements, so that one





-- FDD/TDD choice in this level is sufficient.





preConfigMode




CHOICE {






predefinedConfigIdentity

PredefinedConfigIdentity,






defaultConfig




SEQUENCE {







defaultConfigMode



DefaultConfigMode,







defaultConfigIdentity


DefaultConfigIdentity-r6,







-- dummy is not used in this version of the specification, it should







-- not be sent and if received it should be ignored







dummy


DLUL-HSPA-Information-r10
OPTIONAL






}





},





rab-Info





RAB-Info-Post

OPTIONAL,





modeSpecificInfo



CHOICE {






fdd







SEQUENCE {







ul-DPCH-Info




UL-DPCH-InfoPostFDD,







dl-CommonInformationPost

DL-CommonInformationPost,







dl-InformationPerRL-List

DL-InformationPerRL-ListPostFDD,







frequencyInfo




FrequencyInfoFDD






},






tdd







CHOICE {







tdd384






SEQUENCE {








ul-DPCH-Info




UL-DPCH-InfoPostTDD,








dl-InformationPerRL



DL-InformationPerRL-PostTDD,








frequencyInfo




FrequencyInfoTDD,








primaryCCPCH-TX-Power


PrimaryCCPCH-TX-Power







},







tdd128






SEQUENCE {








ul-DPCH-Info




UL-DPCH-Info-r7,








dl-InformationPerRL



DL-InformationPerRL-PostTDD-LCR-r4,








frequencyInfo




FrequencyInfoTDD,








primaryCCPCH-TX-Power


PrimaryCCPCH-TX-Power,








multi-frequencyInfo



Multi-frequencyInfo-LCR-r7

OPTIONAL







},







tdd768






SEQUENCE {








ul-DPCH-Info




UL-DPCH-Info-r7,








dl-InformationPerRL



DL-InformationPerRL-List-r7,








frequencyInfo




FrequencyInfoTDD,








primaryCCPCH-TX-Power


PrimaryCCPCH-TX-Power







}






}





}




}



},


-- Physical channel IEs



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power

}
//------------------------------------unmodified sections omitted------------------------------//
RadioBearerReconfiguration-r9-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo-r7

OPTIONAL,



cipheringModeInfo



CipheringModeInfo-r7



OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



delayRestrictionFlag


DelayRestrictionFlag



OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



-- The IE "new-DSCH-RNTI" should not be included in FDD mode,



-- and if received the UE behaviour is unspecified



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



new-H-RNTI





H-RNTI







OPTIONAL,



newPrimary-E-RNTI



E-RNTI







OPTIONAL,



newSecondary-E-RNTI



E-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



ueMobilityStateIndicator

High-MobilityDetected



OPTIONAL,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient-r7
OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo-r6



OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,



supportForChangeOfUE-Capability
BOOLEAN







OPTIONAL,



responseToChangeOfUE-Capability
ENUMERATED { true }




OPTIONAL,


-- Specification mode information



-- dummy is not used in this version of the specification, it should



-- not be sent and if received UE behaviour is unspecified.


dummy

DefaultConfigForCellFACH


OPTIONAL,



specificationMode



CHOICE {




complete





SEQUENCE {




-- Radio bearer IEs





rab-InformationReconfigList

RAB-InformationReconfigList-r8

OPTIONAL,





rab-InformationMBMSPtpList

RAB-InformationMBMSPtpList


OPTIONAL,





rb-InformationReconfigList

RB-InformationReconfigList-r8

OPTIONAL,





rb-InformationAffectedList

RB-InformationAffectedList-r8

OPTIONAL,





rb-PDCPContextRelocationList
RB-PDCPContextRelocationList

OPTIONAL,





pdcp-ROHC-TargetMode


PDCP-ROHC-TargetMode



OPTIONAL,




-- Transport channel IEs





ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,





ul-deletedTransChInfoList

UL-DeletedTransChInfoList-r6

OPTIONAL,





ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList-r8

OPTIONAL,





dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,





dl-DeletedTransChInfoList

DL-DeletedTransChInfoList-r7

OPTIONAL,





dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r9

OPTIONAL




},




preconfiguration



SEQUENCE {




-- All IEs that include an FDD/TDD choice are split in two IEs for this message,




-- one for the FDD only elements and one for the TDD only elements, so that one




-- FDD/TDD choice in this level is sufficient.





preConfigMode




CHOICE {






predefinedConfigIdentity

PredefinedConfigIdentity,






defaultConfig




SEQUENCE {







defaultConfigMode



DefaultConfigMode,







defaultConfigIdentity 


DefaultConfigIdentity-r6






}





}




}



},


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



multi-frequencyInfo



Multi-frequencyInfo-LCR-r7


OPTIONAL,



dtx-drx-TimingInfo



DTX-DRX-TimingInfo-r7



OPTIONAL,



dtx-drx-Info




DTX-DRX-Info-r7





OPTIONAL,



hs-scch-LessInfo



HS-SCCH-LessInfo-r7




OPTIONAL,



mimoParameters




MIMO-Parameters-r9




OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-DPCH-Info




UL-DPCH-Info-r7





OPTIONAL,



ul-EDCH-Information



UL-EDCH-Information-r9



OPTIONAL,



ul-SecondaryCellInfoFDD


UL-SecondaryCellInfoFDD



OPTIONAL,



dl-HSPDSCH-Information


DL-HSPDSCH-Information-r9


OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r8



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r8


OPTIONAL,



dl-SecondaryCellInfoFDD


DL-SecondaryCellInfoFDD-r9


OPTIONAL,



controlChannelDRXInfo-TDD128
ControlChannelDRXInfo-TDD128-r8

OPTIONAL,



sps-Information-TDD128


SPS-Information-TDD128-r8


OPTIONAL,


-- MBMS IEs



mbms-PL-ServiceRestrictInfo

MBMS-PL-ServiceRestrictInfo-r6

OPTIONAL,


-- Measurement IEs for LCR



cellDCHMeasOccasionInfo-TDD128
CellDCHMeasOccasionInfo-TDD128-r9
OPTIONAL
}
RadioBearerReconfiguration-v950ext-IEs ::= SEQUENCE {


-- Physical channel IEs



secondaryCellMimoParameters

SecondaryCellMIMOparametersFDD-v950ext

OPTIONAL

}

RadioBearerReconfiguration-v9c0ext-IEs ::= SEQUENCE {


-- For 1.28Mcps TDD only



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-TDD128-v9c0ext


OPTIONAL

}

RadioBearerReconfiguration-r10-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo-r7

OPTIONAL,



cipheringModeInfo



CipheringModeInfo-r7



OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



delayRestrictionFlag


DelayRestrictionFlag



OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



-- The IE "new-DSCH-RNTI" should not be included in FDD mode,



-- and if received the UE behaviour is unspecified



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



new-H-RNTI





H-RNTI







OPTIONAL,



newPrimary-E-RNTI



E-RNTI







OPTIONAL,



newSecondary-E-RNTI



E-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



ueMobilityStateIndicator

High-MobilityDetected



OPTIONAL,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient-r7
OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo-r6



OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,



supportForChangeOfUE-Capability
BOOLEAN







OPTIONAL,



responseToChangeOfUE-Capability
ENUMERATED { true }




OPTIONAL,


-- Specification mode information



-- dummy is not used in this version of the specification, it should



-- not be sent and if received UE behaviour is unspecified.


dummy

DefaultConfigForCellFACH


OPTIONAL,



specificationMode



CHOICE {




complete





SEQUENCE {




-- Radio bearer IEs





rab-InformationReconfigList

RAB-InformationReconfigList-r8

OPTIONAL,





rab-InformationMBMSPtpList

RAB-InformationMBMSPtpList


OPTIONAL,





rb-InformationReconfigList

RB-InformationReconfigList-r8

OPTIONAL,





rb-InformationAffectedList

RB-InformationAffectedList-r8

OPTIONAL,





rb-PDCPContextRelocationList
RB-PDCPContextRelocationList

OPTIONAL,





pdcp-ROHC-TargetMode


PDCP-ROHC-TargetMode



OPTIONAL,




-- Transport channel IEs





ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,





ul-deletedTransChInfoList

UL-DeletedTransChInfoList-r6

OPTIONAL,





ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList-r8

OPTIONAL,





dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,





dl-DeletedTransChInfoList

DL-DeletedTransChInfoList-r7

OPTIONAL,





dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r9

OPTIONAL




},




preconfiguration



SEQUENCE {




-- All IEs that include an FDD/TDD choice are split in two IEs for this message,




-- one for the FDD only elements and one for the TDD only elements, so that one




-- FDD/TDD choice in this level is sufficient.





preConfigMode




CHOICE {






predefinedConfigIdentity

PredefinedConfigIdentity,






defaultConfig




SEQUENCE {







defaultConfigMode



DefaultConfigMode,







defaultConfigIdentity 


DefaultConfigIdentity-r6






}





}




}



},


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



multi-frequencyInfo



Multi-frequencyInfo-LCR-r7


OPTIONAL,



dtx-drx-TimingInfo



DTX-DRX-TimingInfo-r7



OPTIONAL,



dtx-drx-Info




DTX-DRX-Info-r7





OPTIONAL,



hs-scch-LessInfo



HS-SCCH-LessInfo-r7




OPTIONAL,



mimoParameters




MIMO-Parameters-r9




OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-DPCH-Info




UL-DPCH-Info-r7





OPTIONAL,



ul-EDCH-Information



UL-EDCH-Information-r9



OPTIONAL,



ul-SecondaryCellInfoFDD


UL-SecondaryCellInfoFDD



OPTIONAL,



ul-MulticarrierEDCHInfo-TDD128
UL-MulticarrierEDCHInfo-TDD128

OPTIONAL,



dl-HSPDSCH-Information


DL-HSPDSCH-Information-r9


OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r10


OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r8


OPTIONAL,



dl-SecondaryCellInfoFDD


DL-SecondaryCellInfoFDD-r10


OPTIONAL,



additionalDLSecCellInfoListFDD
AdditionalDLSecCellInfoListFDD

OPTIONAL,



controlChannelDRXInfo-TDD128
ControlChannelDRXInfo-TDD128-r8

OPTIONAL,



sps-Information-TDD128


SPS-Information-TDD128-r8


OPTIONAL,



mu-MIMO-Info-TDD128



MU-MIMO-Info-TDD128




OPTIONAL,


-- MBMS IEs



mbms-PL-ServiceRestrictInfo

MBMS-PL-ServiceRestrictInfo-r6

OPTIONAL,


-- Measurement IEs for LCR



cellDCHMeasOccasionInfo-TDD128
CellDCHMeasOccasionInfo-TDD128-r9
OPTIONAL
}
//------------------------------------unmodified sections omitted------------------------------//
RRCConnectionSetup-r9-IEs ::= SEQUENCE {


-- TABULAR: Integrity protection shall not be performed on this message.



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI,



new-c-RNTI





C-RNTI







OPTIONAL,



new-H-RNTI





H-RNTI







OPTIONAL,



newPrimary-E-RNTI



E-RNTI







OPTIONAL,



newSecondary-E-RNTI



E-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient-r7,



-- TABULAR: If capabilityUpdateRequirement is not present, the default value



-- defined in 10.3.3.2 shall be used.



capabilityUpdateRequirement

CapabilityUpdateRequirement-r8

OPTIONAL,



supportForChangeOfUE-Capability
BOOLEAN,


-- Specification mode information



-- dummy is not used in this version of the specification, it should



-- not be sent and if received UE behaviour is unspecified.


dummy

DefaultConfigForCellFACH


OPTIONAL,



specificationMode



CHOICE {




complete





SEQUENCE {





-- Radio bearer IEs





srb-InformationSetupList

SRB-InformationSetupList2-r8,





-- Transport channel IEs





ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,





ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList-r8

OPTIONAL,





dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,





dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r9

OPTIONAL




},




preconfiguration



SEQUENCE {





-- All IEs that include an FDD/TDD choice are split in two IEs for this message,





-- one for the FDD only elements and one for the TDD only elements, so that one





-- FDD/TDD choice in this level is sufficient.





preConfigMode




CHOICE {






predefinedConfigIdentity

PredefinedConfigIdentity,






defaultConfig




SEQUENCE {







defaultConfigMode



DefaultConfigMode,







defaultConfigIdentity 


DefaultConfigIdentity-r6






}





}




}



},


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



multi-frequencyInfo



Multi-frequencyInfo-LCR-r7


OPTIONAL,



dtx-drx-TimingInfo



DTX-DRX-TimingInfo-r7



OPTIONAL,



dtx-drx-Info




DTX-DRX-Info-r7





OPTIONAL,



hs-scch-LessInfo



HS-SCCH-LessInfo-r7




OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-DPCH-Info




UL-DPCH-Info-r7





OPTIONAL,



ul-EDCH-Information



UL-EDCH-Information-r9



OPTIONAL,



dl-HSPDSCH-Information


DL-HSPDSCH-Information-r9


OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r8



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r8


OPTIONAL,



dl-SecondaryCellInfoFDD


DL-SecondaryCellInfoFDD-r9


OPTIONAL,



sps-Information-TDD128


SPS-Information-TDD128-r8


OPTIONAL

}

RRCConnectionSetup-v950ext-IEs ::= SEQUENCE {


-- Physical channel IEs



secondaryCellMimoParameters

SecondaryCellMIMOparametersFDD-v950ext

OPTIONAL

}

RRCConnectionSetup-r10-IEs ::= SEQUENCE {


-- TABULAR: Integrity protection shall not be performed on this message.



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI,



new-c-RNTI





C-RNTI







OPTIONAL,



new-H-RNTI





H-RNTI







OPTIONAL,



newPrimary-E-RNTI



E-RNTI







OPTIONAL,



newSecondary-E-RNTI



E-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient-r7,



-- TABULAR: If capabilityUpdateRequirement is not present, the default value



-- defined in 10.3.3.2 shall be used.



capabilityUpdateRequirement

CapabilityUpdateRequirement-r8

OPTIONAL,



supportForChangeOfUE-Capability
BOOLEAN,


-- Specification mode information



-- dummy is not used in this version of the specification, it should



-- not be sent and if received UE behaviour is unspecified.


dummy

DefaultConfigForCellFACH


OPTIONAL,



specificationMode



CHOICE {




complete





SEQUENCE {





-- Radio bearer IEs





srb-InformationSetupList

SRB-InformationSetupList2-r8,





-- Transport channel IEs





ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,





ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList-r8

OPTIONAL,





dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,





dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r9

OPTIONAL




},




preconfiguration



SEQUENCE {





-- All IEs that include an FDD/TDD choice are split in two IEs for this message,





-- one for the FDD only elements and one for the TDD only elements, so that one





-- FDD/TDD choice in this level is sufficient.





preConfigMode




CHOICE {






predefinedConfigIdentity

PredefinedConfigIdentity,






defaultConfig




SEQUENCE {







defaultConfigMode



DefaultConfigMode,







defaultConfigIdentity 


DefaultConfigIdentity-r6






}





}




}



},


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



multi-frequencyInfo



Multi-frequencyInfo-LCR-r7


OPTIONAL,



dtx-drx-TimingInfo



DTX-DRX-TimingInfo-r7



OPTIONAL,



dtx-drx-Info




DTX-DRX-Info-r7





OPTIONAL,



hs-scch-LessInfo



HS-SCCH-LessInfo-r7




OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-DPCH-Info




UL-DPCH-Info-r7





OPTIONAL,



ul-EDCH-Information



UL-EDCH-Information-r9



OPTIONAL,



dl-HSPDSCH-Information


DL-HSPDSCH-Information-r9


OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r10


OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r8


OPTIONAL,



dl-SecondaryCellInfoFDD


DL-SecondaryCellInfoFDD-r10


OPTIONAL,



additionalDLSecCellInfoListFDD
AdditionalDLSecCellInfoListFDD

OPTIONAL,



sps-Information-TDD128


SPS-Information-TDD128-r8


OPTIONAL,



mu-MIMO-Info-TDD128



MU-MIMO-Info-TDD128




OPTIONAL
}

