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1. Overall Description:

RAN2 has discussed the measurements and mobility with an extended DRX (eDRX) in CELL_PCH and URA_PCH. RAN2 decided to increase the DRX in CELL_PCH and URA_PCH state up to 20,48 sec, i.e. introduce 10,24 and 20,48 seconds DRX cycle lengths. 

RAN2 wondered if it is feasible to extend the existing DRX measurement requirements in Table 4.1 in section 4.2.2.7 with 10,24 and 20,48 seconds for UEs with an extended DRX in CELL_PCH and URA_PCH, for example:
	DRX cycle length [s]
	Nserv [number of DRX cycles]
	TmeasureFDD [s] (number of DRX cycles)
	TevaluateFDD [s] (number of DRX cycles)

	0.08
	4
	0.64 (8 DRX cycles)
	2.56 (32 DRX cycles)

	0.16
	4
	0.64 (4)
	2.56 (16)

	0.32
	4
	1.28 (4)
	5.12 (16)

	0.64
	4
	1.28 (2)
	5.12 (8)

	1.28
	2
	1.28 (1)
	6.4 (5)

	2.56
	2
	2.56 (1)
	7.68 (3) 

	5.12
	1
	5.12 (1)
	10.24 (2)

	10.24
	1
	10.24 (1)
	20.48 (2)

	20.48
	1
	20.48(1)
	40.96(2)


2. Actions:

To RAN4
ACTION: 
RAN4 is kindly requested to study the feasibility of an extended DRX in CELL_PCH and URA_PCH with 10,24 and 20,48 seconds, and capture the extended DRX measurements requirements in 25.133. 
3. Date of Next TSG-RAN2 Meetings:

TSG RAN2 Meeting #91bis 
5 - 9 October 2015,
Malmö, Sweden

TSG RAN2 Meeting #92

16 - 20 November 2015,
Anaheim, US


