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3.1
Definitions

For the purposes of the present document, the terms and definitions given in [1] apply, together as:

Activated uplink frequency (FDD only): For a specific UE, an uplink frequency is said to be activated if the UE is allowed to transmit on that frequency. The primary uplink frequency is always activated when configured while a secondary uplink frequency has to be activated by means of an HS-SCCH order in order to become activated.
Adjacent Frequency: A frequency whose centre is within 5 MHz of the centre of the currently used frequency and belongs to the same frequency band as that of the currently used frequency.

Assisting serving HS-DSCH Cell: In addition to the serving HS-DSCH cell, a cell in the same frequency, where the UE is configured to simultaneously monitor a HS-SCCH set and receive HS-DSCH if it is scheduled in that cell.

Assisting secondary serving HS-DSCH Cell: In addition to the serving HS-DSCH cell, a cell in the secondary downlink frequency, where the UE is configured to simultaneously monitor a HS-SCCH set and receive HS-DSCH if it is scheduled in that cell.
Common E-DCH resource: In FDD, common E-DCH resources are under direct control of the Node B and are shared by UEs in CELL_FACH state and IDLE mode. In 1.28 Mcps TDD, common E-DCH resources used by UEs in CELL_FACH and IDLE mode are under direct control of Node B and are shared by UEs in the CELL_DCH state.

Common E-RGCH RL: Cell which is not the serving E-DCH radio link and from which the UE can receive one Relative Grant in CELL_FACH state. The UE can have zero, one or up to 3 Common E-RGCH RL(s).

Configured Uplink Frequency (FDD only): For a specific UE, an uplink frequency is said to be configured if the UE has received all relevant information from RRC in order to perform transmission on that frequency.

CSG member cell: a cell broadcasting the identity of the selected PLMN, registered PLMN or equivalent PLMN and for which the CSG whitelist of the UE includes an entry comprising the cell’s CSG ID and the respective PLMN identity.

Current Frequency (FDD only): The frequency that is currently used by the UE. In case of dual cell or dual band configured, the serving HS-DSCH cell frequency is treated as current frequency.

Data Description Indicator (DDI): MAC-e header field used to identify the logical channel, MAC-d flow and the size of the MAC-d PDUs concatenated into a MAC-es PDU.
Designated non-serving HS-DSCH cell: The non-serving HS-DSCH cell from which the UE estimates the F-DPCH quality for TPC derivation, when the UE is configured with DPCCH2 in the uplink or the E-DCH decoupling is configured. This TPC is transmitted on UL DPCCH.

E-DCH active set (FDD only): The set of cells on the primary uplink frequency which carry the E-DCH for one UE. Only radio links for which an E-HICH configuration is stored are considered part of the E-DCH active set.
Enhanced Uplink in CELL_FACH state and Idle mode: In FDD, combines the REL99 random access power ramping phase with E-DCH transmission. The procedure can be started in idle mode and RRC Connected mode, but not in CELL_DCH state. In 1.28 Mcps TDD, the REL7 enhanced random access procedure for E-DCH in CELL_DCH is used in idle mode and CELL_FACH state.
HARQ profile: One HARQ profile consists of a power offset attribute and maximum number of transmissions.
Implicit Grant handling: A scheduling scheme where a UE’s Scheduling Grant on the Secondary Serving E-DCH cell may be revoked by means of an Absolute Grant addressed to another UE.
Blind HARQ retransmissions for HSDPA (FDD only): A HARQ process operation mode where a CELL_DCH UE supports to not discard the MAC-hs/ehs PDU if the MAC-hs/ehs PDU is received in the subsequent sub-frame(s) from the reception of the previous MAC-hs/ehs PDU intended for this HARQ process. 
MBMS activated services: the MBMS multicast services the UE has joined as well as the broadcast services the UE is interested in.

MCCH acquisition: the procedure for acquiring all MCCH information relevant for the UE ie. includes reception of the RB information for the UE’s MBMS activated services.

MBMS controlling cell: the cell from which the UE receives MCCH.

MBMS notification: a notification provided by UTRAN indicating a change in the provision of one or more MBMS services.

MBMS Selected Services: a subset of the MBMS activated services of the Broadcast type for which the UE applies RRC procedures to inform UTRAN that the service has been selected (by upper layers).

MBMS transmission: a possibly repeated session of an MBMS service. An MBMS transmission is uniquely identified by the combination of the MBMS service identity and the MBMS session identity.

MBSFN cluster: Set of cells operating in MBSFN mode providing only MBMS service in PtM mode and seen as one cell by a UE.

MBSFN mode: Transmission mode where a set of synchronized cells transmit exactly the same data for provision of MBMS service.

Multiflow (FDD only):  A mode of operation with two simultaneous HS-DSCH transport channels per carrier frequency, where the HS-DSCH transport channels may belong to the same or different Node Bs.

NodeB triggered HS-DPCCH transmission: Transmission on a common E-DCH resource to provide HS-DPCCH feedback in CELL_FACH state, which is triggered by the reception of an HS-SCCH order as defined in [16].

Primary Absolute Grant (FDD only): Absolute Grant received with the primary E-RNTI.
Primary uplink frequency (FDD only): If a single uplink frequency is configured for the UE, then it is the primary uplink frequency. In case more than one uplink frequencies are configured for the UE, then the primary uplink frequency is the frequency on which E-DCH corresponding to the serving E-DCH cell associated with  the serving HS-DSCH cell is transmitted. The association between a pair of uplink and downlink frequencies is indicated by higher layers.
Radio Links without DPCH/F-DPCH operation (FDD only): An operation mode in which UE supports to not receive both DPCH and F-DPCH downlink channels from the indicated Non-serving E-DCH cell(s).
Secondary Absolute Grant (FDD only): Absolute Grant received with the secondary E-RNTI.

Secondary E-DCH Active Set (FDD only): The set of cells on the secondary uplink frequency where E-DCH is carried for one UE. Only radio links for which an E-HICH configuration is stored are considered part of the secondary E-DCH active set. The secondary E-DCH active set and the active set on the secondary uplink frequency are always the same set of cells.

Secondary Serving E-DCH cell (FDD only): Cell from which the UE receives Absolute Grants from the Node-B scheduler on the downlink frequency associated with secondary uplink frequency. A UE has one Secondary Serving E-DCH cell on the secondary uplink frequency.
Secondary Serving E-DCH RLS or Secondary Serving RLS (FDD only): In Dual Cell E-DCH operation, the set of cells which contains at least the Secondary Serving E-DCH cell and from which the UE can receive and combine one Relative Grant. A UE can have zero or one Secondary Serving E-DCH RLS.

Secondary serving HS-DSCH cell(s): In addition to the serving HS-DSCH cell, the set of cells where the UE is configured to simultaneously monitor an HS-SCCH set and receive the HS-DSCH if it is scheduled in that cell. There can be up to 7 secondary serving HS-DSCH cells. If the UE is configured with two uplink frequencies, the first secondary serving HS-DSCH cell is the secondary serving HS-DSCH cell that is associated with the secondary uplink frequency.

Secondary Non-serving E-DCH RL or Secondary Non-serving RL (FDD only): In Dual Cell E-DCH operation, the cell which belongs to the Secondary E-DCH active set but does not belong to the Secondary Serving E-DCH RLS and from which the UE in CELL_DCH can receive one Relative Grant. The UE can have zero, one or several Secondary Non-serving E-DCH RL(s).

Secondary uplink frequency (FDD only): A secondary uplink frequency is a frequency on which an E-DCH corresponding to a  serving E-DCH cell associated with a secondary serving HS-DSCH cell is transmitted. The association between a pair of uplink and downlink frequencies is indicated by higher layers.

Serving E-DCH cell: Cell from which the UE receives Absolute Grants from the Node-B scheduler.  In TDD, a UE has one Serving E-DCH cell. In FDD, a UE has one Serving E-DCH cell on the primary uplink frequency.

Serving E-DCH cell decoupling (FDD only): An E-DCH operation mode in which the Serving HS-DSCH cell and the Serving E-DCH cell are different.

Serving E-DCH RLS or Serving RLS (FDD only): Set of cells which contains at least the Serving E-DCH cell and from which the UE can receive and combine one Relative Grant. In TDD, the UE has only one Serving E-DCH RLS. In FDD, a UE has one Serving E-DCH cell on the primary uplink frequency.

Non-serving E-DCH RL or Non-serving RL (FDD only): Cell which belongs to the E-DCH active set but does not belong to the Serving E-DCH RLS and from which the UE in CELL_DCH can receive one Relative Grant. In TDD, the UE can have zero, one or several Non-serving E-DCH RL(s). In FDD, the UE can have zero, one or several Non-serving E-DCH RL(s) on the primary uplink frequency.

SR-VCC: Single Radio Voice Call Continuity, Voice call or Voice and Video call continuity between IMS over PS access and CS access for calls that are anchored in IMS when the UE is capable of transmitting/receiving on only one of those access networks at a given time. Single Radio Voice Call Continuity between CS access and IMS over PS access is referred to as Reverse SRVCC (rSR-VCC).

Target Cell Pre-Configuration (FDD only): HS-DSCH Cell configuration provided to UE in Active Set Update for which HS-DSCH serving Cell Change may be initiated by HS-SCCH order sent from target cell.

Target cell HS-SCCH order: A HS-DSCH serving cell change command signaled to an UE by using HS-SCCH order in the target cell:

- for which a measurement report was trigged by an Event 1d  intra frequency event; or

- for which a measurement report was trigged by an Event 1c intra frequency event on the primary frequency, which indicates the current serving HS-DSCH cell as the only active CPICH triggering this event 1c report, and the target cell is the best cell in the current active set reported in this Event 1c measurement report. If more than one cell in the active set share the same quality, the target cell will be the first one listed in the in "Intra-frequency measured results list" in the Event 1c measurement report.

Primary E-DCH carrier (1.28Mcps TDD only): If a single E-DCH carrier is configured for the UE, then it is the primary E-DCH carrier. In case more than one E-DCH carriers are configured for the UE, then the primary E-DCH carrier is the carrier on which the E-RUCCH will be transmitted.

Additional E-DCH carrier (1.28Mcps TDD only): An additional E-DCH carrier is an E-DCH carrier other than the primary E-DCH carrier . The UE can have zero, one or several additional E-DCH carrier(s).

<Next modification>
8.2.2.3
Reception of RADIO BEARER SETUP or RADIO BEARER RECONFIGURATION or RADIO BEARER RELEASE or TRANSPORT CHANNEL RECONFIGURATION or PHYSICAL CHANNEL RECONFIGURATION message, TTI switch HS-SCCH order or Target cell HS-SCCH order by the UE
The UE shall:

1>
be able to receive any of the following messages:

2>
RADIO BEARER SETUP message; or

2>
RADIO BEARER RECONFIGURATION message; or

2>
RADIO BEARER RELEASE message; or

2>
TRANSPORT CHANNEL RECONFIGURATION message; or

2>
PHYSICAL CHANNEL RECONFIGURATION message;

1>
be able to perform a hard handover and apply physical layer synchronisation procedure A as specified in [29], even if no prior UE measurements have been performed on the target cell and/or frequency.

For FDD: in case a measurement report was triggered by intra frequency event 1d and if the table "Target cell preconfigurations" in the variable TARGET_CELL_PRECONFIGURATION includes the cell that triggered the event, or in case a measurement report was triggered by intra frequency event 1c requesting the serving HS-DSCH cell change and if the table "Target cell preconfigurations" in the variable TARGET_CELL_PRECONFIGURATION includes the target cell, as per the definition of Target cell HS-SCCH order

the UE shall be able to receive:

1>
Target cell HS-SCCH order.

For FDD: in case a filtered UPH report [15] was triggered the UE shall be able to receive:

1>
TTI switch HS-SCCH order.

In case the reconfiguration procedure is used to remove all existing RL(s) in the active set while new RL(s) are established the UE shall:

1>
For FDD:

2>
if the UE has a pending "TGPS reconfiguration CFN" at the activation time received in the reconfiguration message and the reconfiguration requests a timing re-initialised hard handover (see subclause 8.3.5.1), the UE may:

3>
abort the pending CM activation;

3>
set the CM_PATTERN_ACTIVATION_ABORTED to TRUE.

2>
otherwise:

3>
set the CM_PATTERN_ACTIVATION_ABORTED to FALSE.

If the UE receives:

-
a RADIO BEARER SETUP message; or

-
a RADIO BEARER RECONFIGURATION message; or

-
a RADIO BEARER RELEASE message; or

-
a TRANSPORT CHANNEL RECONFIGURATION message; or

-
a PHYSICAL CHANNEL RECONFIGURATION message; or
-
a TTI switch HS-SCCH order; or
-
a Target cell HS-SCCH order

it shall:

1>
stop and reset timer T324 if running;

1>
stop monitoring target cell HS-SCCH;

1>
set the variable ORDERED_RECONFIGURATION to TRUE;

1>
if the UE will enter the CELL_DCH state from any state other than CELL_DCH state at the conclusion of this procedure:

2>
if COMMON_E_DCH_TRANSMISSION is set to FALSE before entering CELL_DCH state or IE "E-DCH info" is not included in the reconfiguration message:

3>
perform the physical layer synchronisation procedure A as specified in [29] (FDD only).

1>
if the UE has received a Target cell HS-SCCH order:

2>
if the IE "Serving Cell Change MAC reset" in the target cell preconfiguration is set to TRUE:

3>
reset the MAC-hs/ehs entity [15].

2>
else:

3>
determine the value for the "TPC combination index" for current cell and the cell in which the Target cell HS-SCCH order is received; 

3>
if the values of the IE "TPC combination index" for current cell and the cell in which the Target cell HS-SCCH order is received are different:

4>
reset the MAC-hs/ehs entity [15].

1>
act upon all received information elements, or Target cell preconfiguration information in the case of received Target cell HS-SCCH order, as specified in subclause 8.6, unless specified in the following and perform the actions below.
1>
in the case of received TTI switch HS-SCCH order, perform the actions as described in 8.5.86.
The UE may:

1>
maintain a list of the set of cells to which the UE has Radio Links if the IE "Cell ID" is present.

The UE may first release the physical channel configuration used at reception of the reconfiguration message. The UE shall then:

1>
enter a state according to subclause 8.6.3.3.

In case the UE receives a RADIO BEARER RECONFIGURATION message including the IE "RB information to reconfigure" that only includes the IE "RB identity", the UE shall:

1>
handle the message as if IE "RB information to reconfigure" was absent.

NOTE:

The ASN.1 "r3" version of the RADIO BEARER RECONFIGURATION message always includes the IE "RB information to reconfigure". UTRAN has to include it even if it does not require the reconfiguration of any RB.

In case the UE receives a RADIO BEARER RECONFIGURATION message with the IE "Specification mode" set to "Preconfiguration" while the message is not sent through GERAN Iu mode, the UE behaviour is unspecified.

In case the UE receives a RADIO BEARER SETUP message with the IE "Specification mode" not set to "Complete Specification", the UE behaviour is unspecified.

The UE shall:

1>
if IE "Default configuration for CELL_FACH" is set:

2>
if  the message is RADIO BEARER RECONFIGURATION:

3>
if IE "new U-RNTI" is included:

4>
act in accordance with the default parameters according to section 13.8.

3>
else:

4>
the UE behaviour is unspecified.

For FDD: in CELL_DCH state, in case the UE receives a Target cell HS-SCCH order the UE shall:

1>
ignore RADIO BEARER SETUP, RADIO BEARER RECONFIGURATION, TRANSPORT CHANNEL RECONFIGURATION or PHYSICAL CHANNEL RECONFIGURATION messages as described in subclause 8.6.3.11.

If after state transition the UE enters CELL_DCH state, the UE shall, after the state transition:

1>
in FDD; or

1>
in TDD when "Primary CCPCH Info" is included indicating a new target cell and "New C-RNTI" is not specified:

2>
remove any C-RNTI from MAC;

2>
clear the variable C_RNTI.

1>
determine the value for the READY_FOR_COMMON_EDCH variable and take the corresponding actions as described in subclause 8.5.47;

1>
determine the value for the COMMON_E_DCH_TRANSMISSION variable and take the corresponding actions as described in subclause 8.5.46;

1>
for FDD, determine the value for the READY_FOR_COMMON_ERGCH variable and take the corresponding actions as described in subclause 8.5.75;

1>
if the IE "E-DCH info" was not included in the message:

2>
for FDD:

3>
stop any E-AGCH, E-RGCH and E-HICH reception procedures;

3>
stop any E-DPCCH and E-DPDCH transmission procedures;

3>
act as if the IE "MAC-es/e reset indicator" was received and set to TRUE;

3>
release all E-DCH HARQ resources;

3>
no longer consider any radio link to be the serving E-DCH radio link.

2>
for 1.28 Mcps TDD:

3>

stop any E-AGCH and E-HICH reception procedures;

3> stop any E-RUCCH and E-PUCH transmission procedure;

3>
act as if the IE "MAC-es/e reset indicator" was received and set to TRUE;

3>
release all E-DCH HARQ resources;

3>
no longer consider any radio link to be the serving E-DCH radio link.
If after state transition the UE leaves CELL_DCH state, the UE shall, before state transition:

1>
clear any stored IE "E-DCH info";

1>
for FDD, clear any stored IE "Secondary serving E-DCH cell info" and IE "Secondary E-DCH info common";

1>
for 1.28Mcps TDD, clear any stored IE "Multi-carrier E-DCH Info for LCR TDD";

1>
determine the value for the E_DCH_TRANSMISSION variable and take the corresponding actions as described in subclause 8.5.28.

If after state transition the UE leaves CELL_DCH state, the UE shall, after the state transition:

1>
if any IEs related to HS-DSCH are stored in the UE:

2>
clear any stored IE "Downlink HS-PDSCH information";

2>
clear any stored IE "Downlink Secondary Cell Info FDD";

2>
clear all the entries from the variable TARGET_CELL_PRECONFIGURATION;
2>
for 1.28Mcps TDD, clear the IE "HS-PDSCH Midamble Configuration" and the IE "HS-SCCH Set Configuration" in the IE "DL Multi Carrier Information";
2>
determine the value for the HS_DSCH_RECEPTION variable and take the corresponding actions as described in subclause 8.5.25.

1>
if any IEs related to E-DCH are stored in the UE:

2>
clear any stored IE "E-DCH info";

2>
for FDD, clear any stored IE "Secondary serving E-DCH cell info" and IE "Secondary E-DCH info common";

2>
for 1.28Mcps TDD, clear any stored IE "Multi-carrier E-DCH Info for LCR TDD";

2>
determine the value for the E_DCH_TRANSMISSION variable and take the corresponding actions as described in subclause 8.5.28.

1>
if any of the IEs "DTX-DRX timing information" or "DTX-DRX information" are stored in the UE:

2>
determine the value for the DTX_DRX_STATUS variable and take the corresponding actions as described in subclause 8.5.34.

1>
if the IE "HS-SCCH less information" is stored in the UE:

2>
determine the value for the HS_SCCH_LESS_STATUS variable and take the corresponding actions as described in subclause 8.5.35.

1>
if any IEs related to MIMO are stored in the UE:

2>
determine the value for the MIMO_STATUS variable and take the corresponding actions as described in subclause 8.5.33.

1>
if the IE "MIMO mode with four transmit antennas" is stored in the UE:

2>
determine the value for the MIMO_MODE_WITH_FOUR_TRANSMIT_ANTENNAS_STATUS variable and take the corresponding actions as described in subclause 8.5.79.

1>
if the IE "UE Mobility State Indicator" was present in the reconfiguration message:

2>
consider the High-mobility state to have being detected.
1>
for 1.28 Mcps TDD, if the IEs "Control Channel DRX Information" is stored in the UE:

2>
determine the value for the CONTROL_CHANNEL_DRX_STATUS variable and take the corresponding actions as described in subclause 8.5.53.

1>
for 1.28 Mcps TDD, if the IE "SPS information" is stored in the UE:

2>
determine the value for the E_DCH_SPS_STATUS variable and take the corresponding actions as described in subclause 8.5.54;

2>
determine the value for the HS_DSCH_SPS_STATUS variable and take the corresponding actions as described in subclause 8.5.55.

1>
for 1.28 Mcps TDD, if the IE "MU-MIMO info" is stored in the UE:

2>
determine the value for the MU_MIMO_STATUS variable and take the corresponding actions as described in subclause 8.5.61.

1>
for FDD, if the IE "Uplink CLTD info FDD" is stored in the UE:

2>
determine the value for the UPLINK_CLTD_TRANSMISSION variable and take the corresponding actions as described in subclause 8.5.69.

1>
for FDD, if the IE "Uplink OLTD info FDD" is stored in the UE:

2>
determine the value for the UPLINK_OLTD_TRANSMISSION variable and take the corresponding actions as described in subclause 8.5.70.
1>
for FDD, clear the IE "Radio Links without DPCH/F-DPCH info", if stored;

1>
for FDD, if the IE "DPCCH2 info FDD" is stored in the UE:

2>
determine the value for the DPCCH2_TRANSMISSION variable and take the corresponding actions as described in subclause 8.5.83.
1>
for FDD, clear the IE "Blind HARQ retransmissions for HSDPA FDD", if stored.
For 1.28 Mcps TDD, if the UE supports the non-rectangular resource allocation, the UE shall:

1>
determine the value for the NON_RECTANGULAR_RESOURCE_ALLOCATION_STATUS variable and take the corresponding actions as described in subclause 8.5.82.
If the UE was in CELL_DCH state upon reception of the reconfiguration message and remains in CELL_DCH state, the UE shall:

1>
if the IE "Uplink DPCH Info" is absent, not change its current UL Physical channel configuration;

1>
for FDD:

2>
determine the value for the SECONDARY_CELL_HS_DSCH_RECEPTION variable and take the corresponding actions as described in subclause 8.5.51.

2>
determine the value for the SECONDARY_CELL_E_DCH_TRANSMISSION and take the corresponding actions as described in subclause 8.5.58.

2>
if the variable SECONDARY_CELL_E_DCH_TRANSMISSION is set to TRUE:

3>
if the IE "Secondary E-DCH info common" is included and the IE "Frequency info" is different from the stored "Frequency info" in the IE "Secondary E-DCH info common"; or

3>
if the IE "Frequency info" is included in an IE other than the IE "Uplink secondary cell info FDD":

4>
consider the secondary uplink frequency as not activated and take the corresponding actions as described in subclause 8.5.58.

3>
else:

4>
if the IE "Downlink information per radio link list on secondary UL frequency" is not included in the received message:

5>
keep the current activation status of the secondary uplink frequency and take the corresponding actions as described in subclause 8.5.58.

2>
determine the value for the UPLINK_CLTD_TRANSMISSION variable and take the corresponding actions as described in subclause 8.5.69.

2>
determine the value for the UPLINK_OLTD_TRANSMISSION variable and take the corresponding actions as described in subclause 8.5.70.
2>
determine the value for the DPCCH2_TRANSMISSION variable and take the corresponding actions as described in subclause 8.5.83.
1>
in TDD:

2>
if "Primary CCPCH Info" is included indicating a new target cell and "New C-RNTI" is not specified:

3>
remove any C-RNTI from MAC;

3>
clear the variable C_RNTI.

2>
if "Primary CCPCH Info" is included indicating a new target cell and "New H-RNTI" is not specified:

3>
remove any H-RNTI from MAC;

3>
clear the variable H_RNTI;

3>
determine the value for the HS_DSCH_RECEPTION variable and take the corresponding actions as described in subclause 8.5.25.
2>
if the reconfiguration message caused a change from FDD mode to 3.84/7.68 Mcps TDD mode and provides for E-DCH/HS-DSCH operation without an uplink DPCH:

3>
the UE shall obtain timing advance for the 3.84/7.68 Mcps TDD cell according to [15].

1>
if "DPCH frame offset" is included for one or more RLs in the active set, and the reconfiguration procedure does not request a timing reinitialized hard handover (see subclause 8.3.5.1):

2>
use its value to determine the beginning of the DPCH or F-DPCH frame in accordance with the following:

3>
if the received IE "DPCH frame offset" is across the value range border compared to the DPCH or F-DPCH frame offset currently used by the UE:

4>
consider it to be a request to adjust the timing with 256 chips across the frame border (e.g. if the UE receives value 0 while the value currently used is 38144 consider this as a request to adjust the timing with +256 chips).

3>
if after taking into account value range borders, the received IE "DPCH frame offset" corresponds to a request to adjust the timing with a step exceeding 256 chips:

4>
set the variable INVALID_CONFIGURATION to TRUE.

3>
and the procedure ends.

2>
adjust the radio link timing accordingly.

<Next modification>
8.6.5.6
Added or Reconfigured DL TrCH information
If the IE "Added or Reconfigured DL TrCH information" is included the UE shall:

1>
for the transport channel identified by the IE "DL Transport Channel Identity":

2>
if the choice "DL parameters" is set to 'explicit':

3>
perform the actions for the IE "Transport Format Set" as specified in subclause 8.6.5.1.

2>
if the choice "DL parameters" is set to 'same as uplink':

3>
if the IE "UL Transport Channel Identity" indicates an existing or a new UL Transport Channel:

4>
store as transport format for this transport channel the transport format associated with the transport channel identified by the IE "UL Transport Channel Identity".

3>
else:

4>
set the variable INVALID_CONFIGURATION to TRUE.

2>
if the IE "DCH quality target" is included:

3>
perform the actions specified in subclause 8.6.5.4.

1>
if the choice "DL parameters" is set to "HSDSCH":

2>
if the IE "HARQ Info" is included:

3>
perform the actions specified in subclause 8.6.5.6b.

2>
if the IE "Added or Reconfigured MAC-d Flow" is included:

3>
perform the actions as specified in subclause 8.6.5.5a.

2>
if the IE "Added or Reconfigured MAC-ehs reordering queue" is included:

3>
if inter-Node B Multiflow operation is configured:
4>
perform the actions as specified in subclause 8.6.5.23 for both MAC-ehs entities.
3>
else:
4>
perform the actions as specified in subclause 8.6.5.23.

2>
determine the value for the HS_DSCH_RECEPTION variable and take the corresponding actions as described in subclause 8.5.25.
2>
perform the actions as specified in subclause 8.6.6.XX.
NOTE:
The UE stores the DL transport channel configuration until it is explicitly deleted by a message containing the IE "Deleted DL TrCH information" or the UE leaves RRC connected mode.

NOTE:
In case the IE "Added or Reconfigured DL TrCH information" is included in a message that contains the IE "Deleted DL TrCH information" with a transport channel with the same identity as indicated by IE "DL Transport Channel Identity" and same type as indicated in the IE "Downlink transport channel type" then the UE behaviour is unspecified.

<Next modification>
8.6.6.XX
Blind HARQ retransmissions for HSDPA FDD
If the IE "Blind HARQ retransmissions for HSDPA FDD" is included and the variable HS_DSCH_RECEPTION is set to TRUE, the UE shall:
1>
store the IE "Blind HARQ retransmissions for HSDPA FDD" and indicate to lower layers to perform the blind HARQ retransmissions for HSDPA operation according to [15].
If the IE "Blind HARQ retransmissions for HSDPA FDD" is not included and the UE has any stored IE "Blind HARQ retransmissions for HSDPA FDD", the UE shall:

1>
clear the stored IE "Blind HARQ retransmissions for HSDPA FDD" and indicate to lower layers to not perform the blind HARQ retransmissions for HSDPA operation.
<Next modification>
10.2.22
PHYSICAL CHANNEL RECONFIGURATION
This message is used by UTRAN to assign, replace or release a set of physical channels used by a UE.


RLC-SAP: AM or UM


Logical channel: DCCH


Direction: UTRAN ( UE

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Message Type
	MP
	
	Message Type
	
	

	UE Information Elements
	
	
	
	
	

	RRC transaction identifier
	MP
	
	RRC transaction identifier 10.3.3.36
	
	

	Integrity check info
	CH
	
	Integrity check info 10.3.3.16
	
	

	Integrity protection mode info
	OP
	
	Integrity protection mode info 10.3.3.19
	The UTRAN should not include this IE unless it is performing an SRNS relocation
	

	Ciphering mode info
	OP
	
	Ciphering mode info 10.3.3.5
	The UTRAN should not include this IE unless it is performing an SRNS relocation and a change in ciphering algorithm
	

	Activation time
	MD
	
	Activation time 10.3.3.1
	Default value is "now"
	

	Delay restriction flag
	OP
	
	Enumerated (TRUE)
	This IE is always set to TRUE and included if the activation time is restricted according to subclause 8.6.3.1
	REL-6

	New U-RNTI
	OP
	
	U-RNTI 10.3.3.47
	
	

	New C-RNTI
	OP
	
	C-RNTI 10.3.3.8
	
	

	New DSCH-RNTI
	OP
	
	DSCH-RNTI 10.3.3.9a
	Should not be set in FDD. If received the UE behaviour is unspecified.
	

	New H-RNTI
	OP
	
	H-RNTI 10.3.3.14a
	
	REL-5

	New Primary E-RNTI
	OP
	
	E-RNTI

10.3.3.10a
	
	REL-6

	New Secondary E-RNTI
	OP
	
	E-RNTI 10.3.3.10a
	FDD only
	REL-6

	RRC State Indicator
	MP
	
	RRC State Indicator 10.3.3.35a
	
	

	UE Mobility State Indicator
	CV-FACH_PCH
	
	Enumerated (High-mobilityDetected)
	Absence of this IE implies that, according to [4], the UE shall consider itself being in the mobility state the UE has maintained in CELL_DCH state or being not in high mobility state after the state transition, if applicable.
	REL-7

	UTRAN DRX cycle length coefficient
	OP
	
	UTRAN DRX cycle length coefficient 10.3.3.49
	
	

	CN Information Elements
	
	
	
	
	

	CN Information info
	OP
	
	CN Information info 10.3.1.3
	
	

	UTRAN mobility information elements
	
	
	
	
	

	URA identity
	OP
	
	URA identity 10.3.2.6
	
	

	RNC support for change of UE capability
	OP
	
	Boolean
	Should be included if the message is used to perform an SRNS relocation
	REL-7

	Reconfiguration in response to requested change of UE capability
	OP
	
	Enumerated (TRUE)
	
	REL-7

	RB information elements
	
	
	
	
	

	Downlink counter synchronisation info
	OP
	
	
	
	

	>RB with PDCP information list
	OP
	1 to <maxRBallRABs>
	
	
	

	>>RB with PDCP information
	MP
	
	RB with PDCP information

10.3.4.22
	This IE is needed for each RB having PDCP in the case of lossless SRNS relocation
	

	
	OP
	
	
	
	REL-5

	>>PDCP context relocation info
	OP
	
	PDCP context relocation info 10.3.4.1a
	This IE is needed for each RB having PDCP and performing PDCP context relocation
	REL-5

	Downlink transport channels
	
	
	
	
	REL-8

	HARQ Info
	OP
	
	HARQ info 10.3.5.7a
	
	REL-7

	Blind HARQ retransmissions for HSDPA FDD
	OP
	
	Enumerated(TRUE)
	FDD only.

TRUE means that blind HARQ retransmissions for HSDPA is enabled.
	REL-13

	PhyCH information elements
	
	
	
	
	

	Frequency info
	OP
	
	Frequency info 10.3.6.36
	
	

	Multi-frequency Info
	OP
	
	Multi-frequency Info 10.3.6.39a
	This IE is used for 1.28 Mcps TDD only
	REL-7

	DTX-DRX timing information
	OP
	
	DTX-DRX timing information 10.3.6.34b
	
	REL-7

	DTX-DRX Information 
	OP
	
	DTX-DRX Information 10.3.6.34a
	
	REL-7

	HS-SCCH less Information 
	OP
	
	HS-SCCH less Information 10.3.6.36ab
	
	REL-7

	MIMO parameters
	OP
	
	MIMO parameters 10.3.6.41a
	
	REL-7

	MIMO mode with four transmit antennas parameters
	OP
	
	MIMO mode with four transmit antennas parameters 10.3.6.142
	
	REL-11

	DCH Enhancements info FDD
	OP
	
	DCH Enhancements info FDD 10.3.6.149
	
	REL-12

	Control Channel DRX information
	OP
	
	Control Channel DRX information 1.28 Mcps TDD 10.3.6.107
	This IE is used for 1.28 Mcps TDD only
	REL-8

	SPS Information
	OP
	
	SPS information 1.28 Mcps TDD 10.3.6.110
	This IE is used for 1.28 Mcps TDD only
	REL-8

	MU-MIMO info
	OP
	
	MU-MIMO info 1.28 Mcps TDD 10.3.6.122
	This IE is used for 1.28 Mcps TDD only
	REL-10

	Non-rectangular resource allocation indicator
	OP
	
	Enumerated(TRUE)
	For 1.28 Mcps TDD only.

The absence of this IE indicates that the non-rectangular resource allocation is not used.
	REL-12

	Non-rectangular resource specific timeslots set
	CV-Non-rectangularResourceAllocation
	
	Bit string (7)
	For 1.28 Mcps TDD only.

The value 1 of a bit indicates the corresponding timeslot in which the channelization codes are assigned physical control channel.  The value 0 of a bit indicates the corresponding timeslot in which all channelization codes are assigned when the timeslot is scheduled to the UE.
The first/leftmost bit of the bit string is for TS0.
	REL-12

	Uplink radio resources
	
	
	
	
	

	Maximum allowed UL TX power
	MD
	
	Maximum allowed UL TX power 10.3.6.39
	Default value is the existing value of the maximum allowed UL TX power
	

	Uplink DPCH info 
	OP
	
	Uplink DPCH info 10.3.6.88
	
	

	E-DCH Info
	OP
	
	E-DCH Info 10.3.6.97
	
	REL-6

	Uplink secondary cell info FDD
	OP
	
	Uplink secondary cell info FDD 10.3.6.115
	FDD only
	REL-9

	Multi-carrier E-DCH Info for LCR TDD
	OP
	
	Multi-carrier E-DCH Info for LCR TDD 10.3.6.97a
	1.28Mcps TDD only
	REL-10

	Uplink CLTD info FDD
	OP
	
	Uplink CLTD info FDD

10.3.6.125
	FDD only
	REL-11

	Uplink OLTD info FDD
	OP
	
	Uplink OLTD info FDD

10.3.6.126
	FDD only
	REL-11

	Downlink radio resources
	
	
	
	
	

	Downlink HS-PDSCH Information
	OP
	
	Downlink HS_PDSCH Information 10.3.6.23a
	
	REL-5

	Downlink information common for all radio links
	OP
	
	Downlink information common for all radio links 10.3.6.24
	
	

	Downlink information per radio link list
	OP
	1 to <maxRL>
	
	Send downlink information for each radio link
	

	>Downlink information for each radio link
	MP
	
	Downlink information for each radio link 10.3.6.27
	
	

	Downlink secondary cell info FDD
	OP
	
	Downlink secondary cell info FDD 10.3.6.31a
	FDD only
	REL-8

	Additional downlink secondary cell info list FDD
	OP
	2
	
	
	REL-10

	>Downlink secondary cell info FDD
	OP
	
	Downlink secondary cell info FDD 10.3.6.31a
	FDD only
	REL-10

	Additional downlink secondary cell info list FDD 2
	OP
	4
	
	
	REL-11

	>Downlink secondary cell info FDD
	OP
	
	Downlink secondary cell info FDD 10.3.6.31a
	FDD only
	REL-11

	Common E-RGCH info FDD
	OP
	
	Common E-RGCH info FDD

10.3.6.138
	FDD only
	REL-11

	DPCCH2 info FDD
	OP
	
	DPCCH2 info FDD 10.3.6.148
	FDD only
	REL-12

	MBMS PL Service Restriction Information
	OP
	
	Enumerated (TRUE)
	
	REL-6

	CELL_DCH measurement occasion info LCR
	OP
	
	CELL_DCH measurement occasion info LCR

10.3.7.126
	
	REL-9


	Condition
	Explanation

	FACH_PCH
	This IE is mandatory default when a transition from CELL_DCH to CELL_FACH, URA_PCH or CELL_PCH is requested by the message and is not needed otherwise.

	Non-rectangularResourceAllocation
	This IE is optionally present if non-rectangular resource allocation is configured. Otherwise, it is not needed.


<Next modification>
<Next modification>
10.3.3.42
UE radio access capability
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Access stratum release indicator
	MP
	
	Enumerated(R99)
	Indicates the release of the UE according to [35]. The IE also indicates the release of the RRC transfer syntax supported by the UE.
	

	
	CV-not_rrc_connectionSetupComplete
	
	Enumerated(REL-4,
	7 spare values are needed.
	REL-4

	
	
	
	REL-5,
	
	REL-5

	
	
	
	REL-6,
	
	REL-6

	
	
	
	REL-7,
	
	REL-7

	
	
	
	REL-8,
	
	REL-8

	
	
	
	REL-9,
	
	REL-9

	
	
	
	REL-10,
	
	REL-10

	
	
	
	REL-11,
	
	REL-11

	
	
	
	REL-12)
	
	REL-12

	DL capability with simultaneous HS-DSCH configuration
	CV-not_iRAT_HoInfo
	
	Enumerated(32kbps, 64kbps, 128kbps, 384kbps)
	
	REL-5

	PDCP capability
	MP
	
	PDCP capability 10.3.3.24
	
	

	<Partially omitted>
	
	
	
	
	

	Support of Radio Links without DPCH/F-DPCH
	CV-not_iRAT_HoInfo
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support Radio Links without DPCH/F-DPCH.
	REL-12

	Support of blind HARQ retransmissions for HSDPA
	CV-not_iRAT_HoInfo
	
	Enumerated (TRUE)
	The absence of this IE indicates that the UE does not support blind HARQ retransmissions for HSDPA.
	REL-13

	Note 1:
The second entity of the "RF capability TDD" is not needed in the INTER RAT HANDOVER INFO message: if both TDD 3.84/7.68 Mcps and TDD 1.28 Mcps are supported, the "RF capability TDD 1.28 Mcps" entity shall be used for TDD 1.28 Mcps; the "UE power class" in the "RF capability TDD" entity shall apply for both chip rates.

	Note 2:
For 1.28 Mcps TDD, UE supporting E-DCH enhanced random access in CELL_FACH state and Idle mode always supports HS-PDSCH reception in CELL_FACH, CELL_PCH and URA_PCH state and CELL_FACH HS-DSCH DRX operation.

	Note 3:
Two non-adjacent carriers can be in the same band or in two different bands.

	Note 4:
This IE should always be set to “TRUE” in this version of the specification.

	Note 5:
If the Multiflow scenario dual-band three cells on two frequencies is supported in band combination A&B (2 cells in band A and 1 cell in band B), then it is also supported in band combination B&A (2 cells in band B and 1 cell in band A).


	Condition
	Explanation

	not_rrc_connectionSetupComplete
	The IE is not needed in the RRC CONNECTION SETUP COMPLETE message. Otherwise the IE is mandatory present.

	not_iRAT_HoInfo
	The IE is not needed in the INTER RAT HANDOVER INFO message. Otherwise, it is optional.

	iRAT_HoInfo
	The IE is optional in the INTER RAT HANDOVER INFO message. Otherwise, the IE is not needed.

	Dual_Cell_HSDPA_supported
	This IE is optionally present if Dual-Cell HSDPA is supported. Otherwise it is not needed.

The IE is not needed in the INTER RAT HANDOVER INFO message. Otherwise, it is optional.


<Next modification>
10.3.5.1
Added or Reconfigured DL TrCH information
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	Version

	Downlink transport channel type
	MP
	
	Enumerated(DCH,DSCH
	Note 2
	

	
	
	
	,HS-DSCH)
	Note 3
	REL-5

	DL Transport channel identity
	MP
	
	Transport channel identity 10.3.5.18
	
	

	
	CV-not HS-DSCH
	
	
	
	REL-5

	CHOICE DL parameters
	
	
	
	
	

	>Explicit
	
	
	
	
	

	>>TFS
	MP
	
	Transport Format Set 10.3.5.23
	
	

	>SameAsUL
	
	
	
	
	

	>>Uplink transport channel type
	MP
	
	Enumerated(DCH,USCH)
	USCH is TDD only
	

	>>UL TrCH identity
	MP
	
	Transport channel identity 10.3.5.18
	Same TFS applies as specified for indicated UL TrCH
	

	>HS-DSCH
	
	
	
	
	REL-5

	>>HARQ Info
	OP
	
	HARQ info 10.3.5.7a
	For 1.28 Mcps TDD, if HARQ Information is included in the IE DL MultiCarrier Information, this IE shall not be present.
	REL-5

	>>CHOICE DL MAC header type
	OP
	
	
	
	REL-7

	>>>MAC-hs
	
	
	
	
	REL-7

	>>>>Added or reconfigured MAC-d flow
	MP
	
	Added or reconfigured MAC-d flow 10.3.5.1a
	
	REL-5

	>>>MAC-ehs
	
	
	
	
	REL-7

	>>>>Added or reconfigured MAC-ehs reordering queue
	MP
	
	Added or reconfigured MAC-ehs reordering queue 10.3.5.1c
	
	REL-7

	>>Blind HARQ retransmissions for HSDPA FDD
	CV-message
	
	Enumerated(TRUE)
	FDD only.

TRUE means that Blind HARQ retransmissions for HSDPA is enabled.
	REL-13

	DCH quality target
	OP
	
	Quality target 10.3.5.10
	
	

	Note 1:
Void

	Note 2:
The IE "Downlink transport channel type" value "DSCH" should not be used for FDD. If received the UE behaviour is unspecified.

	Note 3:
If included in SIB type 16, the value ‘HS-DSCH’ does not apply for the IE "Downlink transport channel type".


	Condition
	Explanation

	NotHS-DSCH
	If the downlink transport channel type is DCH or DSCH then this IE is mandatory otherwise it is not needed.

	Message
	This IE is not needed if the IE "Added or Reconfigured DL TrCH information" is included in HANDOVER TO UTRAN COMMAND message, in System Information Block type 16 message and in SRNS RELOCATION INFO message. Otherwise it is optional.


<Next modification>
11.2
PDU definitions

<Next modification>
-- Transport Channel IEs:


CPCH-SetID,


DL-AddReconfTransChInfo2List,


DL-AddReconfTransChInfoList,


DL-AddReconfTransChInfoList-r4,


DL-AddReconfTransChInfoList-r5,


DL-AddReconfTransChInfoList-r7,


DL-AddReconfTransChInfoList-r9,


DL-AddReconfTransChInfoList-r13,

<Next modification>
-- ***************************************************

--

-- CELL UPDATE CONFIRM

--

-- ***************************************************

CellUpdateConfirm ::= CHOICE {


r3







SEQUENCE {



cellUpdateConfirm-r3


CellUpdateConfirm-r3-IEs,



v3a0NonCriticalExtensions

SEQUENCE {




cellUpdateConfirm-v3a0ext

CellUpdateConfirm-v3a0ext,




laterNonCriticalExtensions

SEQUENCE {





-- Container for additional R99 extensions





cellUpdateConfirm-r3-add-ext
BIT STRING
OPTIONAL,





v4b0NonCriticalExtensions

SEQUENCE {






cellUpdateConfirm-v4b0ext

CellUpdateConfirm-v4b0ext-IEs,






v590NonCriticalExtenstions

SEQUENCE {







cellUpdateConfirm-v590ext

CellUpdateConfirm-v590ext-IEs,







v5d0NonCriticalExtenstions

SEQUENCE {








cellUpdateConfirm-v5d0ext

CellUpdateConfirm-v5d0ext-IEs,








v690NonCriticalExtensions

SEQUENCE {









cellUpdateConfirm-v690ext

CellUpdateConfirm-v690ext-IEs,









nonCriticalExtensions


SEQUENCE {} OPTIONAL








}

OPTIONAL







}

OPTIONAL






}

OPTIONAL





}

OPTIONAL




}

OPTIONAL



}

OPTIONAL


},


later-than-r3




SEQUENCE {



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



criticalExtensions



CHOICE {




r4







SEQUENCE {





cellUpdateConfirm-r4


CellUpdateConfirm-r4-IEs,





v4d0NonCriticalExtensions

SEQUENCE {






-- Container for adding non critical extensions after freezing REL-5






cellUpdateConfirm-r4-add-ext
BIT STRING

OPTIONAL,






v590NonCriticalExtenstions

SEQUENCE {







cellUpdateConfirm-v590ext

CellUpdateConfirm-v590ext-IEs,







v5d0NonCriticalExtenstions

SEQUENCE {








cellUpdateConfirm-v5d0ext

CellUpdateConfirm-v5d0ext-IEs,








v690NonCriticalExtensions

SEQUENCE {









cellUpdateConfirm-v690ext

CellUpdateConfirm-v690ext-IEs,









nonCriticalExtensions


SEQUENCE {}

OPTIONAL








}
OPTIONAL







}
OPTIONAL






}
OPTIONAL





}
OPTIONAL




},




criticalExtensions



CHOICE {





r5







SEQUENCE {






cellUpdateConfirm-r5


CellUpdateConfirm-r5-IEs,






-- Container for adding non critical extensions after freezing REL-6






cellUpdateConfirm-r5-add-ext
BIT STRING

OPTIONAL,






v5d0NonCriticalExtenstions

SEQUENCE {







cellUpdateConfirm-v5d0ext

CellUpdateConfirm-v5d0ext-IEs,







v690NonCriticalExtensions

SEQUENCE {








cellUpdateConfirm-v690ext

CellUpdateConfirm-v690ext-IEs,








nonCriticalExtensions


SEQUENCE {}

OPTIONAL







}
OPTIONAL






}
OPTIONAL





},





criticalExtensions



CHOICE {






r6







SEQUENCE {







cellUpdateConfirm-r6


CellUpdateConfirm-r6-IEs,







-- Container for adding non critical extensions after freezing REL-7







cellUpdateConfirm-r6-add-ext
BIT STRING

OPTIONAL,







v6b0NonCriticalExtensions

SEQUENCE {








cellUpdateConfirm-v6b0ext

CellUpdateConfirm-v6b0ext-IEs,








nonCriticalExtensions


SEQUENCE {}

OPTIONAL







}
OPTIONAL






},






criticalExtensions



CHOICE {







r7







SEQUENCE {








cellUpdateConfirm-r7


CellUpdateConfirm-r7-IEs,








-- Container for adding non critical extensions after freezing REL-8








cellUpdateConfirm-r7-add-ext
BIT STRING











(CONTAINING CellUpdateConfirm-r7-add-ext-IEs)
OPTIONAL,







v780NonCriticalExtensions

SEQUENCE {









cellUpdateConfirm-v780ext

CellUpdateConfirm-v780ext-IEs,









v860NonCriticalExtensions

SEQUENCE {










cellUpdateConfirm-v860ext

CellUpdateConfirm-v860ext-IEs,










nonCriticalExtensions


SEQUENCE {}

OPTIONAL









}
OPTIONAL








}
OPTIONAL







},







criticalExtensions



CHOICE {








r8







SEQUENCE {









cellUpdateConfirm-r8


CellUpdateConfirm-r8-IEs,









-- Container for adding non critical extensions after freezing REL-9









cellUpdateConfirm-r8-add-ext
BIT STRING

OPTIONAL,









v7d0NonCriticalExtensions

SEQUENCE {










cellUpdateConfirm-v7d0ext

CellUpdateConfirm-v7d0ext-IEs,










v7f0NonCriticalExtensions

SEQUENCE {











cellUpdateConfirm-v7f0ext
CellUpdateConfirm-v7f0ext-IEs,











v890NonCriticalExtensions

SEQUENCE {












cellUpdateConfirm-v890ext
















CellUpdateConfirm-v890ext-IEs,












v7g0NonCriticalExtensions

SEQUENCE {













cellUpdateConfirm-v7g0ext
















CellUpdateConfirm-v7g0ext-IEs,













v8a0NonCriticalExtensions

SEQUENCE {














cellUpdateConfirm-v8a0ext

















CellUpdateConfirm-v8a0ext-IEs,














nonCriticalExtensions


SEQUENCE {}

OPTIONAL












}
OPTIONAL












}
OPTIONAL











}
OPTIONAL










}
OPTIONAL









}
OPTIONAL







},








criticalExtensions



CHOICE {









r9







SEQUENCE {










cellUpdateConfirm-r9


CellUpdateConfirm-r9-IEs,










-- Container for adding non critical extensions after 










-- freezing REL-10










cellUpdateConfirm-r9-add-ext
BIT STRING

OPTIONAL,










v950NonCriticalExtensions

SEQUENCE {











cellUpdateConfirm-v950ext

CellUpdateConfirm-v950ext-IEs,











v9c0NonCriticalExtensions

SEQUENCE {












cellUpdateConfirm-v9c0ext

CellUpdateConfirm-v9c0ext-IEs,












nonCriticalExtensions


SEQUENCE {}

OPTIONAL











}
OPTIONAL










}
OPTIONAL









},









criticalExtensions



CHOICE {










r10







SEQUENCE {











cellUpdateConfirm-r10


CellUpdateConfirm-r10-IEs,











-- Container for adding non critical extensions after 











-- freezing REL-11











cellUpdateConfirm-r10-add-ext
BIT STRING

OPTIONAL,











v9c0NonCriticalExtensions

SEQUENCE {












cellUpdateConfirm-v9c0ext

CellUpdateConfirm-v9c0ext-IEs,












vb50NonCriticalExtensions

SEQUENCE {













cellUpdateConfirm-vb50ext


















CellUpdateConfirm-vb50ext-IEs,













nonCriticalExtensions

SEQUENCE {}

OPTIONAL












}
OPTIONAL











}
OPTIONAL










},










criticalExtensions



CHOICE {











r11







SEQUENCE {












cellUpdateConfirm-r11


CellUpdateConfirm-r11-IEs,












-- Container for adding non critical extensions after 












-- freezing REL-12












cellUpdateConfirm-r11-add-ext





















BIT STRING
OPTIONAL,












nonCriticalExtensions


SEQUENCE {}

OPTIONAL










},











criticalExtensions



CHOICE {












r12







SEQUENCE {













cellUpdateConfirm-r12
CellUpdateConfirm-r12-IEs,













-- Container for adding non critical extensions 













-- after freezing REL-13













cellUpdateConfirm-r12-add-ext





















BIT STRING
OPTIONAL,













nonCriticalExtensions

SEQUENCE {}

OPTIONAL












},











criticalExtensions



CHOICE {












r13








SEQUENCE {














cellUpdateConfirm-r13
CellUpdateConfirm-r13-IEs,














-- Container for adding non critical extensions 














-- after freezing REL-14














cellUpdateConfirm-r13-add-ext





















BIT STRING
OPTIONAL,














nonCriticalExtensions

SEQUENCE {}

OPTIONAL













},












criticalExtensions



SEQUENCE {}











}










}










}









}








}







}






}





}




}



}


}

}

<Next modification>
CellUpdateConfirm-r12-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo-r7

OPTIONAL,



cipheringModeInfo



CipheringModeInfo-r7



OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



-- The IE "new-DSCH-RNTI" should not be included in FDD mode,



-- and if received the UE behaviour is unspecified



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



new-H-RNTI





H-RNTI







OPTIONAL,



newPrimary-E-RNTI



E-RNTI







OPTIONAL,



newSecondary-E-RNTI



E-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient-r7
OPTIONAL,



waitTime





WaitTime






OPTIONAL,



rlc-Re-establishIndicatorRb2-3or4

BOOLEAN,



rlc-Re-establishIndicatorRb5orAbove

BOOLEAN,


-- CN information elements



cn-InformationInfo



CN-InformationInfo-r6



OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,



supportForChangeOfUE-Capability
BOOLEAN







OPTIONAL,


-- Specification mode information


-- Radio bearer IEs



rab-InformationSetup


RAB-InformationSetup-r8



OPTIONAL,



rb-InformationReleaseList

RB-InformationReleaseList


OPTIONAL,



rb-InformationReconfigList

RB-InformationReconfigList-r11

OPTIONAL,



rb-InformationAffectedList

RB-InformationAffectedList-r8

OPTIONAL,



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo-r5
OPTIONAL,



pdcp-ROHC-TargetMode


PDCP-ROHC-TargetMode



OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo-r12



OPTIONAL,



ul-deletedTransChInfoList

UL-DeletedTransChInfoList-r6

OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList-r8

OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,



dl-DeletedTransChInfoList

DL-DeletedTransChInfoList-r7

OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r12

OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



multi-frequencyInfo



Multi-frequencyInfo-LCR-r7


OPTIONAL,



dtx-drx-TimingInfo



DTX-DRX-TimingInfo-r7



OPTIONAL,



dtx-drx-Info




DTX-DRX-Info-r12





OPTIONAL,



hs-scch-LessInfo



HS-SCCH-LessInfo-r7




OPTIONAL,



mimoParameters




MIMO-Parameters-r9




OPTIONAL,



mimo4x4Parameters



MIMO4x4-Parameters




OPTIONAL,



dch-Enhancements-Info-FDD

DCH-Enhancements-Info-FDD


OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-DPCH-Info




UL-DPCH-Info-r11




OPTIONAL,



ul-EDCH-Information



UL-EDCH-Information-r11



OPTIONAL,



ul-SecondaryCellInfoFDD


UL-SecondaryCellInfoFDD-r12


OPTIONAL,



ul-MulticarrierEDCHInfo-TDD128
UL-MulticarrierEDCHInfo-TDD128

OPTIONAL,



ul-CLTD-InfoFDD




UL-CLTD-InfoFDD





OPTIONAL,



ul-OLTD-InfoFDD




UL-OLTD-InfoFDD

OPTIONAL,



ul-OtherTTIConfiguration-Info
UL-OtherTTIConfiguration-Information
OPTIONAL,



filteredUPHReportInfo


FilteredUEPowerHeadroomReportInfo
OPTIONAL,



dl-HSPDSCH-Information


DL-HSPDSCH-Information-r12


OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r12


OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r12

OPTIONAL,



dl-SecondaryCellInfoFDD


DL-SecondaryCellInfoFDD-r11


OPTIONAL,



additionalDLSecCellInfoListFDD
AdditionalDLSecCellInfoListFDD-r11
OPTIONAL,



additionalDLSecCellInfoListFDD2
AdditionalDLSecCellInfoListFDD2

OPTIONAL,



commonERGCHInfoFDD



CommonERGCHInfoFDD




OPTIONAL,



controlChannelDRXInfo-TDD128
ControlChannelDRXInfo-TDD128-r8

OPTIONAL,



sps-Information-TDD128


SPS-Information-TDD128-r8


OPTIONAL,



mu-MIMO-Info-TDD128



MU-MIMO-Info-TDD128




OPTIONAL,



nonrectResAllocInd-TDD128

Non-rectResAllocInd-TDD128


OPTIONAL,



nonrectResSpecTSset-TDD128

Non-rectResSpecTSset-TDD128


OPTIONAL,


-- MBMS IEs



mbms-PL-ServiceRestrictInfo

MBMS-PL-ServiceRestrictInfo-r6

OPTIONAL,


-- Measurement IEs for LCR



cellDCHMeasOccasionInfo-TDD128
CellDCHMeasOccasionInfo-TDD128-r9
OPTIONAL,


-- WLAN IEs



dedicatedWLANOffloadInformation
DedicatedWLANOffloadInformation

OPTIONAL

}

CellUpdateConfirm-r13-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo-r7

OPTIONAL,



cipheringModeInfo



CipheringModeInfo-r7



OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



-- The IE "new-DSCH-RNTI" should not be included in FDD mode,



-- and if received the UE behaviour is unspecified



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



new-H-RNTI





H-RNTI







OPTIONAL,



newPrimary-E-RNTI



E-RNTI







OPTIONAL,



newSecondary-E-RNTI



E-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient-r7
OPTIONAL,



waitTime





WaitTime






OPTIONAL,



rlc-Re-establishIndicatorRb2-3or4

BOOLEAN,



rlc-Re-establishIndicatorRb5orAbove

BOOLEAN,


-- CN information elements



cn-InformationInfo



CN-InformationInfo-r6



OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,



supportForChangeOfUE-Capability
BOOLEAN







OPTIONAL,


-- Specification mode information


-- Radio bearer IEs



rab-InformationSetup


RAB-InformationSetup-r8



OPTIONAL,



rb-InformationReleaseList

RB-InformationReleaseList


OPTIONAL,



rb-InformationReconfigList

RB-InformationReconfigList-r11

OPTIONAL,



rb-InformationAffectedList

RB-InformationAffectedList-r8

OPTIONAL,



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo-r5
OPTIONAL,



pdcp-ROHC-TargetMode


PDCP-ROHC-TargetMode



OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo-r12



OPTIONAL,



ul-deletedTransChInfoList

UL-DeletedTransChInfoList-r6

OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList-r8

OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,



dl-DeletedTransChInfoList

DL-DeletedTransChInfoList-r7

OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r13

OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



multi-frequencyInfo



Multi-frequencyInfo-LCR-r7


OPTIONAL,



dtx-drx-TimingInfo



DTX-DRX-TimingInfo-r7



OPTIONAL,



dtx-drx-Info




DTX-DRX-Info-r12





OPTIONAL,



hs-scch-LessInfo



HS-SCCH-LessInfo-r7




OPTIONAL,



mimoParameters




MIMO-Parameters-r9




OPTIONAL,



mimo4x4Parameters



MIMO4x4-Parameters




OPTIONAL,



dch-Enhancements-Info-FDD

DCH-Enhancements-Info-FDD


OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-DPCH-Info




UL-DPCH-Info-r11




OPTIONAL,



ul-EDCH-Information



UL-EDCH-Information-r11



OPTIONAL,



ul-SecondaryCellInfoFDD


UL-SecondaryCellInfoFDD-r12


OPTIONAL,



ul-MulticarrierEDCHInfo-TDD128
UL-MulticarrierEDCHInfo-TDD128

OPTIONAL,



ul-CLTD-InfoFDD




UL-CLTD-InfoFDD





OPTIONAL,



ul-OLTD-InfoFDD




UL-OLTD-InfoFDD

OPTIONAL,



ul-OtherTTIConfiguration-Info
UL-OtherTTIConfiguration-Information
OPTIONAL,



filteredUPHReportInfo


FilteredUEPowerHeadroomReportInfo
OPTIONAL,



dl-HSPDSCH-Information


DL-HSPDSCH-Information-r12


OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r12


OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r12

OPTIONAL,



dl-SecondaryCellInfoFDD


DL-SecondaryCellInfoFDD-r11


OPTIONAL,



additionalDLSecCellInfoListFDD
AdditionalDLSecCellInfoListFDD-r11
OPTIONAL,



additionalDLSecCellInfoListFDD2
AdditionalDLSecCellInfoListFDD2

OPTIONAL,



commonERGCHInfoFDD



CommonERGCHInfoFDD




OPTIONAL,



controlChannelDRXInfo-TDD128
ControlChannelDRXInfo-TDD128-r8

OPTIONAL,



sps-Information-TDD128


SPS-Information-TDD128-r8


OPTIONAL,



mu-MIMO-Info-TDD128



MU-MIMO-Info-TDD128




OPTIONAL,



nonrectResAllocInd-TDD128

Non-rectResAllocInd-TDD128


OPTIONAL,



nonrectResSpecTSset-TDD128

Non-rectResSpecTSset-TDD128


OPTIONAL,


-- MBMS IEs



mbms-PL-ServiceRestrictInfo

MBMS-PL-ServiceRestrictInfo-r6

OPTIONAL,


-- Measurement IEs for LCR



cellDCHMeasOccasionInfo-TDD128
CellDCHMeasOccasionInfo-TDD128-r9
OPTIONAL,


-- WLAN IEs



dedicatedWLANOffloadInformation
DedicatedWLANOffloadInformation

OPTIONAL

}

<Next modification>
-- ***************************************************

--

-- PHYSICAL CHANNEL RECONFIGURATION

--

-- ***************************************************

PhysicalChannelReconfiguration ::= CHOICE {


r3







SEQUENCE {



physicalChannelReconfiguration-r3











PhysicalChannelReconfiguration-r3-IEs,



v3a0NonCriticalExtensions


SEQUENCE {




physicalChannelReconfiguration-v3a0ext

PhysicalChannelReconfiguration-v3a0ext,




laterNonCriticalExtensions

SEQUENCE {





-- Container for additional R99 extensions





physicalChannelReconfiguration-r3-add-ext


BIT STRING

OPTIONAL,





v4b0NonCriticalExtenstions


SEQUENCE {






physicalChannelReconfiguration-v4b0ext













PhysicalChannelReconfiguration-v4b0ext-IEs,






v590NonCriticalExtenstions


SEQUENCE {







physicalChannelReconfiguration-v590ext














PhysicalChannelReconfiguration-v590ext-IEs,







v690NonCriticalExtensions

SEQUENCE {







physicalChannelReconfiguration-v690ext

















PhysicalChannelReconfiguration-v690ext-IEs,







v770NonCriticalExtensions

SEQUENCE {









physicalChannelReconfiguration-v770ext















PhysicalChannelReconfiguration-v770ext-IEs,









nonCriticalExtensions




SEQUENCE {} OPTIONAL








}
OPTIONAL






}
OPTIONAL





}
OPTIONAL





}
OPTIONAL




}
OPTIONAL



}
OPTIONAL


},


later-than-r3




SEQUENCE {



rrc-TransactionIdentifier

RRC-TransactionIdentifier,




criticalExtensions



CHOICE {




r4







SEQUENCE {





physicalChannelReconfiguration-r4













PhysicalChannelReconfiguration-r4-IEs,





v4d0NonCriticalExtensions


SEQUENCE {






-- Container for adding non critical extensions after freezing REL-5






physicalChannelReconfiguration-r4-add-ext

BIT STRING

OPTIONAL,






v590NonCriticalExtenstions


SEQUENCE {







physicalChannelReconfiguration-v590ext













PhysicalChannelReconfiguration-v590ext-IEs,







v690NonCriticalExtensions

SEQUENCE {







physicalChannelReconfiguration-v690ext

















PhysicalChannelReconfiguration-v690ext-IEs,







v770NonCriticalExtensions

SEQUENCE {









physicalChannelReconfiguration-v770ext















PhysicalChannelReconfiguration-v770ext-IEs,









nonCriticalExtensions


SEQUENCE {}

OPTIONAL








}
OPTIONAL






}
OPTIONAL





}
OPTIONAL





}
OPTIONAL




},




criticalExtensions



CHOICE {





r5







SEQUENCE {






physicalChannelReconfiguration-r5














PhysicalChannelReconfiguration-r5-IEs,






-- Container for adding non critical extensions after freezing REL-6






physicalChannelReconfiguration-r5-add-ext

BIT STRING

OPTIONAL,






v690NonCriticalExtensions

SEQUENCE {






physicalChannelReconfiguration-v690ext

















PhysicalChannelReconfiguration-v690ext-IEs,






v770NonCriticalExtensions

SEQUENCE {








physicalChannelReconfiguration-v770ext















PhysicalChannelReconfiguration-v770ext-IEs,








nonCriticalExtensions


SEQUENCE {}

OPTIONAL







}
OPTIONAL





}
OPTIONAL




},





criticalExtensions



CHOICE {






r6







SEQUENCE {







physicalChannelReconfiguration-r6















PhysicalChannelReconfiguration-r6-IEs,







-- Container for adding non critical extensions after freezing REL-7







physicalChannelReconfiguration-r6-add-ext

BIT STRING

OPTIONAL,







v6b0NonCriticalExtensions

SEQUENCE {








physicalChannelReconfiguration-v6b0ext














PhysicalChannelReconfiguration-v6b0ext-IEs,








v770NonCriticalExtensions

SEQUENCE {









physicalChannelReconfiguration-v770ext














PhysicalChannelReconfiguration-v770ext-IEs,









nonCriticalExtensions


SEQUENCE {}

OPTIONAL








}
OPTIONAL






}
OPTIONAL





},






criticalExtensions



CHOICE {







r7







SEQUENCE {








physicalChannelReconfiguration-r7















PhysicalChannelReconfiguration-r7-IEs,








-- Container for adding non critical extensions after freezing REL-7








physicalChannelReconfiguration-r7-add-ext
BIT STRING
OPTIONAL,







v780NonCriticalExtensions

SEQUENCE {









physicalChannelReconfiguration-v780ext














PhysicalChannelReconfiguration-v780ext-IEs,









v7d0NonCriticalExtensions

SEQUENCE {









physicalChannelReconfiguration-v7d0ext














PhysicalChannelReconfiguration-v7d0ext-IEs,









v7f0NonCriticalExtensions

SEQUENCE {











physicalChannelReconfiguration-v7f0ext















PhysicalChannelReconfiguration-v7f0ext-IEs,











v7g0NonCriticalExtensions

SEQUENCE {












physicalChannelReconfiguration-v7g0ext















PhysicalChannelReconfiguration-v7g0ext-IEs,












nonCriticalExtensions


SEQUENCE {}

OPTIONAL










}
OPTIONAL










}
OPTIONAL









}
OPTIONAL







}
OPTIONAL






},







criticalExtensions



CHOICE {








r8







SEQUENCE {









physicalChannelReconfiguration-r8
















PhysicalChannelReconfiguration-r8-IEs,









-- Container for adding non critical extensions after freezing REL-9









physicalChannelReconfiguration-r8-add-ext
BIT STRING
OPTIONAL,









v7d0NonCriticalExtensions

SEQUENCE {









physicalChannelReconfiguration-v7d0ext














PhysicalChannelReconfiguration-v7d0ext-IEs,









v7f0NonCriticalExtensions

SEQUENCE {











physicalChannelReconfiguration-v7f0ext















PhysicalChannelReconfiguration-v7f0ext-IEs,











v890NonCriticalExtensions

SEQUENCE {












physicalChannelReconfiguration-v890ext















PhysicalChannelReconfiguration-v890ext-IEs,












v7g0NonCriticalExtensions

SEQUENCE {













physicalChannelReconfiguration-v7g0ext















PhysicalChannelReconfiguration-v7g0ext-IEs,













v8a0NonCriticalExtensions

SEQUENCE {














physicalChannelReconfiguration-v8a0ext















PhysicalChannelReconfiguration-v8a0ext-IEs,














nonCriticalExtensions


SEQUENCE {}

OPTIONAL












}
OPTIONAL












}
OPTIONAL











}
OPTIONAL










}
OPTIONAL









}
OPTIONAL







},








criticalExtensions



CHOICE {









r9







SEQUENCE {










physicalChannelReconfiguration-r9
















PhysicalChannelReconfiguration-r9-IEs,










-- Container for adding non critical extensions after 










-- freezing REL-10










physicalChannelReconfiguration-r9-add-ext




















BIT STRING
OPTIONAL,










v950NonCriticalExtensions

SEQUENCE {











physicalChannelReconfiguration-v950ext















PhysicalChannelReconfiguration-v950ext-IEs,











nonCriticalExtensions


SEQUENCE {}


OPTIONAL









}
OPTIONAL









},









criticalExtensions



CHOICE {










r10







SEQUENCE {











physicalChannelReconfiguration-r10
















PhysicalChannelReconfiguration-r10-IEs,











-- Container for adding non critical extensions after 











-- freezing REL-11











physicalChannelReconfiguration-r10-add-ext




















BIT STRING
OPTIONAL,











vb50NonCriticalExtensions

SEQUENCE {












physicalChannelReconfiguration-vb50ext















PhysicalChannelReconfiguration-vb50ext-IEs,












nonCriticalExtensions


SEQUENCE {}

























OPTIONAL











}
OPTIONAL










},










criticalExtensions



CHOICE {











r11







SEQUENCE {












physicalChannelReconfiguration-r11
















PhysicalChannelReconfiguration-r11-IEs,












-- Container for adding non critical extensions after 












-- freezing REL-12












physicalChannelReconfiguration-r11-add-ext




















BIT STRING
OPTIONAL,












nonCriticalExtensions























SEQUENCE {}

OPTIONAL










},











criticalExtensions



CHOICE {












r12







SEQUENCE {













physicalChannelReconfiguration-r12
















PhysicalChannelReconfiguration-r12-IEs,













-- Container for adding non critical extensions 













-- after freezing REL-13













physicalChannelReconfiguration-r12-add-ext




















BIT STRING
OPTIONAL,













nonCriticalExtensions

SEQUENCE {}

OPTIONAL












},











criticalExtensions



CHOICE {













r13







SEQUENCE {














physicalChannelReconfiguration-r13
















PhysicalChannelReconfiguration-r13-IEs,














-- Container for adding non critical extensions 














-- after freezing REL-14













physicalChannelReconfiguration-r13-add-ext





















BIT STRING
OPTIONAL,














nonCriticalExtensions

SEQUENCE {}

OPTIONAL













},












criticalExtensions



SEQUENCE {}











}










}










}









}








}







}






}





}




}



}


}

}

<Next modification>
PhysicalChannelReconfiguration-r12-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo-r7

OPTIONAL,



cipheringModeInfo



CipheringModeInfo-r7



OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



delayRestrictionFlag


DelayRestrictionFlag



OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



-- The IE "new-DSCH-RNTI" should not be included in FDD mode,



-- and if received the UE behaviour is unspecified



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



new-H-RNTI





H-RNTI







OPTIONAL,



newPrimary-E-RNTI



E-RNTI







OPTIONAL,



newSecondary-E-RNTI



E-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



ueMobilityStateIndicator

High-MobilityDetected



OPTIONAL,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient-r7
OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo-r6



OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,



supportForChangeOfUE-Capability
BOOLEAN







OPTIONAL,



responseToChangeOfUE-Capability
ENUMERATED { true }




OPTIONAL,


-- Radio bearer IEs



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo-r5
OPTIONAL,


-- Transport channel IEs



harqInfo





HARQ-Info-r11





OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



multi-frequencyInfo



Multi-frequencyInfo-LCR-r7


OPTIONAL,



dtx-drx-TimingInfo



DTX-DRX-TimingInfo-r7



OPTIONAL,



dtx-drx-Info




DTX-DRX-Info-r12





OPTIONAL,



hs-scch-LessInfo



HS-SCCH-LessInfo-r7




OPTIONAL,



mimoParameters




MIMO-Parameters-r9




OPTIONAL,



mimo4x4Parameters



MIMO4x4-Parameters




OPTIONAL,



dch-Enhancements-Info-FDD

DCH-Enhancements-Info-FDD


OPTIONAL,



controlChannelDRXInfo-TDD128
ControlChannelDRXInfo-TDD128-r8

OPTIONAL,



sps-Information-TDD128


SPS-Information-TDD128-r8


OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-DPCH-Info




UL-DPCH-Info-r11




OPTIONAL,



ul-EDCH-Information



UL-EDCH-Information-r11



OPTIONAL,



ul-SecondaryCellInfoFDD


UL-SecondaryCellInfoFDD-r12


OPTIONAL,



ul-MulticarrierEDCHInfo-TDD128
UL-MulticarrierEDCHInfo-TDD128

OPTIONAL,



ul-CLTD-InfoFDD




UL-CLTD-InfoFDD





OPTIONAL,



ul-OLTD-InfoFDD




UL-OLTD-InfoFDD





OPTIONAL,



dl-HSPDSCH-Information


DL-HSPDSCH-Information-r12


OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r12


OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r12

OPTIONAL,



dl-SecondaryCellInfoFDD


DL-SecondaryCellInfoFDD-r11


OPTIONAL,



additionalDLSecCellInfoListFDD
AdditionalDLSecCellInfoListFDD-r11
OPTIONAL,



additionalDLSecCellInfoListFDD2 AdditionalDLSecCellInfoListFDD2

OPTIONAL,



commonERGCHInfoFDD



CommonERGCHInfoFDD




OPTIONAL,



dPCCH2InfoFDD




DPCCH2InfoFDD





OPTIONAL,



mu-MIMO-Info-TDD128



MU-MIMO-Info-TDD128




OPTIONAL,



nonrectResAllocInd-TDD128

Non-rectResAllocInd-TDD128


OPTIONAL,



nonrectResSpecTSset-TDD128

Non-rectResSpecTSset-TDD128


OPTIONAL,


-- MBMS IEs



mbms-PL-ServiceRestrictInfo

MBMS-PL-ServiceRestrictInfo-r6

OPTIONAL,


-- Measurement IEs for LCR



cellDCHMeasOccasionInfo-TDD128
CellDCHMeasOccasionInfo-TDD128-r9
OPTIONAL

}

PhysicalChannelReconfiguration-r13-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo-r7

OPTIONAL,



cipheringModeInfo



CipheringModeInfo-r7



OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



delayRestrictionFlag


DelayRestrictionFlag



OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



-- The IE "new-DSCH-RNTI" should not be included in FDD mode,



-- and if received the UE behaviour is unspecified



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



new-H-RNTI





H-RNTI







OPTIONAL,



newPrimary-E-RNTI



E-RNTI







OPTIONAL,



newSecondary-E-RNTI



E-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



ueMobilityStateIndicator

High-MobilityDetected



OPTIONAL,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient-r7
OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo-r6



OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,



supportForChangeOfUE-Capability
BOOLEAN







OPTIONAL,



responseToChangeOfUE-Capability
ENUMERATED { true }




OPTIONAL,


-- Radio bearer IEs



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo-r5
OPTIONAL,


-- Transport channel IEs



harqInfo





HARQ-Info-r11





OPTIONAL,



blindHARQRetransmissionsForHSDPAFDD


ENUMERATED {true}

OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



multi-frequencyInfo



Multi-frequencyInfo-LCR-r7


OPTIONAL,



dtx-drx-TimingInfo



DTX-DRX-TimingInfo-r7



OPTIONAL,



dtx-drx-Info




DTX-DRX-Info-r12





OPTIONAL,



hs-scch-LessInfo



HS-SCCH-LessInfo-r7




OPTIONAL,



mimoParameters




MIMO-Parameters-r9




OPTIONAL,



mimo4x4Parameters



MIMO4x4-Parameters




OPTIONAL,



dch-Enhancements-Info-FDD

DCH-Enhancements-Info-FDD


OPTIONAL,



controlChannelDRXInfo-TDD128
ControlChannelDRXInfo-TDD128-r8

OPTIONAL,



sps-Information-TDD128


SPS-Information-TDD128-r8


OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-DPCH-Info




UL-DPCH-Info-r11




OPTIONAL,



ul-EDCH-Information



UL-EDCH-Information-r11



OPTIONAL,



ul-SecondaryCellInfoFDD


UL-SecondaryCellInfoFDD-r12


OPTIONAL,



ul-MulticarrierEDCHInfo-TDD128
UL-MulticarrierEDCHInfo-TDD128

OPTIONAL,



ul-CLTD-InfoFDD




UL-CLTD-InfoFDD





OPTIONAL,



ul-OLTD-InfoFDD




UL-OLTD-InfoFDD





OPTIONAL,



dl-HSPDSCH-Information


DL-HSPDSCH-Information-r12


OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r12


OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r12

OPTIONAL,



dl-SecondaryCellInfoFDD


DL-SecondaryCellInfoFDD-r11


OPTIONAL,



additionalDLSecCellInfoListFDD
AdditionalDLSecCellInfoListFDD-r11
OPTIONAL,



additionalDLSecCellInfoListFDD2 AdditionalDLSecCellInfoListFDD2

OPTIONAL,



commonERGCHInfoFDD



CommonERGCHInfoFDD




OPTIONAL,



dPCCH2InfoFDD




DPCCH2InfoFDD





OPTIONAL,



mu-MIMO-Info-TDD128



MU-MIMO-Info-TDD128




OPTIONAL,



nonrectResAllocInd-TDD128

Non-rectResAllocInd-TDD128


OPTIONAL,



nonrectResSpecTSset-TDD128

Non-rectResSpecTSset-TDD128


OPTIONAL,


-- MBMS IEs



mbms-PL-ServiceRestrictInfo

MBMS-PL-ServiceRestrictInfo-r6

OPTIONAL,


-- Measurement IEs for LCR



cellDCHMeasOccasionInfo-TDD128
CellDCHMeasOccasionInfo-TDD128-r9
OPTIONAL

}
<Next modification>
-- ***************************************************

--

-- RADIO BEARER RECONFIGURATION

--

-- ***************************************************

RadioBearerReconfiguration ::= CHOICE {


r3







SEQUENCE {



radioBearerReconfiguration-r3
RadioBearerReconfiguration-r3-IEs,



-- Prefix "v3ao" is used (in one instance) to keep alignment with R99



v3aoNonCriticalExtensions

SEQUENCE {




radioBearerReconfiguration-v3a0ext
RadioBearerReconfiguration-v3a0ext,




laterNonCriticalExtensions

SEQUENCE {





-- Container for additional R99 extensions





radioBearerReconfiguration-r3-add-ext

BIT STRING

OPTIONAL,





v4b0NonCriticalExtensions


SEQUENCE {






radioBearerReconfiguration-v4b0ext















RadioBearerReconfiguration-v4b0ext-IEs,






v590NonCriticalExtensions


SEQUENCE {







radioBearerReconfiguration-v590ext
















RadioBearerReconfiguration-v590ext-IEs,







v5d0NonCriticalExtenstions


SEQUENCE {








radioBearerReconfiguration-v5d0ext
















RadioBearerReconfiguration-v5d0ext-IEs,








v690NonCriticalExtensions

SEQUENCE {









radioBearerReconfiguration-v690ext
















RadioBearerReconfiguration-v690ext-IEs,









v770NonCriticalExtensions

SEQUENCE {










radioBearerReconfiguration-v770ext
















RadioBearerReconfiguration-v770ext-IEs,










nonCriticalExtensions


SEQUENCE {} OPTIONAL









}
OPTIONAL








}
OPTIONAL







}
OPTIONAL






}
OPTIONAL





}
OPTIONAL




}
OPTIONAL



}
OPTIONAL


},


later-than-r3




SEQUENCE {



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



criticalExtensions



CHOICE {




r4







SEQUENCE {





radioBearerReconfiguration-r4
RadioBearerReconfiguration-r4-IEs,





v4d0NonCriticalExtensions


SEQUENCE {






-- Container for adding non critical extensions after freezing REL-5






radioBearerReconfiguration-r4-add-ext

BIT STRING

OPTIONAL,






v590NonCriticalExtensions


SEQUENCE {







radioBearerReconfiguration-v590ext















RadioBearerReconfiguration-v590ext-IEs,







v5d0NonCriticalExtenstions


SEQUENCE {








radioBearerReconfiguration-v5d0ext
















RadioBearerReconfiguration-v5d0ext-IEs,








v690NonCriticalExtensions

SEQUENCE {









radioBearerReconfiguration-v690ext
















RadioBearerReconfiguration-v690ext-IEs,









v770NonCriticalExtensions

SEQUENCE {










radioBearerReconfiguration-v770ext
















RadioBearerReconfiguration-v770ext-IEs,










nonCriticalExtensions


SEQUENCE {}

OPTIONAL









}
OPTIONAL








}
OPTIONAL







}
OPTIONAL






}
OPTIONAL





}
OPTIONAL




},




criticalExtensions



CHOICE {





r5








SEQUENCE {






radioBearerReconfiguration-r5

RadioBearerReconfiguration-r5-IEs,






-- Container for adding non critical extensions after freezing REL-6






radioBearerReconfiguration-r5-add-ext

BIT STRING

OPTIONAL,






v5d0NonCriticalExtenstions


SEQUENCE {







radioBearerReconfiguration-v5d0ext
RadioBearerReconfiguration-v5d0ext-IEs,







v690NonCriticalExtensions


SEQUENCE {








radioBearerReconfiguration-v690ext
















RadioBearerReconfiguration-v690ext-IEs,








v770NonCriticalExtensions


SEQUENCE {









radioBearerReconfiguration-v770ext
















RadioBearerReconfiguration-v770ext-IEs,









nonCriticalExtensions



SEQUENCE {}

OPTIONAL








}
OPTIONAL







}
OPTIONAL






}
OPTIONAL





},





criticalExtensions



CHOICE {






r6








SEQUENCE {







radioBearerReconfiguration-r6

RadioBearerReconfiguration-r6-IEs,







-- Container for adding non critical extensions after freezing REL-7







radioBearerReconfiguration-r6-add-ext

BIT STRING

OPTIONAL,







v6b0NonCriticalExtensions


SEQUENCE {








radioBearerReconfiguration-v6b0ext
















RadioBearerReconfiguration-v6b0ext-IEs,








v6f0NonCriticalExtensions


SEQUENCE {









radioBearerRconfiguration-v6f0ext
















RadioBearerReconfiguration-v6f0ext-IEs,









v770NonCriticalExtensions


SEQUENCE {










radioBearerReconfiguration-v770ext
















RadioBearerReconfiguration-v770ext-IEs,










nonCriticalExtensions



SEQUENCE {}

OPTIONAL









}
OPTIONAL








}
OPTIONAL







}
OPTIONAL






},






criticalExtensions



CHOICE {







r7








SEQUENCE {








radioBearerReconfiguration-r7

RadioBearerReconfiguration-r7-IEs,








v780NonCriticalExtensions

SEQUENCE {









radioBearerReconfiguration-v780ext
















RadioBearerReconfiguration-v780ext-IEs,









v790NonCriticalExtensions

SEQUENCE {










radioBearerReconfiguration-v790ext
















RadioBearerReconfiguration-v790ext-IEs,










v7d0NonCriticalExtensions

SEQUENCE {











radioBearerReconfiguration-v7d0ext
















RadioBearerReconfiguration-v7d0ext-IEs,











v7f0NonCriticalExtensions

SEQUENCE {












radioBearerReconfiguration-v7f0ext
















RadioBearerReconfiguration-v7f0ext-IEs,












v7g0NonCriticalExtensions

SEQUENCE {













radioBearerReconfiguration-v7g0ext
















RadioBearerReconfiguration-v7g0ext-IEs,













nonCriticalExtensions

SEQUENCE {}

OPTIONAL












}
OPTIONAL











}
OPTIONAL










}
OPTIONAL









}
OPTIONAL








}
OPTIONAL







},







criticalExtensions



CHOICE {








r8







SEQUENCE {









radioBearerReconfiguration-r8
RadioBearerReconfiguration-r8-IEs,









-- Container for adding non critical extensions after freezing REL-9









radioBearerReconfiguration-r8-add-ext
BIT STRING

OPTIONAL,









v7d0NonCriticalExtensions

SEQUENCE {










radioBearerReconfiguration-v7d0ext
















RadioBearerReconfiguration-v7d0ext-IEs,










v7f0NonCriticalExtensions

SEQUENCE {











radioBearerReconfiguration-v7f0ext
















RadioBearerReconfiguration-v7f0ext-IEs,











v890NonCriticalExtensions

SEQUENCE {












radioBearerReconfiguration-v890ext
















RadioBearerReconfiguration-v890ext-IEs,












v7g0NonCriticalExtensions

SEQUENCE {













radioBearerReconfiguration-v7g0ext
















RadioBearerReconfiguration-v7g0ext-IEs,













v8a0NonCriticalExtensions

SEQUENCE {














radioBearerReconfiguration-v8a0ext
















RadioBearerReconfiguration-v8a0ext-IEs,














nonCriticalExtensions

SEQUENCE {}

OPTIONAL













}
OPTIONAL












}
OPTIONAL











}
OPTIONAL










}
OPTIONAL









}
OPTIONAL








},








criticalExtensions



CHOICE {









r9







SEQUENCE {










radioBearerReconfiguration-r9

















RadioBearerReconfiguration-r9-IEs,










-- Container for adding non critical extensions after 










-- freezing REL-10










radioBearerReconfiguration-r9-add-ext


















BIT STRING

OPTIONAL,










v950NonCriticalExtensions

SEQUENCE {











radioBearerReconfiguration-v950ext

















RadioBearerReconfiguration-v950ext-IEs,











v9c0NonCriticalExtensions

SEQUENCE {












radioBearerReconfiguration-v9c0ext

















RadioBearerReconfiguration-v9c0ext-IEs,












nonCriticalExtensions


SEQUENCE {}

OPTIONAL











}
OPTIONAL










}
OPTIONAL









},









criticalExtensions



CHOICE {










r10







SEQUENCE {











radioBearerReconfiguration-r10

















RadioBearerReconfiguration-r10-IEs,











-- Container for adding non critical extensions after 











-- freezing REL-11











radioBearerReconfiguration-r10-add-ext



















BIT STRING

OPTIONAL,











v9c0NonCriticalExtensions

SEQUENCE {












radioBearerReconfiguration-v9c0ext

















RadioBearerReconfiguration-v9c0ext-IEs,












vaa0NonCriticalExtensions

SEQUENCE {













radioBearerReconfiguration-vaa0ext
















RadioBearerReconfiguration-vaa0ext-IEs,













vb50NonCriticalExtensions

SEQUENCE {














radioBearerReconfiguration-vb50ext
















RadioBearerReconfiguration-vb50ext-IEs,














nonCriticalExtensions
SEQUENCE {}

OPTIONAL













}
OPTIONAL












}
OPTIONAL











}
OPTIONAL










},










criticalExtensions



CHOICE {











r11







SEQUENCE {












radioBearerReconfiguration-r11

















RadioBearerReconfiguration-r11-IEs,












-- Container for adding non critical extensions after 












-- freezing REL-12












radioBearerReconfiguration-r11-add-ext



















BIT STRING

OPTIONAL,












nonCriticalExtensions

SEQUENCE {}

OPTIONAL











},











criticalExtensions



CHOICE {












r12







SEQUENCE {













radioBearerReconfiguration-r12

















RadioBearerReconfiguration-r12-IEs,













-- Container for adding non critical extensions 













-- after freezing REL-13













radioBearerReconfiguration-r12-add-ext



















BIT STRING

OPTIONAL,













nonCriticalExtensions

SEQUENCE {}

OPTIONAL












},












criticalExtensions



CHOICE {













r13







SEQUENCE {














radioBearerReconfiguration-r13


















RadioBearerReconfiguration-r13-IEs,














-- Container for adding non critical extensions 














-- after freezing REL-14














radioBearerReconfiguration-r13-add-ext




















BIT STRING

OPTIONAL,














nonCriticalExtensions

SEQUENCE {}

OPTIONAL













},













criticalExtensions



SEQUENCE {}












}











}










}









}








}







}






}





}




}



}


}

}
<Next modification>
RadioBearerReconfiguration-r12-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo-r7



OPTIONAL,



cipheringModeInfo



CipheringModeInfo-r7





OPTIONAL,



activationTime




ActivationTime







OPTIONAL,



delayRestrictionFlag


DelayRestrictionFlag





OPTIONAL,



new-U-RNTI





U-RNTI









OPTIONAL,



new-C-RNTI





C-RNTI









OPTIONAL,



-- The IE "new-DSCH-RNTI" should not be included in FDD mode,



-- and if received the UE behaviour is unspecified



new-DSCH-RNTI




DSCH-RNTI








OPTIONAL,



new-H-RNTI





H-RNTI









OPTIONAL,



newPrimary-E-RNTI



E-RNTI









OPTIONAL,



newSecondary-E-RNTI



E-RNTI









OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



ueMobilityStateIndicator

High-MobilityDetected





OPTIONAL,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient-r7


OPTIONAL,



accessGroupIdentity



AccessGroupIdentity






OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo-r6





OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity







OPTIONAL,



supportForChangeOfUE-Capability
BOOLEAN









OPTIONAL,



responseToChangeOfUE-Capability
ENUMERATED { true }






OPTIONAL,


-- Specification mode information



defaultConfigForCellFACH

DefaultConfigForCellFACH




OPTIONAL,



specificationMode



CHOICE {




complete





SEQUENCE {




-- Radio bearer IEs





rab-InformationReconfigList

RAB-InformationReconfigList-r8

OPTIONAL,





rab-InformationMBMSPtpList

RAB-InformationMBMSPtpList


OPTIONAL,





rb-InformationReconfigList

RB-InformationReconfigList-r11

OPTIONAL,





rb-InformationAffectedList

RB-InformationAffectedList-r8

OPTIONAL,





rb-PDCPContextRelocationList
RB-PDCPContextRelocationList

OPTIONAL,





pdcp-ROHC-TargetMode


PDCP-ROHC-TargetMode



OPTIONAL,





umRlc-ReEstablishmentRBList

RB-IdentityList





OPTIONAL,




-- Transport channel IEs





ul-CommonTransChInfo


UL-CommonTransChInfo-r12



OPTIONAL,





ul-deletedTransChInfoList

UL-DeletedTransChInfoList-r6

OPTIONAL,





ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList-r8

OPTIONAL,





dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,





dl-DeletedTransChInfoList

DL-DeletedTransChInfoList-r7

OPTIONAL,





dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r11

OPTIONAL




},




preconfiguration



SEQUENCE {




-- All IEs that include an FDD/TDD choice are split in two IEs for this message,




-- one for the FDD only elements and one for the TDD only elements, so that one




-- FDD/TDD choice in this level is sufficient.





preConfigMode




CHOICE {






predefinedConfigIdentity

PredefinedConfigIdentity,






defaultConfig




SEQUENCE {







defaultConfigMode



DefaultConfigMode,







defaultConfigIdentity 


DefaultConfigIdentity-r6






}





}




}



},


-- Physical channel IEs



frequencyInfo




FrequencyInfo







OPTIONAL,



multi-frequencyInfo



Multi-frequencyInfo-LCR-r7




OPTIONAL,



dtx-drx-TimingInfo



DTX-DRX-TimingInfo-r7





OPTIONAL,



dtx-drx-Info




DTX-DRX-Info-r12







OPTIONAL,



hs-scch-LessInfo



HS-SCCH-LessInfo-r7






OPTIONAL,



mimoParameters




MIMO-Parameters-r9






OPTIONAL,



mimo4x4Parameters



MIMO4x4-Parameters






OPTIONAL,



dch-Enhancements-Info-FDD

DCH-Enhancements-Info-FDD




OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power





OPTIONAL,



ul-DPCH-Info




UL-DPCH-Info-r11






OPTIONAL,



ul-EDCH-Information



UL-EDCH-Information-r11





OPTIONAL,



ul-SecondaryCellInfoFDD


UL-SecondaryCellInfoFDD-r12




OPTIONAL,



ul-MulticarrierEDCHInfo-TDD128
UL-MulticarrierEDCHInfo-TDD128



OPTIONAL,



ul-CLTD-InfoFDD




UL-CLTD-InfoFDD







OPTIONAL,



ul-OLTD-InfoFDD




UL-OLTD-InfoFDD







OPTIONAL,



ul-OtherTTIConfiguration-Info
UL-OtherTTIConfiguration-Information

OPTIONAL,



filteredUPHReportInfo


FilteredUEPowerHeadroomReportInfo


OPTIONAL,



dl-HSPDSCH-Information


DL-HSPDSCH-Information-r12




OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r12




OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r12



OPTIONAL,



dl-SecondaryCellInfoFDD


DL-SecondaryCellInfoFDD-r11




OPTIONAL,



additionalDLSecCellInfoListFDD
AdditionalDLSecCellInfoListFDD-r11


OPTIONAL,



additionalDLSecCellInfoListFDD2
AdditionalDLSecCellInfoListFDD2



OPTIONAL,



commonERGCHInfoFDD



CommonERGCHInfoFDD






OPTIONAL,



dPCCH2InfoFDD




DPCCH2InfoFDD







OPTIONAL,



controlChannelDRXInfo-TDD128
ControlChannelDRXInfo-TDD128-r8



OPTIONAL,



sps-Information-TDD128


SPS-Information-TDD128-r8




OPTIONAL,



mu-MIMO-Info-TDD128



MU-MIMO-Info-TDD128






OPTIONAL,



nonrectResAllocInd-TDD128

Non-rectResAllocInd-TDD128




OPTIONAL,



nonrectResSpecTSset-TDD128

Non-rectResSpecTSset-TDD128




OPTIONAL,


-- MBMS IEs



mbms-PL-ServiceRestrictInfo

MBMS-PL-ServiceRestrictInfo-r6



OPTIONAL,


-- Measurement IEs for LCR



cellDCHMeasOccasionInfo-TDD128
CellDCHMeasOccasionInfo-TDD128-r9


OPTIONAL

}
RadioBearerReconfiguration-r13-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo-r7



OPTIONAL,



cipheringModeInfo



CipheringModeInfo-r7





OPTIONAL,



activationTime




ActivationTime







OPTIONAL,



delayRestrictionFlag


DelayRestrictionFlag





OPTIONAL,



new-U-RNTI





U-RNTI









OPTIONAL,



new-C-RNTI





C-RNTI









OPTIONAL,



-- The IE "new-DSCH-RNTI" should not be included in FDD mode,



-- and if received the UE behaviour is unspecified



new-DSCH-RNTI




DSCH-RNTI








OPTIONAL,



new-H-RNTI





H-RNTI









OPTIONAL,



newPrimary-E-RNTI



E-RNTI









OPTIONAL,



newSecondary-E-RNTI



E-RNTI









OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



ueMobilityStateIndicator

High-MobilityDetected





OPTIONAL,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient-r7


OPTIONAL,



accessGroupIdentity



AccessGroupIdentity






OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo-r6





OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity







OPTIONAL,



supportForChangeOfUE-Capability
BOOLEAN









OPTIONAL,



responseToChangeOfUE-Capability
ENUMERATED { true }






OPTIONAL,


-- Specification mode information



defaultConfigForCellFACH

DefaultConfigForCellFACH




OPTIONAL,



specificationMode



CHOICE {




complete





SEQUENCE {




-- Radio bearer IEs





rab-InformationReconfigList

RAB-InformationReconfigList-r8

OPTIONAL,





rab-InformationMBMSPtpList

RAB-InformationMBMSPtpList


OPTIONAL,





rb-InformationReconfigList

RB-InformationReconfigList-r11

OPTIONAL,





rb-InformationAffectedList

RB-InformationAffectedList-r8

OPTIONAL,





rb-PDCPContextRelocationList
RB-PDCPContextRelocationList

OPTIONAL,





pdcp-ROHC-TargetMode


PDCP-ROHC-TargetMode



OPTIONAL,





umRlc-ReEstablishmentRBList

RB-IdentityList





OPTIONAL,




-- Transport channel IEs





ul-CommonTransChInfo


UL-CommonTransChInfo-r12



OPTIONAL,





ul-deletedTransChInfoList

UL-DeletedTransChInfoList-r6

OPTIONAL,





ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList-r8

OPTIONAL,





dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,





dl-DeletedTransChInfoList

DL-DeletedTransChInfoList-r7

OPTIONAL,





dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r13

OPTIONAL




},




preconfiguration



SEQUENCE {




-- All IEs that include an FDD/TDD choice are split in two IEs for this message,




-- one for the FDD only elements and one for the TDD only elements, so that one




-- FDD/TDD choice in this level is sufficient.





preConfigMode




CHOICE {






predefinedConfigIdentity

PredefinedConfigIdentity,






defaultConfig




SEQUENCE {







defaultConfigMode



DefaultConfigMode,







defaultConfigIdentity 


DefaultConfigIdentity-r6






}





}




}



},


-- Physical channel IEs



frequencyInfo




FrequencyInfo







OPTIONAL,



multi-frequencyInfo



Multi-frequencyInfo-LCR-r7




OPTIONAL,



dtx-drx-TimingInfo



DTX-DRX-TimingInfo-r7





OPTIONAL,



dtx-drx-Info




DTX-DRX-Info-r12







OPTIONAL,



hs-scch-LessInfo



HS-SCCH-LessInfo-r7






OPTIONAL,



mimoParameters




MIMO-Parameters-r9






OPTIONAL,



mimo4x4Parameters



MIMO4x4-Parameters






OPTIONAL,



dch-Enhancements-Info-FDD

DCH-Enhancements-Info-FDD




OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power





OPTIONAL,



ul-DPCH-Info




UL-DPCH-Info-r11






OPTIONAL,



ul-EDCH-Information



UL-EDCH-Information-r11





OPTIONAL,



ul-SecondaryCellInfoFDD


UL-SecondaryCellInfoFDD-r12




OPTIONAL,



ul-MulticarrierEDCHInfo-TDD128
UL-MulticarrierEDCHInfo-TDD128



OPTIONAL,



ul-CLTD-InfoFDD




UL-CLTD-InfoFDD







OPTIONAL,



ul-OLTD-InfoFDD




UL-OLTD-InfoFDD







OPTIONAL,



ul-OtherTTIConfiguration-Info
UL-OtherTTIConfiguration-Information

OPTIONAL,



filteredUPHReportInfo


FilteredUEPowerHeadroomReportInfo


OPTIONAL,



dl-HSPDSCH-Information


DL-HSPDSCH-Information-r12




OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r12




OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r12



OPTIONAL,



dl-SecondaryCellInfoFDD


DL-SecondaryCellInfoFDD-r11




OPTIONAL,



additionalDLSecCellInfoListFDD
AdditionalDLSecCellInfoListFDD-r11


OPTIONAL,



additionalDLSecCellInfoListFDD2
AdditionalDLSecCellInfoListFDD2



OPTIONAL,



commonERGCHInfoFDD



CommonERGCHInfoFDD






OPTIONAL,



dPCCH2InfoFDD




DPCCH2InfoFDD







OPTIONAL,



controlChannelDRXInfo-TDD128
ControlChannelDRXInfo-TDD128-r8



OPTIONAL,



sps-Information-TDD128


SPS-Information-TDD128-r8




OPTIONAL,



mu-MIMO-Info-TDD128



MU-MIMO-Info-TDD128






OPTIONAL,



nonrectResAllocInd-TDD128

Non-rectResAllocInd-TDD128




OPTIONAL,



nonrectResSpecTSset-TDD128

Non-rectResSpecTSset-TDD128




OPTIONAL,


-- MBMS IEs



mbms-PL-ServiceRestrictInfo

MBMS-PL-ServiceRestrictInfo-r6



OPTIONAL,


-- Measurement IEs for LCR



cellDCHMeasOccasionInfo-TDD128
CellDCHMeasOccasionInfo-TDD128-r9


OPTIONAL

}
<Next modification>
-- ***************************************************

--

-- RADIO BEARER RELEASE

--

-- ***************************************************

RadioBearerRelease ::= CHOICE {


r3







SEQUENCE {



radioBearerRelease-r3


RadioBearerRelease-r3-IEs,



v3a0NonCriticalExtensions

SEQUENCE {




radioBearerRelease-v3a0ext

RadioBearerRelease-v3a0ext,



laterNonCriticalExtensions

SEQUENCE {




-- Container for additional R99 extensions




radioBearerRelease-r3-add-ext

BIT STRING

OPTIONAL,





v4b0NonCriticalExtensions

SEQUENCE {






radioBearerRelease-v4b0ext

RadioBearerRelease-v4b0ext-IEs,






v590NonCriticalExtensions

SEQUENCE {







radioBearerRelease-v590ext

RadioBearerRelease-v590ext-IEs,







v690NonCriticalExtensions

SEQUENCE {








radioBearerRelease-v690ext

RadioBearerRelease-v690ext-IEs,








v770NonCriticalExtensions

SEQUENCE {









radioBearerRelease-v770ext

RadioBearerRelease-v770ext-IEs,









nonCriticalExtensions


SEQUENCE {} OPTIONAL








}
OPTIONAL







}
OPTIONAL






}
OPTIONAL





}
OPTIONAL




}
OPTIONAL



}
OPTIONAL


},


later-than-r3




SEQUENCE {



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



criticalExtensions



CHOICE {




r4







SEQUENCE {





radioBearerRelease-r4


RadioBearerRelease-r4-IEs,





v4d0NonCriticalExtensions


SEQUENCE {






-- Container for adding non critical extensions after freezing REL-5






radioBearerRelease-r4-add-ext

BIT STRING

OPTIONAL,






v590NonCriticalExtensions

SEQUENCE {







radioBearerRelease-v590ext

RadioBearerRelease-v590ext-IEs,







v690NonCriticalExtensions

SEQUENCE {








radioBearerRelease-v690ext

RadioBearerRelease-v690ext-IEs,








v770NonCriticalExtensions

SEQUENCE {









radioBearerRelease-v770ext

RadioBearerRelease-v770ext-IEs,









nonCriticalExtensions


SEQUENCE {}

OPTIONAL








}
OPTIONAL







}
OPTIONAL






}
OPTIONAL





}
OPTIONAL




},




criticalExtensions



CHOICE {





r5







SEQUENCE {






radioBearerRelease-r5


RadioBearerRelease-r5-IEs,






-- Container for adding non critical extensions after freezing REL-6






radioBearerRelease-r5-add-ext
BIT STRING

OPTIONAL,






v690NonCriticalExtensions

SEQUENCE {







radioBearerRelease-v690ext

RadioBearerRelease-v690ext-IEs,







v770NonCriticalExtensions

SEQUENCE {








radioBearerRelease-v770ext

RadioBearerRelease-v770ext-IEs,








nonCriticalExtensions


SEQUENCE {}

OPTIONAL







}
OPTIONAL






}
OPTIONAL





},





criticalExtensions



CHOICE {






r6







SEQUENCE {







radioBearerRelease-r6


RadioBearerRelease-r6-IEs,







-- Container for adding non critical extensions after freezing REL-7







radioBearerRelease-r6-add-ext
BIT STRING

OPTIONAL,







v6b0NonCriticalExtensions

SEQUENCE {








radioBearerRelease-v6b0ext

RadioBearerRelease-v6b0ext-IEs,








v770NonCriticalExtensions

SEQUENCE {









radioBearerRelease-v770ext

RadioBearerRelease-v770ext-IEs,









nonCriticalExtensions


SEQUENCE {}

OPTIONAL








}
OPTIONAL







}
OPTIONAL






},






criticalExtensions



CHOICE {







r7







SEQUENCE {








radioBearerRelease-r7


RadioBearerRelease-r7-IEs,








-- Container for adding non critical extensions after freezing REL-8








radioBearerRelease-r7-add-ext
BIT STRING

OPTIONAL,








v780NonCriticalExtensions

SEQUENCE {









radioBearerRelease-v780ext

RadioBearerRelease-v780ext-IEs,









v7d0NonCriticalExtensions

SEQUENCE {










radioBearerRelease-v7d0ext

RadioBearerRelease-v7d0ext-IEs,










v7f0NonCriticalExtensions

SEQUENCE {











radioBearerRelease-v7f0ext
RadioBearerRelease-v7f0ext-IEs,











v7g0NonCriticalExtensions

SEQUENCE {












radioBearerRelease-v7g0ext



















RadioBearerRelease-v7g0ext-IEs,












nonCriticalExtensions
SEQUENCE {}

OPTIONAL











}
OPTIONAL










}
OPTIONAL









}
OPTIONAL








}
OPTIONAL







},







criticalExtensions



CHOICE {








r8







SEQUENCE {









radioBearerRelease-r8


RadioBearerRelease-r8-IEs,









-- Container for adding non critical extensions after freezing REL-9









radioBearerRelease-r8-add-ext
BIT STRING

OPTIONAL,









v7d0NonCriticalExtensions

SEQUENCE {










radioBearerRelease-v7d0ext

RadioBearerRelease-v7d0ext-IEs,










v7f0NonCriticalExtensions

SEQUENCE {











radioBearerRelease-v7f0ext
RadioBearerRelease-v7f0ext-IEs,











v890NonCriticalExtensions

SEQUENCE {












radioBearerRelease-v890ext


















RadioBearerRelease-v890ext-IEs,












v7g0NonCriticalExtensions

SEQUENCE {













radioBearerRelease-v7g0ext



















RadioBearerRelease-v7g0ext-IEs,













v8a0NonCriticalExtensions

SEQUENCE {














radioBearerRelease-v8a0ext


















RadioBearerRelease-v8a0ext-IEs,














nonCriticalExtensions



















SEQUENCE {}

OPTIONAL













}
OPTIONAL












}
OPTIONAL











}
OPTIONAL










}
OPTIONAL









}
OPTIONAL








},








criticalExtensions



CHOICE {









r9







SEQUENCE {










radioBearerRelease-r9


RadioBearerRelease-r9-IEs,










-- Container for adding non critical extensions after 










-- freezing REL-10










radioBearerRelease-r9-add-ext
BIT STRING

OPTIONAL,










v950NonCriticalExtensions

SEQUENCE {











radioBearerRelease-v950ext
RadioBearerRelease-v950ext-IEs,











v970NonCriticalExtensions

SEQUENCE {












radioBearerRelease-v970ext
RadioBearerRelease-v970ext-IEs,












v9c0NonCriticalExtensions

SEQUENCE {













radioBearerRelease-v9c0ext
RadioBearerRelease-v9c0ext-IEs,













nonCriticalExtensions

SEQUENCE {}

OPTIONAL












}
OPTIONAL











}
OPTIONAL










}
OPTIONAL









},









criticalExtensions



CHOICE {










r10







SEQUENCE {











radioBearerRelease-r10


RadioBearerRelease-r10-IEs,











-- Container for adding non critical extensions after 











-- freezing REL-11











radioBearerRelease-r10-add-ext
BIT STRING

OPTIONAL,











v9c0NonCriticalExtensions

SEQUENCE {













radioBearerRelease-v9c0ext
RadioBearerRelease-v9c0ext-IEs,












vb50NonCriticalExtensions

SEQUENCE {













radioBearerRelease-vb50ext


















RadioBearerRelease-vb50ext-IEs,













nonCriticalExtensions

SEQUENCE {}

OPTIONAL












}
OPTIONAL











}
OPTIONAL










},










criticalExtensions



CHOICE {











r11







SEQUENCE {












radioBearerRelease-r11






















RadioBearerRelease-r11-IEs,












-- Container for adding non critical extensions after 












-- freezing REL-12












radioBearerRelease-r11-add-ext




















BIT STRING

OPTIONAL,












nonCriticalExtensions

SEQUENCE {}

OPTIONAL











},











criticalExtensions



CHOICE {












r12







SEQUENCE {













radioBearerRelease-r12






















RadioBearerRelease-r12-IEs,













-- Container for adding non critical extensions 













-- after freezing REL-13













radioBearerRelease-r11-add-ext




















BIT STRING

OPTIONAL,













nonCriticalExtensions

SEQUENCE {}

OPTIONAL












},












criticalExtensions



CHOICE {













r13







SEQUENCE {














radioBearerRelease-r13






















RadioBearerRelease-r13-IEs,














-- Container for adding non critical extensions 














-- after freezing REL-14














radioBearerRelease-r13-add-ext





















BIT STRING

OPTIONAL,














nonCriticalExtensions

SEQUENCE {}

OPTIONAL













},













criticalExtensions



SEQUENCE {}












}











}










}









}








}







}






}





}




}



}


}

}
<Next modification>
RadioBearerRelease-r12-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo-r7

OPTIONAL,



cipheringModeInfo



CipheringModeInfo-r7



OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



-- The IE "new-DSCH-RNTI" should not be included in FDD mode,



-- and if received the UE behaviour is unspecified



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



new-H-RNTI





H-RNTI







OPTIONAL,



newPrimary-E-RNTI



E-RNTI







OPTIONAL,



newSecondary-E-RNTI



E-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



ueMobilityStateIndicator

High-MobilityDetected



OPTIONAL,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient-r7
OPTIONAL,



accessGroupIdentity



AccessGroupIdentity




OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo-r6



OPTIONAL,



signallingConnectionRelIndication
CN-DomainIdentity



OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,



supportForChangeOfUE-Capability
BOOLEAN







OPTIONAL,


-- Radio bearer IEs



rab-InformationReconfigList

RAB-InformationReconfigList-r8

OPTIONAL,



rb-InformationReleaseList

RB-InformationReleaseList,



rb-InformationReconfigList

RB-InformationReconfigList-r11

OPTIONAL,



rb-InformationAffectedList

RB-InformationAffectedList-r8

OPTIONAL,



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo-r5
OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo-r12



OPTIONAL,



ul-deletedTransChInfoList

UL-DeletedTransChInfoList-r6

OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList-r8

OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,



dl-DeletedTransChInfoList

DL-DeletedTransChInfoList-r7

OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r11

OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



multi-frequencyInfo



Multi-frequencyInfo-LCR-r7


OPTIONAL,



dtx-drx-TimingInfo



DTX-DRX-TimingInfo-r7



OPTIONAL,



dtx-drx-Info




DTX-DRX-Info-r12





OPTIONAL,



hs-scch-LessInfo



HS-SCCH-LessInfo-r7




OPTIONAL,



mimoParameters




MIMO-Parameters-r9




OPTIONAL,



mimo4x4Parameters



MIMO4x4-Parameters




OPTIONAL,



dch-Enhancements-Info-FDD

DCH-Enhancements-Info-FDD


OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-DPCH-Info




UL-DPCH-Info-r11




OPTIONAL,



ul-EDCH-Information



UL-EDCH-Information-r11



OPTIONAL,



ul-SecondaryCellInfoFDD


UL-SecondaryCellInfoFDD-r12


OPTIONAL,



ul-MulticarrierEDCHInfo-TDD128
UL-MulticarrierEDCHInfo-TDD128

OPTIONAL,



ul-CLTD-InfoFDD




UL-CLTD-InfoFDD





OPTIONAL,



ul-OLTD-InfoFDD




UL-OLTD-InfoFDD





OPTIONAL,



ul-OtherTTIConfiguration-Info
UL-OtherTTIConfiguration-Information
OPTIONAL,



filteredUPHReportInfo


FilteredUEPowerHeadroomReportInfo
OPTIONAL,



dl-HSPDSCH-Information


DL-HSPDSCH-Information-r12


OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r12


OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r12

OPTIONAL,



dl-SecondaryCellInfoFDD


DL-SecondaryCellInfoFDD-r11


OPTIONAL,



additionalDLSecCellInfoListFDD
AdditionalDLSecCellInfoListFDD-r11
OPTIONAL,



additionalDLSecCellInfoListFDD2
AdditionalDLSecCellInfoListFDD2

OPTIONAL,



commonERGCHInfoFDD



CommonERGCHInfoFDD




OPTIONAL,



controlChannelDRXInfo-TDD128
ControlChannelDRXInfo-TDD128-r8

OPTIONAL,



sps-Information-TDD128


SPS-Information-TDD128-r8


OPTIONAL,



mu-MIMO-Info-TDD128



MU-MIMO-Info-TDD128




OPTIONAL,



non-rectResAllocInd-TDD128

Non-rectResAllocInd-TDD128


OPTIONAL,



non-rectResSpecTSset-TDD128

Non-rectResSpecTSset-TDD128


OPTIONAL,


-- MBMS IEs



mbms-PL-ServiceRestrictInfo

MBMS-PL-ServiceRestrictInfo-r6

OPTIONAL,



mbms-RB-ListReleasedToChangeTransferMode











RB-InformationReleaseList


OPTIONAL,


-- Measurement IEs for LCR



cellDCHMeasOccasionInfo-TDD128
CellDCHMeasOccasionInfo-TDD128-r9
OPTIONAL

}
RadioBearerRelease-r13-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo-r7

OPTIONAL,



cipheringModeInfo



CipheringModeInfo-r7



OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



-- The IE "new-DSCH-RNTI" should not be included in FDD mode,



-- and if received the UE behaviour is unspecified



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



new-H-RNTI





H-RNTI







OPTIONAL,



newPrimary-E-RNTI



E-RNTI







OPTIONAL,



newSecondary-E-RNTI



E-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



ueMobilityStateIndicator

High-MobilityDetected



OPTIONAL,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient-r7
OPTIONAL,



accessGroupIdentity



AccessGroupIdentity




OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo-r6



OPTIONAL,



signallingConnectionRelIndication
CN-DomainIdentity



OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,



supportForChangeOfUE-Capability
BOOLEAN







OPTIONAL,


-- Radio bearer IEs



rab-InformationReconfigList

RAB-InformationReconfigList-r8

OPTIONAL,



rb-InformationReleaseList

RB-InformationReleaseList,



rb-InformationReconfigList

RB-InformationReconfigList-r11

OPTIONAL,



rb-InformationAffectedList

RB-InformationAffectedList-r8

OPTIONAL,



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo-r5
OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo-r12



OPTIONAL,



ul-deletedTransChInfoList

UL-DeletedTransChInfoList-r6

OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList-r8

OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,



dl-DeletedTransChInfoList

DL-DeletedTransChInfoList-r7

OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r13

OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



multi-frequencyInfo



Multi-frequencyInfo-LCR-r7


OPTIONAL,



dtx-drx-TimingInfo



DTX-DRX-TimingInfo-r7



OPTIONAL,



dtx-drx-Info




DTX-DRX-Info-r12





OPTIONAL,



hs-scch-LessInfo



HS-SCCH-LessInfo-r7




OPTIONAL,



mimoParameters




MIMO-Parameters-r9




OPTIONAL,



mimo4x4Parameters



MIMO4x4-Parameters




OPTIONAL,



dch-Enhancements-Info-FDD

DCH-Enhancements-Info-FDD


OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-DPCH-Info




UL-DPCH-Info-r11




OPTIONAL,



ul-EDCH-Information



UL-EDCH-Information-r11



OPTIONAL,



ul-SecondaryCellInfoFDD


UL-SecondaryCellInfoFDD-r12


OPTIONAL,



ul-MulticarrierEDCHInfo-TDD128
UL-MulticarrierEDCHInfo-TDD128

OPTIONAL,



ul-CLTD-InfoFDD




UL-CLTD-InfoFDD





OPTIONAL,



ul-OLTD-InfoFDD




UL-OLTD-InfoFDD





OPTIONAL,



ul-OtherTTIConfiguration-Info
UL-OtherTTIConfiguration-Information
OPTIONAL,



filteredUPHReportInfo


FilteredUEPowerHeadroomReportInfo
OPTIONAL,



dl-HSPDSCH-Information


DL-HSPDSCH-Information-r12


OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r12


OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r12

OPTIONAL,



dl-SecondaryCellInfoFDD


DL-SecondaryCellInfoFDD-r11


OPTIONAL,



additionalDLSecCellInfoListFDD
AdditionalDLSecCellInfoListFDD-r11
OPTIONAL,



additionalDLSecCellInfoListFDD2
AdditionalDLSecCellInfoListFDD2

OPTIONAL,



commonERGCHInfoFDD



CommonERGCHInfoFDD




OPTIONAL,



controlChannelDRXInfo-TDD128
ControlChannelDRXInfo-TDD128-r8

OPTIONAL,



sps-Information-TDD128


SPS-Information-TDD128-r8


OPTIONAL,



mu-MIMO-Info-TDD128



MU-MIMO-Info-TDD128




OPTIONAL,



non-rectResAllocInd-TDD128

Non-rectResAllocInd-TDD128


OPTIONAL,



non-rectResSpecTSset-TDD128

Non-rectResSpecTSset-TDD128


OPTIONAL,


-- MBMS IEs



mbms-PL-ServiceRestrictInfo

MBMS-PL-ServiceRestrictInfo-r6

OPTIONAL,



mbms-RB-ListReleasedToChangeTransferMode











RB-InformationReleaseList


OPTIONAL,


-- Measurement IEs for LCR



cellDCHMeasOccasionInfo-TDD128
CellDCHMeasOccasionInfo-TDD128-r9
OPTIONAL

}
<Next modification>
-- ***************************************************

--

-- RADIO BEARER SETUP

--

-- ***************************************************

RadioBearerSetup ::= CHOICE {


r3







SEQUENCE {



radioBearerSetup-r3



RadioBearerSetup-r3-IEs,



v3a0NonCriticalExtensions

SEQUENCE {




radioBearerSetup-v3a0ext

RadioBearerSetup-v3a0ext,




laterNonCriticalExtensions

SEQUENCE {





-- Container for additional R99 extensions





radioBearerSetup-r3-add-ext

BIT STRING

OPTIONAL,





v4b0NonCriticalExtensions

SEQUENCE {






radioBearerSetup-v4b0ext

RadioBearerSetup-v4b0ext-IEs,






v590NonCriticalExtensions

SEQUENCE {







radioBearerSetup-v590ext

RadioBearerSetup-v590ext-IEs,







v5d0NonCriticalExtenstions

SEQUENCE {








radioBearerSetup-v5d0ext

RadioBearerSetup-v5d0ext-IEs,








v690NonCriticalExtensions

SEQUENCE {









radioBearerSetup-v690ext

RadioBearerSetup-v690ext-IEs,









nonCriticalExtensions


SEQUENCE {} OPTIONAL








}
OPTIONAL







}
OPTIONAL






}
OPTIONAL





}
OPTIONAL




}
OPTIONAL



}
OPTIONAL


},


later-than-r3




SEQUENCE {



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



criticalExtensions



CHOICE {




r4







SEQUENCE {





radioBearerSetup-r4



RadioBearerSetup-r4-IEs,





v4d0NonCriticalExtensions


SEQUENCE {






-- Container for adding non critical extensions after freezing REL-5






radioBearerSetup-r4-add-ext

BIT STRING

OPTIONAL,






v590NonCriticalExtensions

SEQUENCE {







radioBearerSetup-v590ext

RadioBearerSetup-v590ext-IEs,







v5d0NonCriticalExtenstions

SEQUENCE {








radioBearerSetup-v5d0ext

RadioBearerSetup-v5d0ext-IEs,








v690NonCriticalExtensions

SEQUENCE {









radioBearerSetup-v690ext

RadioBearerSetup-v690ext-IEs,









nonCriticalExtensions


SEQUENCE {}

OPTIONAL








}
OPTIONAL







}
OPTIONAL






}
OPTIONAL





}
OPTIONAL




},




criticalExtensions



CHOICE {





r5







SEQUENCE {






radioBearerSetup-r5



RadioBearerSetup-r5-IEs,






-- Container for adding non critical extensions after freezing REL-6






radioBearerSetup-r5-add-ext

BIT STRING

OPTIONAL,






v5d0NonCriticalExtenstions

SEQUENCE {







radioBearerSetup-v5d0ext

RadioBearerSetup-v5d0ext-IEs,







v690NonCriticalExtensions

SEQUENCE {








radioBearerSetup-v690ext

RadioBearerSetup-v690ext-IEs,








nonCriticalExtensions


SEQUENCE {}

OPTIONAL







}
OPTIONAL






}
OPTIONAL





},





criticalExtensions



CHOICE {






r6







SEQUENCE {







radioBearerSetup-r6



RadioBearerSetup-r6-IEs,







-- Container for adding non critical extensions after freezing REL-7







radioBearerSetup-r6-add-ext

BIT STRING

OPTIONAL,







v6b0NonCriticalExtensions

SEQUENCE {








radioBearerSetup-v6b0ext

RadioBearerSetup-v6b0ext-IEs,








nonCriticalExtensions


SEQUENCE {}

OPTIONAL







}
OPTIONAL






},






criticalExtensions



CHOICE {







r7







SEQUENCE {








radioBearerSetup-r7



RadioBearerSetup-r7-IEs,








-- Container for adding non critical extensions after freezing REL-8








radioBearerSetup-r7-add-ext

BIT STRING











(CONTAINING RadioBearerSetup-r7-add-ext-IEs)
OPTIONAL,








v780NonCriticalExtensions

SEQUENCE {









radioBearerSetup-v780ext

RadioBearerSetup-v780ext-IEs,









v820NonCriticalExtensions

SEQUENCE {










radioBearerSetup-v820ext

RadioBearerSetup-v820ext-IEs,










nonCriticalExtensions


SEQUENCE {}

OPTIONAL









}
OPTIONAL








}
OPTIONAL







},







criticalExtensions



CHOICE {








r8







SEQUENCE {









radioBearerSetup-r8



RadioBearerSetup-r8-IEs,









-- Container for adding non critical extensions after freezing REL-9









radioBearerSetup-r8-add-ext

BIT STRING

OPTIONAL,









v7d0NonCriticalExtensions

SEQUENCE {










radioBearerSetup-v7d0ext

RadioBearerSetup-v7d0ext-IEs,










v7f0NonCriticalExtensions

SEQUENCE {











radioBearerSetup-v7f0ext
RadioBearerSetup-v7f0ext-IEs,











v890NonCriticalExtensions

SEQUENCE {












radioBearerSetup-v890ext


















RadioBearerSetup-v890ext-IEs,












v7g0NonCriticalExtensions

SEQUENCE {













radioBearerSetup-v7g0ext


















RadioBearerSetup-v7g0ext-IEs,













v8a0NonCriticalExtensions

SEQUENCE {














radioBearerSetup-v8a0ext


















RadioBearerSetup-v8a0ext-IEs,














nonCriticalExtensions


















SEQUENCE {}

OPTIONAL













}
OPTIONAL












}
OPTIONAL











}
OPTIONAL










}
OPTIONAL









}
OPTIONAL








},








criticalExtensions



CHOICE {









r9







SEQUENCE {










radioBearerSetup-r9



RadioBearerSetup-r9-IEs,










-- Container for adding non critical extensions after 










-- freezing REL-10










radioBearerSetup-r9-add-ext

BIT STRING

OPTIONAL,










v950NonCriticalExtensions

SEQUENCE {











radioBearerSetup-v950ext

RadioBearerSetup-v950ext-IEs,











v9c0NonCriticalExtensions

SEQUENCE {












radioBearerSetup-v9c0ext

RadioBearerSetup-v9c0ext-IEs,












nonCriticalExtensions


SEQUENCE {}

OPTIONAL











}
OPTIONAL










}
OPTIONAL









},









criticalExtensions



CHOICE {










r10







SEQUENCE {











radioBearerSetup-r10


RadioBearerSetup-r10-IEs,











-- Container for adding non critical extensions after 











-- freezing REL-11











radioBearerSetup-r10-add-ext
BIT STRING

OPTIONAL,











v9c0NonCriticalExtensions

SEQUENCE {












radioBearerSetup-v9c0ext

RadioBearerSetup-v9c0ext-IEs,












vb50NonCriticalExtensions

SEQUENCE {













radioBearerSetup-vb50ext


















RadioBearerSetup-vb50ext-IEs,













nonCriticalExtensions

SEQUENCE {}

OPTIONAL












}
OPTIONAL











}
OPTIONAL










},










criticalExtensions



CHOICE {











r11







SEQUENCE {











radioBearerSetup-r11


RadioBearerSetup-r11-IEs,











-- Container for adding non critical extensions after 











-- freezing REL-12











radioBearerSetup-r11-add-ext
BIT STRING

OPTIONAL,











nonCriticalExtensions


SEQUENCE {}

OPTIONAL











},











criticalExtensions



CHOICE {












r12







SEQUENCE {












radioBearerSetup-r12

RadioBearerSetup-r12-IEs,












-- Container for adding non critical extensions after 












-- freezing REL-13












radioBearerSetup-r13-add-ext



















BIT STRING

OPTIONAL,












nonCriticalExtensions


SEQUENCE {}

OPTIONAL












},












criticalExtensions



CHOICE {













r13







SEQUENCE {













radioBearerSetup-r13

RadioBearerSetup-r13-IEs,













-- Container for adding non critical extensions after 













-- freezing REL-14













radioBearerSetup-r13-add-ext




















BIT STRING

OPTIONAL,













nonCriticalExtensions


SEQUENCE {}

OPTIONAL













},













criticalExtensions



SEQUENCE {}












}











}










}









}








}







}






}





}




}



}


}

}
<Next modification>
RadioBearerSetup-r12-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo-r7

OPTIONAL,



cipheringModeInfo



CipheringModeInfo-r7



OPTIONAL,



sr-vcc-Info





SR-VCC-Info






OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



-- The IE "new-DSCH-RNTI" should not be included in FDD mode,



-- and if received the UE behaviour is unspecified



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



new-H-RNTI





H-RNTI







OPTIONAL,



newPrimary-E-RNTI



E-RNTI







OPTIONAL,



newSecondary-E-RNTI



E-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient-r7
OPTIONAL,



accessGroupIdentity



AccessGroupIdentity




OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,



supportForChangeOfUE-Capability
BOOLEAN







OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo-r6



OPTIONAL,


-- Radio bearer IEs



srb-InformationSetupList

SRB-InformationSetupList-r11

OPTIONAL,



rab-InformationSetupList

RAB-InformationSetupList-r11

OPTIONAL,



rab-InformationReconfigList

RAB-InformationReconfigList-r8

OPTIONAL,



rb-InformationReconfigList

RB-InformationReconfigList-r11

OPTIONAL,



rb-InformationAffectedList

RB-InformationAffectedList-r8

OPTIONAL,



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo-r5
OPTIONAL,



pdcp-ROHC-TargetMode


PDCP-ROHC-TargetMode



OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo-r12



OPTIONAL,



ul-deletedTransChInfoList

UL-DeletedTransChInfoList-r6

OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList-r8

OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,



dl-DeletedTransChInfoList

DL-DeletedTransChInfoList-r7

OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r11

OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



multi-frequencyInfo



Multi-frequencyInfo-LCR-r7


OPTIONAL,



dtx-drx-TimingInfo



DTX-DRX-TimingInfo-r7



OPTIONAL,



dtx-drx-Info




DTX-DRX-Info-r12





OPTIONAL,



hs-scch-LessInfo



HS-SCCH-LessInfo-r7




OPTIONAL,



mimoParameters




MIMO-Parameters-r9




OPTIONAL,



mimo4x4Parameters



MIMO4x4-Parameters




OPTIONAL,



dch-Enhancements-Info-FDD

DCH-Enhancements-Info-FDD


OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-DPCH-Info




UL-DPCH-Info-r11




OPTIONAL,



ul-EDCH-Information



UL-EDCH-Information-r11



OPTIONAL,



ul-SecondaryCellInfoFDD


UL-SecondaryCellInfoFDD-r12


OPTIONAL,



ul-MulticarrierEDCHInfo-TDD128
UL-MulticarrierEDCHInfo-TDD128

OPTIONAL,



ul-CLTD-InfoFDD




UL-CLTD-InfoFDD





OPTIONAL,



ul-OLTD-InfoFDD




UL-OLTD-InfoFDD





OPTIONAL,



ul-OtherTTIConfiguration-Info
UL-OtherTTIConfiguration-Information
OPTIONAL,



filteredUPHReportInfo


FilteredUEPowerHeadroomReportInfo
OPTIONAL,



dl-HSPDSCH-Information


DL-HSPDSCH-Information-r12


OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r12


OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r12

OPTIONAL,



dl-SecondaryCellInfoFDD


DL-SecondaryCellInfoFDD-r11


OPTIONAL,



additionalDLSecCellInfoListFDD
AdditionalDLSecCellInfoListFDD-r11
OPTIONAL,



additionalDLSecCellInfoListFDD2
AdditionalDLSecCellInfoListFDD2

OPTIONAL,



commonERGCHInfoFDD



CommonERGCHInfoFDD




OPTIONAL,



controlChannelDRXInfo-TDD128
ControlChannelDRXInfo-TDD128-r8

OPTIONAL,



sps-Information-TDD128


SPS-Information-TDD128-r8


OPTIONAL,



mu-MIMO-Info-TDD128



MU-MIMO-Info-TDD128




OPTIONAL,



non-rectResAllocInd-TDD128

Non-rectResAllocInd-TDD128


OPTIONAL,



non-rectResSpecTSset-TDD128

Non-rectResSpecTSset-TDD128


OPTIONAL,


-- MBMS IEs



mbms-PL-ServiceRestrictInfo

MBMS-PL-ServiceRestrictInfo-r6

OPTIONAL,


-- Measurement IEs for LCR



cellDCHMeasOccasionInfo-TDD128
CellDCHMeasOccasionInfo-TDD128-r9
OPTIONAL

}

RadioBearerSetup-r13-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo-r7

OPTIONAL,



cipheringModeInfo



CipheringModeInfo-r7



OPTIONAL,



sr-vcc-Info





SR-VCC-Info






OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



-- The IE "new-DSCH-RNTI" should not be included in FDD mode,



-- and if received the UE behaviour is unspecified



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



new-H-RNTI





H-RNTI







OPTIONAL,



newPrimary-E-RNTI



E-RNTI







OPTIONAL,



newSecondary-E-RNTI



E-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient-r7
OPTIONAL,



accessGroupIdentity



AccessGroupIdentity




OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,



supportForChangeOfUE-Capability
BOOLEAN







OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo-r6



OPTIONAL,


-- Radio bearer IEs



srb-InformationSetupList

SRB-InformationSetupList-r11

OPTIONAL,



rab-InformationSetupList

RAB-InformationSetupList-r11

OPTIONAL,



rab-InformationReconfigList

RAB-InformationReconfigList-r8

OPTIONAL,



rb-InformationReconfigList

RB-InformationReconfigList-r11

OPTIONAL,



rb-InformationAffectedList

RB-InformationAffectedList-r8

OPTIONAL,



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo-r5
OPTIONAL,



pdcp-ROHC-TargetMode


PDCP-ROHC-TargetMode



OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo-r12



OPTIONAL,



ul-deletedTransChInfoList

UL-DeletedTransChInfoList-r6

OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList-r8

OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,



dl-DeletedTransChInfoList

DL-DeletedTransChInfoList-r7

OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r13

OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



multi-frequencyInfo



Multi-frequencyInfo-LCR-r7


OPTIONAL,



dtx-drx-TimingInfo



DTX-DRX-TimingInfo-r7



OPTIONAL,



dtx-drx-Info




DTX-DRX-Info-r12





OPTIONAL,



hs-scch-LessInfo



HS-SCCH-LessInfo-r7




OPTIONAL,



mimoParameters




MIMO-Parameters-r9




OPTIONAL,



mimo4x4Parameters



MIMO4x4-Parameters




OPTIONAL,



dch-Enhancements-Info-FDD

DCH-Enhancements-Info-FDD


OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-DPCH-Info




UL-DPCH-Info-r11




OPTIONAL,



ul-EDCH-Information



UL-EDCH-Information-r11



OPTIONAL,



ul-SecondaryCellInfoFDD


UL-SecondaryCellInfoFDD-r12


OPTIONAL,



ul-MulticarrierEDCHInfo-TDD128
UL-MulticarrierEDCHInfo-TDD128

OPTIONAL,



ul-CLTD-InfoFDD




UL-CLTD-InfoFDD





OPTIONAL,



ul-OLTD-InfoFDD




UL-OLTD-InfoFDD





OPTIONAL,



ul-OtherTTIConfiguration-Info
UL-OtherTTIConfiguration-Information
OPTIONAL,



filteredUPHReportInfo


FilteredUEPowerHeadroomReportInfo
OPTIONAL,



dl-HSPDSCH-Information


DL-HSPDSCH-Information-r12


OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r12


OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r12

OPTIONAL,



dl-SecondaryCellInfoFDD


DL-SecondaryCellInfoFDD-r11


OPTIONAL,



additionalDLSecCellInfoListFDD
AdditionalDLSecCellInfoListFDD-r11
OPTIONAL,



additionalDLSecCellInfoListFDD2
AdditionalDLSecCellInfoListFDD2

OPTIONAL,



commonERGCHInfoFDD



CommonERGCHInfoFDD




OPTIONAL,



controlChannelDRXInfo-TDD128
ControlChannelDRXInfo-TDD128-r8

OPTIONAL,



sps-Information-TDD128


SPS-Information-TDD128-r8


OPTIONAL,



mu-MIMO-Info-TDD128



MU-MIMO-Info-TDD128




OPTIONAL,



non-rectResAllocInd-TDD128

Non-rectResAllocInd-TDD128


OPTIONAL,



non-rectResSpecTSset-TDD128

Non-rectResSpecTSset-TDD128


OPTIONAL,


-- MBMS IEs



mbms-PL-ServiceRestrictInfo

MBMS-PL-ServiceRestrictInfo-r6

OPTIONAL,


-- Measurement IEs for LCR



cellDCHMeasOccasionInfo-TDD128
CellDCHMeasOccasionInfo-TDD128-r9
OPTIONAL

}
<Next modification>
-- ***************************************************

--

-- TRANSPORT CHANNEL RECONFIGURATION

--

-- ***************************************************

TransportChannelReconfiguration ::= CHOICE {


r3







SEQUENCE {



transportChannelReconfiguration-r3











TransportChannelReconfiguration-r3-IEs,



v3a0NonCriticalExtensions

SEQUENCE {




transportChannelReconfiguration-v3a0ext












TransportChannelReconfiguration-v3a0ext,




laterNonCriticalExtensions


SEQUENCE {





-- Container for additional R99 extensions





transportChannelReconfiguration-r3-add-ext

BIT STRING

OPTIONAL,





v4b0NonCriticalExtensions

SEQUENCE {






transportChannelReconfiguration-v4b0ext















TransportChannelReconfiguration-v4b0ext-IEs,






v590NonCriticalExtensions

SEQUENCE {







transportChannelReconfiguration-v590ext
















TransportChannelReconfiguration-v590ext-IEs,







v690NonCriticalExtensions

SEQUENCE {








transportChannelReconfiguration-v690ext
















TransportChannelReconfiguration-v690ext-IEs,








v770NonCriticalExtensions

SEQUENCE {









transportChannelReconfiguration-v770ext















TransportChannelReconfiguration-v770ext-IEs,









nonCriticalExtensions


SEQUENCE {}

OPTIONAL








}

OPTIONAL







}

OPTIONAL






}

OPTIONAL





}

OPTIONAL




}

OPTIONAL



}

OPTIONAL


},


later-than-r3




SEQUENCE {



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



criticalExtensions



CHOICE {




r4







SEQUENCE {





transportChannelReconfiguration-r4













TransportChannelReconfiguration-r4-IEs,





v4d0NonCriticalExtensions


SEQUENCE {






-- Container for adding non critical extensions after freezing REL-5






transportChannelReconfiguration-r4-add-ext

BIT STRING

OPTIONAL,






v590NonCriticalExtensions

SEQUENCE {







transportChannelReconfiguration-v590ext















TransportChannelReconfiguration-v590ext-IEs,







v690NonCriticalExtensions

SEQUENCE {








transportChannelReconfiguration-v690ext
















TransportChannelReconfiguration-v690ext-IEs,








v770NonCriticalExtensions

SEQUENCE {









transportChannelReconfiguration-v770ext















TransportChannelReconfiguration-v770ext-IEs,









nonCriticalExtensions


SEQUENCE {}

OPTIONAL








}
OPTIONAL







}
OPTIONAL






}
OPTIONAL





}
OPTIONAL




},




criticalExtensions



CHOICE {





r5







SEQUENCE {






transportChannelReconfiguration-r5














TransportChannelReconfiguration-r5-IEs,






-- Container for adding non critical extensions after freezing REL-6






transportChannelReconfiguration-r5-add-ext

BIT STRING

OPTIONAL,






v690NonCriticalExtensions

SEQUENCE {







transportChannelReconfiguration-v690ext
















TransportChannelReconfiguration-v690ext-IEs,







v770NonCriticalExtensions

SEQUENCE {









transportChannelReconfiguration-v770ext















TransportChannelReconfiguration-v770ext-IEs,








nonCriticalExtensions


SEQUENCE {}

OPTIONAL







}
OPTIONAL






}
OPTIONAL





},





criticalExtensions



CHOICE {






r6







SEQUENCE {







transportChannelReconfiguration-r6















TransportChannelReconfiguration-r6-IEs,







-- Container for adding non critical extensions after freezing REL-7







transportChannelReconfiguration-r6-add-ext

BIT STRING

OPTIONAL,







v6b0NonCriticalExtensions

SEQUENCE {








transportChannelReconfiguration-v6b0ext















TransportChannelReconfiguration-v6b0ext-IEs,








v770NonCriticalExtensions

SEQUENCE {









transportChannelReconfiguration-v770ext















TransportChannelReconfiguration-v770ext-IEs,









nonCriticalExtensions


SEQUENCE {}

OPTIONAL








}
OPTIONAL







}
OPTIONAL






},






criticalExtensions



CHOICE {







r7







SEQUENCE {








transportChannelReconfiguration-r7















TransportChannelReconfiguration-r7-IEs,








-- Container for adding non critical extensions after freezing REL-8








transportChannelReconfiguration-r7-add-ext

BIT STRING
OPTIONAL,








v780NonCriticalExtensions

SEQUENCE {









transportChannelReconfiguration-v780ext















TransportChannelReconfiguration-v780ext-IEs,









v7d0NonCriticalExtensions

SEQUENCE {










transportChannelReconfiguration-v7d0ext















TransportChannelReconfiguration-v7d0ext-IEs,










v7f0NonCriticalExtensions

SEQUENCE {











transportChannelReconfiguration-v7f0ext















TransportChannelReconfiguration-v7f0ext-IEs,











v7g0NonCriticalExtensions

SEQUENCE {












transportChannelReconfiguration-v7g0ext















TransportChannelReconfiguration-v7g0ext-IEs,












nonCriticalExtensions


SEQUENCE {}

OPTIONAL











}
OPTIONAL










}
OPTIONAL









}
OPTIONAL








}
OPTIONAL







},







criticalExtensions



CHOICE {








r8







SEQUENCE {









transportChannelReconfiguration-r8
















TransportChannelReconfiguration-r8-IEs,









-- Container for adding non critical extensions after freezing REL-9









transportChannelReconfiguration-r8-add-ext

















BIT STRING

OPTIONAL,









v7d0NonCriticalExtensions

SEQUENCE {










transportChannelReconfiguration-v7d0ext















TransportChannelReconfiguration-v7d0ext-IEs,










v7f0NonCriticalExtensions

SEQUENCE {











transportChannelReconfiguration-v7f0ext















TransportChannelReconfiguration-v7f0ext-IEs,











v890NonCriticalExtensions

SEQUENCE {












transportChannelReconfiguration-v890ext














TransportChannelReconfiguration-v890ext-IEs,












v7g0NonCriticalExtensions

SEQUENCE {













transportChannelReconfiguration-v7g0ext














TransportChannelReconfiguration-v7g0ext-IEs,













v8a0NonCriticalExtensions

SEQUENCE {














transportChannelReconfiguration-v8a0ext















TransportChannelReconfiguration-v8a0ext-IEs,














nonCriticalExtensions


















SEQUENCE {}

OPTIONAL













}
OPTIONAL












}
OPTIONAL











}
OPTIONAL










}
OPTIONAL









}
OPTIONAL








},








criticalExtensions



CHOICE {









r9







SEQUENCE {










transportChannelReconfiguration-r9
















TransportChannelReconfiguration-r9-IEs,










-- Container for adding non critical extensions after 










-- freezing REL-10










transportChannelReconfiguration-r9-add-ext


















BIT STRING

OPTIONAL,










v950NonCriticalExtensions

SEQUENCE {











transportChannelReconfiguration-v950ext















TransportChannelReconfiguration-v950ext-IEs,











v9c0NonCriticalExtensions

SEQUENCE {












transportChannelReconfiguration-v9c0ext















TransportChannelReconfiguration-v9c0ext-IEs,












nonCriticalExtensions


SEQUENCE {}

OPTIONAL











}
OPTIONAL










}
OPTIONAL









},









criticalExtensions



CHOICE {










r10







SEQUENCE {











transportChannelReconfiguration-r10
















TransportChannelReconfiguration-r10-IEs,











-- Container for adding non critical extensions after 











-- freezing REL-11











transportChannelReconfiguration-r10-add-ext



















BIT STRING

OPTIONAL,











v9c0NonCriticalExtensions

SEQUENCE {












transportChannelReconfiguration-v9c0ext















TransportChannelReconfiguration-v9c0ext-IEs,












vb50NonCriticalExtensions

SEQUENCE {













transportChannelReconfiguration-vb50ext















TransportChannelReconfiguration-vb50ext-IEs,












nonCriticalExtensions


SEQUENCE {}

OPTIONAL












}
OPTIONAL











}
OPTIONAL










},










criticalExtensions



CHOICE {











r11







SEQUENCE {












transportChannelReconfiguration-r11
















TransportChannelReconfiguration-r11-IEs,












-- Container for adding non critical extensions after 












-- freezing REL-12












transportChannelReconfiguration-r11-add-ext



















BIT STRING

OPTIONAL,












nonCriticalExtensions


SEQUENCE {}

OPTIONAL











},











criticalExtensions



CHOICE {












r12







SEQUENCE {













transportChannelReconfiguration-r12
















TransportChannelReconfiguration-r12-IEs,













-- Container for adding non critical extensions 













-- after freezing REL-13













transportChannelReconfiguration-r12-add-ext



















BIT STRING

OPTIONAL,













nonCriticalExtensions

SEQUENCE {}

OPTIONAL












},












criticalExtensions



CHOICE {













r13







SEQUENCE {














transportChannelReconfiguration-r13
















TransportChannelReconfiguration-r13-IEs,














-- Container for adding non critical extensions 














-- after freezing REL-14














transportChannelReconfiguration-r13-add-ext



















BIT STRING

OPTIONAL,














nonCriticalExtensions

SEQUENCE {}

OPTIONAL













},













criticalExtensions



SEQUENCE {}












}











}










}









}








}







}






}





}




}



}


}

}
<Next modification>
TransportChannelReconfiguration-r12-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo-r7

OPTIONAL,



cipheringModeInfo



CipheringModeInfo-r7



OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



delayRestrictionFlag


DelayRestrictionFlag



OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



-- The IE "new-DSCH-RNTI" should not be included in FDD mode,



-- and if received the UE behaviour is unspecified



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



new-H-RNTI





H-RNTI







OPTIONAL,



newPrimary-E-RNTI



E-RNTI







OPTIONAL,



newSecondary-E-RNTI



E-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



ueMobilityStateIndicator

High-MobilityDetected



OPTIONAL,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient-r7
OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo-r6



OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,



supportForChangeOfUE-Capability
BOOLEAN







OPTIONAL,



responseToChangeOfUE-Capability
ENUMERATED { true }




OPTIONAL,


-- Radio bearer IEs



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo-r5
OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo-r12



OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList-r8

OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r11

OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



multi-frequencyInfo



Multi-frequencyInfo-LCR-r7


OPTIONAL,



dtx-drx-TimingInfo



DTX-DRX-TimingInfo-r7



OPTIONAL,



dtx-drx-Info




DTX-DRX-Info-r12





OPTIONAL,



hs-scch-LessInfo



HS-SCCH-LessInfo-r7




OPTIONAL,



mimoParameters




MIMO-Parameters-r9




OPTIONAL,



mimo4x4Parameters



MIMO4x4-Parameters




OPTIONAL,



dch-Enhancements-Info-FDD

DCH-Enhancements-Info-FDD


OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-DPCH-Info




UL-DPCH-Info-r11




OPTIONAL,



ul-EDCH-Information



UL-EDCH-Information-r11



OPTIONAL,



ul-SecondaryCellInfoFDD


UL-SecondaryCellInfoFDD-r12


OPTIONAL,



ul-MulticarrierEDCHInfo-TDD128
UL-MulticarrierEDCHInfo-TDD128

OPTIONAL,



ul-CLTD-InfoFDD




UL-CLTD-InfoFDD





OPTIONAL,



ul-OLTD-InfoFDD




UL-OLTD-InfoFDD





OPTIONAL,



ul-OtherTTIConfiguration-Info
UL-OtherTTIConfiguration-Information
OPTIONAL,



filteredUPHReportInfo


FilteredUEPowerHeadroomReportInfo
OPTIONAL,



dl-HSPDSCH-Information


DL-HSPDSCH-Information-r12


OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r12


OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r12

OPTIONAL,



dl-SecondaryCellInfoFDD


DL-SecondaryCellInfoFDD-r11


OPTIONAL,



additionalDLSecCellInfoListFDD
AdditionalDLSecCellInfoListFDD-r11
OPTIONAL,



additionalDLSecCellInfoListFDD2
AdditionalDLSecCellInfoListFDD2

OPTIONAL,



commonERGCHInfoFDD



CommonERGCHInfoFDD




OPTIONAL,



dPCCH2InfoFDD




DPCCH2InfoFDD





OPTIONAL,



controlChannelDRXInfo-TDD128
ControlChannelDRXInfo-TDD128-r8

OPTIONAL,



sps-Information-TDD128


SPS-Information-TDD128-r8


OPTIONAL,



mu-MIMO-Info-TDD128



MU-MIMO-Info-TDD128




OPTIONAL,



non-rectResAllocInd-TDD128

Non-rectResAllocInd-TDD128


OPTIONAL,



non-rectResSpecTSset-TDD128

Non-rectResSpecTSset-TDD128


OPTIONAL,


-- MBMS IEs



mbms-PL-ServiceRestrictInfo

MBMS-PL-ServiceRestrictInfo-r6

OPTIONAL,


-- Measurement IEs for LCR



cellDCHMeasOccasionInfo-TDD128
CellDCHMeasOccasionInfo-TDD128-r9
OPTIONAL

}
TransportChannelReconfiguration-r13-IEs ::= SEQUENCE {


-- User equipment IEs



integrityProtectionModeInfo

IntegrityProtectionModeInfo-r7

OPTIONAL,



cipheringModeInfo



CipheringModeInfo-r7



OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



delayRestrictionFlag


DelayRestrictionFlag



OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



-- The IE "new-DSCH-RNTI" should not be included in FDD mode,



-- and if received the UE behaviour is unspecified



new-DSCH-RNTI




DSCH-RNTI






OPTIONAL,



new-H-RNTI





H-RNTI







OPTIONAL,



newPrimary-E-RNTI



E-RNTI







OPTIONAL,



newSecondary-E-RNTI



E-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



ueMobilityStateIndicator

High-MobilityDetected



OPTIONAL,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient-r7
OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo-r6



OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,



supportForChangeOfUE-Capability
BOOLEAN







OPTIONAL,



responseToChangeOfUE-Capability
ENUMERATED { true }




OPTIONAL,


-- Radio bearer IEs



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo-r5
OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo-r12



OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList-r8

OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r13

OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



multi-frequencyInfo



Multi-frequencyInfo-LCR-r7


OPTIONAL,



dtx-drx-TimingInfo



DTX-DRX-TimingInfo-r7



OPTIONAL,



dtx-drx-Info




DTX-DRX-Info-r12





OPTIONAL,



hs-scch-LessInfo



HS-SCCH-LessInfo-r7




OPTIONAL,



mimoParameters




MIMO-Parameters-r9




OPTIONAL,



mimo4x4Parameters



MIMO4x4-Parameters




OPTIONAL,



dch-Enhancements-Info-FDD

DCH-Enhancements-Info-FDD


OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-DPCH-Info




UL-DPCH-Info-r11




OPTIONAL,



ul-EDCH-Information



UL-EDCH-Information-r11



OPTIONAL,



ul-SecondaryCellInfoFDD


UL-SecondaryCellInfoFDD-r12


OPTIONAL,



ul-MulticarrierEDCHInfo-TDD128
UL-MulticarrierEDCHInfo-TDD128

OPTIONAL,



ul-CLTD-InfoFDD




UL-CLTD-InfoFDD





OPTIONAL,



ul-OLTD-InfoFDD




UL-OLTD-InfoFDD





OPTIONAL,



ul-OtherTTIConfiguration-Info
UL-OtherTTIConfiguration-Information
OPTIONAL,



filteredUPHReportInfo


FilteredUEPowerHeadroomReportInfo
OPTIONAL,



dl-HSPDSCH-Information


DL-HSPDSCH-Information-r12


OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r12


OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r12

OPTIONAL,



dl-SecondaryCellInfoFDD


DL-SecondaryCellInfoFDD-r11


OPTIONAL,



additionalDLSecCellInfoListFDD
AdditionalDLSecCellInfoListFDD-r11
OPTIONAL,



additionalDLSecCellInfoListFDD2
AdditionalDLSecCellInfoListFDD2

OPTIONAL,



commonERGCHInfoFDD



CommonERGCHInfoFDD




OPTIONAL,



dPCCH2InfoFDD




DPCCH2InfoFDD





OPTIONAL,



controlChannelDRXInfo-TDD128
ControlChannelDRXInfo-TDD128-r8

OPTIONAL,



sps-Information-TDD128


SPS-Information-TDD128-r8


OPTIONAL,



mu-MIMO-Info-TDD128



MU-MIMO-Info-TDD128




OPTIONAL,



non-rectResAllocInd-TDD128

Non-rectResAllocInd-TDD128


OPTIONAL,



non-rectResSpecTSset-TDD128

Non-rectResSpecTSset-TDD128


OPTIONAL,


-- MBMS IEs



mbms-PL-ServiceRestrictInfo

MBMS-PL-ServiceRestrictInfo-r6

OPTIONAL,


-- Measurement IEs for LCR



cellDCHMeasOccasionInfo-TDD128
CellDCHMeasOccasionInfo-TDD128-r9
OPTIONAL

}
<Next modification>
11.3
Information element definitions

<Next modification>
UE-RadioAccessCapability-LaterNonCriticalExtensions ::= SEQUENCE {


v9c0NonCriticalExtensions


SEQUENCE {



ue-RadioAccessCapability-v9c0ext


UE-RadioAccessCapability-v9c0ext-IEs,



vaa0NonCriticalExtensions

SEQUENCE
{




ue-RadioAccessCapability-vaa0ext

UE-RadioAccessCapability-vaa0ext-IEs,




vb50NonCriticalExtensions

SEQUENCE {





ue-RadioAccessCapability-vb50ext

UE-RadioAccessCapability-vb50ext-IEs,





vb70NonCriticalExtensions

SEQUENCE {






ue-RadioAccessCapability-vb70ext

UE-RadioAccessCapability-vb70ext-IEs,






vae0NonCriticalExtensions



SEQUENCE {







ue-RadioAccessCapability-vae0ext
UE-RadioAccessCapability-vae0ext-IEs,







vb80NonCriticalExtensions

SEQUENCE {








ue-RadioAccessCapability-vb80ext
UE-RadioAccessCapability-vb80ext-IEs,








vc50NonCriticalExtensions

SEQUENCE {









ue-RadioAccessCapability-vc50ext













UE-RadioAccessCapability-vc50ext-IEs,









vdxyNonCriticalExtensions SEQUENCE {










ue-RadioAccessCapability-vdxyext














UE-RadioAccessCapability-vdxyext-IEs,












nonCriticalExtensions


SEQUENCE {} OPTIONAL









}

OPTIONAL







}

OPTIONAL







}

OPTIONAL






}

OPTIONAL





}

OPTIONAL




}

OPTIONAL



}

OPTIONAL


}

}
<Next modification>
UE-RadioAccessCapability-vc50ext-IEs ::= SEQUENCE {


--the capability is for FDD only


measurementCapability






MeasurementCapability-vc50ext

OPTIONAL,


supportofDsacAndPpacInCellDch



ENUMERATED { true }



OPTIONAL,


supportOfMultiflowWithFTPICHFromAssisting
ENUMERATED { true }



OPTIONAL,


multiModeRAT-Capability





MultiModeRAT-Capability-vc50ext
OPTIONAL,


-- UE physical channel capability

    physicalChannelCapability




PhysicalChannelCapability-vc50ext
OPTIONAL

}

UE-RadioAccessCapability-vdxyext-IEs ::= SEQUENCE {


--the capability is for FDD only


supportofBlindHarqRetransmissionsForHspa ENUMERATED { true } OPTIONAL

}
<Next modification>
DL-AddReconfTransChInfoList-r9 ::=
SEQUENCE (SIZE (1..maxTrCHpreconf)) OF











DL-AddReconfTransChInformation-r9
DL-AddReconfTransChInfoList-r13 ::=
SEQUENCE (SIZE (1..maxTrCHpreconf)) OF











DL-AddReconfTransChInformation-r13
<Next modification>
DL-AddReconfTransChInformation-r9 ::= SEQUENCE {


dl-TransportChannelType



DL-TrCH-TypeId1-r5,


tfs-SignallingMode




CHOICE {



explicit-config





TransportFormatSet,



sameAsULTrCH





UL-TransportChannelIdentity,



hsdsch







HSDSCH-Info-r9


},


dch-QualityTarget




QualityTarget





OPTIONAL

}
DL-AddReconfTransChInformation-r13 ::= SEQUENCE {


dl-TransportChannelType



DL-TrCH-TypeId1-r5,


tfs-SignallingMode




CHOICE {



explicit-config





TransportFormatSet,



sameAsULTrCH





UL-TransportChannelIdentity,



hsdsch







HSDSCH-Info-r13

},


dch-QualityTarget




QualityTarget





OPTIONAL

}

<Next modification>
HSDSCH-Info-r9 ::=




SEQUENCE {


harqInfo






HARQ-Info-r7


OPTIONAL,


dl-MAC-HeaderType




CHOICE {



mac-hs







AddOrReconfMAC-dFlow,



mac-ehs







AddOrReconfMAC-ehs-ReordQ-r9


}

OPTIONAL

}
HSDSCH-Info-r13 ::=




SEQUENCE {


harqInfo






HARQ-Info-r7


OPTIONAL,


dl-MAC-HeaderType




CHOICE {



mac-hs







AddOrReconfMAC-dFlow,



mac-ehs







AddOrReconfMAC-ehs-ReordQ-r9


}

OPTIONAL，


blindHARQRetransmissionsForHSDPAFDD


ENUMERATED {true} OPTIONAL
}

<Next modification>
