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[bookmark: _Toc430281669]5.6.8		Measurements logging
[bookmark: _Toc430281670]5.6.8.1	General
This procedure specifies the logging of available measurements by a UE in RRC_IDLE that has a logged measurement configuration and the logging of available measurements by a UE in both RRC_IDLE and RRC_CONNECTED if targetMBSFN-AreaList is included in VarLogMeasConfig.
[bookmark: _Toc430281671]5.6.8.2	Initiation
While T330 is running, the UE shall:
1>	perform the logging in accordance with the following:
2>	if targetMBSFN-AreaList is included in VarLogMeasConfig: 
3>	if the UE is camping normally on an E-UTRA cell or is connected to E-UTRA; and
3>	if the RPLMN is included in plmn-IdentityList stored in VarLogMeasReport; and
3>	if the PCell (in RRC_CONNECTED) or cell where the UE is camping (in RRC_IDLE) is part of the area indicated by areaConfiguration if configured in VarLogMeasConfig:
4>	for MBSFN areas, indicated in targetMBSFN-AreaList, from which the UE is receiving MBMS service:
5>	perform MBSFN measurements in accordance with the performance requirements as specified in TS 36.133 [16];
NOTE 1:	When configured to perform MBSFN measurement logging by targetMBSFN-AreaList, the UE is not required to receive additional MBSFN subframes, i.e. logging is based on the subframes corresponding to the MBMS services the UE is receiving. 
5>	perform logging at regular time intervals as defined by the loggingInterval in VarLogMeasConfig, but only for those intervals for which MBSFN measurement results are available as specified in TS 36.133 [16];
2>	else if the UE is camping normally on an E-UTRA cell and if the RPLMN is included in plmn-IdentityList stored in VarLogMeasReport and, if the cell is part of the area indicated by areaConfiguration if configured in VarLogMeasConfig:
3>	perform the logging at regular time intervals, as defined by the loggingInterval in VarLogMeasConfig;
2>	when adding a logged measurement entry in VarLogMeasReport, include the fields in accordance with the following:
3>	set the relativeTimeStamp to indicate the elapsed time since the moment at which the logged measurement configuration was received;
3>	if detailed location information became available during the last logging interval, set the content of the locationInfo as follows:
4>	include the locationCoordinates;
3>	if targetMBSFN-AreaList is included in VarLogMeasConfig:
4>	for each MBSFN area, for which the mandatory measurements result fields became available during the last logging interval:
5>	set the rsrpResultMBSFN, rsrqResultMBSFN to include measurement results that became available during the last logging interval;
5>	include the fields signallingBLER-Result or dataBLER-MCH-ResultList if the concerned BLER results are availble,
5>	set the mbsfn-AreaId and carrierFrequency to indicate the MBSFN area in which the UE is receiving MBSFN transmission;
4>	if in RRC_CONNECTED:
5>	set the servCellIdentity to indicate global cell identity of the PCell;
5>	set the measResultServCell to include the layer 3 filtered measured results of the PCell;
5>	if available, set the measResultNeighCells to include the layer 3 filtered measured results of SCell(s) and neighbouring cell(s) measurements that became available during the last logging interval, in order of decreasing RSRP, for at most the following number of cells: 6 intra-frequency and 3 inter-frequency cells per frequency and according to the following:
6>	for each cell included, include the optional fields that are available;
5>	if available, optionally set the measResultNeighCells to include the layer 3 filtered measured results of neighbouring cell(s) measurements that became available during the last logging interval, in order of decreasing RSCP(UTRA)/RSSI(GERAN)/PilotStrength(cdma2000), for at most the following number of cells: 3 inter-RAT cells per frequency (UTRA, cdma2000)/set of frequencies (GERAN), and according to the following:
6>	for each cell included, include the optional fields that are available;
4> if in RRC_IDLE:
5>	if the UE supports in-device coexistence indication and the UE is experiencing IDC problems that it cannot solve by itself:
		6> suspend adding a logged measurement entries;
5>	else if:
56>	set the servCellIdentity to indicate global cell identity of the serving cell;
56>	set the measResultServCell to include the quantities of the serving cell;
56>	if available, set the measResultNeighCells, in order of decreasing ranking-criterion as used for cell re-selection, to include neighbouring cell measurements that became available during the last logging interval for at most the following number of neighbouring cells: 6 intra-frequency and 3 inter-frequency neighbours per frequency and according to the following:
67>	for each neighbour cell included, include the optional fields that are available;
56>	if available, optionally set the measResultNeighCells, in order of decreasing ranking-criterion as used for cell re-selection, to include neighbouring cell measurements that became available during the last logging interval, for at most the following number of cells: 3 inter-RAT cells per frequency (UTRA, cdma2000)/set of frequencies (GERAN), and according to the following:
67>	for each cell included, include the optional fields that are available;
4> for the cells included according to the previous (i.e. covering previous and current serving cells as well as neighbouring EUTRA cells) include results according to the extended RSRQ if corresponding results are available according to the associated performance requirements defined in TS 36.133 [16];
4> for the cells included according to the previous (i.e. covering previous and current serving cells as well as neighbouring EUTRA cells) include RSRQ type if the result was based on measurements using a wider band or using all OFDM symbols;
NOTE 2:	The UE includes the latest results in accordance with the performance requirements as specified in TS 36.133 [16]. E.g. RSRP and RSRQ results are available only if the UE has a sufficient number of results/ receives a sufficient number of subframes during the logging interval.
3>	else:
4>	set the servCellIdentity to indicate global cell identity of the cell the UE is camping on;
4>	set the measResultServCell to include the quantities of the cell the UE is camping on;
4>	if available, set the measResultNeighCells, in order of decreasing ranking-criterion as used for cell re-selection, to include neighbouring cell measurements that became available during the last logging interval for at most the following number of neighbouring cells: 6 intra-frequency and 3 inter-frequency neighbours per frequency as well as 3 inter-RAT neighbours, per frequency/ set of frequencies (GERAN) per RAT and according to the following:
5>	for each neighbour cell included, include the optional fields that are available;
4> for the cells included according to the previous (i.e. covering previous and current serving cells as well as neighbouring EUTRA cells) include results according to the extended RSRQ if corresponding results are available according to the associated performance requirements defined in TS 36.133 [16];
4> for the cells included according to the previous (i.e. covering previous and current serving cells as well as neighbouring EUTRA cells) include RSRQ type if the result was based on measurements using a wider band or using all OFDM symbols;
NOTE 3:	The UE includes the latest results of the available measurements as used for cell reselection evaluation in RRC_IDLE or as used for evaluation of reporting criteria or for measurement reporting according to 5.5.3 in RRC_CONNECTED, which are performed in accordance with the performance requirements as specified in TS 36.133 [16].
2>	when the memory reserved for the logged measurement information becomes full, stop timer T330 and perform the same actions as performed upon expiry of T330, as specified in 5.6.6.4;
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