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3.2
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].

1xRTT
CDMA2000 1x Radio Transmission Technology

ACDC
Application specific Congestion control for Data Communication

ACK
Acknowledgement

AM
Acknowledged Mode

ANDSF
Access Network Discovery and Selection Function

ARQ
Automatic Repeat Request

AS
Access Stratum

ASN.1
Abstract Syntax Notation One

BCCH
Broadcast Control Channel

BCD
Binary Coded Decimal

BCH
Broadcast Channel
BLER
Block Error Rate
CA
Carrier Aggregation

CCCH
Common Control Channel

CCO
Cell Change Order

CG
Cell Group
CMAS
Commercial Mobile Alert Service

CP
Control Plane

C-RNTI
Cell RNTI

CRS
Cell-specific Reference Signal

CSFB
CS fallback

CSG
Closed Subscriber Group

CSI
Channel State Information

DC
Dual Connectivity
DCCH
Dedicated Control Channel

DCI
Downlink Control Information

DFN
Direct Frame Number
DL
Downlink

DL-SCH
Downlink Shared Channel

DRB
(user) Data Radio Bearer

DRX
Discontinuous Reception

DTCH
Dedicated Traffic Channel

EAB
Extended Access Barring
eDRX
Extended DRX
EHPLMN
Equivalent Home Public Land Mobile Network

eIMTA
Enhanced Interference Management and Traffic Adaptation
ENB
Evolved Node B

EPC
Evolved Packet Core

EPDCCH
Enhanced Physical Downlink Control Channel

EPS
Evolved Packet System

ETWS
Earthquake and Tsunami Warning System

E-UTRA
Evolved Universal Terrestrial Radio Access

E-UTRAN
Evolved Universal Terrestrial Radio Access Network

FDD
Frequency Division Duplex

FFS
For Further Study

GERAN
GSM/EDGE Radio Access Network

GNSS
Global Navigation Satellite System
G-RNTI
Group RNTI

GSM
Global System for Mobile Communications

HARQ
Hybrid Automatic Repeat Request

HFN
Hyper Frame Number
HPLMN
Home Public Land Mobile Network

HRPD
CDMA2000 High Rate Packet Data
H-SFN
Hyper SFN
IDC
In-Device Coexistence

IE
Information element

IMEI
International Mobile Equipment Identity

IMSI
International Mobile Subscriber Identity

ISM
Industrial, Scientific and Medical

kB
Kilobyte (1000 bytes)

L1
Layer 1

L2
Layer 2

L3
Layer 3
LAA
Licensed-Assisted Access
MAC
Medium Access Control

MBMS
Multimedia Broadcast Multicast Service

MBSFN
Multimedia Broadcast multicast service Single Frequency Network

MCG
Master Cell Group

MCPTT
Mission Critical Push To Talk
MDT
Minimization of Drive Tests

MIB
Master Information Block

MO
Mobile Originating

MRB
MBMS Point to Multipoint Radio Bearer

MRO
Mobility Robustness Optimisation

MSI
MCH Scheduling Information

MT
Mobile Terminating

N/A
Not Applicable

NACC
Network Assisted Cell Change
NAICS

Network Assisted Interference Cancellation/Suppression
NAS
Non Access Stratum

PCCH
Paging Control Channel

PCell
Primary Cell

PDCCH
Physical Downlink Control Channel

PDCP
Packet Data Convergence Protocol

PDU
Protocol Data Unit

PLMN
Public Land Mobile Network
ProSe
Proximity based Services
PS
Public Safety (in context of sidelink), Packet Switched (otherwise)
PSCell
Primary Secondary Cell

PTAG
Primary Timing Advance Group

PUCCH
Physical Uplink Control Channel
QCI
QoS Class Identifier
QoS
Quality of Service

RACH
Random Access CHannel

RAT
Radio Access Technology

RB
Radio Bearer

RLC
Radio Link Control

RN
Relay Node

RNTI
Radio Network Temporary Identifier

ROHC
RObust Header Compression

RPLMN
Registered Public Land Mobile Network

RRC
Radio Resource Control

RSCP
Received Signal Code Power

RSRP
Reference Signal Received Power

RSRQ
Reference Signal Received Quality

RSSI
Received Signal Strength Indicator

SAE
System Architecture Evolution

SAP
Service Access Point
SC
Sidelink Control
SCell
Secondary Cell

SCG
Secondary Cell Group
SC-MRB
Single Cell MRB

SC-RNTI
Single Cell RNTI

SFN
System Frame Number

SI
System Information

SIB
System Information Block

SI-RNTI
System Information RNTI
SL
Sidelink

SLSS
Sidelink Synchronisation Signal
SMC
Security Mode Control
SPS
Semi-Persistent Scheduling

SR
Scheduling Request

SRB
Signalling Radio Bearer

SSAC
Service Specific Access Control
SSTD
SFN and Subframe Timing Difference
STAG
Secondary Timing Advance Group

S-TMSI
SAE Temporary Mobile Station Identifier

TA
Tracking Area

TAG
Timing Advance Group

TDD
Time Division Duplex
TDM
Time Division Multiplexing

TM
Transparent Mode

TPC-RNTI
Transmit Power Control RNTI

T-RPT
Time Resource Pattern of Transmission
TTT
Time To Trigger
UE
User Equipment

UICC
Universal Integrated Circuit Card

UL
Uplink

UL-SCH
Uplink Shared Channel

UM
Unacknowledged Mode

UP
User Plane

UTC
Coordinated Universal Time

UTRAN
Universal Terrestrial Radio Access Network

VoLTE
Voice over Long Term Evolution

WLAN
Wireless Local Area Network

In the ASN.1, lower case may be used for some (parts) of the above abbreviations e.g. c-RNTI

5.3.3.1a
Conditions for establishing RRC Connection for sidelink communication/ discovery
For sidelink communication an RRC connection is initiated only in the following case:

1>
if configured by upper layers to transmit non-relay related sidelink communication and related data is available for transmission:

2>
if SystemInformationBlockType18 is broadcast by the cell on which the UE camps; and if the valid version of SystemInformationBlockType18 does not include commTxPoolNormalCommon;

1>
if configured by upper layers to transmit relay related sidelink communication:

2>
if the UE is acting as sidelink relay UE; or

2>
if the UE has a selected sidelink relay UE; and if SystemInformationBlockType19 is broadcast by the cell on which the UE camps and includes discConfigRelay; and if either threshHigh  is not included in remoteUE-Config within SystemInformationBlockType19 or the RSRP measurement of the cell on which the UE camps is below threshHigh within remoteUE-Config :
3>
if SystemInformationBlockType18 is broadcast by the cell on which the UE camps; and if the valid version of SystemInformationBlockType18 does not include commTxPoolNormalCommon or commTxAllowRelayCommon;
For sidelink discovery an RRC connection is initiated only in the following case:

1>
if configured by upper layers to transmit non-PS related sidelink discovery announcements:

2>
if the frequency on which the UE is configured to transmit non-PS related sidelink discovery announcements concerns the camped frequency; and SystemInformationBlockType19 of the cell on which the UE camps does not include discTxPoolCommon; or

2>
if the frequency on which the UE is configured to transmit non-PS related sidelink discovery announcements is included in discInterFreqList in SystemInformationBlockType19 broadcast by the cell on which the UE camps, with discTxResourcesInterFreq included within discResourcesNonPS and set to requestDedicated;
1>
if configured by upper layers to transmit non-relay PS related sidelink discovery announcements:

2>
if the frequency on which the UE is configured to transmit non-relay PS related sidelink discovery announcements concerns the camped frequency; and SystemInformationBlockType19 of the cell on which the UE camps includes discConfigPS but does not include discTxPoolPS-Common; or
2>
if the frequency on which the UE is configured to transmit non-relay PS related sidelink discovery announcements (e.g. group member discovery) is included in discInterFreqList in SystemInformationBlockType19 broadcast by the cell on which the UE camps, with discTxResourcesInterFreq within discResourcesPS included and set to requestDedicated;
1>
if configured by upper layers to transmit relay PS related sidelink discovery announcements:



2>
if the UE is acting as sidelink relay UE; and if the RSRP measurement of the cell on which the UE camps is below threshHigh within relayUE-Config, if included in relayUE-Config within SystemInformationBlockType19 of the cell on which the UE camps; and above threshLow within relayUE-Config, if included in the same relayUE-Config within SystemInformationBlockType19; or
2>
if the UE is selecting a sidelink relay UE / has a selected sidelink relay UE; and if the RSRP measurement of the cell on which the UE camps is below threshHigh within remoteUE-Config , if included in remoteUE-Config within SystemInformationBlockType19 of the cell on which the UE camps:
3>
if the frequency on which the UE is configured to transmit relay PS related sidelink discovery announcements concerns the camped frequency; and SystemInformationBlockType19 of the cell on which the UE camps includes discConfigPS but does not include discTxPoolPS-Common;
NOTE:
Upper layers initiate an RRC connection. The interaction with NAS is left to UE implementation.
5.2.2.25
Actions upon reception of SystemInformationBlockType18
Upon receiving SystemInformationBlockType18, the UE shall:

1>
if SystemInformationBlockType18 message includes the commConfig:

2>
if configured to receive sidelink communication:

3> from the next SC period, as defined by sc-Period, use the resource pool indicated by commRxPool for sidelink communication monitoring, as specified in 5.10.3;

2>
if configured to transmit sidelink communication:

3> from the next SC period, as defined by sc-Period, use the resource pool indicated by commTxPoolNormalCommon, commTxPoolNormalCommonExt or by commTxPoolExceptional for sidelink communication transmission, as specified in 5.10.4;

5.2.2.26
Actions upon reception of SystemInformationBlockType19
Upon receiving SystemInformationBlockType19, the UE shall:

1>
if SystemInformationBlockType19 message includes the discConfig:

2>
from the next discovery period, as defined by discPeriod, use the resources indicated by discRxPool for sidelink discovery monitoring, as specified in 5.10.5;

2>
if SystemInformationBlockType19 message includes the discTxPoolCommon; and the UE is in RRC_IDLE:

3>
from the next discovery period, as defined by discPeriod, use the resources indicated by discTxPoolCommon for sidelink discovery announcement, as specified in 5.10.6;

2>
if the SystemInformationBlockType19 message includes the discTxPowerInfo:

3>
use the power information included in discTxPowerInfo for sidelink discovery transmission on the serving frequency,, as specified in TS 36.213 [23];
1>
if SystemInformationBlockType19 message includes the discConfigRelay:
2>
if the SystemInformationBlockType19 message includes the txPowerInfo:

3>
use the power information included in txPowerInfo for sidelink discovery transmission on the corresponding non-serving frequency, as specified in TS 36.213 [23];
5.10
Sidelink
5.10.1
Introduction

The sidelink communication and associated synchronisation resource configuration applies for the frequency at which it was received/ acquired. Moreover, for a UE configured with one or more SCells, the sidelink communication and associated synchronisation resource configuration provided by dedicated signalling applies for the PCell/ the primary frequency. The sidelink discovery and associated synchronisation resource configuration applies for the frequency at which it was received/ acquired or the indicated frequency in the configuration. For a UE configured with one or more SCells, the sidelink discovery and associated synchronisation resource configuration provided by dedicated signalling applies for the the PCell/ the primary frequency / any other indicated frequency.
NOTE 1:
Upper layers configure the UE to receive or transmit sidelink communication on a specific frequency, to monitor sidelink discovery announcements on one or more frequencies or to transmit sidelink discovery announcements on a specific frequency, but only if the UE is authorised to perform these particular ProSe related sidelink activities.

NOTE 2:
It is up to UE implementation which actions to take (e.g. termination of unicast services, detach) when it is unable to perform the desired sidelink activities, e.g. due to UE capability limitations.

Sidelink communication consists of one-to-many and one-to-one sidelink communication. One-to-many sidelink communication consists of relay related and non-relay related one-to-many sidelink communication. One-to-one sidelink communication consists of relay related and non-relay related one-to-one sidelink communication. In relay related one-to-one sidelink communication the communicating parties consist of one sidelink relay UE and one sidelink remote UE.
Sidelink discovery consists of Public safety related (PS related) and non-PS related sidelink discovery. PS related sidelink discovery consists of relay related and non-relay related PS related sidelink discovery. Upper layers indicate to RRC whether a particular announcement is PS related or non-PS related.
The specification covers the use of UE to network sidelink relays by specifying the additional requirements that apply for a sidelink relay UE and a sidelink remote UE. I.e. for such UEs the regular sidelink UE requirements equally apply unless explicitly stated otherwise.
5.10.1a
Conditions for sidelink operation

When it is specified that the UE shall perform a particular sidelink operation only if the conditions defined in this section are met, the UE shall perform the concerned sidelink operation only if:

1>
if the UE’s serving cell is suitable (RRC_IDLE or RRC_CONNECTED); and if either the selected cell on the frequency used for sidelink operation belongs to the registered or equivalent PLMN as specified in TS 24.334 [69] or the UE is out of coverage on the frequency used for sidelink operation as defined in TS 36.304 [4, 11.4]; or

1>
if the UE is camped on a serving cell (RRC_IDLE) on which it fulfils the conditions to support sidelink communication in limited service state as specified in TS 23.303 [68, 4.5.6]; and if either the serving cell is on the frequency used for sidelink operation or the UE is out of coverage on the frequency used for sidelink operation as defined in TS 36.304 [4, 11.4]; or
1>
if the UE has no serving cell (RRC_IDLE);
5.10.2
Sidelink UE information

5.10.2.1
General
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Figure 5.10.2-1: Sidelink UE information

The purpose of this procedure is to inform E-UTRAN that the UE is interested or no longer interested to receive sidelink communication or discovery, as well as to request assignment or release of transmission resources for sidelink communication or discovery announcements and to report parameters related to Sidelink operations from system information of inter-frequency/PLMN cells.
5.10.2.2
Initiation

A UE capable of sidelink communication or discovery that is in RRC_CONNECTED may initiate the procedure to indicate it is (interested in) receiving sidelink communication or discovery in several cases including upon successful connection establishment, upon change of interest, upon change to a PCell broadcasting SystemInformationBlockType18 or SystemInformationBlockType19. A UE capable of sidelink communication or discovery may initiate the procedure to request assignment of dedicated resources for the concerned sidelink communication transmission or discovery announcements and to report parameters related to sidelink operations from system information of inter-frequency/PLMN cells.

NOTE 1:
A UE in RRC_IDLE that is configured to transmit sidelink (relay) communication/ discovery announcements, while SystemInformationBlockType18/ SystemInformationBlockType19 does not include the resources for transmission (in normal conditions), initiates connection establishment in accordance with 5.3.3.1a.

Upon initiating the procedure, the UE shall:

1>
if SystemInformationBlockType18 is broadcast by the PCell:

2>
ensure having a valid version of SystemInformationBlockType18 for the PCell;

2> if configured by upper layers to receive sidelink communication:

3>
if the UE did not transmit a SidelinkUEInformation message since last entering RRC_CONNECTED state; or

3>
if since the last time the UE transmitted a SidelinkUEInformation message the UE connected to a PCell not broadcasting SystemInformationBlockType18; or
NOTE 2:
After handover/ re-establishment from a source PCell not broadcasting SystemInformationBlockType18 the UE repeats the same interest information that it provided previously as such a source PCell may not forward the interest information.

3>
if the last transmission of the SidelinkUEInformation message did not include commRxInterestedFreq; or if the frequency configured by upper layers to receive sidelink communication on has changed since the last transmission of the SidelinkUEInformation message:

4>
initiate transmission of the SidelinkUEInformation message to indicate the sidelink communication reception frequency of interest in accordance with 5.10.2.3;

2>
else:

3>
if the last transmission of the SidelinkUEInformation message included commRxInterestedFreq:

4>
initiate transmission of the SidelinkUEInformation message to indicate it is no longer interested in sidelink communication reception in accordance with 5.10.2.3;

2>
if configured by upper layers to transmit one–to-many sidelink communication:

3>
if the UE did not transmit a SidelinkUEInformation message since entering RRC_CONNECTED state; or

3>
if since the last time the UE transmitted a SidelinkUEInformation message the UE connected to a PCell not broadcasting SystemInformationBlockType18; or

3>
if the last transmission of the SidelinkUEInformation message did not include commTxResourceReq; or if the information carried by the commTxResourceReq has changed since the last transmission of the SidelinkUEInformation message:

4>
initiate transmission of the SidelinkUEInformation message to indicate the sidelink communication transmission resources required by the UE in accordance with 5.10.2.3;

2>
else:

3>
if the last transmission of the SidelinkUEInformation message included commTxResourceReq:

4>
initiate transmission of the SidelinkUEInformation message to indicate it does no longer require sidelink communication transmission resources in accordance with 5.10.2.3;

2>
if configured by upper layers to transmit non-relay related one–to-one sidelink communication:

3>
if the UE did not transmit a SidelinkUEInformation message since entering RRC_CONNECTED state; or

3>
if since the last time the UE transmitted a SidelinkUEInformation message the UE connected to a PCell not broadcasting SystemInformationBlockType18 or connected to a PCell broadcasting SystemInformationBlockType18 not including commTxResourceUC-ReqAllowed; or

3>
if the last transmission of the SidelinkUEInformation message did not include commTxResourceReqUC; or if the information carried by the commTxResourceReqUC has changed since the last transmission of the SidelinkUEInformation message:

4>
if commTxResourceUC-ReqAllowed is included in SystemInformationBlockType18:
5>
initiate transmission of the SidelinkUEInformation message to indicate the non-relay related sidelink one–to-one communication transmission resources required by the UE in accordance with 5.10.2.3;

2>
else:

3>
if the last transmission of the SidelinkUEInformation message included commTxResourceReqUC:

4>
initiate transmission of the SidelinkUEInformation message to indicate it does no longer require non-relay related sidelink one–to-one communication transmission resources in accordance with 5.10.2.3;
2>
if configured by upper layers to transmit relay related sidelink communication:
3>
if the UE did not transmit a SidelinkUEInformation message since entering RRC_CONNECTED state; or

3>
if since the last time the UE transmitted a SidelinkUEInformation message the UE connected to a PCell not broadcasting SystemInformationBlockType18, connected to a PCell not broadcasting SystemInformationBlockType19 or broadcasting SystemInformationBlockType19 not including discConfigRelay; or

3>
if the last transmission of the SidelinkUEInformation message did not include commTxResourceReqRelay; or if the information carried by the commTxResourceReqRelay has changed since the last transmission of the SidelinkUEInformation message:

4>
if the UE is acting as sidelink relay UE; or:

4>
if the UE has a selected sidelink relay UE; and if SystemInformationBlockType19 is broadcast by the PCell and includes discConfigRelay; and if either threshHigh is not included in remoteUE-Config within SystemInformationBlockType19 or the RSRP measurement of the PCell is below threshHigh within remoteUE-Config ;
5>
initiate transmission of the SidelinkUEInformation message to indicate the relay related sidelink communication transmission resources required by the UE in accordance with 5.10.2.3;

2>
else:

3>
if the last transmission of the SidelinkUEInformation message included commTxResourceReqRelay:

4>
initiate transmission of the SidelinkUEInformation message to indicate it does no longer require relay related sidelink communication transmission resources in accordance with 5.10.2.3;
1>
if SystemInformationBlockType19 is broadcast by the PCell:

2>
ensure having a valid version of SystemInformationBlockType19 for the PCell;

2> if configured by upper layers to receive sidelink discovery announcements on a serving frequency or on one or more frequencies included in discInterFreqList, if included in SystemInformationBlockType19:

3>
if the UE did not transmit a SidelinkUEInformation message since last entering RRC_CONNECTED state; or

3>
if since the last time the UE transmitted a SidelinkUEInformation message the UE connected to a PCell not broadcasting SystemInformationBlockType19; or

3>
if the last transmission of the SidelinkUEInformation message did not include discRxInterest:

4>
initiate transmission of the SidelinkUEInformation message to indicate it is interested in sidelink discovery reception in accordance with 5.10.2.3;

2>
else:

3>
if the last transmission of the SidelinkUEInformation message included discRxInterest:

4>
initiate transmission of the SidelinkUEInformation message to indicate it is no longer interested in sidelink discovery reception in accordance with 5.10.2.3;

2>
if the UE is configured by upper layers to transmit non-PS related sidelink discovery announcements on the primary frequency or on one or more frequencies included in discInterFreqList, if included in SystemInformationBlockType19, with discTxResourcesInterFreq included within discResourcesNonPS and not set to noTxOnCarrier:

3>
if the UE did not transmit a SidelinkUEInformation message since entering RRC_CONNECTED state; or

3>
if since the last time the UE transmitted a SidelinkUEInformation message the UE connected to a PCell not broadcasting SystemInformationBlockType19 or connected to a PCell broadcasting SystemInformationBlockType19 not including discTxResourcesInterFreq within discResourcesNonPS or which discTxResourcesInterFreq did not include all frequencies for which the UE will request resources; or

3>
if the last transmission of the SidelinkUEInformation message did not include discTxResourceReq; or if the sidelink discovery announcement resources required by the UE have changed (i.e. resulting in a change of discTxResourceReq) since the last transmission of the SidelinkUEInformation message:

4>
initiate transmission of the SidelinkUEInformation message to indicate the sidelink discovery announcement resources required by the UE in accordance with 5.10.2.3;

2>
else:

3>
if the last transmission of the SidelinkUEInformation message included discTxResourceReq:

4>
initiate transmission of the SidelinkUEInformation message to indicate it does no longer require sidelink discovery announcement resources in accordance with 5.10.2.3;

2>
if configured by upper layers to transmit PS related sidelink discovery announcements on the primary frequency or, in case of non-relay PS related transmission, on one or more frequencies included in discInterFreqList, if included in SystemInformationBlockType19, with discTxResourcesInterFreq included within discResourcesPS and not set to noTxOnCarrier:
3>
if the UE did not transmit a SidelinkUEInformation message since entering RRC_CONNECTED state; or

3>
if since the last time the UE transmitted a SidelinkUEInformation message the UE connected to a PCell not broadcasting SystemInformationBlockType19, connected to a PCell broadcasting SystemInformationBlockType19 not including discConfigPS, or in case of non-relay PS related transmission: (connected to a PCell broadcasting SystemInformationBlockType19 not including discTxResourcesInterFreq within discResourcesPS or for which discTxResourcesInterFreq did not include all frequencies for which the UE will request resources), or in case of relay related PS transmission: (connected to a PCell broadcasting SystemInformationBlockType19 not including discConfigRelay); or

3>
if the last transmission of the SidelinkUEInformation message did not include discTxResourceReqPS; or if the PS related sidelink discovery announcement resources required by the UE have changed (i.e. resulting in a change of discTxResourceReqPS) since the last transmission of the SidelinkUEInformation message:

4>
if configured by upper layers to transmit non-relay PS related sidelink discovery announcements; or
4>
if the UE is acting as sidelink relay UE; and if SystemInformationBlockType19 includes discConfigRelay; and if the RSRP measurement of the PCell is below threshHigh within relayUE-Config, if included in relayUE-Config within SystemInformationBlockType19; and above threshLow, if included in relayUE-Config within SystemInformationBlockType19; or
4>
if the UE is selecting a sidelink relay UE / has a selected sidelink relay UE; and if SystemInformationBlockType19 includes discConfigRelay; and if threshHigh is not included within remoteUE-Config or the RSRP measurement of the PCell is below threshHigh within remoteUE-Config:
5>
initiate transmission of the SidelinkUEInformation message to indicate the PS related sidelink discovery announcement resources required by the UE in accordance with 5.10.2.3;

2>
else:

3>
if the last transmission of the SidelinkUEInformation message included discTxResourceReqPS:

4>
initiate transmission of the SidelinkUEInformation message to indicate it does no longer require public safety related sidelink discovery announcement resources in accordance with 5.10.2.3;

2>
if configured by upper layers to monitor or transmit sidelink discovery announcements; and if the UE requires sidelink discovery gaps, to perform such actions:
3>
if the UE did not transmit a SidelinkUEInformation message since entering RRC_CONNECTED state; or

3>
if since the last time the UE transmitted a SidelinkUEInformation message the UE connected to a PCell not broadcasting SystemInformationBlockType19 or connected to a PCell broadcasting SystemInformationBlockType19 not including gapRequestsAllowedCommon while at the same time the UE was not configured with gapRequestsAllowedDedicated; or

3>
if the last transmission of the SidelinkUEInformation message did not include the gaps required  to monitor or transmit the sidelink discovery announcements (i.e. UE requiring gaps to monitor discovery announcements while discRxGapReq was not included or UE requiring gaps to transmit discovery announcements while discTxGapReq was not included); or if the sidelink discovery gaps required by the UE have changed (i.e. resulting in a change of discRxGapReq or discTxGapReq) since the last transmission of the SidelinkUEInformation message:

4>
if the UE is configured with gapRequestsAllowedDedicated set to true; or

4>
if the UE is not configured with gapRequestsAllowedDedicated and gapRequestsAllowedCommon is included in SystemInformationBlockType19:
5>
initiate transmission of the SidelinkUEInformation message to indicate the sidelink discovery gaps required by the UE in accordance with 5.10.2.3;
2>
else:

3>
if the last transmission of the SidelinkUEInformation message included discTxGapReq or discRxGapReq:

4>
initiate transmission of the SidelinkUEInformation message to indicate it does no longer require sidelink discovery gaps in accordance with 5.10.2.3;
2>
if the UE is configured to report parameters related to Sidelink operations from system information of carriers other than the primary for reporting (i.e. RRCConnectionReconfiguration with SL-DiscSysInfoToReportConfig) and the UE supports reporting of System Information for inter-frequency/PLMN discovery:

3>
if the UE acquired the relevant parameters from theSystem Information of one or more cells on those carriers and T370 is running:

4>
if the UE has configured lower layers to transmit the sidelink discovery announcements on those cells, or

4>
if the UE has configured lower layers to monitor sidelink discovery announcements on those cells;

5>
initiate transmission of the SidelinkUEInformation message to report the acquired System Information parameters and stop T370.
5.10.2.3
Actions related to transmission of SidelinkUEInformation message

The UE shall set the contents of the SidelinkUEInformation message as follows:

1>
if the UE initiates the procedure to indicate it is (no more) interested to receive sidelink communication or discovery or to request (configuration/ release) of sidelink communication or discovery transmission resources (i.e. UE includes all concerned information, irrespective of what triggered the procedure):

2>
if SystemInformationBlockType18 is broadcast by the PCell:

3> if configured by upper layers to receive sidelink communication:

4>
include commRxInterestedFreq and set it to the sidelink communication frequency;

3>
if configured by upper layers to transmit sidelink communication:

4>
include commTxResourceReq and set its fields as follows:

5>
set carrierFreq to indicate the sidelink communication frequency i.e. the same value as indicated in commRxInterestedFreq if included;

5>
set destinationInfoList to include the sidelink communication transmission destination(s) for which it requests E-UTRAN to assign dedicated resources;
3>
if configured by upper layers to transmit non-relay related sidelink one–to-one communication; and
3>
if commTxResourceUC-ReqAllowed is included in SystemInformationBlockType18:
4>
include commTxResourceReqUC and set its fields as follows:

5>
set carrierFreq to indicate the sidelink one–to-one communication frequency i.e. the same value as indicated in commRxInterestedFreq if included;

5>
set destinationInfoListUC to include the sidelink one–to-one communication transmission destination(s) for which it requests E-UTRAN to assign dedicated resources;
3>
if configured by upper layers to transmit relay related sidelink communication; and
3>
if SystemInformationBlockType19 is broadcast by the PCell including in discConfigRelay; and
3>
if the UE is acting as sidelink relay; UE or if the UE has a selected sidelink relay UE:

4>
include commTxResourceReqRelay and set its fields as follows:

5>
set destinationInfoListUC to include the (unicast) sidelink communication transmission destination(s) for which it requests E-UTRAN to assign dedicated resources;

4>
include ue-Type and set it to relayUE-Config if the UE is acting as sidelink relay UE and to remoteUE otherwise;
2>
if SystemInformationBlockType19 is broadcast by the PCell:

3>
if configured by upper layers to receive sidelink discovery announcements on a serving frequency or one or more frequencies included in discInterFreqList, if included in SystemInformationBlockType19:

4>
include discRxInterest;

3>
if the UE is configured by upper layers to transmit non-PS related sidelink discovery announcements:
4>
for each frequency the UE is configured to transmit non-PS related sidelink discovery announcements on that concerns the primary frequency or that is included in discInterFreqList with discTxResourcesInterFreq included within discResourcesNonPS and not set to noTxOnCarrier:
5>
for the first frequency, include discTxResourceReq and set it to indicate the number of discovery messages for sidelink discovery announcement(s) for which it requests E-UTRAN to assign dedicated resources as well as the concerned frequency, if different from the primary;
5>
for any additional frequency, include discTxResourceReqAddFreq and set it to indicate the number of discovery messages for sidelink discovery announcement(s) for which it requests E-UTRAN to assign dedicated resources as well as the concerned frequency;
3>
if configured by upper layers to transmit PS related sidelink discovery announcements; and
3>
if the frequency the UE is configured to transmit PS related sidelink discovery announcements on either concerns the primary frequency or, in case of non-relay PS related transmission, if the frequency is included in discInterFreqList with discTxResourcesInterFreq included within discResourcesPS and not set to noTxOnCarrier:

4>
if configured by upper layers to transmit non-relay PS related sidelink discovery announcements and SystemInformationBlockType19 includes discConfigPS; or
4>
if the UE is acting as sidelink relay UE; and if SystemInformationBlockType19 includes discConfigRelay; and if the RSRP measurement of the PCell is below threshHigh , if included in relayUE-Config within SystemInformationBlockType19; and above threshLow within relayUE, if included in relayUE-Config within SystemInformationBlockType19; or

4>
if the UE is selecting a sidelink relay UE / has a selected sidelink relay UE; and if SystemInformationBlockType19 includes discConfigRelay; and if threshHigh is not included within remoteUE-Config or the RSRP measurement of the PCell is below threshHigh within remoteUE-Config:
5>
include discTxResourceReqPS and set it to indicate the number of discovery messages for PS related sidelink discovery announcement(s) for which it requests E-UTRAN to assign dedicated resources as well as the concerned frequency, if different from the primary;

1>
else (i.e. UE request transmission and/ or reception gaps):

2>
if the UE is configured with gapRequestsAllowedDedicated set to true; or

2>
if the UE is not configured with gapRequestsAllowedDedicated and gapRequestsAllowedCommon is included in SystemInformationBlockType19:

3>
if the UE requires gaps to monitor the sidelink discovery announcements the UE is configured to monitor by upper layers:

4>
include discRxGapRequest and set it to indicate, for each frequency that either concerns the primary or is included in discInterFreqList on which the UE is configured to monitor sidelink discovery announcements and for which it requires gaps to do so, the gap pattern(s) as well as the concerned frequency, if different from the primary;

3>
if the UE requires gaps to transmit the sidelink discovery announcements the UE is configured to transmit by upper layers:

4>
include discTxGapRequest and set it to indicate, for each frequency that either concerns the primary or is included in discInterFreqList on which the UE is configured to transmit sidelink discovery announcements and for which it requires gaps to do so, the gap pattern(s) as well as the concerned frequency, if different from the primary;
1>
else if the UE initiates the procedure to report the system information parameters related to sidelink operations of carriers other than the primary:
2>
include SL-DiscSysInfoReportList and set it to report the system information parameter acquired from the cells on those carriers
The UE shall submit the SidelinkUEInformation message to lower layers for transmission.

5.10.3
Sidelink communication monitoring
A UE capable of sidelink communication that is configured by upper layers to receive sidelink communication shall:

1> if the conditions for sidelink operation as defined in 5.10.1a are met:

2> if in coverage on the frequency used for sidelink communication, as defined in TS 36.304 [4, 11.4]:
3>
if the cell chosen for sidelink communication reception broadcasts SystemInformationBlockType18 including commRxPool:
4>
configure lower layers to monitor sidelink control information and the corresponding data using the pool of resources indicated by commRxPool;
NOTE 1:
If commRxPool includes one or more entries including rxParametersNCell, the UE may only monitor such entries if the associated PSS/SSS or SLSSIDs is detected. When monitoring such pool(s), the UE applies the timing of the concerned PSS/SSS or SLSS.
2>
else (i.e. out of coverage on the sidelink carrier):

3>
configure lower layers to monitor sidelink control information and the corresponding data using the pool of resources that were preconfigured (i.e. preconfigComm in SL-Preconfiguration defined in 9.3);
NOTE 2:
The UE may monitor in accordance with the timing of the selected SyncRef UE, or if the UE does not have a selected SyncRef UE, based on the UE’s own timing.
5.10.4
Sidelink communication transmission

A UE capable of sidelink communication that is configured by upper layers to transmit sidelink communication and has related data to be transmitted or a UE capable of relay related sidelink communication that is configured by upper layers to transmit relay related sidelink communications shall:

1> if the conditions for sidelink operation as defined in 5.10.1a are met:

2> if in coverage on the frequency used for sidelink communication, as defined in TS 36.304 [4, 11.4]:
3> if the UE is in RRC_CONNECTED and uses the PCell for sidelink communication:

4> if the UE is configured, by the current PCell/ the PCell in which physical layer problems or radio link failure was detected, with commTxResources set to scheduled:

5> if T310 or T311 is running; and if the PCell at which the UE detected physical layer problems or radio link failure broadcasts SystemInformationBlockType18 including commTxPoolExceptional; or

5> if T301 is running and the cell on which the UE initiated connection re-establishment broadcasts SystemInformationBlockType18 including commTxPoolExceptional:

6>
configure lower layers to transmit the sidelink control information and the corresponding data using the pool of resources indicated by the first entry in commTxPoolExceptional;

5>
else:

6>
configure lower layers to request E-UTRAN to assign transmission resources for sidelink communication;

4>
else if the UE is configured with commTxPoolNormalDedicated:

5>
if priorityList is included for the entries of commTxPoolNormalDedicated:

6>
configure lower layers to transmit the sidelink control information and the corresponding data using the one or more pools of resources indicated by commTxPoolNormalDedicated i.e. indicate all entries of this field to lower layers;

5>
else:

6>
configure lower layers to transmit the sidelink control information and the corresponding data using the pool of resources indicated by the first entry in commTxPoolNormalDedicated;

3> else (i.e. sidelink communication in RRC_IDLE or on cell other than PCell in RRC_CONNECTED):

4>
if the cell chosen for sidelink communication transmission broadcasts SystemInformationBlockType18:
5>
if SystemInformationBlockType18 includes commTxPoolNormalCommon:
6>
if priorityList is included for the entries of commTxPoolNormalCommon or commTxPoolNormalCommonExt:

7>
configure lower layers to transmit the sidelink control information and the corresponding data using the one or more pools of resources indicated by commTxPoolNormalCommon and/or commTxPoolNormalCommonExt i.e. indicate all entries of these fields to lower layers;
6>
else:

7>
configure lower layers to transmit the sidelink control information and the corresponding data using the pool of resources indicated by the first entry in commTxPoolNormalCommon;

5>
else if SystemInformationBlockType18 includes commTxPoolExceptional:

6>
from the moment the UE initiates connection establishment until receiving an RRCConnectionReconfiguration including sl-CommConfig or until receiving an RRCConnectionRelease or an RRCConnectionReject;

7>
configure lower layers to transmit the sidelink control information and the corresponding data using the pool of resources indicated by the first entry in commTxPoolExceptional;

2>
else (i.e. out of coverage on sidelink carrier):

3>
if priorityList is included for the entries of preconfigComm in SL-Preconfiguration defined in 9.3:

4>
configure lower layers to transmit the sidelink control information and the corresponding data using the one or more pools of resources indicated preconfigComm i.e. indicate all entries of this field to lower layers and in accordance with the timing of the selected SyncRef UE, or if the UE does not have a selected SyncRef UE, based on the UEs own timing;

3>
else:

4>
configure lower layers to transmit the sidelink control information and the corresponding data using the pool of resources that were preconfigured i.e. indicated by the first entry in preconfigComm in SL-Preconfiguration defined in 9.3 and in accordance with the timing of the selected SyncRef UE, or if the UE does not have a selected SyncRef UE, based on the UEs own timing;
1>  if the transmission concerns sidelink relay communication; and the UE is capable of sidelink relay or sidelink remote operation:
2>
if the UE is in RRC_IDLE; and if the UE is selecting a sidelink relay/ has a selected sidelink relay: configure lower layers to transmit the sidelink control information and the corresponding data using the resources, as specified previously in this section, only if the following condition is met:

3>
if the RSRP measurement of the cell on which the UE camps is below threshHigh within remoteUE-Config, if included in SystemInformationBlockType19;

2>
configure lower layers to transmit the sidelink control information and the corresponding data using the resources, as specified previously in this section, only if the following condition is met:

3>
if the UE configured lower layers with a pool of resources included in SystemInformationBlockType18 (i.e. commTxPoolNormalCommon, commTxPoolNormalCommonExt or commTxPoolExceptional); and commTxAllowRelayCommon is included in SystemInformationBlockType18; or
3>
if the UE configured lower layers with resources provided by dedicated signalling (i.e. commTxPoolResources set to scheduled or ue-Selected); and the UE is configured with commTxAllowRelayDedicated while its value is set to true
5.10.5
Sidelink discovery monitoring

A UE capable of non-PS related sidelink discovery that is configured by upper layers to monitor non-PS related sidelink discovery announcements shall:

1>
for each frequency the UE is configured to monitor non-PS related sidelink discovery announcements on, prioritising the frequencies included in discInterFreqList, if included in SystemInformationBlockType19: 

2>
if the PCell/ the cell the UE is camping on indicates the pool of resources to monitor sidelink discovery announcements on by discRxResourcesInterFreq in discoveryResourcesNonPS within discInterFreqList in SystemInformationBlockType19:

3>
configure lower layers to monitor sidelink discovery announcements using the pool of resources indicated by discRxResourcesInterFreq in discoveryResourcesNonPS within SystemInformationBlockType19,

2>
else if the cell used for sidelink discovery monitoring broadcasts SystemInformationBlockType19:
3>
configure lower layers to monitor sidelink discovery announcements using the pool of resources indicated by discRxPool in SystemInformationBlockType19;

NOTE 1:
The requirement not to affect normal UE operation also applies for the acquisition of sidelink discovery related system and synchronisation information from inter-frequency cells.

NOTE 2:
The UE is not required to monitor all pools simultaneously.
NOTE 3:
It is up to UE implementation to decide whether a cell is sufficiently good to be used to monitor sidelink discovery announcements.

NOTE 4:
If discRxPool includes one or more entries including rxParameters, the UE may only monitor such entries if the associated SLSSIDs are detected. When monitoring such pool(s) the UE applies the timing of the corresponding SLSS.
2>
if the UE is configured with discRxGapConfig and requires gaps to monitor sidelink discovery announcements on the concerned frequency;

3>
configure lower layers to monitor the concerned frequency using the gaps indicated by discRxGapConfig,

2>
else:

3>
configure lower layers to monitor the concerned frequency without affecting normal operation i.e. receive during idle periods or by using a spare receiver;

A UE capable of PS related sidelink discovery that is configured by upper layers to monitor PS related sidelink discovery announcements shall:

1>
if out of coverage on the frequency, as defined in TS 36.304 [4, 11.4]:

2>
configure lower layers to monitor sidelink discovery announcements using the pool of resources that were preconfigured (i.e. indicated by discRxPoolList within preconfigDisc in SL-Preconfiguration defined in 9.3);

1>
else if the PCell/ the cell the UE is camping on indicates a pool of resources to monitor sidelink discovery announcements on by discRxResources PS within discInterFreqList in SystemInformationBlockType19:
2>
configure lower layers to monitor sidelink discovery announcements using the pool of resources indicated by discRxResourcesPS in SystemInformationBlockType19;

1>
else if configured by upper layers to transmit non-relay PS related sidelink discovery announcements; and if the cell used for sidelink discovery monitoring broadcasts SystemInformationBlockType19:
2>
configure lower layers to monitor sidelink discovery announcements using the pool of resources indicated by discRxPoolPS in SystemInformationBlockType19;

1>
if the UE is configured with discRxGapConfig and requires gaps to monitor sidelink discovery announcements on the concerned frequency;

2>
configure lower layers to monitor the concerned frequency using the gaps indicated by discRxGapConfig,

1>
else:

2>
configure lower layers to monitor the concerned frequency without affecting normal operation i.e. receive during idle periods or by using a spare receiver;

5.10.6
Sidelink discovery announcement

A UE capable of non-PS related sidelink discovery that is configured by upper layers to transmit non-PS related sidelink discovery announcements shall, for each frequency the UE is configured to transmit such announcements on:

NOTE 1:
In case the configured resources are insufficient it is up to UE implementation to decide which sidelink discovery announcements to transmit.

1>
if the frequency used to transmit sidelink discovery concerns the serving frequency (RRC_IDLE)/ primary frequency (RRC_CONNECTED):

2>
if the UE’s serving cell (RRC_IDLE) or PCell (RRC_CONNECTED) is suitable as defined in TS 36.304 [4]:

3>
if the UE is in RRC_CONNECTED (i.e. PCell is used for sidelink discovery announcement):

4>
if the UE is configured with discTxResources set to scheduled:

5>
configure lower layers to transmit the sidelink discovery announcement using the assigned resources indicated by scheduled in discTxResources;
4>
else if the UE is configured with discTxPoolDedicated (i.e. discTxResources set to ue-Selected):

5>
select an entry of the list of resource pool entries in discTxPoolDedicated and configure lower layers to use it to transmit the sidelink discovery announcements as specified in 5.10.6a;
3>
else if T300 is not running (i.e. UE in RRC_IDLE, announcing via serving cell):

4>
if SystemInformationBlockType19 of the serving cell includes discTxPoolCommon:
5>
select an entry of the list of resource pool entries in discTxPoolCommon and configure lower layers to use it to transmit the sidelink discovery announcements as specified in 5.10.6a;
NOTE 2:
When performing resource pool selection based on RSRP, the UE uses the latest results of the available measurements used for cell reselection evaluation in RRC_IDLE/ for measurement report triggering evaluation in RRC_CONNECTED, which are performed in accordance with the performance requirements specified in TS 36.133 [16].

1>
else if, for the frequency used to transmit sidelink discovery on, the UE is configured with dedicated resources (i.e. with discTxResources-r12, if discTxCarrierFreq is included in discTxInterFreqInfo, or with discTxResources in discTxInterFreqInfo within discTxInfoInterFreqListAdd); and the conditions for sidelink operation as defined in 5.10.1a are met:

2>
if the UE is configured with discTxResources set to scheduled:

3>
configure lower layers to transmit the sidelink discovery announcement using the assigned resources indicated by scheduled in discTxResources;
2>
else if the UE is configured with discTxPoolDedicated (i.e. discTxResources set to ue-Selected):

3>
select an entry of the list of resource pool entries in discTxPoolDedicated and configure lower layers to use it to transmit the sidelink discovery announcements as specified in 5.10.6a;
1>
else if the frequency used to transmit sidelink discovery on is included in discInterFreqList within SystemInformationBlockType19 of the serving cell/ PCell, while discTxResourcesInterFreq within discoveryResourcesNonPS in the corresponding entry of discInterFreqList is set to discTxPoolCommon (i.e. serving cell/ PCell broadcasts pool of resources) and the conditions for sidelink operation as defined in 5.10.1a are met; or
1>
else if discTxPoolCommon is included in SystemInformationBlockType19 acquired from cell selected on the discovery announcement frequency; and the conditions for sidelink operation as defined in 5.10.1a are met:

2>
select an entry of the list of resource pool entries in discTxPoolCommon and configure lower layers to use it to transmit the sidelink discovery announcements as specified in 5.10.6a;

1>
if the UE is configured with discTxGapConfig and requires gaps to transmit sidelink discovery announcements on the concerned frequency;

2>
configure lower layers to transmit on the concerned frequency using the gaps indicated by discTxGapConfig,

1>
else:

2>
configure lower layers to transmit on the concerned frequency without affecting normal operation i.e. receive during idle periods or by using a spare receiver;

A UE capable of PS related sidelink discovery that is configured by upper layers to transmit PS related sidelink discovery announcements shall:

1>
if out of coverage on the frequency used to transmit PS related sidelink discovery announcements:

2>
if configured by upper layers to transmit non-relay PS related sidelink discovery announcements; or 
2>
if the UE is selecting a sidelink relay/ has a selected sidelink relay:
3>
configure lower layers to transmit sidelink discovery announcements using the pool of resources that were preconfigured and in accordance with the following;

4>
randomly select, using a uniform distribution, an entry of preconfigDisc in SL-Preconfiguration defined in 9.3;
4>
using the timing of the selected SyncRef UE, or if the UE does not have a selected SyncRef UE, based on the UEs own timing;

1>
else if the frequency used to transmit sidelink discovery concerns the serving frequency (RRC_IDLE)/ primary frequency (RRC_CONNECTED); and if the UE’s serving cell (RRC_IDLE) or PCell (RRC_CONNECTED) is suitable as defined in TS 36.304 [4]:

2>
if configured by upper layers to transmit non-relay PS related sidelink discovery announcements; or 
2>
if the UE is acting as sidelink relay UE; and if the RSRP measurement of the PCell/ the cell on which the UE camps is below threshHigh, if included in relayUE-Config within SystemInformationBlockType19; and above threshLow, if included in relayUE-Config within SystemInformationBlockType19; or
2>
if the UE is selecting a sidelink relay UE / has a selected sidelink relay UE; and if the RSRP measurement of the cell on which the UE camps is below threshHigh, if included in remoteUE-Config within SystemInformationBlockType19:
3>
if the UE is configured with discTxPoolPS-Dedicated; or
3>
if the UE is in RRC_IDLE; and if discTxPoolPS-Common is included in SystemInformationBlockType19:
4>
select an entry of the list of resource pool entries and configure lower layers to use it to transmit the sidelink discovery announcements as specified in 5.10.6a;

3>
else if the UE is configured with discTxResourcesPS set to scheduled:

4>
configure lower layers to transmit the sidelink discovery announcement using the assigned resources indicated by scheduled in discTxResourcesPS;
1> else if, for the frequency used to transmit sidelink discovery on, the UE is configured with dedicated resources (i.e. with discTxResourcesPS in discTxInterFreqInfo within sl-DiscConfig); and the conditions for sidelink operation as defined in 5.10.1a are met:

2>
if configured by upper layers to transmit non-relay PS related sidelink discovery announcements:
3>
if the UE is configured with discTxResourcesPS set to scheduled:

4>
configure lower layers to transmit the sidelink discovery announcement using the assigned resources indicated by scheduled in discTxResourcesPS;
3>
else if the UE is configured with discTxPoolDedicated (i.e. discTxResourcesPS set to ue-Selected):

4>
select an entry of the list of resource pool entries in discTxPoolDedicated and configure lower layers to use it to transmit the sidelink discovery announcements as specified in 5.10.6a;
1> else if the frequency used to transmit sidelink discovery on is included in discInterFreqList within SystemInformationBlockType19 of the serving cell/ PCell, while discTxResourcesInterFreq within discResourcesPS in the corresponding entry of discInterFreqList is set to discTxPoolCommon (i.e. serving cell/ PCell broadcasts pool of resources) and the conditions for sidelink operation as defined in 5.10.1a are met:
2>
if configured by upper layers to transmit non-relay PS related sidelink discovery announcements:
3>
select an entry of the list of resource pool entries in discTxPoolCommon and configure lower layers to use it to transmit the sidelink discovery announcements as specified in 5.10.6a;

1>
else if discTxPoolPS-Common is included in SystemInformationBlockType19 acquired from cell selected on the discovery announcement frequency; and the conditions for sidelink operation as defined in 5.10.1a are met:

2>
if configured by upper layers to transmit non-relay PS related sidelink discovery announcements

3>
select an entry of the list of resource pool entries in discTxPoolPS-Common and configure lower layers to use it to transmit the sidelink discovery announcements as specified in 5.10.6a;

1>
if the UE is configured with discTxGapConfig and requires gaps to transmit sidelink discovery announcements on the concerned frequency;

2>
configure lower layers to transmit on the concerned frequency using the gaps indicated by discTxGapConfig,

1>
else:

2>
configure lower layers to transmit on the concerned frequency without affecting normal operation i.e. transmit during idle periods or by using a spare receiver;

5.10.6a
Sidelink discovery announcement pool selection

A UE that is configured with a list of resource pool entries for sidelink discovery announcement transmission shall:

1>
if poolSelection is set to rsrpBased:

2>
select a pool from the list of pools the UE is configured with for which the RSRP measurement of the reference cell as indicated by refCarrierCommon, after applying the layer 3 filter defined by quantityConfig as specified in 5.5.3.2 , is in-between threshLow and threshHigh;

1>
else:

2>
randomly select, using a uniform distribution, a pool from the list of pools the UE is configured with;

1>
configure lower layers to transmit the sidelink discovery announcement using the selected pool of resources;
5.10.6b
Sidelink discovery announcement reference carrier selection

A UE capable of sidelink discovery that is configured by upper layers to transmit sidelink discovery announcements shall:

1>
for each frequency the UE is transmitting sidelink discovery announcements on, select a cell to be used as reference for synchronisation and DL measurements in accordance with the following:

2>
if the frequency concerns the primary carrier: use the PCell as reference;
2>
else if the frequency concerns a secondary carrier: use the concerned SCell as reference;
2>
else if the UE is configured with discTxRefCarrierDedicated for the frequency: use the cell indicated by this field as reference;
2>
else if the UE is configured with discTxRefCarrierCommon for the frequency: use the serving cell (RRC_IDLE)/ PCell (RRC_CONNECTED) as reference;
2>
else: use the DL frequency paired with the one used to transmit sidelink discovery announcements on as reference;
5.10.7
Sidelink synchronisation information transmission
5.10.7.1
General
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Figure 5.10.7.1-1: Synchronisation information transmission for sidelink communication, in (partial) coverage
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Figure 5.10.7.1-2: Synchronisation information transmission for sidelink communication/ discovery, out of coverage
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Figure 5.10.7.1-3: Synchronisation information transmission for sidelink discovery, in (partial) coverage
The purpose of this procedure is to provide synchronisation information to a UE. For sidelink discovery, the synchronisation information concerns a Sidelink Synchronisation Signal (SLSS) and, in case of PS related discovery, also timing information and some additional configuration parameters (i.e. the MasterInformationBlock-SL message), while for sidelink communication it concerns an SLSS and the MasterInformationBlock-SL message. A UE transmits synchronisation information either when E-UTRAN configures it to do so by dedicated signalling (i.e. network based), or when not configured by dedicated signalling (i.e. UE based) and E-UTRAN broadcasts (in coverage) or pre-configures a threshold (out of coverage).
The synchronisation information transmitted by the UE may be derived from information/ signals received from E-UTRAN (in coverage) or received from a UE acting as synchronisation reference for the transmitting UE. In the remainder, the UE acting as synchronisation reference is referred to as SyncRef UE.
5.10.7.2
Initiation
A UE capable of SLSS transmission shall, when transmitting sidelink discovery announcements in accordance with 5.10.6 and when the following conditions are met:

1>
if in coverage on the frequency used for sidelink discovery, as defined in TS 36.304 [4, 11.4]:
2>
if in RRC_CONNECTED; and if networkControlledSyncTx is configured and set to on; or

2>
if networkControlledSyncTx is not configured; and syncTxThreshIC is included in SystemInformationBlockType19; and the RSRP measurement of the reference cell, selected as defined in 5.10.6b, is below the value of syncTxThreshIC:

3>
if the sidelink discovery announcements do not concern public safety; or if syncTxPeriodic is not included:
4>
transmit SLSS on the frequency used for sidelink discovery in accordance with 5.10.7.3 and TS 36.211 [21];

3>
else (i.e. periodic):

4>
transmit SLSS on the frequency used for sidelink discovery in accordance with 5.10.7.3 and TS 36.211 [21];

4>
transmit the MasterInformationBlock-SL message on the frequency used for sidelink discovery, in the same subframe as SLSS, and in accordance with 5.10.7.4;

1>
else (i.e. out of coverage, public safety):

2>
transmit SLSS on the frequency used for sidelink discovery in accordance with 5.10.7.3 and TS 36.211 [21];

2>
transmit the MasterInformationBlock-SL message on the frequency used for sidelink discovery , in the same subframe as SLSS, and in accordance with 5.10.7.4;

A UE capable of sidelink communication that is configured by upper layers to transmit sidelink communication shall, irrespective of whether or not it has data to transmit:

1>
if the conditions for sidelink operation as defined in 5.10.1a are met:
2>
if in RRC_CONNECTED; and if networkControlledSyncTx is configured and set to on:
3>
transmit SLSS in accordance with 5.10.7.3 and TS 36.211 [21];

3>
transmit the MasterInformationBlock-SL message, in the same subframe as SLSS, and in accordance with 5.10.7.4;

A UE shall, when transmitting sidelink communication in accordance with 5.10.4 and when the following conditions are met:

1>
if in coverage on the frequency used for sidelink communication, as defined in TS 36.304 [4, 11.4]:
2>
if the UE is in RRC_CONNECTED; and networkControlledSyncTx is not configured; and syncTxThreshIC is included in SystemInformationBlockType18; and the RSRP measurement of the cell chosen for sidelink communication transmission is below the value of syncTxThreshIC; or
2>
if the UE is in RRC_IDLE; and syncTxThreshIC is included in SystemInformationBlockType18; and the RSRP measurement of the cell chosen for sidelink communication transmission is below the value of syncTxThreshIC:

3>
transmit SLSS in accordance with 5.10.7.3 and TS 36.211 [21];

3>
transmit the MasterInformationBlock-SL message, in the same subframe as SLSS, and in accordance with 5.10.7.4;

1>
else (i.e. out of coverage):

2>
if syncTxThreshOoC is included in the preconfigured sidelink parameters (i.e. SL-Preconfiguration defined in 9.3); and the UE has no selected SyncRef UE or the S-RSRP measurement result of the selected SyncRef UE is below the value of syncTxThreshOoC:

3>
transmit SLSS in accordance with 5.10.7.3 and TS 36.211 [21];

3>
transmit the MasterInformationBlock-SL message, in the same subframe as SLSS, and in accordance with 5.10.7.4;

5.10.7.3
Transmission of SLSS

The UE shall select the SLSSID and the subframe in which to transmit SLSS as follows:

1>
if triggered by sidelink discovery announcement and in coverage on the frequency used for sidelink discovery, as defined in TS 36.304 [4, 11.4]:

2>
select the SLSSID included in the entry of discSyncConfig included in the received SystemInformationBlockType19, that includes txParameters;

2>
use syncOffsetIndicator corresponding to the selected SLSSID;

2>
for each pool used for the transmission of discovery announcements (each corresponding to the selected SLSSID):

3>
if a subframe indicated by syncOffsetIndicator corresponds to the first subframe of the discovery transmission pool;
4>
if discTxGapConfig is configured and includes the concerned subframe; or the subframe is not used for regular uplink transmission:
5> select the concerned subframe;

3>
else

4>
if discTxGapConfig is configured and includes the concerned subframe; or the subframe is not used for regular uplink transmission:
5> select the subframe indicated by syncOffsetIndicator that precedes and which, in time domain, is nearest to the first subframe of the discovery transmission pool;
3>
if the sidelink discovery announcements concern public safety; and if syncTxPeriodic is included:
4>
additionally select every subframe that is 40 subframes after the selected subframe;

1> if triggered by sidelink communication and in coverage on the frequency used for sidelink communication, as defined in TS 36.304 [4, 11.4]:
2>
select the SLSSID included in the entry of commSyncConfig that is included in the received SystemInformationBlockType18 and includes txParameters;

2>
use syncOffsetIndicator corresponding to the selected SLSSID;

2>
if in RRC_CONNECTED; and if networkControlledSyncTx is configured and set to on:

3>
select the subframe(s) indicated by syncOffsetIndicator;
2>
else (when transmitting communication):

3>
select the subframe(s) indicated by syncOffsetIndicator within the SC period in which the UE intends to transmit sidelink control information or data;
1>
else (i.e. out of coverage on sidelink carrier):
2>
select the synchronisation reference UE (i.e. SyncRef UE) as defined in 5.10.8;

2>
if the UE has a selected SyncRef UE and inCoverage in the MasterInformationBlock-SL message received from this UE is set to TRUE; or

2>
if the UE has a selected SyncRef UE and inCoverage in the MasterInformationBlock-SL message received from this UE is set to FALSE while the SLSS from this UE is part of the set defined for out of coverage, see TS 36.211 [21]:

3>
select the same SLSSID as the SLSSID of the selected SyncRef UE;

3>
select the subframe in which to transmit the SLSS according to the syncOffsetIndicator1 or syncOffsetIndicator2 included in the preconfigured sidelink parameters (i.e. preconfigSync in SL-Preconfiguration defined in 9.3), such that the subframe timing is different from the SLSS of the selected SyncRef UE;

2>
else if the UE has a selected SyncRef UE:

3>
select the SLSSID from the set defined for out of coverage having an index that is 168 more than the index of the SLSSID of the selected SyncRef UE, see TS 36.211 [21];

3>
select the subframe in which to transmit the SLSS according to syncOffsetIndicator1 or syncOffsetIndicator2 included in the preconfigured sidelink parameters (i.e. preconfigSync in SL-Preconfiguration defined in 9.3), such that the subframe timing is different from the SLSS of the selected SyncRef UE;

2>
else (i.e. no SyncRef UE selected):

3>
randomly select, using a uniform distribution, an SLSSID from the set of sequences defined for out of coverage, see TS 36.211 [21];

3>
select the subframe in which to transmit the SLSS according to the syncOffsetIndicator1 or syncOffsetIndicator2 (arbitrary selection between these) included in the preconfigured sidelink parameters (i.e. preconfigSync in SL-Preconfiguration defined in 9.3);

5.10.7.4
Transmission of MasterInformationBlock-SL message

The UE shall set the contents of the MasterInformationBlock-SL message as follows:

1>
if triggered by sidelink communication and in coverage on the frequency used for sidelink communication, as defined in TS 36.304 [4, 11.4]; or

1>
if triggered by sidelink discovery and in coverage on the frequency used for sidelink discovery, as defined in TS 36.304 [4, 11.4]:
2>
set inCoverage to TRUE;

2>
set sl-Bandwidth to the value of ul-Bandwidth as included in the received SystemInformationBlockType2 of the cell chosen for sidelink communication;

2>
if tdd-Config is included in the received SystemInformationBlockType1:

3>
set subframeAssignmentSL to the value representing the same meaning as of subframeAssignment that is included in tdd-Config in the received SystemInformationBlockType1;

2>
else:

3>
set subframeAssignmentSL to none;

2>
if syncInfoReserved is included in an entry of commSyncConfig from the received SystemInformationBlockType18;

3>
set reserved to the value of syncInfoReserved in the received SystemInformationBlockType18;

2>
else:

3>
set all bits in reserved to 0;

1>
else if the UE has a selected SyncRef UE (as defined in 5.10.8):

2>
set inCoverage to FALSE;

2>
set sl-Bandwidth, subframeAssignmentSL and reserved to the value of the corresponding field included in the received MasterInformationBlock-SL;

1>
else (i.e. no SyncRef UE selected):

2>
set inCoverage to FALSE;

2>
set sl-Bandwidth, subframeAssignmentSL and reserved to the value of the corresponding field included in the preconfigured sidelink parameters (i.e. preconfigGeneral in SL-Preconfiguration defined in 9.3);

1>
set directFrameNumber and directSubframeNumber according to the subframe used to transmit the SLSS, as specified in 5.10.7.3;

1>
submit the MasterInformationBlock-SL message to lower layers for transmission upon which the procedure ends;

5.10.7.5
Void
5.10.8
Sidelink synchronisation reference

5.10.8.1
General

The purpose of this procedure is to select a synchronisation reference and used a.o. when transmitting sidelink communication or synchronisation information.
5.10.8.2
Selection and reselection of synchronisation reference UE (SyncRef UE)

The UE shall:

1>
for the frequency used for sidelink communication, if out of coverage on that frequency as defined in TS 36.304 [4, 11.4] and for each other frequency used for sidelink discovery on which the UE is out of coverage, as defined in TS 36.304 [4, 11.4]:
2>
perform a full search (i.e. covering all subframes and all possible SLSSIDs) to detect candidate SLSS, in accordance with TS 36.133 [16]

2>
when evaluating the one or more detected SLSSIDs, apply layer 3 filtering as specified in 5.5.3.2 using the preconfigured filterCoefficient as defined in 9.3, before using the S-RSRP measurement results;

2>
if the UE has selected a SyncRef UE:

3>
if the S-RSRP of the strongest candidate SyncRef UE exceeds the minimum requirement TS 36.133 [16] by syncRefMinHyst and the strongest candidate SyncRef UE belongs to the same priority group as the current SyncRef UE and the S-RSRP of the strongest candidate SyncRef UE exceeds the S-RSRP of the current SyncRef UE by syncRefDiffHyst; or

3>
if the S-RSRP of the candidate SyncRef UE exceeds the minimum requirement TS 36.133 [16] by syncRefMinHyst and the candidate SyncRef UE belongs to a higher priority group than the current SyncRef UE; or

3>
if the S-RSRP of the current SyncRef UE is less than the minimum requirement TS 36.133 [16]:

4>
consider no SyncRef UE to be selected;

2>
if the UE has not selected a SyncRef UE,
3>
if the UE detects one or more SLSSIDs for which the S-RSRP exceeds the minimum requirement defined in TS 36.133 [16] by syncRefMinHyst and for which the UE received the corresponding MasterInformationBlock-SL message (candidate SyncRef UEs), select a SyncRef UE according to the following priority order:

4>
UEs of which inCoverage, included in the MasterInformationBlock-SL message received from this UE, is set to TRUE, starting with the UE with the highest S-RSRP result (priority group 1);

4>
UE which SLSSID is part of the set defined for in coverage, starting with the UE with the highest S-RSRP result (priority group 2);

4>
Other UEs, starting with the UE with the highest S-RSRP result (priority group 3);
5.10.9
Sidelink common control information

5.10.9.1
General

The sidelink common control information is carried by a single message, the MasterInformationBlock-SL (MIB-SL) message. The MIB-SL includes timing information as well as some configuration parameters and is transmitted via SL-BCH.

The MIB-SL uses a fixed schedule with a periodicity of 40 ms without repetitions. In particular, the MIB-SL is scheduled in subframes indicated by syncOffsetIndicator i.e. for which (10*DFN + subframe number) mod 40 = syncOffsetIndicator.
The sidelink common control information may change at any transmission i.e. neither a modification period nor a change notification mechanism is used.

A UE configured to receive or transmit sidelink communication or PS related sidelink discovery shall:

1>
if the UE has a selected SyncRef UE, as specified in 5.10.8.2:

2>
ensure having a valid version of the MasterInformationBlock-SL message of that SyncRefUE:

5.10.9.2
Actions related to reception of MasterInformationBlock-SL message

Upon receiving MasterInformationBlock-SL, the UE shall:

1>
apply the values of sl-Bandwidth, subframeAssignmentSL, directFrameNumber and directSubframeNumber included in the received MasterInformationBlock-SL message;
5.10.10
Sidelink relay UE operation
5.10.10.1
General

This procedure is used by a UE supporting sidelink relay UE operation and involves evaluation of the AS-layer conditions that need to be met in order for upper layers to configure a sidelink relay UE to receive/ transmit relay related sidelink discovery/ communication. The AS-layer conditions merely comprise of being configured with radio resources that can be used for transmission.
A UE that fulfils the criteria specified in 5.10.10.2 and 5.10.10.3 and that is configured by higher layers accordingly is acting as a sidelink relay UE.
5.10.10.2
AS- conditions communication transmission for sidelink relay UE
A UE capable of sidelink relay UE operation shall inform upper layers that it is configured with radio resources that can be used for relay related sidelink communication transmission if the following conditions are met:

1>
if in RRC_CONNECTED; and if the UE is configured with commTxResources set to scheduled or ue-Selected; and the UE is configured with commTxAllowRelayDedicated while its value is set to true;
5.10.10.3
AS- conditions discovery transmission for sidelink relay UE
A UE capable of sidelink relay UE operation shall inform upper layers that it is configured with radio resources that can be used for relay related sidelink discovery transmission if the following conditions are met:

1>
if in RRC_IDLE; and if the UE’s serving cell is suitable as defined in TS 36.304 [4]; and if SystemInformationBlockType19 includes discConfigPS including discTxPoolPS-Common and discConfigRelay:
2>
if neither threshHigh nor threshLow is included in relayUE-Config within SystemInformationBlockType19;

2>
else if AS-layer conditions specified in this section were not met; and if the RSRP measurement of the PCell is below threshHigh within relayUE-Config  by hystMax within relayUE-Config, if included in relayUE-Config within SystemInformationBlockType19; and above threshLow within relayUE-Config by hystMin within relayUE-Config, if included in relayUE-Config within SystemInformationBlockType19 (entry);

2>
if AS-layer conditions specified in this section were met; and if the RSRP measurement of the PCell is below threshHigh within relayUE-Config, if included in relayUE-Config within SystemInformationBlockType19; and above threshLow within relayUE-Config, if included in relayUE-Config within SystemInformationBlockType19 (stay);

1>
else if in RRC_CONNECTED; and if discTxResourcesPS is configured (i.e. set to scheduled or ue-Selected);
5.10.11
Sidelink remote UE operation
5.10.11.1
General

This procedure is used by a UE supporting sidelink remote UE operation and involves evaluation of the AS-layer conditions that need to be met in order for upper layers to configure a sidelink remote UE to receive/ transmit relay related sidelink discovery/ communication. The AS-layer conditions merely comprise of being configured with radio resources that can be used for transmission, as well as whether or not having a selected sidelink relay UE.
5.10.11.2
AS- conditions communication transmission for sidelink remote UE
A UE capable of sidelink remote UE operation shall inform upper layers that it is configured with radio resources that can be used for relay related sidelink communication transmission if the following conditions are met:

1>
if the UE is out of coverage; and is preconfigured with SL-Preconfiguration including discTxPoolList and preconfigRelay; or
1>
else if in RRC_IDLE; and if the UE’s serving cell is suitable as defined in TS 36.304 [4]; and if SystemInformationBlockType18 includes commTxPoolNormalCommon and commTxAllowRelayCommon; and if SystemInformationBlockType19 includes discConfigRelay:
2>
if threshHigh is not included in remoteUE-Config within SystemInformationBlockType19;

2>
else if the AS-layer radio conditions specified in this section were previously not met; and if the RSRP measurement of the PCell is below threshHigh by hystMax, both within remoteUE-Config (entry);

2>
if the AS-layer radio conditions specified in this section were previously met; and the RSRP measurement of the PCell is below threshHigh within remoteUE-Config (stay);

1>
else if in RRC_CONNECTED; and if the UE is configured with commTxResources set to scheduled or ue-Selected; and the UE is configured with commTxAllowRelayDedicated while its value is set to true;
5.10.11.3
AS- conditions discovery transmission for sidelink remote UE
A UE capable of sidelink remote UE operation shall inform upper layers that it is configured with radio resources that can be used for relay related sidelink discovery transmission if the following conditions are met:

1>
if the UE is out of coverage; and is preconfigured with SL-Preconfiguration including discTxPoolList and preconfigRelay; or
1>
else if in RRC_IDLE; and if the UE’s serving cell is suitable as defined in TS 36.304 [4]; and if discConfigPS is included in SystemInformationBlockType19; or
2>
if threshHigh is not included in remoteUE-Config within SystemInformationBlockType19;

2>
else if the AS-layer radio conditions specified in this section were previously not met; and if discConfigRelay is included in SystemInformationBlockType19 while the RSRP measurement of the PCell is below threshHigh by hystMax both within remoteUE-Config (entry);

2>
else if the AS-layer radio conditions specified in this section were previously met; and if discConfigRelay is included in SystemInformationBlockType19 while the RSRP measurement of the PCell is below threshHigh within remoteUE-Config (stay);

1>
else if in RRC_CONNECTED; and if discTxResourcesPS is configured (i.e. set to scheduled or ue-Selected);:
5.10.11.4
Selection and reselection of sidelink relay UE
A UE capable of sidelink remote UE operation that is configured by upper layers to search for a sidelink relay UE shall:

1>
if out of coverage on the frequency used for sidelink communication, as defined in TS 36.304 [4, 11.4]; or

1>
if the serving frequency is used for sidelink communication and the RSRP measurement of the cell on which the UE camps (RRC_IDLE)/ the PCell (RRC_CONNECTED) is below threshHigh within remoteUE-Config:

2>
search for candidate sidelink relay UEs, in accordance with TS 36.133 [16]

2>
when evaluating the one or more detected sidelink relay UEs, apply layer 3 filtering as specified in 5.5.3.2 across measurements that concern the same ProSe Relay UE ID and using the preconfigured filterCoefficient as defined in 9.3, before using the SD-RSRP measurement results;

NOTE 1:
The details of the interaction with upper layers are up to UE implementation.

2>
if the UE does not have a selected sidelink relay UE:
3>
select a candidate sidelink relay UE which SD-RSRP exceeds q-RxLevMin included in either reselectionInfoIC (in coverage) or reselectionInfoOoC (out of coverage) by minHyst;
2>
else if SD-RSRP of the currently selected sidelink relay UE is below q-RxLevMin included in either reselectionInfoIC (in coverage) or reselectionInfoOoC (out of coverage); or

2>
else upper layers indicate not to use the currently selected sidelink relay: (i.e. sidelink relay UE reselection):

3>
select a candidate sidelink relay UE which SD-RSRP exceeds q-RxLevMin included in either reselectionInfoIC (in coverage) or reselectionInfoOoC (out of coverage) by minHyst;

2>
else if the UE did not detect any candidate sidelink relay UE which SD-RSRP exceeds q-RxLevMin included in either reselectionInfoIC (in coverage) or reselectionInfoOoC (out of coverage) by minHyst:
3>
consider no sidelink relay UE to be selected;
NOTE 2:
The UE may perform sidelink relay UE reselection in a manner resulting in selection of the sidelink relay UE, amongst all candidate sidelink relay UEs meeting higher layer criteria, that has the best radio link quality. Further details, including interaction with upper layers, are up to UE implementation.

6.2.2
Message definitions

<Cut until next modified section>
–
SidelinkUEInformation
The SidelinkUEInformation message is used for the indication of sidelink information to the eNB.

Signalling radio bearer: SRB1

RLC-SAP: AM

Logical channel: DCCH

Direction: UE to E‑UTRAN

SidelinkUEInformation message
-- ASN1START

SidelinkUEInformation-r12 ::=

SEQUENCE {


criticalExtensions



CHOICE {



c1







CHOICE {




sidelinkUEInformation-r12

SidelinkUEInformation-r12-IEs,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture


SEQUENCE {}


}

}

SidelinkUEInformation-r12-IEs ::=
SEQUENCE {


commRxInterestedFreq-r12

ARFCN-ValueEUTRA-r9


OPTIONAL,


commTxResourceReq-r12


SL-CommTxResourceReq-r12
OPTIONAL,


discRxInterest-r12



ENUMERATED {true}


OPTIONAL,


discTxResourceReq-r12


INTEGER (1..63)



OPTIONAL,


lateNonCriticalExtension

OCTET STRING



OPTIONAL,


nonCriticalExtension


SidelinkUEInformation-v13x0-IEs
OPTIONAL
}

SidelinkUEInformation-v13x0-IEs ::=
SEQUENCE {


commTxResourceReqUC-r13

SL-CommTxResourceReqUC-r13
OPTIONAL,

commTxResourceInfoReqRelay-r13

SEQUENCE {



commTxResourceReqRelay-r13

SL-CommTxResourceReqUC-r13,



ue-Type-r13





ENUMERATED {relayUE, remoteUE}

}














OPTIONAL,


discTxResourceReq-v13x0


SEQUENCE {



carrierFreqDiscTx-r13


INTEGER (1..maxFreq)

OPTIONAL,



discTxResourceReqAddFreq-r13
SL-DiscTxResourceReqPerFreqList-r13
OPTIONAL


}














OPTIONAL,


discTxResourceReqPS-r13


SL-DiscTxResourceReq-r13
OPTIONAL,

discRxGapReq-r13




SL-GapRequest-r13


OPTIONAL,


discTxGapReq-r13




SL-GapRequest-r13


OPTIONAL,


discSysInfoReportList-r13


SL-DiscSysInfoReportList-r13
OPTIONAL,


nonCriticalExtension


SEQUENCE {}




OPTIONAL

}

SL-CommTxResourceReq-r12 ::=

SEQUENCE {


carrierFreq-r12




ARFCN-ValueEUTRA-r9


OPTIONAL,


destinationInfoList-r12


SL-DestinationInfoList-r12

}

SL-CommTxResourceReqUC-r13 ::=

SEQUENCE {


carrierFreq-r13




ARFCN-ValueEUTRA-r9


OPTIONAL,


destinationInfoListUC-r13


SL-DestinationInfoList-r12
}

SL-DiscTxResourceReqPerFreqList-r13 ::=
SEQUENCE (SIZE (1..maxFreq)) OF SL-DiscTxResourceReq-r13
SL-DiscTxResourceReq-r13 ::=

SEQUENCE {


carrierFreqDiscTx-r13


INTEGER (1..maxFreq)


OPTIONAL,


discTxResourceReq-r13


INTEGER (1..63)

}
SL-DestinationInfoList-r12 ::=
SEQUENCE (SIZE (1..maxSL-Dest-r12)) OF SL-DestinationIdentity-r12

SL-DestinationIdentity-r12 ::=
BIT STRING (SIZE (24))


SL-DiscSysInfoReportedFreqList-r13 ::=
SEQUENCE (SIZE (1.. maxSL-DiscSysInfoReportFreq-r13)) OF SL-DiscSysInfoReported-r13
-- ASN1STOP

	SidelinkUEInformation field descriptions

	carrierFreqDiscTx
Indicates the frequency by the index of the entry in field discInterFreqList within SystemInformationBlockType19. Value 1 corresponds to the first entry in discInterFreqList within SystemInformationBlockType19, value 2 corresponds to the second entry in this list and so on.

	commRxInterestedFreq

Indicates the frequency on which the UE is interested to receive sidelink communication.

	commTxResourceReq

Indicates the frequency on which the UE is interested to transmit sidelink communication as well as the sidelink communication transmission destination(s) for which the UE requests E-UTRAN to assign dedicated resources.

	commTxResourceReqUC
Indicates the frequency on which the UE is interested to transmit non-relay related one-to-one sidelink communication as well as the sidelink communication transmission destination(s) for which the UE requests E-UTRAN to assign dedicated resources.

	commTxResourceReqRelay
Indicates the relay related one-to-one sidelink communication transmission destination(s) for which the sidelink relay UE or sidelink remote UE requests E-UTRAN to assign dedicated resources i.e. either contains the unicast destination identity of the sidelink relay UE or of the sidelink remote UE.

	destinationInfoList

Indicates the destination which is identified by the ProSe Layer-2 Group ID as specified in TS 23.303 [68].

	destinationInfoListUC
Indicates the unicast destination, as specified in TS 23.303 [68].

	discRxInterest

Indicates that the UE is interested to monitor sidelink discovery announcements.

	discSysInfoReportList

Indicates, for one or more frequecies, a list of sidelink discovery related parameters acquired from system Information of cells on configured inter-frequency carriers.

	discTxResourceReq

Indicates the number of separate discovery message(s) the UE wants to transmit every discovery period. This field concerns the resources the UE requires every discovery period for transmitting sidelink discovery announcement(s).

	discTxResourceReqAddFreq

Indicates, for any frequencies in addition to the one covered by discTxResourceReq, the number of separate discovery message(s) the UE wants to transmit every discovery period. This field concerns the resources the UE requires every discovery period for transmitting sidelink discovery announcement(s).

	discTxResourceReqPS
Indicates the number of separate public safety related discovery message(s) the UE wants to transmit every discovery period. This field concerns the resources the UE requires every discovery period for transmitting public safety related sidelink discovery announcement(s).

	



6.3.1
System information blocks

<Cut until next modified section>
–
SystemInformationBlockType18

The IE SystemInformationBlockType18 indicates E-UTRAN supports the Sidelink UE information procedure and may contain sidelink communication related resource configuration information.
SystemInformationBlockType18 information element
-- ASN1START

SystemInformationBlockType18-r12 ::= SEQUENCE {


commConfig-r12





SEQUENCE {



commRxPool-r12





SL-CommRxPoolList-r12,



commTxPoolNormalCommon-r12


SL-CommTxPoolList-r12


OPTIONAL,
-- Need OR



commTxPoolExceptional-r12


SL-CommTxPoolList-r12


OPTIONAL,
-- Need OR



commSyncConfig-r12




SL-SyncConfigList-r12

OPTIONAL
-- Need OR


}

















OPTIONAL,
-- Need OR


lateNonCriticalExtension


OCTET STRING





OPTIONAL,


...,


[[
commTxPoolNormalCommonExt-r13


SL-CommTxPoolListExt-r13
OPTIONAL,
-- Need OR


commTxResourceUC-ReqAllowed-r13


ENUMERATED {true}

OPTIONAL,
-- Need OR



commTxAllowRelayCommon-r13



ENUMERATED {true}


OPTIONAL
-- Need OR


]]
}

-- ASN1STOP

	SystemInformationBlockType18 field descriptions

	commRxPool

Indicates the resources by which the UE is allowed to receive sidelink communication while in RRC_IDLE and while in RRC_CONNECTED.

	commSyncConfig

Indicates the configuration by which the UE is allowed to receive and transmit synchronisation information. E-UTRAN configures commSyncConfig including txParameters when configuring UEs by dedicated signalling to transmit synchronisation information.

	commTxAllowRelayCommon
Indicates whether the UE is allowed to transmit relay related sidelink communication data using the transmission pools included in SystemInformationBlockType18 i.e. either via commTxPoolNormalCommon, commTxPoolNormalCommExt or via commTxPoolExceptional.

	commTxPoolExceptional

Indicates the resources by which the UE is allowed to transmit sidelink communication in exceptional conditions, as specified in 5.10.4.

	commTxPoolNormalCommon

Indicates the resources by which the UE is allowed to transmit sidelink communication while in RRC_IDLE or when in RRC_CONNECTED while transmitting sidelink via a frequency other than the primary.

	commTxPoolNormalCommonExt

Indicates transmission resource pool(s) in addition to the pool(s) indicated by field commTxPoolNormalCommon, by which the UE is allowed to transmit sidelink communication while in RRC_IDLE or when in RRC_CONNECTED while transmitting sidelink via a frequency other than the primary. E-UTRAN configures commTxPoolNormalCommonExt only when it configures commTxPoolNormalCommon.

	commTxResourceUC-ReqAllowed
Indicates whether the UE is allowed to request transmission pools for non-relay related one-to-one sidelink communication.

	



–
SystemInformationBlockType19

The IE SystemInformationBlockType19 indicates E-UTRAN supports the sidelink UE information procedure and may contain sidelink discovery related resource configuration information.
SystemInformationBlockType19 information element
-- ASN1START

SystemInformationBlockType19-r12 ::= SEQUENCE {


discConfig-r12





SEQUENCE {



discRxPool-r12





SL-DiscRxPoolList-r12,



discTxPoolCommon-r12



SL-DiscTxPoolList-r12 


OPTIONAL,
-- Need OR



discTxPowerInfo-r12



SL-DiscTxPowerInfoList-r12 
OPTIONAL,
-- Cond Tx


discSyncConfig-r12




SL-SyncConfigList-r12

OPTIONAL
-- Need OR


}

















OPTIONAL,
-- Need OR


discInterFreqList-r12



SL-CarrierFreqInfoList-r12

OPTIONAL,
-- Need OR


lateNonCriticalExtension


OCTET STRING





OPTIONAL,


...,


[[
discConfig-v13x0



SEQUENCE {



discInterFreqList-v13x0


SL-CarrierFreqInfoList-v13x0
OPTIONAL,
-- Need OR



gapRequestsAllowedCommon

ENUMERATED {true}


OPTIONAL
-- Need OR


}















OPTIONAL,
-- Need OR


discConfigRelay-r13



SEQUENCE {




relayUE-Config-r13



SL-DiscConfigRelayUE-r13,




remoteUE-Config-r13



SL-DiscConfigRemoteUE-r13












}















OPTIONAL,
-- Need OR



discConfigPS-13




SEQUENCE {



discRxPoolPS-r13



SL-DiscRxPoolList-r12,




discTxPoolPS-Common-r13


SL-DiscTxPoolList-r12

OPTIONAL
-- Need OR


}















OPTIONAL
-- Need OR


]]
}

SL-CarrierFreqInfoList-r12 ::=
SEQUENCE (SIZE (1..maxFreq)) OF SL-CarrierFreqInfo-r12
SL-CarrierFreqInfoList-v13x0 ::=
SEQUENCE (SIZE (1..maxFreq)) OF SL-CarrierFreqInfo-v13x0
SL-CarrierFreqInfo-r12::= 

SEQUENCE {


carrierFreq-r12 




ARFCN-ValueEUTRA-r9,


plmn-IdentityList-r12


PLMN-IdentityList4-r12


OPTIONAL
-- Need OP
}

SL-DiscConfigRelayUE-r13
::= SEQUENCE {



threshHigh-r13


RSRP-Range




OPTIONAL,
-- Need OR


threshLow-r13


RSRP-Range




OPTIONAL
-- Need OR


hystMax-r13



ENUMERATED {dB0, dB3, dB6, dB9, dB12, dBinf}
OPTIONAL,
-- Cond ThreshHigh

hystMin-r13



ENUMERATED {dB0, dB3, dB6, dB9, dB12}
OPTIONAL,
-- Cond ThreshLow
}

SL-DiscConfigRemoteUE-r13
::= SEQUENCE {



threshHigh-r13


RSRP-Range




OPTIONAL
-- Need OR


hystMax-r13



ENUMERATED {dB0, dB3, dB6, dB9, dB12}
OPTIONAL,
-- Cond ThreshHigh

reselectionInfoIC-r13
ReselectionInfoRelay-r13,
}

ReselectionInfoRelay-r13 ::=
SEQUENCE {


q-RxLevMin-r13




Q-RxLevMin,


-- Note that the mapping of invidual values may be different for PC5, but the granularity/


-- number of values is same as for Uu


filterCoefficient-r13


FilterCoefficient,


minHyst-r13




ENUMERATED {dB0, dB3,











dB6, dB9, dB12, dBinf}
OPTIONAL
-- Need OR

}

CellSelectionInfoNFreq-r13 ::=
SEQUENCE {


-- Cell selection information as in SIB1


q-RxLevMin-r13




Q-RxLevMin,


q-RxLevMinOffset




INTEGER (1..8)


OPTIONAL,
-- Need OP


-- Cell re-selection information as in SIB3


q-Hyst-r13






ENUMERATED {












dB0, dB1, dB2, dB3, dB4, dB5, dB6, dB8, dB10,












dB12, dB14, dB16, dB18, dB20, dB22, dB24},


q-RxLevMinReselection-r13


Q-RxLevMin,

t-ReselectionEUTRA-r13



T-Reselection

}

SL-CarrierFreqInfo-v13x0::= 
SEQUENCE {


discResourcesNonPS-r13


SL-ResourcesInterFreq-r13


OPTIONAL, 
-- Need OR


discResourcesPS-r13



SL-ResourcesInterFreq-r13


OPTIONAL, 
-- Need OR


discConfigOther-r13


SL-DiscConfigOtherInterFreq-r13

OPTIONAL 
-- Need OR








}

PLMN-IdentityList4-r12 ::=
SEQUENCE (SIZE (1..maxPLMN-r11)) OF
PLMN-IdentityInfo2-r12

PLMN-IdentityInfo2-r12 ::=

CHOICE
{


plmn-Index-r12




INTEGER (1..maxPLMN-r11),


plmnIdentity-r12



PLMN-Identity

}

SL-DiscTxResourcesInterFreq-r13 ::=
CHOICE {

acquireSI-FromCarrier-r13

NULL,


discTxPoolCommon-r13


SL-DiscTxPoolList-r12,


requestDedicated-r13


NULL,


noTxOnCarrier-r13



NULL
}

SL-DiscConfigOtherInterFreq-r13::= 
SEQUENCE {


txPowerInfo-r13




SL-DiscTxPowerInfoList-r12 


OPTIONAL,
-- Cond Tx


refCarrierCommon-r13



ENUMERATED {pCell}




OPTIONAL,
-- Need OR


discSyncConfig-r13



SL-SyncConfigListNFreq-r13


OPTIONAL,
-- Need OR


discCellSelectionInfo-r13

CellSelectionInfoNFreq-r13


OPTIONAL
-- Need OR

}
SL-ResourcesInterFreq-r13 ::= SEQUENCE {


discRxResourcesInterFreq-r13
SL-DiscRxPoolList-r12



OPTIONAL,
-- Need OR

discTxResourcesInterFreq-r13
SL-DiscTxResourcesInterFreq-r13

OPTIONAL
-- Need OR
}
-- ASN1STOP

	SystemInformationBlockType19 field descriptions

	discCellSelectionInfo
Parameters that may be used by the UE to select/ reselect a cell on the concerned non serving frequency. If absent, the UE acquires the information from the target cell on the concerned frequency. See TS 36.304 [4, 11.4].

	discInterFreqList

Indicates the neighbouring frequencies on which sidelink discovery announcement is supported. May also provide further information i.e. reception resource pool and/ or transmission resource pool, or an indication how resources could be obtained.

	discRxPool

Indicates the resources by which the UE is allowed to receive sidelink discovery announcements while in RRC_IDLE and while in RRC_CONNECTED.

	discRxPoolPS
Indicates the resources by which the UE is allowed to receive public safety related sidelink discovery announcements while in RRC_IDLE and while in RRC_CONNECTED.

	discRxResourcesInterFreq
Indicates the resource pool configuration for receiving discovery announcements on a carrier frequency.

	discSyncConfig

Indicates the configuration by which the UE is allowed to receive and transmit synchronisation information. E-UTRAN configures discSyncConfig including txParameters when configuring UEs by dedicated signalling to transmit synchronisation information.

	


	


	discTxPoolCommon

Indicates the resources by which the UE is allowed to transmit sidelink discovery announcements while in RRC_IDLE.

	discTxPoolPS-Common

Indicates the resources by which the UE is allowed to transmit public safety related sidelink discovery announcements while in RRC_IDLE.

	discTxRefCarrierCommon
Indicates if the PCell (RRC_CONNECTED)/ serving cell (RRC_IDLE) is to be used as reference for DL measurements and synchronization, instead of the DL frequency paired with the one used to transmit sidelink discovery announcements on, see TS 36.213 [23, 14.3.1].

	discTxResourcesInterFreq
For the concerned frequency, iither provides the UE with a pool of sidelink discovery announcement transmission resources the UE is allowed to use while in RRC_IDLE, or indicates whether such transmission is allowed, and if so how the UE may obtain the required resources. Value noTxOnCarrier indicates that the UE is not allowed to transmit sidelink discovery announcements on the concerned frequency. Value acquireSI-FromCarrier indicates that the UE may obtain the required resources by autonomously acquiring SIB19 and other relevant SIBs from the concerned frequency. Value requestDedicated indicates, that for the concerned carrier, the UE may request the required sidelink discovery resources by using the SidelinkUEInformation message

	plmn-IdentityList

List of PLMN identities for the neighbouring frequency indicated by carrierFreq. Absence of the field indicates the same PLMN identities as listed in plmn-IdentityList (without suffix) in SystemInformationBlockType1.

	plmn-Index

Index of the corresponding entry in field plmn-IdentityList (without suffix) within SystemInformationBlockType1.

	


	refCarrierCommon 
Indicates if the PCell (RRC_CONNECTED)/ serving cell (RRC_IDLE) is to be used as reference DL measurements and synchronization, instead of the frequency used to transmit sidelink discovery announcements on, see TS 36.213 [23, 14.3.1].

	reselectionInfoIC
Includes the parameters used by the UE when selecting/ reselecting a sidelink relay UE.

	SL-CarrierFreqInfoList-v13x0

If included, the UE shall include the same number of entries, and listed in the same order, as in SL-CarrierFreqInfoList-r12.

	threshHigh, threshLow (relayUE)
Indicates when a sidelink remote UE or sidelink relay UE that is in network coverage may use the broadcast PS related sidelink discovery Tx resource pool, if broadcast, or request Tx resources by dedicated signalling otherwise. For remote UEs, this parameter is used similarly for relay related sidelink communication.


	Conditional presence
	Explanation

	ThreshHigh
	The field is mandatory present if threshHigh is included in the corresponding IE. Otherwise the field is not present and UE shall delete any existing value for this field.

	ThreshLow
	The field is mandatory present if threshLow is included. Otherwise the field is not present UE shall delete any existing value for this field.

	Tx
	The field is mandatory present if discTxPoolCommon is included. Otherwise the field is optional present, need OR.


6.3.4
Mobility control information elements

<Cut until next modified section>
–
CellSelectionInfoNFreq
The IE CellSelectionInfoNFreq includes the parameters used for cell selection on a neighbouring frequency, see TS 36.304 [4].

CellSelectionInfoNFreq information element
-- ASN1START

CellSelectionInfoNFreq-r13 ::=
SEQUENCE {


-- Cell selection information as in SIB1


q-RxLevMin-r13




Q-RxLevMin,


q-RxLevMinOffset




INTEGER (1..8)


OPTIONAL,
-- Need OP


-- Cell re-selection information as in SIB3


q-Hyst-r13






ENUMERATED {












dB0, dB1, dB2, dB3, dB4, dB5, dB6, dB8, dB10,












dB12, dB14, dB16, dB18, dB20, dB22, dB24},


q-RxLevMinReselection-r13


Q-RxLevMin,


t-ReselectionEUTRA-r13



T-Reselection

}

-- ASN1STOP

6.3.6
Other information elements

<Cut until next modified section>
–
UE-EUTRA-Capability
The IE UE-EUTRA-Capability is used to convey the E-UTRA UE Radio Access Capability Parameters, see TS 36.306 [5], and the Feature Group Indicators for mandatory features (defined in Annexes B.1 and C.1) to the network. The IE UE-EUTRA-Capability is transferred in E-UTRA or in another RAT.

UE-EUTRA-Capability information element
-- ASN1START

UE-EUTRA-Capability ::=


SEQUENCE {


accessStratumRelease



AccessStratumRelease,


ue-Category






INTEGER (1..5),


pdcp-Parameters





PDCP-Parameters,


phyLayerParameters




PhyLayerParameters,


rf-Parameters





RF-Parameters,


measParameters





MeasParameters,


featureGroupIndicators



BIT STRING (SIZE (32))



OPTIONAL,


interRAT-Parameters



SEQUENCE {



utraFDD







IRAT-ParametersUTRA-FDD



OPTIONAL,



utraTDD128






IRAT-ParametersUTRA-TDD128



OPTIONAL,



utraTDD384






IRAT-ParametersUTRA-TDD384



OPTIONAL,



utraTDD768






IRAT-ParametersUTRA-TDD768



OPTIONAL,



geran







IRAT-ParametersGERAN




OPTIONAL,



cdma2000-HRPD





IRAT-ParametersCDMA2000-HRPD


OPTIONAL,



cdma2000-1xRTT





IRAT-ParametersCDMA2000-1XRTT


OPTIONAL


},


nonCriticalExtension



UE-EUTRA-Capability-v920-IEs

OPTIONAL

}

-- Late non critical extensions

UE-EUTRA-Capability-v9a0-IEs ::=
SEQUENCE {


featureGroupIndRel9Add-r9


BIT STRING (SIZE (32))



OPTIONAL,


fdd-Add-UE-EUTRA-Capabilities-r9
UE-EUTRA-CapabilityAddXDD-Mode-r9
OPTIONAL,


tdd-Add-UE-EUTRA-Capabilities-r9
UE-EUTRA-CapabilityAddXDD-Mode-r9
OPTIONAL,


nonCriticalExtension



UE-EUTRA-Capability-v9c0-IEs

OPTIONAL

}

UE-EUTRA-Capability-v9c0-IEs ::=

SEQUENCE {


interRAT-ParametersUTRA-v9c0

IRAT-ParametersUTRA-v9c0

OPTIONAL,


nonCriticalExtension



UE-EUTRA-Capability-v9d0-IEs
OPTIONAL

}

UE-EUTRA-Capability-v9d0-IEs ::=

SEQUENCE {


phyLayerParameters-v9d0



PhyLayerParameters-v9d0


OPTIONAL,


nonCriticalExtension



UE-EUTRA-Capability-v9e0-IEs
OPTIONAL

}

UE-EUTRA-Capability-v9e0-IEs ::=
SEQUENCE {


rf-Parameters-v9e0




RF-Parameters-v9e0





OPTIONAL,


nonCriticalExtension



UE-EUTRA-Capability-v9h0-IEs


OPTIONAL

}

UE-EUTRA-Capability-v9h0-IEs ::=
SEQUENCE {


interRAT-ParametersUTRA-v9h0

IRAT-ParametersUTRA-v9h0


OPTIONAL,


-- Following field is only to be used for late REL-9 extensions


lateNonCriticalExtension


OCTET STRING






OPTIONAL,


nonCriticalExtension



UE-EUTRA-Capability-v10c0-IEs


OPTIONAL

}

UE-EUTRA-Capability-v10c0-IEs ::=
SEQUENCE {


otdoa-PositioningCapabilities-r10
OTDOA-PositioningCapabilities-r10

OPTIONAL,

nonCriticalExtension



UE-EUTRA-Capability-v10f0-IEs


OPTIONAL

}

UE-EUTRA-Capability-v10f0-IEs ::=
SEQUENCE {


rf-Parameters-v10f0




RF-Parameters-v10f0





OPTIONAL,


nonCriticalExtension



UE-EUTRA-Capability-v10i0-IEs


OPTIONAL

}

UE-EUTRA-Capability-v10i0-IEs ::=
SEQUENCE {


rf-Parameters-v10i0




RF-Parameters-v10i0





OPTIONAL,

-- Following field is only to be used for late REL-10 extensions


lateNonCriticalExtension


OCTET STRING (CONTAINING UE-EUTRA-Capability-v10j0-IEs)
OPTIONAL,


nonCriticalExtension



UE-EUTRA-Capability-v11d0-IEs


OPTIONAL

}
UE-EUTRA-Capability-v10j0-IEs ::=
SEQUENCE {


rf-Parameters-v10j0




RF-Parameters-v10j0





OPTIONAL,

nonCriticalExtension



SEQUENCE {}







OPTIONAL

}

UE-EUTRA-Capability-v11d0-IEs ::=
SEQUENCE {


rf-Parameters-v11d0




RF-Parameters-v11d0





OPTIONAL,

otherParameters-v11d0



Other-Parameters-v11d0




OPTIONAL,


-- Following field is only to be used for late REL-11 extensions

nonCriticalExtension



SEQUENCE {}







OPTIONAL

}
-- Regular non critical extensions

UE-EUTRA-Capability-v920-IEs ::=

SEQUENCE {


phyLayerParameters-v920



PhyLayerParameters-v920,


interRAT-ParametersGERAN-v920


IRAT-ParametersGERAN-v920,


interRAT-ParametersUTRA-v920


IRAT-ParametersUTRA-v920


OPTIONAL,


interRAT-ParametersCDMA2000-v920

IRAT-ParametersCDMA2000-1XRTT-v920
OPTIONAL,


deviceType-r9






ENUMERATED {noBenFromBatConsumpOpt}
OPTIONAL,


csg-ProximityIndicationParameters-r9
CSG-ProximityIndicationParameters-r9,


neighCellSI-AcquisitionParameters-r9
NeighCellSI-AcquisitionParameters-r9,


son-Parameters-r9





SON-Parameters-r9,


nonCriticalExtension




UE-EUTRA-Capability-v940-IEs

OPTIONAL

}

UE-EUTRA-Capability-v940-IEs ::=
SEQUENCE {


lateNonCriticalExtension


OCTET STRING (CONTAINING UE-EUTRA-Capability-v9a0-IEs)




















OPTIONAL,


nonCriticalExtension



UE-EUTRA-Capability-v1020-IEs

OPTIONAL

}

UE-EUTRA-Capability-v1020-IEs ::=
SEQUENCE {


ue-Category-v1020




INTEGER (6..8)






OPTIONAL,


phyLayerParameters-v1020


PhyLayerParameters-v1020



OPTIONAL,


rf-Parameters-v1020




RF-Parameters-v1020





OPTIONAL,


measParameters-v1020



MeasParameters-v1020




OPTIONAL,


featureGroupIndRel10-r10


BIT STRING (SIZE (32))




OPTIONAL,


interRAT-ParametersCDMA2000-v1020
IRAT-ParametersCDMA2000-1XRTT-v1020

OPTIONAL,


ue-BasedNetwPerfMeasParameters-r10
UE-BasedNetwPerfMeasParameters-r10

OPTIONAL,


interRAT-ParametersUTRA-TDD-v1020
IRAT-ParametersUTRA-TDD-v1020


OPTIONAL,


nonCriticalExtension



UE-EUTRA-Capability-v1060-IEs


OPTIONAL

}

UE-EUTRA-Capability-v1060-IEs ::=
SEQUENCE {


fdd-Add-UE-EUTRA-Capabilities-v1060
UE-EUTRA-CapabilityAddXDD-Mode-v1060
OPTIONAL,


tdd-Add-UE-EUTRA-Capabilities-v1060
UE-EUTRA-CapabilityAddXDD-Mode-v1060
OPTIONAL,


rf-Parameters-v1060




RF-Parameters-v1060





OPTIONAL,


nonCriticalExtension



UE-EUTRA-Capability-v1090-IEs


OPTIONAL

}

UE-EUTRA-Capability-v1090-IEs ::=
SEQUENCE {


rf-Parameters-v1090




RF-Parameters-v1090





OPTIONAL,


nonCriticalExtension



UE-EUTRA-Capability-v1130-IEs


OPTIONAL

}

UE-EUTRA-Capability-v1130-IEs ::=
SEQUENCE {


pdcp-Parameters-v1130



PDCP-Parameters-v1130,


phyLayerParameters-v1130


PhyLayerParameters-v1130



OPTIONAL,


rf-Parameters-v1130




RF-Parameters-v1130,


measParameters-v1130



MeasParameters-v1130,


interRAT-ParametersCDMA2000-v1130
IRAT-ParametersCDMA2000-v1130,


otherParameters-r11




Other-Parameters-r11,


fdd-Add-UE-EUTRA-Capabilities-v1130
UE-EUTRA-CapabilityAddXDD-Mode-v1130
OPTIONAL,


tdd-Add-UE-EUTRA-Capabilities-v1130
UE-EUTRA-CapabilityAddXDD-Mode-v1130
OPTIONAL,


nonCriticalExtension



UE-EUTRA-Capability-v1170-IEs


OPTIONAL

}

UE-EUTRA-Capability-v1170-IEs ::=
SEQUENCE {


phyLayerParameters-v1170


PhyLayerParameters-v1170



OPTIONAL,


ue-Category-v1170




INTEGER (9..10)






OPTIONAL,


nonCriticalExtension



UE-EUTRA-Capability-v1180-IEs


OPTIONAL
}

UE-EUTRA-Capability-v1180-IEs ::=
SEQUENCE {


rf-Parameters-v1180




RF-Parameters-v1180





OPTIONAL,


mbms-Parameters-r11




MBMS-Parameters-r11





OPTIONAL,


fdd-Add-UE-EUTRA-Capabilities-v1180
UE-EUTRA-CapabilityAddXDD-Mode-v1180
OPTIONAL,


tdd-Add-UE-EUTRA-Capabilities-v1180
UE-EUTRA-CapabilityAddXDD-Mode-v1180
OPTIONAL,


nonCriticalExtension



UE-EUTRA-Capability-v11a0-IEs


OPTIONAL

}

UE-EUTRA-Capability-v11a0-IEs ::=
SEQUENCE {


ue-Category-v11a0




INTEGER (11..12)





OPTIONAL,

measParameters-v11a0



MeasParameters-v11a0




OPTIONAL,


nonCriticalExtension



UE-EUTRA-Capability-v1250-IEs


OPTIONAL

}

UE-EUTRA-Capability-v1250-IEs ::=
SEQUENCE {


phyLayerParameters-v1250


PhyLayerParameters-v1250



OPTIONAL,

rf-Parameters-v1250




RF-Parameters-v1250





OPTIONAL,

rlc-Parameters-r12




RLC-Parameters-r12





OPTIONAL,


ue-BasedNetwPerfMeasParameters-v1250
UE-BasedNetwPerfMeasParameters-v1250
OPTIONAL,

ue-CategoryDL-r12




INTEGER (0..14)






OPTIONAL,

ue-CategoryUL-r12




INTEGER (0..13)






OPTIONAL,

wlan-IW-Parameters-r12



WLAN-IW-Parameters-r12




OPTIONAL,

measParameters-v1250



MeasParameters-v1250




OPTIONAL,

dc-Parameters-r12




DC-Parameters-r12





OPTIONAL,


mbms-Parameters-v1250



MBMS-Parameters-v1250




OPTIONAL,


mac-Parameters-r12




MAC-Parameters-r12





OPTIONAL,

fdd-Add-UE-EUTRA-Capabilities-v1250
UE-EUTRA-CapabilityAddXDD-Mode-v1250
OPTIONAL,


tdd-Add-UE-EUTRA-Capabilities-v1250
UE-EUTRA-CapabilityAddXDD-Mode-v1250
OPTIONAL,

sl-Parameters-r12



SL-Parameters-r12




OPTIONAL,

nonCriticalExtension



UE-EUTRA-Capability-v1260-IEs


OPTIONAL

}
UE-EUTRA-Capability-v1260-IEs ::=
SEQUENCE {


ue-CategoryDL-v1260




INTEGER (15..16)





OPTIONAL,

nonCriticalExtension



UE-EUTRA-Capability-v1270-IEs


OPTIONAL

}

UE-EUTRA-Capability-v1270-IEs ::= SEQUENCE {


rf-Parameters-v1270




RF-Parameters-v1270





OPTIONAL,


nonCriticalExtension



UE-EUTRA-Capability-v1280-IEs


OPTIONAL
}

UE-EUTRA-Capability-v1280-IEs ::= SEQUENCE {


phyLayerParameters-v1280


PhyLayerParameters-v1280



OPTIONAL,

nonCriticalExtension



UE-EUTRA-Capability-v13x0-IEs 


OPTIONAL
}

UE-EUTRA-Capability-v13x0-IEs ::= SEQUENCE {


dc-Parameters-v13x0




DC-Parameters-v13x0





OPTIONAL,


measParameters-v13xy



MeasParameters-v13xy




OPTIONAL,

mac-Parameters-v13x0



MAC-Parameters-v13x0




OPTIONAL,

pdcp-Parameters-v13x0


PDCP-Parameters-v13x0



OPTIONAL,

phyLayerParameters-v13x0


PhyLayerParameters-v13x0



OPTIONAL,

rf-Parameters-v13x0



RF-Parameters-v13x0




OPTIONAL,


rlc-Parameters-v13x0



RLC-Parameters-v13x0




OPTIONAL,


ue-CategoryDL-v13x0



INTEGER (17)






OPTIONAL,

ue-CategoryUL-v13x0



INTEGER (14)






OPTIONAL,

scptm-Parameters-v13x0



SCPTM-Parameters-v13x0




OPTIONAL,

sl-Parameters-r13



SL-Parameters-r13




OPTIONAL,

supportOfLAA-r13




ENUMERATED {supported}




OPTIONAL,

nonCriticalExtension



SEQUENCE {}






OPTIONAL
}

UE-EUTRA-CapabilityAddXDD-Mode-r9 ::=
SEQUENCE {


phyLayerParameters-r9



PhyLayerParameters




OPTIONAL,


featureGroupIndicators-r9


BIT STRING (SIZE (32))



OPTIONAL,


featureGroupIndRel9Add-r9


BIT STRING (SIZE (32))



OPTIONAL,


interRAT-ParametersGERAN-r9


IRAT-ParametersGERAN



OPTIONAL,


interRAT-ParametersUTRA-r9


IRAT-ParametersUTRA-v920


OPTIONAL,


interRAT-ParametersCDMA2000-r9

IRAT-ParametersCDMA2000-1XRTT-v920
OPTIONAL,


neighCellSI-AcquisitionParameters-r9
NeighCellSI-AcquisitionParameters-r9
OPTIONAL,


...

}

UE-EUTRA-CapabilityAddXDD-Mode-v1060 ::=
SEQUENCE {


phyLayerParameters-v1060


PhyLayerParameters-v1020


OPTIONAL,


featureGroupIndRel10-v1060


BIT STRING (SIZE (32))



OPTIONAL,


interRAT-ParametersCDMA2000-v1060
IRAT-ParametersCDMA2000-1XRTT-v1020
OPTIONAL,


interRAT-ParametersUTRA-TDD-v1060
IRAT-ParametersUTRA-TDD-v1020

OPTIONAL,


...,


[[
otdoa-PositioningCapabilities-r10
OTDOA-PositioningCapabilities-r10
OPTIONAL


]]
}

UE-EUTRA-CapabilityAddXDD-Mode-v1130 ::=
SEQUENCE {


phyLayerParameters-v1130


PhyLayerParameters-v1130


OPTIONAL,


measParameters-v1130



MeasParameters-v1130



OPTIONAL,


otherParameters-r11




Other-Parameters-r11



OPTIONAL,


...

}

UE-EUTRA-CapabilityAddXDD-Mode-v1180 ::=
SEQUENCE {


mbms-Parameters-r11




MBMS-Parameters-r11

}

UE-EUTRA-CapabilityAddXDD-Mode-v1250 ::=
SEQUENCE {


phyLayerParameters-v1250


PhyLayerParameters-v1250


OPTIONAL,


measParameters-v1250



MeasParameters-v1250



OPTIONAL
}

AccessStratumRelease ::=


ENUMERATED {











rel8, rel9, rel10, rel11, rel12, spare3,











spare2, spare1, ...}

DC-Parameters-r12 ::=


SEQUENCE {


drb-TypeSplit-r12





ENUMERATED {supported}


OPTIONAL,


drb-TypeSCG-r12






ENUMERATED {supported}


OPTIONAL

}

DC-Parameters-v13x0 ::=


SEQUENCE {


pdcp-TransferSplitUL-r13



ENUMERATED {supported}


OPTIONAL,


ue-SSTD-Meas-r13





ENUMERATED {supported}


OPTIONAL

}

MAC-Parameters-r12 ::=



SEQUENCE {


logicalChannelSR-ProhibitTimer-r12
ENUMERATED {supported}



OPTIONAL,


longDRX-Command-r12



ENUMERATED {supported}




OPTIONAL
}

MAC-Parameters-v13x0 ::=



SEQUENCE {


extendedMAC-LengthField-r13

ENUMERATED {supported}



OPTIONAL,

extendedLongDRX-r13



ENUMERATED {supported}



OPTIONAL
}

RLC-Parameters-r12 ::=



SEQUENCE {


extended-RLC-LI-Field-r12


ENUMERATED {supported}
}

RLC-Parameters-v13x0 ::=



SEQUENCE {


extendedRLC-SN-SO-Field-r13



ENUMERATED {supported}
}

PDCP-Parameters ::=



SEQUENCE {


supportedROHC-Profiles



SEQUENCE {



profile0x0001





BOOLEAN,



profile0x0002





BOOLEAN,



profile0x0003





BOOLEAN,



profile0x0004





BOOLEAN,



profile0x0006





BOOLEAN,



profile0x0101





BOOLEAN,



profile0x0102





BOOLEAN,



profile0x0103





BOOLEAN,



profile0x0104





BOOLEAN


},


maxNumberROHC-ContextSessions

ENUMERATED {












cs2, cs4, cs8, cs12, cs16, cs24, cs32,












cs48, cs64, cs128, cs256, cs512, cs1024,












cs16384, spare2, spare1}



DEFAULT cs16,


...

}

PDCP-Parameters-v1130 ::=

SEQUENCE {


pdcp-SN-Extension-r11




ENUMERATED {supported}


OPTIONAL,


supportRohcContextContinue-r11


ENUMERATED {supported}


OPTIONAL

}

PDCP-Parameters-v13x0 ::=



SEQUENCE {


pdcp-SN-Extension-18bits-r13


ENUMERATED {supported}

}

PhyLayerParameters ::=



SEQUENCE {


ue-TxAntennaSelectionSupported

BOOLEAN,


ue-SpecificRefSigsSupported

BOOLEAN

}

PhyLayerParameters-v920 ::=

SEQUENCE {


enhancedDualLayerFDD-r9


ENUMERATED {supported}


OPTIONAL,


enhancedDualLayerTDD-r9


ENUMERATED {supported}


OPTIONAL

}

PhyLayerParameters-v9d0 ::=


SEQUENCE {


tm5-FDD-r9





ENUMERATED {supported}


OPTIONAL,


tm5-TDD-r9





ENUMERATED {supported}


OPTIONAL

}

PhyLayerParameters-v1020 ::=


SEQUENCE {


twoAntennaPortsForPUCCH-r10



ENUMERATED {supported}




OPTIONAL,


tm9-With-8Tx-FDD-r10




ENUMERATED {supported}




OPTIONAL,


pmi-Disabling-r10





ENUMERATED {supported}




OPTIONAL,


crossCarrierScheduling-r10



ENUMERATED {supported}




OPTIONAL,


simultaneousPUCCH-PUSCH-r10



ENUMERATED {supported}




OPTIONAL,


multiClusterPUSCH-WithinCC-r10


ENUMERATED {supported}




OPTIONAL,


nonContiguousUL-RA-WithinCC-List-r10
NonContiguousUL-RA-WithinCC-List-r10
OPTIONAL

}

PhyLayerParameters-v1130 ::=


SEQUENCE {


crs-InterfHandl-r11





ENUMERATED {supported}




OPTIONAL,


ePDCCH-r11







ENUMERATED {supported}




OPTIONAL,


multiACK-CSI-Reporting-r11



ENUMERATED {supported}




OPTIONAL,


ss-CCH-InterfHandl-r11




ENUMERATED {supported}




OPTIONAL,


tdd-SpecialSubframe-r11




ENUMERATED {supported}




OPTIONAL,


txDiv-PUCCH1b-ChSelect-r11



ENUMERATED {supported}




OPTIONAL,


ul-CoMP-r11







ENUMERATED {supported}




OPTIONAL

}

PhyLayerParameters-v1170 ::=


SEQUENCE {


interBandTDD-CA-WithDifferentConfig-r11
BIT STRING (SIZE (2))


OPTIONAL

}

PhyLayerParameters-v1250 ::=


SEQUENCE {


e-HARQ-Pattern-FDD-r12




ENUMERATED {supported}


OPTIONAL,


enhanced-4TxCodebook-r12



ENUMERATED {supported}


OPTIONAL,

tdd-FDD-CA-PCellDuplex-r12



BIT STRING (SIZE (2))


OPTIONAL,


phy-TDD-ReConfig-TDD-PCell-r12


ENUMERATED {supported}


OPTIONAL,


phy-TDD-ReConfig-FDD-PCell-r12


ENUMERATED {supported}


OPTIONAL,


pusch-FeedbackMode-r12




ENUMERATED {supported}


OPTIONAL,

pusch-SRS-PowerControl-SubframeSet-r12
ENUMERATED {supported}


OPTIONAL,


csi-SubframeSet-r12





ENUMERATED {supported}


OPTIONAL,


noResourceRestrictionForTTIBundling-r12
ENUMERATED {supported}


OPTIONAL,


discoverySignalsInDeactSCell-r12

ENUMERATED {supported}


OPTIONAL,


naics-Capability-List-r12



NAICS-Capability-List-r12

OPTIONAL
}

PhyLayerParameters-v1280 ::=


SEQUENCE {


alternativeTBS-Indices-r12



ENUMERATED {supported}


OPTIONAL
}
PhyLayerParameters-v13x0 ::=


SEQUENCE {


codebook-HARQ-ACK-r13




BIT STRING (SIZE (2))


OPTIONAL,


fdd-Harq-TimingTDD-r13




ENUMERATED {supported}


OPTIONAL,
maxNumberUpdatedCSI-Proc-r13



INTEGER(5..32)




OPTIONAL,


supportedBlindDecoding-r13



INTEGER(1..32)




OPTIONAL,


pucch-Format4-r13





ENUMERATED {supported}


OPTIONAL,


pucch-Format5-r13





ENUMERATED {supported}


OPTIONAL,


pucch-SCell-r13






ENUMERATED {supported}


OPTIONAL

}

NonContiguousUL-RA-WithinCC-List-r10 ::= SEQUENCE (SIZE (1..maxBands)) OF NonContiguousUL-RA-WithinCC-r10

NonContiguousUL-RA-WithinCC-r10 ::=

SEQUENCE {


nonContiguousUL-RA-WithinCC-Info-r10
ENUMERATED {supported}




OPTIONAL

}

RF-Parameters ::=




SEQUENCE {


supportedBandListEUTRA



SupportedBandListEUTRA

}

RF-Parameters-v9e0 ::=




SEQUENCE {


supportedBandListEUTRA-v9e0



SupportedBandListEUTRA-v9e0



OPTIONAL

}

RF-Parameters-v1020 ::=



SEQUENCE {


supportedBandCombination-r10


SupportedBandCombination-r10

}

RF-Parameters-v1060 ::=



SEQUENCE {


supportedBandCombinationExt-r10


SupportedBandCombinationExt-r10

}

RF-Parameters-v1090 ::=




SEQUENCE {


supportedBandCombination-v1090


SupportedBandCombination-v1090


OPTIONAL

}

RF-Parameters-v10f0 ::=




SEQUENCE {


modifiedMPR-Behavior-r10




BIT STRING (SIZE (32))



OPTIONAL

}

RF-Parameters-v10i0 ::=




SEQUENCE {


supportedBandCombination-v10i0


SupportedBandCombination-v10i0


OPTIONAL

}
RF-Parameters-v10j0 ::=




SEQUENCE {


multiNS-Pmax-r10





ENUMERATED {supported}




OPTIONAL
}

RF-Parameters-v1130 ::=



SEQUENCE {


supportedBandCombination-v1130


SupportedBandCombination-v1130


OPTIONAL

}

RF-Parameters-v1180 ::=



SEQUENCE {


freqBandRetrieval-r11




ENUMERATED {supported}


OPTIONAL,


requestedBands-r11





SEQUENCE (SIZE (1.. maxBands)) OF FreqBandIndicator-r11





OPTIONAL,


supportedBandCombinationAdd-r11


SupportedBandCombinationAdd-r11

OPTIONAL

}
RF-Parameters-v11d0 ::=




SEQUENCE {


supportedBandCombinationAdd-v11d0

SupportedBandCombinationAdd-v11d0

OPTIONAL

}

RF-Parameters-v1250 ::=



SEQUENCE {

supportedBandListEUTRA-v1250



SupportedBandListEUTRA-v1250

OPTIONAL,


supportedBandCombination-v1250


SupportedBandCombination-v1250


OPTIONAL,

supportedBandCombinationAdd-v1250

SupportedBandCombinationAdd-v1250

OPTIONAL,

freqBandPriorityAdjustment-r12


ENUMERATED {supported}




OPTIONAL
}
RF-Parameters-v1270 ::=



SEQUENCE {

supportedBandCombination-v1270


SupportedBandCombination-v1270


OPTIONAL,


supportedBandCombinationAdd-v1270

SupportedBandCombinationAdd-v1270

OPTIONAL
}

RF-Parameters-v13x0 ::=



SEQUENCE {

requestedMaximumCCs-r13




ENUMERATED {supported, includedUL,














includedDL, includedBoth}

OPTIONAL,


skipFallbackCombinations-r13



ENUMERATED {supported, included}



OPTIONAL,


supportedBandCombinations-r13

SupportedBandCombinations-r13



OPTIONAL, 


supportedMIMO-CapabilityDL-r13

MIMO-CapabilityDL-r10





OPTIONAL

}

SupportedBandCombination-r10 ::= SEQUENCE (SIZE (1..maxBandComb-r10)) OF BandCombinationParameters-r10 

SupportedBandCombinationExt-r10 ::= SEQUENCE (SIZE (1..maxBandComb-r10)) OF BandCombinationParametersExt-r10

SupportedBandCombination-v1090 ::= SEQUENCE (SIZE (1..maxBandComb-r10)) OF BandCombinationParameters-v1090

SupportedBandCombination-v10i0 ::= SEQUENCE (SIZE (1..maxBandComb-r10)) OF BandCombinationParameters-v10i0
SupportedBandCombination-v1130 ::= SEQUENCE (SIZE (1..maxBandComb-r10)) OF BandCombinationParameters-v1130
SupportedBandCombination-v1250 ::= SEQUENCE (SIZE (1..maxBandComb-r10)) OF BandCombinationParameters-v1250

SupportedBandCombination-v1270 ::= SEQUENCE (SIZE (1..maxBandComb-r10)) OF BandCombinationParameters-v1270
SupportedBandCombinationAdd-r11 ::= SEQUENCE (SIZE (1..maxBandComb-r11)) OF BandCombinationParameters-r11

SupportedBandCombinationAdd-v11d0 ::= SEQUENCE (SIZE (1..maxBandComb-r11)) OF BandCombinationParameters-v10i0
SupportedBandCombinationAdd-v1250 ::= SEQUENCE (SIZE (1..maxBandComb-r11)) OF BandCombinationParameters-v1250
SupportedBandCombinationAdd-v1270 ::= SEQUENCE (SIZE (1..maxBandComb-r11)) OF BandCombinationParameters-v1270
SupportedBandCombinations-r13 ::=
SEQUENCE {


bandCombinationList-r13





BandCombinationList-r13

}

BandCombinationList-r13 ::= SEQUENCE (SIZE (maxBandComb-r13)) OF BandCombination-r13

BandCombination-r13 ::=

SEQUENCE {


additionalFallbackSupported-r13

ENUMERATED {true}



OPTIONAL,


bandCombinationParameters-r13

BandCombinationParametersCommon-r13

}

BandCombinationParametersCommon-r13 ::= SEQUENCE {


bandParameterList-r13


SEQUENCE (SIZE (1..maxSimultaneousBands-r10)) OF BandParameters-r13,


supportedBandwidthCombinationSet-r13

SupportedBandwidthCombinationSet-r10

OPTIONAL,


multipleTimingAdvance-r13

ENUMERATED {supported}




OPTIONAL,


simultaneousRx-Tx-r13


ENUMERATED {supported}




OPTIONAL,


bandInfoEUTRA-r13



BandInfoEUTRA,


dc-Support-r13




SEQUENCE {



asynchronous-r13


ENUMERATED {supported}


OPTIONAL,



supportedCellGrouping-r13

CHOICE {





threeEntries-r13



BIT STRING (SIZE(3)),





fourEntries-r13




BIT STRING (SIZE(7)),





fiveEntries-r13




BIT STRING (SIZE(15))



}















OPTIONAL


}
















OPTIONAL,


supportedNAICS-2CRS-AP-r13

BIT STRING (SIZE (1..maxNAICS-Entries-r12))

OPTIONAL,


commSupportedBandsPerBC-r13

BIT STRING (SIZE (1.. maxBands))

OPTIONAL

}

BandCombinationParameters-r10 ::= SEQUENCE (SIZE (1..maxSimultaneousBands-r10)) OF BandParameters-r10

BandCombinationParametersExt-r10 ::= SEQUENCE {


supportedBandwidthCombinationSet-r10
SupportedBandwidthCombinationSet-r10
OPTIONAL

}

BandCombinationParameters-v1090 ::= SEQUENCE (SIZE (1..maxSimultaneousBands-r10)) OF BandParameters-v1090

BandCombinationParameters-v10i0::= SEQUENCE {

bandParameterList-v10i0


SEQUENCE (SIZE (1..maxSimultaneousBands-r10)) OF 




BandParameters-v10i0
OPTIONAL
}

BandCombinationParameters-v1130 ::=
SEQUENCE {


multipleTimingAdvance-r11

ENUMERATED {supported}




OPTIONAL,


simultaneousRx-Tx-r11


ENUMERATED {supported}




OPTIONAL,


bandParameterList-r11


SEQUENCE (SIZE (1..maxSimultaneousBands-r10)) OF BandParameters-v1130
OPTIONAL,


...

}

BandCombinationParameters-r11 ::=
SEQUENCE {


bandParameterList-r11


SEQUENCE (SIZE (1..maxSimultaneousBands-r10)) OF 




BandParameters-r11,


supportedBandwidthCombinationSet-r11
SupportedBandwidthCombinationSet-r10
OPTIONAL,


multipleTimingAdvance-r11

ENUMERATED {supported}




OPTIONAL,


simultaneousRx-Tx-r11


ENUMERATED {supported}




OPTIONAL,


bandInfoEUTRA-r11



BandInfoEUTRA,


...

}

BandCombinationParameters-v1250::= SEQUENCE {


dc-Support-r12




SEQUENCE {



asynchronous-r12



ENUMERATED {supported}


OPTIONAL,



supportedCellGrouping-r12

CHOICE {





threeEntries-r12



BIT STRING (SIZE(3)),





fourEntries-r12




BIT STRING (SIZE(7)),





fiveEntries-r12




BIT STRING (SIZE(15))



}















OPTIONAL


}
















OPTIONAL,

supportedNAICS-2CRS-AP-r12

BIT STRING (SIZE (1..maxNAICS-Entries-r12))

OPTIONAL,

commSupportedBandsPerBC-r12



BIT STRING (SIZE (1.. maxBands))

OPTIONAL,


...
}
BandCombinationParameters-v1270 ::= SEQUENCE {


bandParameterList-v1270


SEQUENCE (SIZE (1..maxSimultaneousBands-r10)) OF 




BandParameters-v1270

OPTIONAL
}

SupportedBandwidthCombinationSet-r10 ::=
BIT STRING (SIZE (1..maxBandwidthCombSet-r10))

BandParameters-r10 ::= SEQUENCE {


bandEUTRA-r10




FreqBandIndicator,


bandParametersUL-r10


BandParametersUL-r10




OPTIONAL,


bandParametersDL-r10


BandParametersDL-r10




OPTIONAL

}

BandParameters-v1090 ::= SEQUENCE {


bandEUTRA-v1090




FreqBandIndicator-v9e0




OPTIONAL,


...

}

BandParameters-v10i0::= SEQUENCE {

bandParametersDL-v10i0

SEQUENCE (SIZE (1..maxBandwidthClass-r10)) OF CA-MIMO-ParametersDL-v10i0
}

BandParameters-v1130 ::= SEQUENCE {


supportedCSI-Proc-r11


ENUMERATED {n1, n3, n4}

}
BandParameters-r11 ::= SEQUENCE {


bandEUTRA-r11




FreqBandIndicator-r11,


bandParametersUL-r11


BandParametersUL-r10




OPTIONAL,


bandParametersDL-r11


BandParametersDL-r10




OPTIONAL,


supportedCSI-Proc-r11


ENUMERATED {n1, n3, n4}




OPTIONAL

}

BandParameters-v1270 ::= SEQUENCE {

bandParametersDL-v1270


SEQUENCE (SIZE (1..maxBandwidthClass-r10)) OF CA-MIMO-ParametersDL-v1270
}

BandParameters-r13 ::= SEQUENCE {


bandEUTRA-r13




FreqBandIndicator-r11,


bandParametersUL-r13



BandParametersUL-r13



OPTIONAL,


bandParametersDL-r13



BandParametersDL-r13



OPTIONAL,


supportedCSI-Proc-r13


ENUMERATED {n1, n3, n4}


OPTIONAL

}

BandParametersUL-r10 ::= SEQUENCE (SIZE (1..maxBandwidthClass-r10)) OF CA-MIMO-ParametersUL-r10
BandParametersUL-r13 ::= SEQUENCE OF CA-MIMO-ParametersUL-r10
CA-MIMO-ParametersUL-r10 ::= SEQUENCE {


ca-BandwidthClassUL-r10



CA-BandwidthClass-r10,


supportedMIMO-CapabilityUL-r10

MIMO-CapabilityUL-r10



OPTIONAL

}

BandParametersDL-r10 ::= SEQUENCE (SIZE (1..maxBandwidthClass-r10)) OF CA-MIMO-ParametersDL-r10

BandParametersDL-r13 ::= SEQUENCE OF CA-MIMO-ParametersDL-r13
CA-MIMO-ParametersDL-r10 ::= SEQUENCE {


ca-BandwidthClassDL-r10



CA-BandwidthClass-r10,


supportedMIMO-CapabilityDL-r10

MIMO-CapabilityDL-r10



OPTIONAL

}
CA-MIMO-ParametersDL-v10i0 ::= SEQUENCE {

fourLayerTM3-TM4-r10



ENUMERATED {supported}



OPTIONAL

}

CA-MIMO-ParametersDL-v1270 ::= SEQUENCE {


intraBandContiguousCC-InfoList-r12


SEQUENCE (SIZE (1..maxServCell-r10)) OF IntraBandContiguousCC-Info-r12
}

CA-MIMO-ParametersDL-r13 ::= SEQUENCE {


ca-BandwidthClassDL-r13




CA-BandwidthClass-r10,


supportedMIMO-CapabilityDL-r13


MIMO-CapabilityDL-r10



OPTIONAL,


fourLayerTM3-TM4-r13





ENUMERATED {supported}



OPTIONAL,


intraBandContiguousCC-InfoList-r13

SEQUENCE (SIZE (1..maxServCell-r13)) OF IntraBandContiguousCC-Info-r12
}
IntraBandContiguousCC-Info-r12 ::= SEQUENCE {


fourLayerTM3-TM4-perCC-r12


ENUMERATED {supported}



OPTIONAL,

supportedMIMO-CapabilityDL-r12

MIMO-CapabilityDL-r10



OPTIONAL,


supportedCSI-Proc-r12



ENUMERATED {n1, n3, n4}



OPTIONAL
}
CA-BandwidthClass-r10 ::= ENUMERATED {a, b, c, d, e, f, ...}

MIMO-CapabilityUL-r10 ::= ENUMERATED {twoLayers, fourLayers}

MIMO-CapabilityDL-r10 ::= ENUMERATED {twoLayers, fourLayers, eightLayers}

SupportedBandListEUTRA ::=


SEQUENCE (SIZE (1..maxBands)) OF SupportedBandEUTRA 

SupportedBandListEUTRA-v9e0::=


SEQUENCE (SIZE (1..maxBands)) OF SupportedBandEUTRA-v9e0
SupportedBandListEUTRA-v1250 ::=

SEQUENCE (SIZE (1..maxBands)) OF SupportedBandEUTRA-v1250
SupportedBandEUTRA ::=



SEQUENCE {


bandEUTRA






FreqBandIndicator,


halfDuplex






BOOLEAN

}

SupportedBandEUTRA-v9e0 ::=

SEQUENCE {


bandEUTRA-v9e0





FreqBandIndicator-v9e0

OPTIONAL

}
SupportedBandEUTRA-v1250 ::=

SEQUENCE {


dl-256QAM-r12





ENUMERATED {supported}

OPTIONAL,

ul-64QAM-r12





ENUMERATED {supported}

OPTIONAL
}

MeasParameters ::=




SEQUENCE {


bandListEUTRA





BandListEUTRA

}

MeasParameters-v1020 ::=


SEQUENCE {


bandCombinationListEUTRA-r10


BandCombinationListEUTRA-r10

}

MeasParameters-v1130 ::=


SEQUENCE {


rsrqMeasWideband-r11


ENUMERATED {supported}




OPTIONAL

}

MeasParameters-v11a0 ::=


SEQUENCE {

benefitsFromInterruption-r11


ENUMERATED {true}



OPTIONAL

}

MeasParameters-v1250 ::=


SEQUENCE {


timerT312-r12





ENUMERATED {supported}

OPTIONAL,

alternativeTimeToTrigger-r12

ENUMERATED {supported}

OPTIONAL,


incMonEUTRA-r12





ENUMERATED {supported}

OPTIONAL,


incMonUTRA-r12





ENUMERATED {supported}

OPTIONAL,


extendedMaxMeasId-r12



ENUMERATED {supported}

OPTIONAL,


extendedRSRQ-LowerRange-r12


ENUMERATED {supported}

OPTIONAL,


rsrq-OnAllSymbols-r12



ENUMERATED {supported}

OPTIONAL,


crs-DiscoverySignalsMeas-r12

ENUMERATED {supported}

OPTIONAL,


csi-RS-DiscoverySignalsMeas-r12

ENUMERATED {supported}

OPTIONAL
}
MeasParameters-v13xy ::=


SEQUENCE {


rs-SINR-Meas-r13




ENUMERATED {supported}

OPTIONAL,

whiteCellList-r13

ENUMERATED {supported}

OPTIONAL
}
BandListEUTRA ::=




SEQUENCE (SIZE (1..maxBands)) OF BandInfoEUTRA 

BandCombinationListEUTRA-r10 ::=
SEQUENCE (SIZE (1..maxBandComb-r10)) OF BandInfoEUTRA

BandInfoEUTRA ::=




SEQUENCE {


interFreqBandList




InterFreqBandList,


interRAT-BandList




InterRAT-BandList

OPTIONAL

}

InterFreqBandList ::=



SEQUENCE (SIZE (1..maxBands)) OF InterFreqBandInfo

InterFreqBandInfo ::=



SEQUENCE {


interFreqNeedForGaps



BOOLEAN

}

InterRAT-BandList ::=



SEQUENCE (SIZE (1..maxBands)) OF InterRAT-BandInfo

InterRAT-BandInfo ::=



SEQUENCE {


interRAT-NeedForGaps



BOOLEAN

}

IRAT-ParametersUTRA-FDD ::=

SEQUENCE {


supportedBandListUTRA-FDD


SupportedBandListUTRA-FDD

}

IRAT-ParametersUTRA-v920 ::=

SEQUENCE {


e-RedirectionUTRA-r9



ENUMERATED {supported}

}

IRAT-ParametersUTRA-v9c0 ::=

SEQUENCE {


voiceOverPS-HS-UTRA-FDD-r9





ENUMERATED {supported}

OPTIONAL,


voiceOverPS-HS-UTRA-TDD128-r9




ENUMERATED {supported}

OPTIONAL,


srvcc-FromUTRA-FDD-ToUTRA-FDD-r9



ENUMERATED {supported}

OPTIONAL,


srvcc-FromUTRA-FDD-ToGERAN-r9




ENUMERATED {supported}

OPTIONAL,


srvcc-FromUTRA-TDD128-ToUTRA-TDD128-r9


ENUMERATED {supported}

OPTIONAL,


srvcc-FromUTRA-TDD128-ToGERAN-r9



ENUMERATED {supported}

OPTIONAL

}

IRAT-ParametersUTRA-v9h0 ::=

SEQUENCE {


mfbi-UTRA-r9





ENUMERATED {supported}

}

SupportedBandListUTRA-FDD ::=

SEQUENCE (SIZE (1..maxBands)) OF SupportedBandUTRA-FDD 

SupportedBandUTRA-FDD ::=


ENUMERATED {











bandI, bandII, bandIII, bandIV, bandV, bandVI,











bandVII, bandVIII, bandIX, bandX, bandXI,











bandXII, bandXIII, bandXIV, bandXV, bandXVI, ...,











bandXVII-8a0, bandXVIII-8a0, bandXIX-8a0, bandXX-8a0,











bandXXI-8a0, bandXXII-8a0, bandXXIII-8a0, bandXXIV-8a0,











bandXXV-8a0, bandXXVI-8a0, bandXXVII-8a0, bandXXVIII-8a0,











bandXXIX-8a0, bandXXX-8a0, bandXXXI-8a0, bandXXXII-8a0}

IRAT-ParametersUTRA-TDD128 ::=

SEQUENCE {


supportedBandListUTRA-TDD128

SupportedBandListUTRA-TDD128

}

SupportedBandListUTRA-TDD128 ::=
SEQUENCE (SIZE (1..maxBands)) OF SupportedBandUTRA-TDD128 

SupportedBandUTRA-TDD128 ::=

ENUMERATED {











a, b, c, d, e, f, g, h, i, j, k, l, m, n,











o, p, ...}

IRAT-ParametersUTRA-TDD384 ::=

SEQUENCE {


supportedBandListUTRA-TDD384

SupportedBandListUTRA-TDD384

}

SupportedBandListUTRA-TDD384 ::=
SEQUENCE (SIZE (1..maxBands)) OF SupportedBandUTRA-TDD384 

SupportedBandUTRA-TDD384 ::=

ENUMERATED {












a, b, c, d, e, f, g, h, i, j, k, l, m, n,












o, p, ...}

IRAT-ParametersUTRA-TDD768 ::=

SEQUENCE {


supportedBandListUTRA-TDD768

SupportedBandListUTRA-TDD768

}

SupportedBandListUTRA-TDD768 ::=
SEQUENCE (SIZE (1..maxBands)) OF SupportedBandUTRA-TDD768 

SupportedBandUTRA-TDD768 ::=

ENUMERATED {











a, b, c, d, e, f, g, h, i, j, k, l, m, n,











o, p, ...}

IRAT-ParametersUTRA-TDD-v1020 ::=

SEQUENCE {


e-RedirectionUTRA-TDD-r10



ENUMERATED {supported}

}

IRAT-ParametersGERAN ::=


SEQUENCE {


supportedBandListGERAN



SupportedBandListGERAN,


interRAT-PS-HO-ToGERAN



BOOLEAN

}

IRAT-ParametersGERAN-v920 ::=

SEQUENCE {


dtm-r9







ENUMERATED {supported}


OPTIONAL,


e-RedirectionGERAN-r9



ENUMERATED {supported}


OPTIONAL

}

SupportedBandListGERAN ::=


SEQUENCE (SIZE (1..maxBands)) OF SupportedBandGERAN 

SupportedBandGERAN ::=



ENUMERATED {











gsm450, gsm480, gsm710, gsm750, gsm810, gsm850,











gsm900P, gsm900E, gsm900R, gsm1800, gsm1900,











spare5, spare4, spare3, spare2, spare1, ...}

IRAT-ParametersCDMA2000-HRPD ::=
SEQUENCE {


supportedBandListHRPD



SupportedBandListHRPD,


tx-ConfigHRPD





ENUMERATED {single, dual},


rx-ConfigHRPD





ENUMERATED {single, dual}

}

SupportedBandListHRPD ::=


SEQUENCE (SIZE (1..maxCDMA-BandClass)) OF BandclassCDMA2000

IRAT-ParametersCDMA2000-1XRTT ::=
SEQUENCE {


supportedBandList1XRTT



SupportedBandList1XRTT,


tx-Config1XRTT





ENUMERATED {single, dual},


rx-Config1XRTT





ENUMERATED {single, dual}

}

IRAT-ParametersCDMA2000-1XRTT-v920 ::=
SEQUENCE {


e-CSFB-1XRTT-r9





ENUMERATED {supported},


e-CSFB-ConcPS-Mob1XRTT-r9


ENUMERATED {supported}


OPTIONAL
}

IRAT-ParametersCDMA2000-1XRTT-v1020 ::=
SEQUENCE {


e-CSFB-dual-1XRTT-r10



ENUMERATED {supported}

}

IRAT-ParametersCDMA2000-v1130 ::=

SEQUENCE {


cdma2000-NW-Sharing-r11




ENUMERATED {supported}

OPTIONAL

}

SupportedBandList1XRTT ::=


SEQUENCE (SIZE (1..maxCDMA-BandClass)) OF BandclassCDMA2000

CSG-ProximityIndicationParameters-r9 ::=
SEQUENCE {


intraFreqProximityIndication-r9
ENUMERATED {supported}


OPTIONAL,


interFreqProximityIndication-r9
ENUMERATED {supported}


OPTIONAL,


utran-ProximityIndication-r9

ENUMERATED {supported}


OPTIONAL

}

NeighCellSI-AcquisitionParameters-r9 ::=
SEQUENCE {


intraFreqSI-AcquisitionForHO-r9
ENUMERATED {supported}


OPTIONAL,


interFreqSI-AcquisitionForHO-r9
ENUMERATED {supported}


OPTIONAL,


utran-SI-AcquisitionForHO-r9

ENUMERATED {supported}


OPTIONAL

}

SON-Parameters-r9 ::=



SEQUENCE {


rach-Report-r9





ENUMERATED {supported}


OPTIONAL

}

UE-BasedNetwPerfMeasParameters-r10 ::=
SEQUENCE {


loggedMeasurementsIdle-r10



ENUMERATED {supported}

OPTIONAL,


standaloneGNSS-Location-r10



ENUMERATED {supported}

OPTIONAL

}

UE-BasedNetwPerfMeasParameters-v1250 ::= 
SEQUENCE {


loggedMBSFNMeasurements-r12



ENUMERATED {supported}
}
OTDOA-PositioningCapabilities-r10 ::=
SEQUENCE {


otdoa-UE-Assisted-r10




ENUMERATED {supported},


interFreqRSTD-Measurement-r10


ENUMERATED {supported}

OPTIONAL

}
Other-Parameters-r11 ::=



SEQUENCE {


inDeviceCoexInd-r11





ENUMERATED {supported}

OPTIONAL,


powerPrefInd-r11





ENUMERATED {supported}

OPTIONAL,


ue-Rx-TxTimeDiffMeasurements-r11

ENUMERATED {supported}

OPTIONAL

}
Other-Parameters-v11d0 ::=



SEQUENCE {


inDeviceCoexInd-UL-CA-r11



ENUMERATED {supported}

OPTIONAL
}

MBMS-Parameters-r11 ::=



SEQUENCE {


mbms-SCell-r11






ENUMERATED {supported}

OPTIONAL,


mbms-NonServingCell-r11




ENUMERATED {supported}

OPTIONAL

}

MBMS-Parameters-v1250 ::=



SEQUENCE {


mbms-AsyncDC-r12





ENUMERATED {supported}

OPTIONAL

}

SCPTM-Parameters-v13x0 ::=



SEQUENCE {


scptm-ParallelReception-r13




ENUMERATED {supported}

OPTIONAL

}
WLAN-IW-Parameters-r12 ::=
SEQUENCE {


wlan-IW-RAN-Rules-r12




ENUMERATED {supported}

OPTIONAL,


wlan-IW-ANDSF-Policies-r12





ENUMERATED {supported}

OPTIONAL

}

NAICS-Capability-List-r12 ::= SEQUENCE (SIZE (1..maxNAICS-Entries-r12)) OF NAICS-Capability-Entry-r12

NAICS-Capability-Entry-r12
::=
SEQUENCE {


numberOfNAICS-CapableCC-r12



INTEGER(1..5),


numberOfAggregatedPRB-r12



ENUMERATED {













n50, n75, n100, n125, n150, n175, 













n200, n225, n250, n275, n300, n350,













n400, n450, n500, spare},


...
}
SL-Parameters-r12 ::=



SEQUENCE {


commSimultaneousTx-r12




ENUMERATED {supported}

OPTIONAL,


commSupportedBands-r12




FreqBandIndicatorListEUTRA-r12 
OPTIONAL,


discSupportedBands-r12




SupportedBandInfoList-r12 
OPTIONAL,


discScheduledResourceAlloc-r12


ENUMERATED {supported}

OPTIONAL,


disc-UE-SelectedResourceAlloc-r12

ENUMERATED {supported}

OPTIONAL,


disc-SLSS-r12






ENUMERATED {supported}

OPTIONAL,


discSupportedProc-r12




ENUMERATED {n50, n400}

OPTIONAL

}

SL-Parameters-r13 ::=



SEQUENCE {


discSysInfoReporting-r13




ENUMERATED {supported}

OPTIONAL

}
SupportedBandInfoList-r12 ::=

SEQUENCE (SIZE (1..maxBands)) OF SupportedBandInfo-r12 

SupportedBandInfo-r12 ::=


SEQUENCE {


support-r12







ENUMERATED {supported}
OPTIONAL

}

FreqBandIndicatorListEUTRA-r12 ::=

SEQUENCE (SIZE (1..maxBands)) OF FreqBandIndicator-r11

-- ASN1STOP

	UE-EUTRA-Capability field descriptions
	FDD/ TDD diff

	accessStratumRelease

Set to rel12 in this version of the specification.
	-

	additionalFallbackSupported
Indicates that the UE supports different capabilities for at least one fallback case of this band combination.
	-

	alternativeTBS-Indices
Indicates whether the UE supports alternative TBS indices for ITBS 26 and 33 as specified in TS 36.213 [23].
	-

	alternativeTimeToTrigger
Indicates whether the UE supports alternativeTimeToTrigger.
	No

	bandCombinationListEUTRA

One entry corresponding to each supported band combination listed in the same order as in supportedBandCombination. 
	-

	BandCombinationParameters-v1090

If included, the UE shall include the same number of entries, and listed in the same order, as in BandCombinationParameters-r10.
	-

	BandCombinationParameters-v1130

The field is applicable to each supported CA bandwidth class combination (i.e. CA configuration in TS 36.101 [42, Section 5.6A.1]) indicated in the corresponding band combination. If included, the UE shall include the same number of entries, and listed in the same order, as in BandCombinationParameters-r10.
	-

	bandEUTRA

E‑UTRA band as defined in TS 36.101 [42]. In case the UE includes bandEUTRA-v9e0 or bandEUTRA-v1090, the UE shall set the corresponding entry of bandEUTRA (i.e. without suffix) or bandEUTRA-r10 respectively to maxFBI.
	-

	bandListEUTRA

One entry corresponding to each supported E‑UTRA band listed in the same order as in supportedBandListEUTRA.
	-

	bandParametersUL, bandParametersDL

Indicates the supported parameters for the band. UE shall indicate parameters for only one CA uplink or downlink bandwidth class in a single band entry for one band combination entry.
	-

	benefitsFromInterruption
Indicates whether the UE power consumption would benefit from being allowed to cause interruptions to serving cells when performing measurements of deactivated SCell carriers for measCycleSCell of less than 640ms, as specified in TS 36.133 [16].
	No

	CA-BandwidthClass

The CA bandwidth class supported by the UE as defined in TS 36.101 [42, Table 5.6A-1]. 
The UE explicitly includes all the supported CA bandwidth class combinations in the band combination signalling. Support for one CA bandwidth class does not implicitly indicate support for another CA bandwidth class.
	-

	cdma2000-NW-Sharing

Indicates whether the UE supports network sharing for CDMA2000.
	-

	codebook-HARQ-ACK
Indicates whether the UE supports determining HARQ ACK codebook size based on the DAI-ased solution and/or the number of configured CCs. The first bit is set to "1" if the UE supports the DAI-based codebook size determination. The second bit is set to “1” if the UE supports the codebook determination based on the number of configured CCs.
	-

	commSimultaneousTx

Indicates whether the UE supports simultaneous transmission of EUTRA and sidelink communication (on different carriers) in all bands for which the UE indicated sidelink support in a band combination (using commSupportedBandsPerBC).
	-

	commSupportedBands

Indicates the bands on which the UE supports sidelink communication, by an independent list of bands i.e. separate from the list of supported E UTRA band, as indicated in supportedBandListEUTRA.
	-

	commSupportedBandsPerBC

Indicates, for a particular band combination, the bands on which the UE supports simultaneous reception of EUTRA and sidelink communication. If the UE indicates support simultaneous transmission (using commSimultaneousTx), it also indicates, for a particular band combination, the bands on which the UE supports simultaneous transmission of EUTRA and sidelink communication. The first bit refers to the first band included in commSupportedBands, with value 1 indicating sidelink is supported.
	-

	crossCarrierScheduling
	Yes

	crs-DiscoverySignalsMeas

Indicates whether the UE supports CRS based discovery signals measurement, and PDSCH/EPDCCH RE mapping with zero power CSI-RS configured for discovery signals.
	FFS

	crs-InterfHandl

Indicates whether the UE supports CRS interference handling.
	No

	csi-RS-DiscoverySignalsMeas

Indicates whether the UE supports CSI-RS based discovery signals measurement. If this field is included, the UE shall also include crs-DiscoverySignalsMeas.
	FFS

	csi-SubframeSet
Indicates whether the UE supports REL-12 DL CSI subframe set configuration, REL-12 DL CSI subframe set dependent CSI measurement/feedback, configuration of up to 2 CSI-IM resources for a CSI process with no more than 4 CSI-IM resources for all CSI processes of one frequency if the UE supports tm10, configuration of two ZP-CSI-RS for tm1 to tm9, PDSCH RE mapping with two ZP-CSI-RS configurations, and EPDCCH RE mapping with two ZP-CSI-RS configurations if the UE supports EPDCCH. This field is only applicable for UEs supporting TDD. 
	-

	dc-Support

Including this field indicates that the UE supports synchronous DC and power control mode 1. Including this field for a band combination entry comprising of single band entry indicates that the UE supports intra-band contiguous DC. Including this field for a band combination entry comprising of two or more band entries, indicates that the UE supports DC for these bands and that the serving cells corresponding to a band entry shall belong to one cell group (i.e. MCG or SCG). Including field asynchronous indicates that the UE supports asynchronous DC and power control mode 2. Including this field for a TDD/FDD band combination indicates that the UE supports TDD/FDD DC for this band combination.
	-

	deviceType

UE may set the value to “noBenFromBatConsumpOpt” when it does not foresee to particularly benefit from NW-based battery consumption optimisation. Absence of this value means that the device does benefit from NW-based battery consumption optimisation.
	-

	discoverySignalsInDeactSCell

Indicates whether the UE supports the behaviour on DL signals and physical channels when SCell is deactivated and discovery signals measurement is configured as specified in TS 36.211 [17, 6.11A]. This field is included only if UE supports carrier aggregation and includes crs-DiscoverySignalsMeas.
	FFS

	discScheduledResourceAlloc

Indicates whether the UE supports transmission of discovery announcements based on network scheduled resource allocation.
	-

	disc-UE-SelectedResourceAlloc

Indicates whether the UE supports transmission of discovery announcements based on UE autonomous resource selection.
	-

	disc-SLSS

Indicates whether the UE supports Sidelink Synchronization Signal (SLSS) transmission and reception for sidelink discovery.
	-

	discSupportedBands

Indicates the bands on which the UE supports sidelink discovery. One entry corresponding to each supported E UTRA band, listed in the same order as in supportedBandListEUTRA.
	-

	discSupportedProc

Indicates the number of processes supported by the UE for sidelink discovery.
	-

	discSysInfoReporting

Indicates whether the UE supports reporting of System Information for inter-frequency/PLMN sidelink discovery
-
	-

	dl-256QAM
Indicates whether the UE supports 256QAM in DL on the band.
	-

	drb-TypeSCG, drb-TypeSplit
The drb-TypeSplit indicates whether the UE supports split bearer except for PDCP data transfer in UL. The drb-TypeSCG indicates whether the UE supports SCG bearer.
	-

	dtm

Indicates whether the UE supports DTM in GERAN.
	-

	e-CSFB-1XRTT

Indicates whether the UE supports enhanced CS fallback to CDMA2000 1xRTT or not.
	Yes

	e-CSFB-ConcPS-Mob1XRTT
Indicates whether the UE supports concurrent enhanced CS fallback to CDMA2000 1xRTT and PS handover/ redirection to CDMA2000 HRPD.
	Yes

	e-CSFB-dual-1XRTT

Indicates whether the UE supports enhanced CS fallback to CDMA2000 1xRTT for dual Rx/Tx configuration. This bit can only be set to supported if tx-Config1XRTT and rx-Config1XRTT are both set to dual.
	Yes

	e-HARQ-Pattern-FDD

Indicates whether the UE supports enhanced HARQ pattern for TTI bundling operation for FDD.
	-

	Enhanced-4TxCodebook
Indicates whether the UE supports enhanced 4Tx codebook.
	No

	enhancedDualLayerTDD

Indicates whether the UE supports enhanced dual layer (PDSCH transmission mode 8) for TDD or not.
	-

	ePDCCH

Indicates whether the UE can receive DCI on UE specific search space on Enhanced PDCCH.
	Yes

	e-RedirectionUTRA
	Yes

	e-RedirectionUTRA-TDD

Indicates whether the UE supports enhanced redirection to UTRA TDD to multiple carrier frequencies both with and without using related SIB provided by RRCConnectionRelease or not.
	Yes

	extendedLongDRX
Indicates whether the UE supporst extended long DRX cycles of 5.12s and 10.24s in connected mode
	-

	extendedMaxMeasId

Indicates whether the UE supports extended number of measurement identies as defined by maxMeasId-r12.
	No

	extended-RLC-LI-Field

Indicates whether the UE supports 15 bit RLC length indicator.
	-

	extended-RLC-SN-SO-Field
Indicates whether the UE supports 16 bits of RLC sequence number and segmentation offset.
	-

	extendedRSRQ-LowerRange
Indicates whether the UE supports the extended RSRQ lower value range from -34dB to -19.5dB in measurement configuration and reporting as specified in TS 36.133 [16].
	No

	fdd-Harq-TimingTDD

Indicates whether UE supports FDD HARQ timing for TDD SCell when configured with TDD PCell.
	-

	featureGroupIndicators, featureGroupIndRel9Add, featureGroupIndRel10

The definitions of the bits in the bit string are described in Annex B.1 (for featureGroupIndicators and featureGroupIndRel9Add) and in Annex C.1.(for featureGroupIndRel10)
	Yes

	fourLayerTM3-TM4

Indicates whether the UE supports 4-layer spatial multiplexing for TM3 and TM4.
	-

	fourLayerTM3-TM4-perCC

Indicates whether the UE supports 4-layer spatial multiplexing for TM3 and TM4 for the component carrier.
	-

	freqBandPriorityAdjustment
Indicates whether the UE supports the prioritization of frequency bands in multiBandInfoList over the band in freqBandIndicator as defined by freqBandIndicatorPriority-r12.
	-

	freqBandRetrieval

Indicates whether the UE supports reception of requestedFrequencyBands.
	-

	halfDuplex

If halfDuplex is set to true, only half duplex operation is supported for the band, otherwise full duplex operation is supported.
	-

	incMonEUTRA

Indicates whether the UE supports increased number of E-UTRA carrier monitoring in RRC_IDLE and RRC_CONNECTED, as specified in TS 36.133 [16].
	No

	incMonUTRA

Indicates whether the UE supports increased number of UTRA carrier monitoring in RRC_IDLE and RRC_CONNECTED, as specified in TS 36.133 [16].
	No

	inDeviceCoexInd

Indicates whether the UE supports in-device coexistence indication as well as autonomous denial functionality.
	Yes

	inDeviceCoexInd-UL-CA

Indicates whether the UE supports UL CA related in-device coexistence indication. This field can be included only if inDeviceCoexInd is included. The UE supports inDeviceCoexInd-UL-CA in the same duplexing modes as it supports inDeviceCoexInd.
	-

	interBandTDD-CA-WithDifferentConfig
Indicates whether the UE supports inter-band TDD carrier aggregation with different UL/DL configuration combinations. The first bit indicates UE supports the configuration combination of SCell DL subframes are a subset of PCell and PSCell by SIB1 configuration and the configuration combination of SCell DL subframes are a superset of PCell and PSCell by SIB1 configuration; the second bit indicates UE supports the configuration combination of SCell DL subframes are neither superset nor subset of PCell and PSCell by SIB1 configuration. This field is included only if UE supports inter-band TDD carrier aggregation.
	-

	interFreqBandList

One entry corresponding to each supported E‑UTRA band listed in the same order as in supportedBandListEUTRA.
	-

	interFreqNeedForGaps

Indicates need for measurement gaps when operating on the E‑UTRA band given by the entry in bandListEUTRA or on the E-UTRA band combination given by the entry in bandCombinationListEUTRA and measuring on the E‑UTRA band given by the entry in interFreqBandList.
	-

	interFreqProximityIndication

Indicates whether the UE supports proximity indication for inter-frequency E-UTRAN CSG member cells.
	-

	interFreqRSTD-Measurement

Indicates whether the UE supports inter-frequency RSTD measurements for OTDOA positioning [54].
	Yes

	interFreqSI-AcquisitionForHO

Indicates whether the UE supports, upon configuration of si-RequestForHO by the network, acquisition and reporting of relevant information using autonomous gaps by reading the SI from a neighbouring inter-frequency cell.
	Yes

	interRAT-BandList

One entry corresponding to each supported band of another RAT listed in the same order as in the interRAT-Parameters.
	-

	interRAT-NeedForGaps

Indicates need for DL measurement gaps when operating on the E‑UTRA band given by the entry in bandListEUTRA or on the E-UTRA band combination given by the entry in bandCombinationListEUTRA and measuring on the inter-RAT band given by the entry in the interRAT-BandList.
	-

	interRAT-PS-HO-ToGERAN

Indicates whether the UE supports inter-RAT PS handover to GERAN or not.
	Yes

	intraBandContiguousCC-InfoList
Indicates, per serving carrier of which the corresponding bandwidth class includes multiple serving carriers (i.e. bandwidth class B, C, D and so on), the maximum number of supported layers for spatial multiplexing in DL and the maximum number of CSI processes supported. The number of entries is equal to the number of component carriers in the corresponding bandwidth class. The UE shall support the setting indicated in each entry of the list regardless of the order of entries in the list.The UE shall include the field only if it supports 4-layer spatial multiplexing in transmission mode3/4 for a subset of component carriers in the corresponding bandwidth class, or if the maximum number of supported layers for at least one component carrier is higher than supportedMIMO-CapabilityDL-r10 in the corresponding bandwidth class, or if the number of CSI processes for at least one component carrier is higher than supportedCSI-Proc-r11 in the corresponding band.
	-

	intraFreqProximityIndication

Indicates whether the UE supports proximity indication for intra-frequency E-UTRAN CSG member cells.
	-

	intraFreqSI-AcquisitionForHO

Indicates whether the UE supports, upon configuration of si-RequestForHO by the network, acquisition and reporting of relevant information using autonomous gaps by reading the SI from a neighbouring intra-frequency cell.
	Yes

	loggedMBSFNMeasurements

Indicates whether the UE supports logged measurements for MBSFN. A UE indicating support for logged measurements for MBSFN shall also indicate support for logged measurements in Idle mode.
	-

	loggedMeasurementsIdle

Indicates whether the UE supports logged measurements in Idle mode.
	-

	logicalChannelSR-ProhibitTimer
Indicates whether the UE supports the logicalChannelSR-ProhibitTimer as defined in TS 36.321 [6].
	-

	longDRX-Command
Indicates whether the UE supports Long DRX Command MAC Control Element.
	-

	maxNumberROHC-ContextSessions

Set to the maximum number of concurrently active ROHC contexts supported by the UE, excluding context sessions that leave all headers uncompressed. cs2 corresponds with 2 (context sessions), cs4 corresponds with 4 and so on. The network ignores this field if the UE supports none of the ROHC profiles in supportedROHC-Profiles.
	-

	maxNumberUpdatedCSI
Indicates the maximum number of CSI processes to be updated across CCs.
	-

	mbms-AsyncDC

Indicates whether the UE in RRC_CONNECTED supports MBMS reception via MRB on a frequency indicated in an MBMSInterestIndication message, where (according to supportedBandCombination) the carriers that are or can be configured as serving cells in the MCG and the SCG are not synchronized. If this field is included, the UE shall also include mbms-SCell and mbms-NonServingCell.
	TBD

	mbms-SCell

Indicates whether the UE in RRC_CONNECTED supports MBMS reception via MRB on a frequency indicated in an MBMSInterestIndication message, when an SCell is configured on that frequency (regardless of whether the SCell is activated or deactivated).
	Yes

	mbms-NonServingCell

Indicates whether the UE in RRC_CONNECTED supports MBMS reception via MRB on a frequency indicated in an MBMSInterestIndication message, where (according to supportedBandCombination and to network synchronization properties) a serving cell may be additionally configured. If this field is included, the UE shall also include the mbms-SCell field.
	Yes

	mfbi-UTRA

It indicates if the UE supports the signalling requirements of multiple radio frequency bands in a UTRA FDD cell, as defined in TS 25.307 [65].
	-

	MIMO-CapabilityDL

The number of supported layers for spatial multiplexing in DL. The field may be absent for category 0 and category 1 UE in which case the number of supported layers is 1.
	-

	MIMO-CapabilityUL

The number of supported layers for spatial multiplexing in UL. Absence of the field means that the number of supported layers is 1.
	-

	modifiedMPR-Behavior

Field encoded as a bit map, where at least one bit N is set to "1" if UE supports modified MPR/A-MPR behaviour N, see TS 36.101 [42]. All remaining bits of the field are set to “0”. The leading / leftmost bit (bit 0) corresponds to modified MPR/A-MPR behaviour 0, the next bit corresponds to modified MPR/A-MPR behaviour 1 and so on. 

Absence of this field means that UE does not support any modified MPR/A-MPR behaviour.
	-

	multiACK-CSIreporting

Indicates whether the UE supports multi-cell HARQ ACK and periodic CSI reporting and SR on PUCCH format 3.
	Yes

	multiClusterPUSCH-WithinCC
	Yes

	multiNS-Pmax
Indicates whether the UE supports the mechanisms defined for cells broadcasting NS-PmaxList.
	-

	multipleTimingAdvance

Indicates whether the UE supports multiple timing advances for each band combination listed in supportedBandCombination. If the band combination comprised of more than one band entry (i.e., inter-band or intra-band non-contiguous band combination), the field indicates that the same or different timing advances on different band entries are supported. If the band combination comprised of one band entry (i.e., intra-band contiguous band combination), the field indicates that the same or different timing advances across component carriers of the band entry are supported.
	-

	naics-Capability-List
Indicates that UE supports NAICS, i.e. receiving assistance information from serving cell and using it to cancel or suppress interference of neighbouring cell(s) for at least one band combination. If not present, UE does not support NAICS for any band combination. The field numberOfNAICS-CapableCC indicates the maximum number of component carriers where the NAICS processing is supported and the field numberOfAggregatedPRB indicates the maximum aggregated bandwidth across these of component carriers (expressed as a number of PRBs) with the restriction that NAICS is only supported over the full carrier bandwidth.

· For numberOfNAICS-CapableCC = 1, UE signals one value for numberOfAggregatedPRB from the range {50, 75, 100};

· For numberOfNAICS-CapableCC = 2, UE signals one value for numberOfAggregatedPRB from the range {50, 75, 100, 125, 150, 175, 200}; 

· For numberOfNAICS-CapableCC = 3, UE signals one value for numberOfAggregatedPRB from the range {50, 75, 100, 125, 150, 175, 200, 225, 250, 275, 300}; 

· For numberOfNAICS-CapableCC = 4, UE signals one value for numberOfAggregatedPRB from the range {50, 100, 150, 200, 250, 300, 350, 400};

For numberOfNAICS-CapableCC = 5, UE signals one value for numberOfAggregatedPRB from the range {50, 100, 150, 200, 250, 300, 350, 400, 450, 500}.
	-

	NonContiguousUL-RA-WithinCC-List
One entry corresponding to each supported E-UTRA band listed in the same order as in supportedBandListEUTRA.
	No

	noResourceRestrictionForTTIBundling

Indicate wheter the UE supports TTI bundling operation without resource allocation restriction.
	-

	otdoa-UE-Assisted

Indicates whether the UE supports UE-assisted OTDOA positioning [54].
	Yes

	pdcp-SN-Extension

Indicates whether the UE supports 15 bit length of PDCP sequence number.
	-

	pdcp-SN-Extension-18bits
Indicates whether the UE supports 18 bit length of PDCP sequence number.
	-

	pdcp-TransferSplitUL

Indicates whether the UE supports PDCP data transfer split in UL for the drb-TypeSplit as specified in TS 36.323 [8].
	-

	phy-TDD-ReConfig-FDD-PCell
Indicates whether the UE supports TDD UL/DL reconfiguration for TDD serving cell(s) via monitoring PDCCH with eIMTA-RNTI on a FDD PCell, and HARQ feedback according to UL and DL HARQ reference configurations. This bit can only be set to supported only if the UE supports FDD PCell and phy-TDD-ReConfig-TDD-PCell is set to supported.
	-

	phy-TDD-ReConfig-TDD-PCell
Indicates whether the UE supports TDD UL/DL reconfiguration for TDD serving cell(s) via monitoring PDCCH with eIMTA-RNTI on a TDD PCell, and HARQ feedback according to UL and DL HARQ reference configurations, and PUCCH format 3.
	-

	pmi-Disabling
	Yes

	powerPrefInd

Indicates whether the UE supports power preference indication.
	No

	pucch-Format4
Indicates whether the UE supports PUCCH format 4.
	-

	pucch-Format5
Indicates whether the UE supports PUCCH format 5.
	-

	pucch-SCell
Indicates whether the UE supports PUCCH on SCell.
	-

	pusch-FeedbackMode
Indicates whether the UE supports PUSCH feedback mode 3-2.
	No

	pusch-SRS-PowerControl-SubframeSet
Indicates whether the UE supports subframe set dependent UL power control for PUSCH and SRS. This field is only applicable for UEs supporting TDD.
	-

	rach-Report

Indicates whether the UE supports delivery of rachReport.
	-

	requestedBands

Indicates the frequency bands requested by E-UTRAN.
	-

	requestedMaximumCCs
Indicates whether UE supports reception of requestedMaximumCCsDL and requestedMaximumCCsUL.
	-

	rsrqMeasWideband

Indicates whether the UE can perform RSRQ measurements with wider bandwidth.
	Yes

	rsrq-OnAllSymbols

Indicates whether the UE can perform RSRQ measurement on all OFDM symbols and also support the extended RSRQ upper value range from -3dB to 2.5dB in measurement configuration and reporting as specified in TS 36.133 [16].
	No

	rs-SINR-Meas
Indicates whether the UE can perform RS-SINR measurements in RRC_CONNECTED as specified in TS 36.214 [48].
	-

	scptm-ParallelReception

Indicates whether the UE in RRC_CONNECTED supports parallel reception in the same subframe of DL-SCH transport blocks transmitted using C-RNTI/Semi-Persistent Scheduling C-RNTI and using SC-RNTI/G-RNTI as specified in TS36.306 [5].
	TBD

	simultaneousPUCCH-PUSCH
	Yes

	simultaneousRx-Tx

Indicates whether the UE supports simultaneous reception and transmission on different bands for each band combination listed in supportedBandCombination. This field is only applicable for inter-band TDD band combinations. A UE indicating support of simultaneousRx-Tx and dc-Support-r12 shall support different UL/DL configurations between PCell and PSCell.
	-

	skipFallbackCombinations

Indicates whether UE supports receiving reception of skipFallbackCombinations that requests UE to exclude fallback band combinations from capability signalling.
	-

	srvcc-FromUTRA-FDD-ToGERAN

Indicates whether UE supports SRVCC handover from UTRA FDD PS HS to GERAN CS.
	-

	srvcc-FromUTRA-FDD-ToUTRA-FDD

Indicates whether UE supports SRVCC handover from UTRA FDD PS HS to UTRA FDD CS.
	-

	srvcc-FromUTRA-TDD128-ToGERAN

Indicates whether UE supports SRVCC handover from UTRA TDD 1.28Mcps PS HS to GERAN CS.
	-

	srvcc-FromUTRA-TDD128-ToUTRA-TDD128

Indicates whether UE supports SRVCC handover from UTRA TDD 1.28Mcps PS HS to UTRA TDD 1.28Mcps CS.
	-

	ss-CCH-InterfHandl

Indicates whether the UE supports synchronisation signal and common channel interference handling.
	Yes

	standaloneGNSS-Location

Indicates whether the UE is equipped with a standalone GNSS receiver that may be used to provide detailed location information in RRC measurement report and logged measurements.
	-

	supportedBandCombination

Includes the supported CA band combinations, if any, and may include all the supported non-CA bands.
	-

	supportedBandCombination-r13
Includes the supported CA band combinations, and may include the fallback CA combinations specified in TS 36.101 [42, 4.3A].
	

	supportedBandCombinationAdd-r11
Includes additional supported CA band combinations in case maximum number of CA band combinations of supportedBandCombination is exceeded.
	-

	SupportedBandCombinationAdd-v11d0, SupportedBandCombinationAdd-v1250, SupportedBandCombinationAdd-v1270
If included, the UE shall include the same number of entries, and listed in the same order, as in SupportedBandCombinationAdd-r11.
	-

	SupportedBandCombinationExt, SupportedBandCombination-v1090, SupportedBandCombination-v10i0, SupportedBandCombination-v1130, SupportedBandCombination-v1250, SupportedBandCombination-v1270
If included, the UE shall include the same number of entries, and listed in the same order, as in supportedBandCombination-r10.
	-

	SupportedBandGERAN

GERAN band as defined in TS 45.005 [20].
	No

	SupportedBandList1XRTT

One entry corresponding to each supported CDMA2000 1xRTT band class.
	-

	SupportedBandListEUTRA
Includes the supported E-UTRA bands. This field shall include all bands which are indicated in BandCombinationParameters.
	-

	SupportedBandListEUTRA-v9e0, SupportedBandListEUTRA-v1250

If included, the UE shall include the same number of entries, and listed in the same order, as in supportedBandListEUTRA (i.e. without suffix).
	-

	SupportedBandListGERAN
	No

	SupportedBandListHRPD

One entry corresponding to each supported CDMA2000 HRPD band class.
	-

	SupportedBandUTRA-FDD

UTRA band as defined in TS 25.101 [17].
	-

	SupportedBandUTRA-TDD128

UTRA band as defined in TS 25.102 [18].
	-

	SupportedBandUTRA-TDD384

UTRA band as defined in TS 25.102 [18].
	-

	SupportedBandUTRA-TDD768

UTRA band as defined in TS 25.102 [18].
	-

	supportedBandwidthCombinationSet

The supportedBandwidthCombinationSet indicated for a band combination is applicable to all bandwidth classes indicated by the UE in this band combination.
Field encoded as a bit map, where bit N is set to "1" if UE support Bandwidth Combination Set N for this band combination, see 36.101 [42]. The leading / leftmost bit (bit 0) corresponds to the Bandwidth Combination Set 0, the next bit corresponds to the Bandwidth Combination Set 1 and so on. The UE shall neither include the field for a non-CA band combination, nor for a CA band combination for which the UE only supports Bandwidth Combination Set 0.
	-

	supportedBlindDecoding
Number of blind decodes supported per TTI in UE-specific search space as defined in TS 36.306 [5]. Only values 5 to 32 can be used in this version of the specification.
	-

	supportedCellGrouping

This field indicates for which mapping of serving cells to cell groups (i.e. MCG or SCG) the UE supports asynchronous DC. This field is only present for a band combination with more than two but less than 6 band entries where the UE supports asynchronous DC. If this field is not present but asynchronous operation is supported, the UE supports all possible mappings of serving cells to cell groups for the band combination. The bitmap size is selected based on the number of entries in the combinations, i.e., in case of three entries, the bitmap corresponding to threeEntries is selected and so on.

A bit in the bit string set to 1 indicates that the UE supports asynchronous DC for the cell grouping option represented by the concerned bit position. Each bit position represents a different cell grouping option, as illustrated by a table, see NOTE 5. A cell grouping option is represented by a number of bits, each representing a particular band entry in the band combination with the left-most bit referring to the band listed first in the band combination, etc. Value 0 indicates that the carriers of the corresponding band entry are mapped to a first cell group, while value 1 indicates that the carriers of the corresponding band entry are mapped to a second cell group.

 It is noted that the mapping table does not include entries with all bits set to the same value (0 or 1) as this does not represent a DC scenario (i.e. indicating that the UE supports that all carriers of the corresponding band entry are in one cell group).
	-

	supportedCSI-Proc

Indicates the maximum number of CSI processes supported on a component carrier within a band. Value n1 corresponds to 1 CSI process, value n3 corresponds to 3 CSI processes, and value n4 corresponds to 4 CSI processes. If this field is included, the UE shall include the same number of entries listed in the same order as in BandParameters. If the UE supports at least 1 CSI process on any component carrier, then the UE shall include this field in all bands in all band combinations.
	-

	supportedNAICS-2CRS-AP

If included, the UE supports NAICS for the band combination. The UE shall include a bitmap of the same length, and in the same order, as in naics-Capability-List, to indicate 2 CRS AP NAICS capability of the band combination. The first/ leftmost bit points to the first entry of naics-Capability-List, the second bit points to the second entry of naics-Capability-List, and so on.

For band combinations with a single component carrier, UE is only allowed to indicate {numberOfNAICS-CapableCC, numberOfAggregatedPRB} = {1, 100} if NAICS is supported.
	-

	supportOfLAA
Indicates whether the UE supports LAA operation.
	-

	supportRohcContextContinue

Indicates whether the UE supports ROHC context continuation operation where the UE does not reset the current ROHC context upon handover.
	-

	tdd-SpecialSubframe

Indicates whether the UE supports TDD special subframe defined in TS 36.211 [21].
	No

	tdd-FDD-CA-PCellDuplex
The presence of this field indicates that the UE supports TDD/FDD CA in any supported band combination including at least one FDD band with bandParametersUL and at least one TDD band with bandParametersUL. The first bit is set to "1" if UE supports the TDD PCell. The second bit is set to “1” if UE supports FDD PCell. This field is included only if the UE supports band combination including at least one FDD band with bandParametersUL and at least one TDD band with bandParametersUL. If this field is included, the UE shall set at least one of the bits as “1”. If this field is included with DC, then it is applicable within a CG, and the presence of this field indicates the capability of the UE to support TDD/FDD CA with at least one FDD band and at least one TDD band in the same CG, with the value indicating the support for TDD/FDD PCell (PSCell).
	-

	timerT312
Indicates whether the UE supports T312.
	No

	tm5-FDD

Indicates whether the UE supports the PDSCH transmission mode 5 in FDD.
	-

	tm5-TDD

Indicates whether the UE supports the PDSCH transmission mode 5 in TDD.
	-

	tm9-With-8Tx-FDD
	No

	twoAntennaPortsForPUCCH
	No

	txDiv-PUCCH1b-ChSelect

Indicates whether the UE supports transmit diversity for PUCCH format 1b with channel selection.
	Yes

	ue-Category

UE category as defined in TS 36.306 [5]. Set to values 1 to 12 in this version of the specification.
	-

	ue-CategoryDL

UE DL category as defined in TS 36.306 [5]. For ASN.1 compatibility, a UE indicating DL category 0 shall also indicate any of the categories (1..5) in ue-Category (without suffix), which is ignored by the eNB. The field ue-CategoryDL is set to values 0, 6, 7, 9 to 17 in this version of the specification.
	-

	ue-CategoryUL

UE UL category as defined in TS 36.306 [5]. The field ue-CategoryUL-r12 is set to values 0, 3, 5, 7, 8, 13 and 14 in this version of the specification.
	-

	ue-Rx-TxTimeDiffMeasurements

Indicates whether the UE supports Rx - Tx time difference measurements.
	No

	ue-SpecificRefSigsSupported
	No

	ue-SSTD-Meas

Indicates whether the UE supports SSTD measurements between the PCell and the PSCell as specified in TS 36.214 [48].
	-

	ue-TxAntennaSelectionSupported

TRUE indicates that the UE is capable of supporting UE transmit antenna selection as described in TS 36.213 [23, 8.7].
	Yes

	ul-CoMP

Indicates whether the UE supports UL Coordinated Multi-Point operation.
	No

	utran-ProximityIndication

Indicates whether the UE supports proximity indication for UTRAN CSG member cells.
	-

	ul-64QAM

Indicates whether the UE supports 64QAM in UL on the band. This field is only present when the field ue-CategoryUL is set to 5, 8 or 13.
	-

	utran-SI-AcquisitionForHO

Indicates whether the UE supports, upon configuration of si-RequestForHO by the network, acquisition and reporting of relevant information using autonomous gaps by reading the SI from a neighbouring UMTS cell.
	Yes

	voiceOverPS-HS-UTRA-FDD

Indicates whether UE supports IMS voice according to GSMA IR.58 profile in UTRA FDD.
	-

	voiceOverPS-HS-UTRA-TDD128

Indicates whether UE supports IMS voice in UTRA TDD 1.28Mcps.
	-

	whiteCellList

Indicates whether the UE supports whiteCellList-r13  to limit the set of cells applicable for measurements.
	-

	wlan-IW-RAN-Rules

Indicates whether the UE supports RAN-assisted WLAN interworking based on access network selection and traffic steering rules.
	-

	wlan-IW-ANDSF-Policies

Indicates whether the UE supports RAN-assisted WLAN interworking based on ANDSF policies.
	-


NOTE 1:
The IE UE-EUTRA-Capability does not include AS security capability information, since these are the same as the security capabilities that are signalled by NAS. Consequently AS need not provide "man-in-the-middle" protection for the security capabilities.

NOTE 2:
The column FDD/ TDD diff indicates if the UE is allowed to signal, as part of the additional capabilities for an XDD mode i.e. within UE-EUTRA-CapabilityAddXDD-Mode-xNM, a different value compared to the value signalled elsewhere within UE-EUTRA-Capability (i.e. the common value, supported for both XDD modes). A '-' is used to indicate that it is not possible to signal different values (used for fields for which the field description is provided for other reasons). Annex E specifies for which TDD and FDD serving cells a UE supporting TDD/FDD CA shall support a capability for which it indicates support within the capability signalling.
NOTE 3:
All the combinations of CA-MIMO-ParametersUL and CA-MIMO-ParametersDL for one band and across all the bands in each BandCombinationParameters are supported by the UE and have the same measurement gap requirement (i.e. the same BandInfoEUTRA applies). The BandCombinationParameters for the same band combination can be included more than once.
NOTE 4:
UE CA and measurement capabilities indicate the combinations of frequencies that can be configured as serving frequencies.
NOTE 5:
The grouping of the cells to the first and second cell group, as indicated by supportedCellGrouping, is shown in the table below.

	Nr of Band Entries:
	5
	4
	3

	Length of Bit-String:
	15
	7
	3

	Bit String Position
	Cell grouping option (0= first cell group, 1= second cell group)

	1
	00001
	0001
	001

	2
	00010
	0010
	010

	3
	00011
	0011
	011

	4
	00100
	0100
	

	5
	00101
	0101
	

	6
	00110
	0110
	

	7
	00111
	0111
	

	8
	01000
	
	

	9
	01001
	
	

	10
	01010
	
	

	11
	01011
	
	

	12
	01100
	
	

	13
	01101
	
	

	14
	01110
	
	

	15
	01111
	
	


6.3.8
Sidelink information elements

–
SL-CommConfig
The IE SL-CommConfig specifies the dedicated configuration information for sidelink communication. In particular it concerns the transmission resource configuration for sidelink communication on the primary frequency.

SL-CommConfig information element
-- ASN1START

SL-CommConfig-r12 ::= 



SEQUENCE
{


commTxResources-r12




CHOICE {



release







NULL,



setup







CHOICE {




scheduled-r12




SEQUENCE {





sl-RNTI-r12





C-RNTI,





mac-MainConfig-r12



MAC-MainConfigSL-r12,





sc-CommTxConfig-r12



SL-CommResourcePool-r12,





mcs-r12






INTEGER (0..28) 



OPTIONAL
-- Need OP




},




ue-Selected-r12




SEQUENCE {





-- Pool for normal usage





commTxPoolNormalDedicated-r12
SEQUENCE {






poolToReleaseList-r12


SL-TxPoolToReleaseList-r12 OPTIONAL,
-- Need ON






poolToAddModList-r12


SL-CommTxPoolToAddModList-r12 OPTIONAL
-- Need ON





}




}



}


}

















OPTIONAL,
-- Need ON


...,


[[
commTxResources-v13x0





CHOICE {




release







NULL,




setup







CHOICE {





scheduled-v13x0





SEQUENCE {






logicalChGroupInfoList-r13


LogicalChGroupInfoList-r13,






multipleTx-r13





BOOLEAN




},





ue-Selected-v13x0




SEQUENCE {





commTxPoolNormalDedicatedExt-r13
SEQUENCE {






poolToReleaseListExt-r13


SL-TxPoolToReleaseListExt-r13 OPTIONAL,
-- Need ON







poolToAddModListExt-r13



SL-CommTxPoolToAddModListExt-r13
OPTIONAL
-- Need ON






}





}




}



}















OPTIONAL,
-- Need ON



commTxAllowRelayDedicated-r13

BOOLEAN


OPTIONAL
-- Need ON

]]}

LogicalChGroupInfoList-r13 ::=

SEQUENCE (SIZE (1..maxLCG-r13)) OF SL-PriorityList-r13
SL-CommTxPoolToAddModList-r12 ::=

SEQUENCE (SIZE (1..maxSL-TxPool-r12)) OF SL-CommTxPoolToAddMod-r12

SL-CommTxPoolToAddModListExt-r13 ::=
SEQUENCE (SIZE (1..maxSL-CommTxPool-v13x0)) OF SL-CommTxPoolToAddModExt-r13
SL-CommTxPoolToAddMod-r12 ::=

SEQUENCE
{


poolIdentity-r12




SL-TxPoolIdentity-r12,


pool-r12






SL-CommResourcePool-r12

}

SL-CommTxPoolToAddModExt-r13 ::=

SEQUENCE
{


poolIdentity-v13x0




SL-TxPoolIdentity-v13x0,


pool-r13






SL-CommResourcePool-r12

}

MAC-MainConfigSL-r12 ::= 

SEQUENCE
{


periodic-BSR-TimerSL




PeriodicBSR-Timer-r12 

OPTIONAL, 
-- Need ON

retx-BSR-TimerSL





RetxBSR-Timer-r12
}

-- ASN1STOP

	SL-CommConfig field descriptions

	commTxAllowRelayDedicated
Indicates whether the UE is allowed to transmit relay related sidelink communication using the configured dedicated transmission resources i.e. either via scheduled or via UE selected resources.

	commTxPoolNormalDedicated
Indicates a pool of transmission resources the UE is allowed to use while in RRC_CONNECTED.

	logicalChGroupInfoList
Indicates for each logical channel group the list of associated priorities, used as specified in TS 36.321 [6], in order of increasing logical channel group identity.

	mcs
Indicates the Modulation and Coding Scheme as defined in TS 36.212 [23, 14.2.1]. If not configured, the selection of Modulation and Coding Scheme is up to UE implementation.

	multipleTx
Indicates whether the UE shall perform multiple transmissions to different destinations in one SC period in accordance with TS 36.321 [6, 5.14.1.1]. Value TRUE indicates that multiple transmissions shall be performed.

	sc-CommTxConfig
Indicates a pool of resources for SC when E-UTRAN schedules Tx resources (i.e. when indices included in DCI format 5 indicate the actual data resources to be used as specified in TS 36.212 [22, 5.3.3.1.9]).

	scheduled
Indicates the configuration for the case E-UTRAN schedules the transmission resources based on sidelink specific BSR from the UE.

	ue-Selected
Indicates the configuration for the case the UE selects the transmission resources from a pool of resources configured by E-UTRAN.


–
SL-CommResourcePool
The IE SL-CommResourcePool specifies the configuration information for an individual pool of resources for sidelink communication. The IE covers the configuration of both the sidelink control information and the data.

SL-CommResourcePool information element
-- ASN1START

SL-CommTxPoolList-r12 ::=

SEQUENCE (SIZE (1..maxSL-TxPool-r12)) OF SL-CommResourcePool-r12

SL-CommTxPoolListExt-r13 ::=
SEQUENCE (SIZE (1..maxSL-TxPool-v13x0)) OF SL-CommResourcePool-r12
SL-CommRxPoolList-r12 ::=

SEQUENCE (SIZE (1..maxSL-RxPool-r12)) OF SL-CommResourcePool-r12

SL-CommResourcePool-r12 ::=

SEQUENCE {


sc-CP-Len-r12





SL-CP-Len-r12,


sc-Period-r12





SL-PeriodComm-r12,


sc-TF-ResourceConfig-r12


SL-TF-ResourceConfig-r12,


data-CP-Len-r12





SL-CP-Len-r12,


dataHoppingConfig-r12



SL-HoppingConfigComm-r12,

ue-SelectedResourceConfig-r12


SEQUENCE {



data-TF-ResourceConfig-r12



SL-TF-ResourceConfig-r12,



trpt-Subset-r12





SL-TRPT-Subset-r12 
OPTIONAL
-- Need OP

}















OPTIONAL, 
-- Need OR


rxParametersNCell-r12



SEQUENCE {



tdd-Config-r12




TDD-Config




OPTIONAL, 
-- Need OP


syncConfigIndex-r12


INTEGER (0..15)


} 















OPTIONAL, 
-- Need OR


txParameters-r12




SEQUENCE {



sc-TxParameters-r12



SL-TxParameters-r12,



dataTxParameters-r12


SL-TxParameters-r12


} 















OPTIONAL, 
-- Cond Tx

...,


[[
priorityList-r13



SL-PriorityList-r13


OPTIONAL 
-- Cond Tx


]]
}

SL-TRPT-Subset-r12 ::=


BIT STRING (SIZE (3..5))
-- ASN1STOP

	SL-CommResourcePool field descriptions

	sc-Period
Indicates the period over which resources are allocated in a cell for SC and over which scheduled and UE selected data transmissions occur, see PSCCH period in TS 36.213 [23]. Value in number of subframes. Value sf40 corresponds to 40 subframes, sf80 corresponds to 80 subframes and so on. E-UTRAN configures values sf40, sf80, sf160 and sf320 for FDD and for TDD config 1 to 5, values sf70, sf140 and sf280 for TDD config 0, and finally values sf60, sf120 and sf240 for TDD config 6.

	syncConfigIndex
Indicates the synchronisation configuration that is associated with a reception pool, by means of an index to the corresponding entry of commSyncConfig in SystemInformationBlockType18.

	tdd-Config

TDD configuration associated with the reception pool of the cell indicated by syncConfigIndex. Absence of the field indicates the same duplex mode as the cell providing this field and the same UL/DL configuration as indicated by subframeAssignment in SystemInformationBlockType1 in case of TDD. 

	trpt-Subset

Indicates the subset of T-RPT available (see TS 36.213 [23, 14.1.1.1.1]). Consists of a bitmap which is used to indicate the set of available ‘k’ values to be used for sidelink communication (see TS 36.213 [23, 14.1.1.3]). If T-RPT subset configuration is not signaled/ preconfigured then UE assumes the whole T-RPT set is available.


	Conditional presence
	Explanation

	Tx
	The field is mandatory present when included in commTxPoolNormalDedicated, commTxPoolNormalCommon, commTxPoolNormalCommonExt or commTxPoolExceptional. Otherwise the field is not present.


–
SL-CP-Len
The IE SL-CP-Len indicates the cyclic prefix length, see TS 36.211 [21].

SL-CP-Len information element
-- ASN1START

SL-CP-Len-r12 ::=



ENUMERATED {normal, extended}

-- ASN1STOP

–
SL-DiscConfig
The IE SL-DiscConfig specifies the dedicated configuration information for sidelink discovery.

SL-DiscConfig information element
-- ASN1START

SL-DiscConfig-r12 ::=




SEQUENCE {


discTxResources-r12





CHOICE {



release







NULL,



setup







CHOICE {




scheduled-r12




SEQUENCE {





discTxConfig-r12




SL-DiscResourcePool-r12
OPTIONAL, -- Need ON





discTF-IndexList-r12



SL-TF-IndexPairList-r12 
OPTIONAL, -- Need ON





discHoppingConfig-r12



SL-HoppingConfigDisc-r12















OPTIONAL
-- Need ON



},




ue-Selected-r12




SEQUENCE {





discTxPoolDedicated-r12


SEQUENCE {






poolToReleaseList-r12


SL-TxPoolToReleaseList-r12 OPTIONAL,
-- Need ON






poolToAddModList-r12


SL-DiscTxPoolToAddModList-r12 OPTIONAL
-- Need ON





} 












OPTIONAL
-- Need ON




}



}


}















OPTIONAL,
-- Need ON


...,


[[
discTF-IndexList-v1260



CHOICE {




release







NULL,




setup







SEQUENCE {





discTF-IndexList-r12b



SL-TF-IndexPairList-r12b




}



}














OPTIONAL
-- Need ON

]],


[[
discTxResourcesPS-r13


CHOICE {




release







NULL,




setup







CHOICE {





scheduled-r13





SL-DiscTxConfigScheduled-r13,





ue-Selected-r13





SEQUENCE {






discTxPoolPS-Dedicated-r13


SL-DiscTxPoolDedicated-r13





}




}



}














OPTIONAL,
-- Need ON



discTxInterFreqInfo-r13


CHOICE {




release







NULL,




setup







SEQUENCE {





discTxCarrierFreq-r13



ARFCN-ValueEUTRA-r9


OPTIONAL,
-- Need OR





discTxRefCarrierDedicated-r13

SL-DiscTxRefCarrierDedicated-r13
OPTIONAL,
-- Need OR





discTxInfoInterFreqListAdd-r13


SL-DiscTxInfoInterFreqListAdd-r13
OPTIONAL
-- Need ON




}



}














OPTIONAL,
-- Need ON



gapRequestsAllowedDedicated-r13

BOOLEAN


OPTIONAL,
-- Need ON



discRxGapConfig-r13




CHOICE {




release







NULL,




setup







SL-GapConfig-r13



}














OPTIONAL,
-- Need ON



discTxGapConfig-r13




CHOICE {




release







NULL,




setup







SL-GapConfig-r13



}














OPTIONAL,
-- Need ON



discSysInfoToReportConfig-r13

CHOICE {




release







NULL,




setup







SL-DiscSysInfoToReportFreqList-r13



}














OPTIONAL
-- Need ON


]]

}

SL-DiscSysInfoToReportFreqList-r13 ::= SEQUENCE (SIZE (1..maxFreq)) OF ARFCN-ValueEUTRA-r9

SL-DiscTxInfoInterFreqListAdd-r13 ::=
SEQUENCE {


discTxFreqToAddModList-r13



SEQUENCE (SIZE (1..maxFreq)) OF SL-DiscTxResourceInfoPerFreq-r13
OPTIONAL,
-- Need ON


discTxFreqToReleaseList-r13



SEQUENCE (SIZE (1..maxFreq)) OF ARFCN-ValueEUTRA-r9
OPTIONAL
-- Need ON

}

SL-DiscTxResourceInfoPerFreq-r13 ::=
SEQUENCE
{


discTxCarrierFreq-r13




ARFCN-ValueEUTRA-r9,


discTxResources-r13





SL-DiscTxResource-r13
OPTIONAL,
-- Need OR


discTxResourcesPS-r13




SL-DiscTxResource-r13
OPTIONAL,
-- Need OR


discTxRefCarrierDedicated-r13


SL-DiscTxRefCarrierDedicated-r13
OPTIONAL,
-- Need OR


discCellSelectionInfo-r13




CellSelectionInfoNFreq-r13


OPTIONAL
-- Need OR

}

SL-DiscTxResource-r13 ::=



CHOICE {


release







NULL,


setup







CHOICE {



scheduled-r13




SL-DiscTxConfigScheduled-r13




,



ue-Selected-r13




SL-DiscTxPoolDedicated-r13







}

}

SL-DiscTxPoolToAddModList-r12 ::=

SEQUENCE (SIZE (1..maxSL-TxPool-r12)) OF SL-DiscTxPoolToAddMod-r12

SL-DiscTxPoolToAddMod-r12 ::=

SEQUENCE
{


poolIdentity-r12




SL-TxPoolIdentity-r12,


pool-r12






SL-DiscResourcePool-r12

}

SL-DiscTxConfigScheduled-r13 ::=


SEQUENCE {


discTxConfig-r13




SL-DiscResourcePool-r12
OPTIONAL, -- Need ON


discTF-IndexList-r13



SL-TF-IndexPairList-r12b
OPTIONAL, -- Need ON


discHoppingConfig-r13



SL-HoppingConfigDisc-r12
OPTIONAL -- Need ON
}

SL-DiscTxPoolDedicated-r13 ::=


SEQUENCE {


poolToReleaseList-r13


SL-TxPoolToReleaseList-r12 OPTIONAL,
-- Need ON


poolToAddModList-r13


SL-DiscTxPoolToAddModList-r12 OPTIONAL
-- Need ON

}

SL-TF-IndexPairList-r12 ::=

SEQUENCE (SIZE (1..maxSL-TF-IndexPair-r12)) OF SL-TF-IndexPair-r12

SL-TF-IndexPair-r12 ::=

SEQUENCE
{


discSF-Index-r12




INTEGER (1.. 200)

OPTIONAL,
-- Need ON


discPRB-Index-r12




INTEGER (1.. 50)

OPTIONAL
-- Need ON

}

SL-TF-IndexPairList-r12b ::=

SEQUENCE (SIZE (1..maxSL-TF-IndexPair-r12)) OF SL-TF-IndexPair-r12b
SL-TF-IndexPair-r12b ::=

SEQUENCE
{


discSF-Index-r12b




INTEGER (0..209)

OPTIONAL,
 -- Need ON


discPRB-Index-r12b




INTEGER (0..49)


OPTIONAL
 -- Need ON

}

SL-DiscTxRefCarrierDedicated-r13 ::=
CHOICE {


pCell







NULL,


sCell







SCellIndex-r10

}

-- ASN1STOP

	SL-DiscConfig field descriptions

	discCellSelectionInfo
Parameters that may be used by the UE to select/ reselect a cell on the concerned non serving frequency. If absent, the UE acquires the information from the target cell on the concerned frequency. See TS 36.304 [4, 11.4].

	discSysInfoToReportConfig

Indicates the request to start a SidelinkUEInformation procedure for reporting system information acquired during an inter-frequency discovery procedure. When receving a discSysInfoToReportConfig setup, the UE shall start timer T370 with the timer value set to [60] seconds. When receiving a discSysInfoReportConfig release, the UE shall stop timer T370.

	discTF-IndexList

Indicates a list of time-frequency resource indices pair where each pair of indices corresponds to one discovery message. E-UTRAN only configures discTF-IndexList-r12b when configuring the UE with scheduled SL discovery Tx resources. When receiving discTF-IndexList-r12b, the UE shall only consider this field (and hence ignore discTF-IndexList-r12, if included or previously configured).

	discTxConfig
Indicates the resources configuration used when E-UTRAN schedules Tx resources (i.e. the fields discSF-Index and discPRB-Index indicate the actual resources to be used).

	


	discTxInterFreqInfo
Indicates frequency applicable for the resources indicated by discTxResources-r12 (i.e. original resource field may cover first inter-frequency), and possibly resource allocations on additional frequencies as may be indicated by field discTxInfoInterFreqListAdd.

	


	discTxRefCarrierDedicated
Indicates if the PCell or an SCell is to be used as reference for DL measurements and synchronization, instead of the DL frequency paired with the one used to transmit sidelink discovery announcements on, see TS 36.213 [23, 14.3.1].

	discTxResources
Indicates the resources assigned to the UE for discovery announcements, which can either be a pool from which the UE may select or a set of resources specifically assigned for use by the UE.

	


	SL-TF-IndexPair
A pair of indices, one for the time domain and one for the frequency domain, indicating the start of resources within the pool covered by discTxConfig, see TS 36.211 [21, 9.5.6] for one discovery message. The upper limits of discSF-Index and discPRB-Index are defined in TS 36.213 [23, 14.3.1].

	



	
	

	
	


–
SL-DiscResourcePool
The IE SL-DiscResourcePool specifies the configuration information for an individual pool of resources for sidelink discovery.

SL-DiscResourcePool information element
-- ASN1START

SL-DiscTxPoolList-r12 ::=

SEQUENCE (SIZE (1..maxSL-TxPool-r12)) OF SL-DiscResourcePool-r12

SL-DiscRxPoolList-r12 ::=

SEQUENCE (SIZE (1..maxSL-RxPool-r12)) OF SL-DiscResourcePool-r12

SL-DiscResourcePool-r12 ::=

SEQUENCE
{


cp-Len-r12





SL-CP-Len-r12,


discPeriod-r12



ENUMERATED {rf32, rf64, rf128,












rf256, rf512, rf1024, rf16-v13x0, spare},


numRetx-r12




INTEGER (0..3),


numRepetition-r12



INTEGER (1..50),


tf-ResourceConfig-r12


SL-TF-ResourceConfig-r12,


txParameters-r12



SEQUENCE {



txParametersGeneral-r12

SL-TxParameters-r12,



ue-SelectedResourceConfig-r12
SEQUENCE {




poolSelection-r12



CHOICE {





rsrpBased-r12




SL-PoolSelectionConfig-r12,





random-r12





NULL




},




txProbability-r12


ENUMERATED {p25, p50, p75, p100}



}














OPTIONAL 
-- Need OR


}















OPTIONAL, 
-- Cond Tx

rxParameters-r12



SEQUENCE {



tdd-Config-r12




TDD-Config




OPTIONAL, 
-- Need OR



syncConfigIndex-r12


INTEGER (0..15)


}















OPTIONAL, 
-- Need OR


...,

[[
discPeriod-v13x0



CHOICE {




release







NULL,




setup







ENUMERATED {rf4, rf7, rf8, rf14, rf28,














spare3, spare2, spare}




}













OPTIONAL,
-- Need ON





rxParamsAddNeighFreq-r13

SEQUENCE {




physCellId-r13




PhysCellId



}














OPTIONAL,
-- Need ON


txParamsAddNeighFreq-r13

SEQUENCE {




physCellId-r13




PhysCellId,




p-Max






P-Max




OPTIONAL,
-- Need OP




tdd-Config-r13




TDD-Config



OPTIONAL,
-- Condd TDD-OR




tdd-Config-v1130



TDD-Config-v1130

OPTIONAL,
-- Cond TDD-OR




freqInfo






SEQUENCE {





ul-CarrierFreq





ARFCN-ValueEUTRA
OPTIONAL,
-- Need OP





ul-Bandwidth





ENUMERATED {n6, n15, n25, n50, n75, n100}




















OPTIONAL,
-- Need OP




additionalSpectrumEmission


AdditionalSpectrumEmission




},




referenceSignalPower



INTEGER (-60..50),



syncConfigIndex-r13



INTEGER (0..15)


OPTIONAL
-- Need OR



}














OPTIONAL
-- Need ON

]]
}

SL-PoolSelectionConfig-r12 ::=

SEQUENCE {


threshLow-r12






RSRP-RangeSL2-r12,


threshHigh-r12






RSRP-RangeSL2-r12

}

-- ASN1STOP

	SL-DiscResourcePool field descriptions

	discPeriod
Indicates the period over which resources are allocated in a cell for discovery message transmission/reception, see PSDCH period in TS 36.213 [23]. Value in number of radio frames. Value rf32 corresponds to 32 radio frames, rf64 corresponds to 64 radio frames and so on. The extended values apply for PS discovery (not only for sidelink relaying). When broadcasting an extended value, E-UTRAN sets the original original field to spare to ensure legacy UEs ignore the concerned pool entry.

	numRepetition
Indicates the number of times subframeBitmap is repeated for mapping to subframes that occurs within a discPeriod. The highest value E-UTRAN uses is value 5 for FDD and TDD configuration 0, value 13 for TDD configuration 1, value 25 for TDD configuration 2, value 17 for TDD configuration 3, value 25 for TDD configuration 4, value 50 for TDD configuration 5 and value 7 for TDD configuration 6. E-UTRAN configures numRepetition and subframeBitmap such that the mapped subframes do not exceed the discPeriod.

	poolSelection
Indicates the mechanism for selecting a (transmission) pool when multiple candidates are provided. E-UTRAN configures the same value (i.e. a pool selection method) for all candidate pools within one pool list (discTxPoolCommon or discTxPoolDedicated) but the pool selection method in different pool lists may or may not be the same.

	syncConfigIndex
Indicates the synchronisation configuration that is associated with a reception or transmission pool, by means of an index to the corresponding entry of discSyncConfig in SystemInformationBlockType19.

	threshLow, threshHigh
Specifies the thresholds used to select a resource pool in RSRP based pool selection. The E-UTRAN should configure threshLow and threshHigh such that the UE selects only one resource pool upon RSRP based pool selection. 

	txProbability
Indicates the probability of transmitting announcement in a discovery period when configured with a pool of resources, see TS 36.321 [6].


	Conditional presence
	Explanation

	TDD-OR
	The field is optional present for TDD, need OR; it is not present for FDD.

	Tx
	The field is mandatory present when included in discTxPoolDedicated or discTxPoolCommon. Otherwise the field is not present.


–
SL-DiscTxPowerInfo
The IE SL-DiscTxPowerInfo specifies power control parameters for one or more power classes.

SL-DiscTxPowerInfo information element
-- ASN1START

SL-DiscTxPowerInfoList-r12 ::= 
SEQUENCE (SIZE (maxSL-DiscPowerClass-r12)) OF SL-DiscTxPowerInfo-r12

SL-DiscTxPowerInfo-r12 ::= 



SEQUENCE
{


discMaxTxPower-r12






P-Max,


...

}

-- ASN1STOP

	SL-DiscTxPowerInfo field descriptions

	discMaxTxPower
Indicates the P-Max parameter used to calculate the maximum transmit power a UE configured with the concerned range class, see TS 24.333 [70, 4.2.11]. The first entry in SL-DiscTxPowerInfoList corresponds to UE range class ‘short’, the second entry corresponds to ‘medium’ and the third entry corresponds to ‘long’.


–
SL-GapConfig
The IE SL-GapConfig indicates the gaps, requested or assigned, to enable the UE to receive or transmit sidelink discovery, intra or inter frequency (includings inter-PLMN).

SL-GapConfig information element
-- ASN1START

SL-GapConfig-r13 ::=



SEQUENCE {


gapPatternList-r13



SL-GapPatternList-r13
}

SL-GapPatternList-r13 ::=
SEQUENCE (SIZE (1..maxSL-GP-r13)) OF SL-GapPattern-r13
SL-GapPattern-r13 ::=



SEQUENCE {

gapPeriod-r13





ENUMERATED {sf40, sf70, sf80, sf140, sf160, sf280, sf320,











 sf640, sf1280, sf2560, sf5120, sf10240, spare},


gapOffset-r12





SL-OffsetIndicator-r12,


gapSubframeBitmap-r13 



BIT STRING (SIZE (1..10240))
}

-- ASN1STOP

	SL-GapConfig field descriptions

	gapOffset

Indicates the offset from SFN 0 to the start of gapPeriod.

	gapPeriod

Indicates the period by which gapSubframeBitmap is repeated.

	gapSubframeBitmap
Indicates the subframes of one or more individual gaps, not only covering the subframes of the associated discovery resources but also including e.g. re-tuning and synchronisation delays. The UE and E-UTRAN signal bit strings of valid sizes only i.e. sizes equal to or less than gapPeriod. Value 1 indicates that the UE is allowed to use the subframe for sidelink discovery.


–
SL-GapRequest
The IE SL-GapRequest indicates the gaps requested by the UE to receive or transmit sidelink discovery, intra or inter frequency (includings inter-PLMN).

SL-GapRequest information element
-- ASN1START

SL-GapRequest-r13 ::=



SEQUENCE (SIZE (1..maxFreq)) OF SL-GapFreqInfo-r13
SL-GapFreqInfo-r13 ::=



SEQUENCE {


carrierFreq-r13




ARFCN-ValueEUTRA-r9




OPTIONAL,


gapPatternList-r13



SL-GapPatternList-r13
}

-- ASN1STOP

–
SL-HoppingConfig
The IE SL-HoppingConfig indicates the hopping configuration used for sidelink.
SL-HoppingConfig information element
-- ASN1START

SL-HoppingConfigComm-r12 ::=

SEQUENCE
{


hoppingParameter-r12



INTEGER (0..504),

numSubbands-r12





ENUMERATED {ns1, ns2, ns4},


rb-Offset-r12





INTEGER (0..110)

}

SL-HoppingConfigDisc-r12 ::=
SEQUENCE
{


a-r12








INTEGER (1..200),


b-r12








INTEGER (1..10),


c-r12








ENUMERATED {n1, n5}

}

-- ASN1STOP

	SL-HoppingConfig field descriptions

	a
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	hoppingParameter
Affects the hopping performed as specificed in TS 36.213 [23, 14.1.1.2 and 14.1.1.4]. In case value 504 is received, the value used by the UE is 510.

	numSubbands

Parameter: Nsb see TS 36.211 [21, 9.3.6].

	rb-Offset

Parameter: 
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RB

N

, see TS 36.211 [21, 9.3.6].


–
SL-OffsetIndicator
The IE SL-OffsetIndicator indicates the offset of the pool of resources relative to SFN 0 of the cell from which it was obtained or, when out of coverage, relative to DFN 0.

SL-OffsetIndicator information element
-- ASN1START

SL-OffsetIndicator-r12 ::=


CHOICE {


small-r12







INTEGER (0..319),


large-r12







INTEGER (0..10239)

}

SL-OffsetIndicatorSync-r12 ::=


INTEGER (0..39)
-- ASN1STOP

	SL-OffsetIndicator field descriptions

	SL-OffsetIndicator
In sc-TF-ResourceConfig, it indicates the offset of the first period of pool of resources within a SFN cycle. For data-TF-ResourceConfig, it corresponds to the offsetIndicator as defined in TS 36.213 [23, 14.1.3].

	SL-OffsetIndicatorSync
Synchronisation resources are present in those SFN and subframes which satisfy the relation: (SFN*10+ Subframe Number) mod 40 = SL-OffsetIndicatorSync.


–
SL-PeriodComm
The IE SL-PeriodComm indicates the period over which resources allocated in a cell for sidelink communication.

SL-PeriodComm information element
-- ASN1START

SL-PeriodComm-r12 ::=




ENUMERATED {sf40, sf60, sf70, sf80, sf120, sf140,













 sf160, sf240, sf280, sf320, spare6, spare5,













 spare4, spare3, spare2, spare}

-- ASN1STOP

–
SL-Priority
The IE SL-Priority indicates the priority of resource pool used for sidelink communication, see TS 36.321 [6].

SL-Priority information element
-- ASN1START

SL-PriorityList-r13 ::=

SEQUENCE (SIZE (1..maxSL-Prio-r13)) OF SL-Priority-r13
SL-Priority-r13 ::=


INTEGER (1..8)
-- ASN1STOP

–
SLSSID
The IE SLSSID identifies a cell and is used by the receiving UE to detect asynchronous neighbouring cells, and by transmitting UEs to extend the synchronisation signals beyond the cell’s coverage area.

SLSSID information element
-- ASN1START

SLSSID-r12 ::=




INTEGER (0..167)

-- ASN1STOP

–
SL-SyncConfig
The IE SL-SyncConfig specifies the configuration information concerning reception of synchronisation signals from neighbouring cells as well as concerning the transmission of synchronisation signals for sidelink communication and sidelink discovery.

SL-SyncConfig information element
-- ASN1START

SL-SyncConfigList-r12 ::=

SEQUENCE (SIZE (1..maxSL-SyncConfig-r12)) OF SL-SyncConfig-r12

SL-SyncConfig-r12 ::=




SEQUENCE {


syncCP-Len-r12






SL-CP-Len-r12,


syncOffsetIndicator-r12



SL-OffsetIndicatorSync-r12,


slssid-r12







SLSSID-r12,


txParameters-r12






SEQUENCE {



syncTxParameters-r12




SL-TxParameters-r12,



syncTxThreshIC-r12





RSRP-RangeSL-r12,



syncInfoReserved-r12





BIT STRING (SIZE (19))
OPTIONAL 
-- Need OR


}
















OPTIONAL, 
-- Need OR


rxParamsNCell-r12





SEQUENCE {



physCellId-r12






PhysCellId,



discSyncWindow-r12



ENUMERATED {w1, w2}


}
















OPTIONAL, 
-- Need OR


...,


[[
syncTxPeriodic-r13




ENUMERATED {true}


OPTIONAL
-- Need OR


]]
}

SL-SyncConfigListNFreq-r13 ::=

SEQUENCE (SIZE (1..maxSL-SyncConfig-r12)) OF SL-SyncConfigNFreq-r13
SL-SyncConfigNFreq-r13 ::=


SEQUENCE {


asyncParameters-r13




SEQUENCE {



syncCP-Len-r13





SL-CP-Len-r12,



syncOffsetIndicator-r13



SL-OffsetIndicatorSync-r12,



slssid-r13






SLSSID-r12


}















OPTIONAL,
-- Need OR


txParameters-r13




SEQUENCE {



syncTxParameters-r13



SL-TxParameters-r12,



syncTxThreshIC-r13




RSRP-RangeSL-r12,



syncInfoReserved-r13




BIT STRING (SIZE (19))
OPTIONAL,
-- Need OR



syncTxPeriodic-r13




ENUMERATED {true}

OPTIONAL
-- Need OR


}















OPTIONAL,
-- Need OR


rxParameters-r13




SEQUENCE {



discSyncWindow-r13




ENUMERATED {w1, w2}


}
















OPTIONAL, 
-- Need OR


...
}

-- ASN1STOP

	SL-SyncConfig field descriptions

	discSyncWindow
Indicates the synchronization window over which the UE expects that SLSS or discovery resources indicated by the pool configuration (see TS 36.213 [23, 14.4]). The value w1 denotes 5 milliseconds. The value w2 denotes the length corresponding to normal cyclic prefix divided by 2.

	syncInfoReserved
Reserved for future use.

	syncOffsetIndicator
E-UTRAN should ensure syncOffsetIndicator is set to the same value as syncOffsetIndicator1 or syncOffsetIndicator2 in preconfigSync within SL-Preconfiguration, if configured.

	syncTxPeriodic
Indicates whether in each discovery period in which UE transmits discovery, the UE transmits SLSS once or periodically (i.e. every 40ms). In the latter case (periodic) the UE also transmits the MasterInformationBlock-SL message alongside. E-UTRAN configures this field only for synchronisation configurations applicable for PS discovery.

	syncTxThreshIC
Indicates the threshold used while in coverage. In case the RSRP measurement of the cell chosen for transmission of sidelink communication/ discovery announcements, or of the cell used as reference for DL measurements and synchronization, is below the level indicated by this field, the UE may transmit SLSS (i.e. become synchronisation reference) when performing the corresponding sidelink transmission..

	txParameters
Includes parameters relevant only for transmission. E-UTRAN includes the field in one entry per list, as included in commSyncConfig or discSyncConfig.


–
SL-DiscSysInfoReport

The IE SL-DiscSysInfoReport contains the parameters related to sidelink discovery acquired from system information of inter-frequency cells (including inter-PLMN).
SL-DiscSysInfoReport information element
-- ASN1START

SL-DiscSysInfoReport-r13 ::=

SEQUENCE {


plmn-IdentityList-r13



PLMN-IdentityList


OPTIONAL,


cellIdentity-13





CellIdentity



OPTIONAL,


carrierFreqInfo-13




ARFCN-ValueEUTRA-r9


OPTIONAL,


discRxResources-r13




SL-DiscRxPoolList-r12

OPTIONAL,


discTxPoolCommon-r13



SL-DiscTxPoolList-r12 

OPTIONAL,


discTxPowerInfo-r13




SL-DiscTxPowerInfoList-r12
OPTIONAL,


discSyncConfig-r13



SEQUENCE {



asyncParameters-r13




SEQUENCE {




syncCP-Len-r13





SL-CP-Len-r12,




syncOffsetIndicator-r13



SL-OffsetIndicatorSync-r12,




slssid-r13






SLSSID-r12



}














OPTIONAL,



txParameters-r13




SEQUENCE {




syncTxParameters-r13



SL-TxParameters-r12,




syncTxThreshIC-r13




RSRP-RangeSL-r12,




syncInfoReserved-r13



BIT STRING (SIZE (19))
OPTIONAL,




syncTxPeriodic-r13




ENUMERATED {true}

OPTIONAL



}















OPTIONAL


}















OPTIONAL,


discCellSelectionInfo-r13


SEQUENCE {



q-RxLevMin-r13




Q-RxLevMin,



q-RxLevMinOffset-r13


INTEGER (1..8)




OPTIONAL


}
















OPTIONAL,


cellReselectionInfo-r13


SEQUENCE {



q-Hyst-r13





ENUMERATED {













dB0, dB1, dB2, dB3, dB4, dB5, dB6, dB8, dB10,













dB12, dB14, dB16, dB18, dB20, dB22, dB24}
,



q-RxLevMin-r13




Q-RxLevMin,



t-ReselectionEUTRA-r13


T-Reselection,


}
















OPTIONAL,


tdd-Config-r13




TDD-Config

OPTIONAL,


freqInfo-r13




SEQUENCE {



ul-CarrierFreq-r13



ARFCN-ValueEUTRA



OPTIONAL,




ul-Bandwidth-r13



ENUMERATED {n6, n15, n25, n50, n75, n100}



















OPTIONAL,




additionalSpectrumEmission-r13
AdditionalSpectrumEmission

OPTIONAL


}















OPTIONAL,


p-Max-r13





P-Max
OPTIONAL,


referenceSignalPower-r13

INTEGER (-60..50)
OPTIONAL

}

-- ASN1STOP

	SL-DiscSysInfoReport field descriptions

	carrierFreqInfo

Indicates the frequency of the cell from which the UE acquired the system information relevant for discovery

	cellIdentity

Indicated the identity of the cell from which the UE acquired the system information relevant for discovery

	plmn-IdentityList
Indicates the list of PLMN identity of the cell from which the UE acquired the system information relevant for discovery

	


	



–
SL-TF-ResourceConfig
The IE SL-TF-ResourceConfig specifies a set of time/ frequency resources used for sidelink.

SL-TF-ResourceConfig information element
-- ASN1START

SL-TF-ResourceConfig-r12 ::=

SEQUENCE
{


prb-Num-r12






INTEGER (1..100),


prb-Start-r12 



 

INTEGER (0..99),


prb-End-r12



 


INTEGER (0..99),

offsetIndicator-r12




SL-OffsetIndicator-r12,


subframeBitmap-r12 




SubframeBitmapSL-r12

}

SubframeBitmapSL-r12 ::=

CHOICE {


bs4-r12








BIT STRING (SIZE (4)),


bs8-r12








BIT STRING (SIZE (8)),


bs12-r12







BIT STRING (SIZE (12)),


bs16-r12







BIT STRING (SIZE (16)),


bs30-r12







BIT STRING (SIZE (30)),


bs40-r12







BIT STRING (SIZE (40)),


bs42-r12







BIT STRING (SIZE (42))

}

-- ASN1STOP

	SL-TF-ResourceConfig field descriptions

	prb-Start, prb-End, prb-Num
Sidelink transmissions on a sub-frame can occur on PRB with index greater than or equal to prb-Start and less than prb-Start + prb-Num, and on PRB with index greater than prb-End - prb-Num and less than or equal to prb-End. Even for neighbouring cells, prb-Start and prb-End , are relative to PRB #0 of the cell from which it was obtained. See TS36.213 [23, 14.1.3, 14.2.3, 14.3.3].

	subframeBitmap

Indicates the subframe bitmap indicating resources used for sidelink. E-UTRAN configures value bs40 for FDD and the following values for TDD: value bs42 for configuration0, value bs16 for configuration1, value bs8 for configuration2, value bs12 for configuration3, value bs8 for configuration4, value bs4 for configuration5 and value bs30 for configuration6.


–
SL-TxParameters
The IE SL-TxParameters identifies a set of parameters configured for sidelink transmission, used for communication, discovery and synchronisation.

SL-TxParameters information element
-- ASN1START

SL-TxParameters-r12 ::=



SEQUENCE
{


alpha-r12







Alpha-r12,


p0-r12








P0-SL-r12
}

P0-SL-r12 ::=






INTEGER (-126..31)
-- ASN1STOP

	SL-TxParameters field descriptions

	alpha
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–
SL-TxPoolIdentity
The IE SL-TxPoolIdentity identifies an individual pool entry configured for sidelink transmission, used for communication and discovery.

SL-TxPoolIdentity information element
-- ASN1START

SL-TxPoolIdentity-r12 ::=


INTEGER (1.. maxSL-TxPool-r12)

SL-TxPoolIdentity-v13x0 ::=

INTEGER (maxSL-TxPool-r12Plus1-r13.. maxSL-TxPool-r13)

SL-TxPoolIdentity-r13 ::=

INTEGER (1.. maxSL-TxPool-r13)

-- ASN1STOP

–
SL-TxPoolToReleaseList
The IE SL-TxPoolToReleaseList is used to release one or more individual pool entries used for sidelink transmission, for communication and discovery.

SL-TxPoolToReleaseList information element
-- ASN1START

SL-TxPoolToReleaseList-r12 ::=
SEQUENCE (SIZE (1..maxSL-TxPool-r12)) OF SL-TxPoolIdentity-r12

SL-TxPoolToReleaseListExt-r13 ::=
SEQUENCE (SIZE (1..maxSL-TxPool-v13x0)) OF SL-TxPoolIdentity-v13x0
-- ASN1STOP
6.4
RRC multiplicity and type constraint values

–
Multiplicity and type constraint definitions

-- ASN1START

maxACDC-Cat-r13



INTEGER ::=
16
-- Maximum number of ACDC categories (per PLMN)
maxBandComb-r10



INTEGER ::=
128
-- Maximum number of band combinations.
maxBandComb-r11



INTEGER ::=
256
-- Maximum number of additional band combinations.

maxBandComb-r13



INTEGER ::=
384 -- Maximum number of band combinations in Rel-13

maxBands




INTEGER ::= 64
-- Maximum number of bands listed in EUTRA UE caps

maxBandwidthClass-r10

INTEGER ::=
16
-- Maximum number of supported CA BW classes per band

maxBandwidthCombSet-r10

INTEGER ::=
32
-- Maximum number of bandwidth combination sets per












-- supported band combination

maxCDMA-BandClass


INTEGER ::= 32
-- Maximum value of the CDMA band classes

maxCellBlack



INTEGER ::= 16
-- Maximum number of blacklisted physical cell identity












-- ranges listed in SIB type 4 and 5

maxCellHistory-r12


INTEGER ::= 16
-- Maximum number of visited EUTRA cells reported

maxCellInfoGERAN-r9 

INTEGER ::=
32
-- Maximum number of GERAN cells for which system in-












-- formation can be provided as redirection assistance

maxCellInfoUTRA-r9


INTEGER ::=
16
-- Maximum number of UTRA cells for which system












-- information can be provided as redirection












-- assistance
maxCombIDC-r11



INTEGER ::= 128
-- Maximum number of reported UL CA combinations
maxCSI-IM-r11



INTEGER ::= 3
-- Maximum number of CSI-IM configurations












-- (per carrier frequency)

maxCSI-IM-r12



INTEGER ::= 4
-- Maximum number of CSI-IM configurations












-- (per carrier frequency)

maxCSI-Proc-r11



INTEGER ::= 4
-- Maximum number of CSI processes (per carrier












--  frequency)

maxCSI-RS-NZP-r11


INTEGER ::= 3
-- Maximum number of CSI RS resource












--  configurations using non-zero Tx power












--  (per carrier frequency)

maxCSI-RS-ZP-r11


INTEGER ::= 4
-- Maximum number of CSI RS resource












--  configurations using zero Tx power(per carrier












--  frequency)

maxCQI-ProcExt-r11


INTEGER ::= 3
-- Maximum number of additional periodic CQI












-- configurations (per carrier frequency)

maxFreqUTRA-TDD-r10


INTEGER ::=
6
-- Maximum number of UTRA TDD carrier frequencies for












-- which system information can be provided as












-- redirection assistance

maxCellInter



INTEGER ::= 16
-- Maximum number of neighbouring inter-frequency












-- cells listed in SIB type 5

maxCellIntra



INTEGER ::= 16
-- Maximum number of neighbouring intra-frequency












-- cells listed in SIB type 4

maxCellListGERAN


INTEGER ::= 3
-- Maximum number of lists of GERAN cells

maxCellMeas




INTEGER ::= 32
-- Maximum number of entries in each of the












-- cell lists in a measurement object

maxCellReport



INTEGER ::= 8
-- Maximum number of reported cells/CSI-RS resources
maxCSI-RS-Meas-r12


INTEGER ::= 96
-- Maximum number of entries in the CSI-RS list











-- in a measurement object

maxDRB





INTEGER ::= 11
-- Maximum number of Data Radio Bearers
maxDS-Duration-r12


INTEGER ::= 5
-- Maximum number of subframes in a discovery signals











-- occasion
maxDS-ZTP-CSI-RS-r12

INTEGER ::= 5
-- Maximum number of zero transmission power CSI-RS for











-- a serving cell concerning discovery signals
maxEARFCN




INTEGER ::= 65535
-- Maximum value of EUTRA carrier frequency

maxEARFCN-Plus1



INTEGER ::= 65536
-- Lowest value extended EARFCN range

maxEARFCN2




INTEGER ::= 262143
-- Highest value extended EARFCN range

maxEPDCCH-Set-r11


INTEGER ::= 2
-- Maximum number of EPDCCH sets

maxFBI





INTEGER ::= 64
-- Maximum value of fequency band indicator

maxFBI-Plus1




INTEGER ::= 65
-- Lowest value extended FBI range

maxFBI2





INTEGER ::= 256
-- Highest value extended FBI range

maxFreq





INTEGER ::= 8
-- Maximum number of carrier frequencies

maxFreqIDC-r11



INTEGER ::= 32
-- Maximum number of carrier frequencies that are












-- affected by the IDC problems

maxFreqMBMS-r11



INTEGER ::= 5
-- Maximum number of carrier frequencies for which an 












-- MBMS capable UE may indicate an interest

maxGERAN-SI




INTEGER ::= 10
-- Maximum number of GERAN SI blocks that can be












-- provided as part of NACC information

maxGNFG





INTEGER ::= 16
-- Maximum number of GERAN neighbour freq groups

maxLCG-r13




INTEGER ::= 4
-- Maximum number of logical channel groups

maxLogMeasReport-r10

INTEGER ::= 520
-- Maximum number of logged measurement entries












--  that can be reported by the UE in one message

maxMBSFN-Allocations

INTEGER ::= 8
-- Maximum number of MBSFN frame allocations with












-- different offset

maxMBSFN-Area



INTEGER ::= 8

maxMBSFN-Area-1



INTEGER ::= 7

maxMBMSServiceListPerUE-r13

INTEGER ::= 16
-- Maximum number of services which the UE can











-- include in the MBMS interest indication

maxMeasId




INTEGER ::= 32
maxMeasId-Plus1 


INTEGER ::= 33

maxMeasId-r12



INTEGER ::= 64

maxMultiBands



INTEGER ::= 8
-- Maximum number of additional frequency bands












-- that a cell belongs to
maxNS-Pmax-r10



INTEGER ::= 8
-- Maximum number of NS and P-Max values per band

maxNAICS-Entries-r12


INTEGER ::= 8
-- Maximum number of supported NAICS combination(s)
maxNeighCell-r12



INTEGER ::= 8
-- Maximum number of neighbouring cells in NAICS











-- configuration (per carrier frequency)
maxNeighCellSCPTM-r13

INTEGER ::=
8
-- Maximum number of SCPTM neighbour cells

maxObjectId




INTEGER ::= 32

maxP-a-PerNeighCell-r12

INTEGER ::= 3
-- Maximum number of power offsets for a neighbour cell











-- in NAICS configuration
maxPageRec




INTEGER ::= 16
-- 

maxPhysCellIdRange-r9 

INTEGER ::= 4
-- Maximum number of physical cell identity ranges

maxPLMN-r11




INTEGER ::=
6
-- Maximum number of PLMNs

maxPNOffset




INTEGER ::=
511
-- Maximum number of CDMA2000 PNOffsets

maxPMCH-PerMBSFN


INTEGER ::= 15
maxQCI-r13




INTEGER ::= 6   -- Maximum number of QCIs
maxRAT-Capabilities


INTEGER ::= 8
-- Maximum number of interworking RATs (incl EUTRA)

maxRE-MapQCL-r11


INTEGER ::= 4
-- Maximum number of PDSCH RE Mapping configurations












--  (per carrier frequency)

maxReportConfigId


INTEGER ::= 32

maxRSTD-Freq-r10


INTEGER ::= 3
-- Maximum number of frequency layers for RSTD












-- measurement

maxSAI-MBMS-r11



INTEGER ::= 64
-- Maximum number of MBMS service area identities












-- broadcast per carrier frequency

maxSCell-r10



INTEGER ::= 4
-- Maximum number of SCells

maxSCell-r13



INTEGER ::= 31
-- Highest value of extended number range of SCells

maxSCell-Plus1



INTEGER ::= 5
-- Lowest value of extended number range of SCells
maxSC-MTCH-r13



INTEGER ::= 1024
-- Maximum number of SC-MTCHs in one cell

maxSL-CommRxPoolNFreq-r13
INTEGER ::= 32
-- Maximum number of individual sidelink communication












-- Rx resource pools on neighbouring freq

maxSL-CommRxPoolPreconf-v13x0
INTEGER ::= 12
-- Maximum number of additional preconfigured













-- sidelink communication Rx resource pool entries

maxSL-TxPool-r12Plus1-r13
INTEGER ::= 5
-- First additional individual sidelink













-- Tx resource pool

maxSL-TxPool-v13x0


INTEGER ::= 4
-- Maximum number of additional sidelink













-- Tx resource pool entries

maxSL-TxPool-r13


INTEGER ::= 8
-- Maximum number of individual sidelink













-- Tx resource pools

maxSL-TxPoolPreconf-v13x0
INTEGER ::= 7
-- Maximum number of additional preconfigured













-- sidelink Tx resource pool entries

maxSL-Dest-r12


INTEGER ::= 16
-- Maximum number of sidelink destinations

maxSL-DiscPowerClass-r12
INTEGER ::= 3
-- Maximum number of sidelink power classes

maxSL-DiscRxPoolPreconf-r13

INTEGER ::= 4
-- Maximum number of preconfigured sidelink













-- discovery Rx resource pool entries

maxSL-DiscSysInfoReportFreq-r13
INTEGER ::= 8
-- Maximum number of frequencies to include in a













-- UESidelinkInformation for SI reporting

maxSL-DiscTxPoolPreconf-r13

INTEGER ::= 1
-- Maximum number of preconfigured sidelink













-- discovery Tx resource pool entries

maxSL-GP-r13


INTEGER ::= 8
-- Maximum number of gap patterns that can be requested











-- for a frequency or assigned

maxSL-Prio-r13


INTEGER ::= 8
-- Maximum number of entries in sidelink priority list

maxSL-RxPool-r12


INTEGER ::= 16
-- Maximum number of individual sidelink Rx resource pools

maxSL-SyncConfig-r12

INTEGER ::= 16
-- Maximum number of sidelink Sync configurations

maxSL-TF-IndexPair-r12
INTEGER ::= 64
-- Maximum number of sidelink Time Freq resource index












--  pairs

maxSL-TxPool-r12


INTEGER ::= 4
-- Maximum number of individual sidelink Tx resource pools

maxSTAG-r11




INTEGER ::= 3
-- Maximum number of STAGs

maxServCell-r10



INTEGER ::= 5
-- Maximum number of Serving cells

maxServCell-r13



INTEGER ::= 32
-- Highest value of extended number range of Serving cells
maxServCell-Plus1


INTEGER ::= 6
-- Lowest value of extended number range of Serving cells

maxServiceCount 


INTEGER ::= 16
-- Maximum number of MBMS services that can be included












--  in an MBMS counting request and response

maxServiceCount-1


INTEGER ::= 15

maxSessionPerPMCH


INTEGER ::= 29

maxSessionPerPMCH-1


INTEGER ::= 28

maxSIB





INTEGER ::= 32
-- Maximum number of SIBs

maxSIB-1




INTEGER ::= 31

maxSI-Message



INTEGER ::= 32
-- Maximum number of SI messages

maxSimultaneousBands-r10
INTEGER ::= 64
-- Maximum number of simultaneously aggregated bands

maxSubframePatternIDC-r11
INTEGER ::= 8
-- Maximum number of subframe reservation patterns












-- that the UE can simultaneously recommend to the












-- E-UTRAN for use.

maxUTRA-FDD-Carrier


INTEGER ::= 16
-- Maximum number of UTRA FDD carrier frequencies

maxUTRA-TDD-Carrier


INTEGER ::= 16
-- Maximum number of UTRA TDD carrier frequencies

maxWLAN-Id-r12



INTEGER ::=
16
-- Maximum number of WLAN identifiers

-- ASN1STOP

NOTE: The value of maxDRB aligns with SA2.

–
End of EUTRA-RRC-Definitions

-- ASN1START

END

-- ASN1STOP

6.5
PC5 RRC messages

NOTE:
The messages included in this section reflect the current status of the discussions. Additional messages may be included at a later stage.

6.5.1
General message structure

–
PC5-RRC-Definitions

This ASN.1 segment is the start of the PC5 RRC PDU definitions.

-- ASN1START

PC5-RRC-Definitions DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS

TDD-ConfigSL-r12
FROM EUTRA-RRC-Definitions;

-- ASN1STOP

–
SBCCH-SL-BCH-Message
The SBCCH-SL-BCH-Message class is the set of RRC messages that may be sent from the UE to the UE via SL-BCH on the SBCCH logical channel.

-- ASN1START

SBCCH-SL-BCH-Message ::= SEQUENCE {


message




SBCCH-SL-BCH-MessageType

}

SBCCH-SL-BCH-MessageType ::=





MasterInformationBlock-SL

-- ASN1STOP
6.5.2
Message definitions

–
MasterInformationBlock-SL
The MasterInformationBlock-SL includes the information transmitted by a UE transmitting SLSS, i.e. acting as synchronisation reference, via SL-BCH.
Signalling radio bearer: N/A

RLC-SAP: TM

Logical channel: SBCCH

Direction: UE to UE

MasterInformationBlock-SL
-- ASN1START

MasterInformationBlock-SL ::=

SEQUENCE {


sl-Bandwidth-r12




ENUMERATED {












n6, n15, n25, n50, n75, n100},


tdd-ConfigSL-r12




TDD-ConfigSL-r12,


directFrameNumber-r12



BIT STRING (SIZE (10)),


directSubframeNumber-r12


INTEGER (0..9),


inCoverage-r12





BOOLEAN,


reserved-r12





BIT STRING (SIZE (19))

}

-- ASN1STOP

	MasterInformationBlock-SL field descriptions

	directFrameNumber

Indicates the frame number in which SLSS and SL-BCH are transmitted. The subframe in the frame corresponding to directFrameNumber is indicated by directSubframeNumber.

	inCoverage

Value TRUE indicates that the UE transmitting the MasterInformationBlock-SL is in E-UTRAN coverage.

	sl-Bandwidth

Parameter: transmission bandwidth configuration. n6 corresponds to 6 resource blocks, n15 to 15 resource blocks and so on.


–
End of PC5-RRC-Definitions
-- ASN1START

END
-- ASN1STOP
9.3.2
Pre-configurable parameters
This ASN.1 segment is the start of the E‑UTRA definitions of pre-configured sidelink parameters.
NOTE 1:
Upper layers are assumed to provide a set of pre-configured parameters that are valid at the current UE location if any, see TS 24.334 [69, 10.2].
-- ASN1START

EUTRA-Sidelink-Preconf DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS


AdditionalSpectrumEmission,


ARFCN-ValueEUTRA-r9,


FilterCoefficient,


maxSL-TxPool-r12,


maxSL-CommRxPoolPreconf-v13x0,


maxSL-CommTxPoolPreconf-v13x0,


maxSL-DiscRxPoolPreconf-r13,


maxSL-DiscTxPoolPreconf-r13,

P-Max,

ReselectionInfoRelay-r13,

SL-CP-Len-r12,


SL-HoppingConfigComm-r12,

SL-OffsetIndicatorSync-r12,


SL-PeriodComm-r12,

RSRP-RangeSL3-r12,


SL-PriorityList-r13,


SL-TF-ResourceConfig-r12,

SL-TRPT-Subset-r12,

P0-SL-r12,


TDD-ConfigSL-r12

FROM EUTRA-RRC-Definitions;

-- ASN1STOP

–
SL-Preconfiguration
The IE SL-Preconfiguration includes the sidelink pre-configured parameters.

SL-Preconfiguration information elements
-- ASN1START

SL-Preconfiguration-r12 ::=

SEQUENCE {


preconfigGeneral-r12



SL-PreconfigGeneral-r12,


preconfigSync-r12




SL-PreconfigSync-r12,


preconfigComm-r12




SL-PreconfigCommPoolList4-r12,


...,


[[
preconfigComm-v13x0



SEQUENCE {




commRxPoolList-r13


SL-PreconfigCommRxPoolList-r13,




commTxPoolList-r13


SL-PreconfigCommTxPoolList-r13

OPTIONAL



}

















OPTIONAL,



preconfigDisc-r13



SEQUENCE {



discRxPoolList-r13



SL-PreconfigDiscRxPoolList-r13,




discTxPoolList-r13



SL-PreconfigDiscTxPoolList-r13

OPTIONAL



}

















OPTIONAL,



preconfigRelay-r13



SL-PreconfigRelay-r13



OPTIONAL

]]
}

SL-PreconfigGeneral-r12 ::=

SEQUENCE {


-- PDCP configuration


rohc-Profiles-r12




SEQUENCE {



profile0x0001-r12





BOOLEAN,



profile0x0002-r12





BOOLEAN,



profile0x0004-r12





BOOLEAN,



profile0x0006-r12





BOOLEAN,



profile0x0101-r12





BOOLEAN,



profile0x0102-r12





BOOLEAN,



profile0x0104-r12





BOOLEAN


},


-- Physical configuration


carrierFreq-r12





ARFCN-ValueEUTRA-r9,


maxTxPower-r12





P-Max,


additionalSpectrumEmission-r12

AdditionalSpectrumEmission,


sl-bandwidth-r12




ENUMERATED {n6, n15, n25, n50, n75, n100},


tdd-ConfigSL-r12




TDD-ConfigSL-r12,


reserved-r12





BIT STRING (SIZE (19)),


...

}

SL-PreconfigSync-r12 ::=
SEQUENCE {


syncCP-Len-r12





SL-CP-Len-r12,


syncOffsetIndicator1-r12


SL-OffsetIndicatorSync-r12,


syncOffsetIndicator2-r12


SL-OffsetIndicatorSync-r12,


syncTxParameters-r12



P0-SL-r12,


syncTxThreshOoC-r12




RSRP-RangeSL3-r12,


filterCoefficient-r12



FilterCoefficient,


syncRefMinHyst-r12




ENUMERATED {dB0, dB3, dB6, dB9, dB12},


syncRefDiffHyst-r12




ENUMERATED {dB0, dB3, dB6, dB9, dB12, dBinf},

...,

[[
syncTxPeriodic-r13




ENUMERATED {true}


OPTIONAL

]]
}

SL-PreconfigCommPoolList4-r12 ::=
SEQUENCE (SIZE (1..maxSL-TxPool-r12)) OF SL-PreconfigCommPool-r12

SL-PreconfigCommRxPoolList-r13 ::=
SEQUENCE (SIZE (1..maxSL-CommRxPoolPreconf-v13x0)) OF SL-PreconfigCommPool-r12

SL-PreconfigCommTxPoolList-r13 ::=
SEQUENCE (SIZE (1..maxSL-CommTxPoolPreconf-v13x0)) OF SL-PreconfigCommPool-r12

SL-PreconfigCommPool-r12 ::=

SEQUENCE {

-- This IE is same as SL-CommResourcePool with rxParametersNCell absent


sc-CP-Len-r12





SL-CP-Len-r12,


sc-Period-r12





SL-PeriodComm-r12,


sc-TF-ResourceConfig-r12


SL-TF-ResourceConfig-r12,


sc-TxParameters-r12




P0-SL-r12,


data-CP-Len-r12





SL-CP-Len-r12,


data-TF-ResourceConfig-r12


SL-TF-ResourceConfig-r12,


dataHoppingConfig-r12



SL-HoppingConfigComm-r12,


dataTxParameters-r12



P0-SL-r12,


trpt-Subset-r12





SL-TRPT-Subset-r12,


...,


[[
priorityList-r13



SL-PriorityList-r13


OPTIONAL
-- For Tx


]]

}

SL-PreconfigDiscRxPoolList-r13 ::=
SEQUENCE (SIZE (1..maxSL-DiscRxPoolPreconf-r13)) OF SL-PreconfigDiscPool-r13

SL-PreconfigDiscTxPoolList-r13 ::=
SEQUENCE (SIZE (1..maxSL-DiscTxPoolPreconf-r13)) OF SL-PreconfigDiscPool-r13

SL-PreconfigDiscPool-r13 ::=

SEQUENCE {

-- This IE is same as SL-DiscResourcePool with rxParameters absent


cp-Len-r13





SL-CP-Len-r12,


discPeriod-r13



ENUMERATED {rf4, rf7, rf8, rf14, rf16, rf28, rf32, rf64,











 rf128, rf256, rf512, rf1024, spare4, spare3,











 spare2, spare},


numRetx-r13




INTEGER (0..3),


numRepetition-r13



INTEGER (1..50),


tf-ResourceConfig-r13


SL-TF-ResourceConfig-r12,


txParameters-r13



SEQUENCE {



txParametersGeneral-r13

P0-SL-r12,



txProbability-r13


ENUMERATED {p25, p50, p75, p100}


}















OPTIONAL,


...

}

SL-PreconfigRelay-r13 ::=
SEQUENCE {


reselectionInfoOoC-r13


ReselectionInfoRelay-r13

}

END

-- ASN1STOP

	SL-Preconfiguration field descriptions

	carrierFreq

Indicates the carrier frequency for out of coverage sidelink communication and sidelink discovery. In case of FDD it is uplink carrier frequency and the corresponding downlink frequency can be determined from the default TX-RX frequency separation defined in TS 36.101 [42, table 5.7.3-1].

	preconfigComm

Indicates a list of resource pools. The first resource pool in the list is used for both reception and transmission of sidelink communication. The other resource pools, if present, are only used for reception of sidelink communication.

	commRxPoolList
Indicates a list of reception pools for sidelink communication in addition to the resource pools indicated by preconfigComm.

	commTxPoolList
Indicates a list of transmission pools for sidelink communication in addition to the first resource pool within preconfigComm.

	syncRefDiffHyst

Hysteresis when evaluating a SyncRef UE using relative comparison. Value dB0 corresponds to 0 dB, dB3 to 3 dB and so on, value dBinf corresponds to infinite dB.

	syncRefMinHyst

Hysteresis when evaluating a SyncRef UE using absolute comparison. Value dB0 corresponds to 0 dB, dB3 to 3 dB and so on.


NOTE 1:
The network may configure one or more of the reception only resource pools in preconfigComm to cover reception from in coverage UEs using scheduled resource allocation. For such a resource pool the network should set all bits of subframeBitmap to 1 and offsetIndicator to indicate the subframe immediately following the sidelink control information.
NOTE 2:
The network should ensure that the resources defined by the first entry in preconfigComm (used for transmission by an out of coverage UE) do not overlap with those of the pool(s) covering scheduled transmissions by in coverage UEs. Furthermore, the network should ensure that for none of the entries in preconfigComm the resources defined by sc-TF-ResourceConfig overlap.
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