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	Reason for change:
	It is described in the spec that the UE shall perform the concerned sidelink operation only if any of the following three conditions is satisfied.
1> if the UE’s serving cell is suitable (RRC_IDLE or RRC_CONNECTED); and if either the selected cell on the frequency used for sidelink operation belongs to the registered or equivalent PLMN as specified in TS 24.334

2> if the UE is camped on a serving cell (RRC_IDLE) on which it fulfils the conditions to support sidelink communication in limited service state as specified in TS 23.303 [68, 4.5.6]; and if either the serving cell is on the frequency used for sidelink operation or the UE is out of coverage on the frequency used for sidelink operation as defined in TS 36.304 [4, 11.4];or

3> if the UE has no serving cell (RRC_IDLE);

However,In 24.334,it does not mandate the frequency used for sidelink operation has to belongs to registered or equivalen PLMN.So,for the first bullet,it is not necessary add the condition.

	
	

	Summary of change:
	Delete the restriction that the selected cell on the frequency used for sidelink operation belongs to the registered or equivalent PLMN.

	
	

	Consequences if not approved:
	The condition for sidelink opeartion is not correct.
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[bookmark: _Toc430281731][bookmark: _Toc430281801][bookmark: _Toc430281765]5.10.1a	Conditions for sidelink operation
When it is specified that the UE shall perform a particular sidelink operation only if the conditions defined in this section are met, the UE shall perform the concerned sidelink operation only if:
1>	if the UE’s serving cell is suitable (RRC_IDLE or RRC_CONNECTED); and if either the selected cell on the frequency used for sidelink operation belongs to the registered or equivalent PLMN as specified in TS 24.334 [69] or the UE is out of coverage on the frequency used for sidelink operation as defined in TS 36.304 [4, 11.4]; or
1> if the UE is camped on a serving cell (RRC_IDLE) on which it fulfils the conditions to support sidelink communication in limited service state as specified in TS 23.303 [68, 4.5.6]; and if either the serving cell is on the frequency used for sidelink operation or the UE is out of coverage on the frequency used for sidelink operation as defined in TS 36.304 [4, 11.4]; 
1>	if the UE has no serving cell (RRC_IDLE);
