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	Reason for change:
	It is not clear whether the MAC subheader and MAC SDU for the unscheduled MTCH is included in the MAC PDU or not.
It is not clear whether the MAC subheader and MAC CE for the MSI or Extended MSI is included in the MAC PDU or not if all MTCHs are suspended.

	
	

	Summary of change:
	Add a NOTE for the eNB behavior to ensure synchronous MBMS transmission.

Impact analysis
Impacted functionality:
MCH MAC PDU construction in eNB

[bookmark: _GoBack]Inter-operability:
If the network is implemented according to the CR and the UE is not, there is no problem.

If the UE is implemented according to the CR and the network is not, the UE may not perform soft-combining of MCH MAC PDU.


	
	

	Consequences if not approved:
	Different eNBs may transmit MCH MAC PDU in different format, and the UE cannot perform soft-combining of MCH MAC PDU.
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[bookmark: _Toc440459321]5.12	MCH reception
MCH transmission may occur in subframes configured by upper layer for MCCH or MTCH transmission. For each such subframe, upper layer indicates if signallingMCS or dataMCS applies. The transmission of an MCH occurs in a set of subframes defined by PMCH-Config. An MCH Scheduling Information MAC control element is included in the first subframe allocated to the MCH within the MCH scheduling period to indicate the position of each MTCH and unused subframes on the MCH. If pmch-InfoListExt is configured for an MCH, an Extended MCH Scheduling Information MAC control element is included in the first subframe allocated to the corresponding MCH within the MCH scheduling period to indicate the position of each MTCH and unused subframes on the MCH, and to indicate whether MTCH transmission is to be suspended. The MAC entity shall assume that the first scheduled MTCH starts immediately after the MCCH or the MCH Scheduling Information MAC control element or the Extended MCH Scheduling Information MAC control element if the MCCH is not present, and the other scheduled MTCH(s) start immediately after the previous MTCH, at the earliest in the subframe where the previous MTCH stops. When the MAC entity needs to receive MCH, the MAC entity shall:
-	attempt to decode the TB on the MCH;
-	if a TB on the MCH has been successfully decoded:
-	demultiplex the MAC PDU and deliver the MAC SDU(s) to upper layers.
When the MAC entity receives the Extended MCH Scheduling Information MAC control element, the MAC entity shall indicate the MTCH(s) to be suspended to the upper layers.
NOTE1:	The MAC entity should continue receiving MCH until the MTCH is removed from the MCCH.
NOTE2:	For the unscheduled MTCH, the eNB should not include the MAC subheader and MAC SDU for the corresponding MTCH in the MAC PDU.
NOTE3:	If all MTCHs are suspended, the eNB should not include the MAC subheader and the MAC control element for the MCH Scheduling Information or Extended MCH Scheduling Information in the MAC PDU.

