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6.3.5
Measurement information elements

<< skip unchanged part >>
–
MeasConfig
The IE MeasConfig specifies measurements to be performed by the UE, and covers intra-frequency, inter-frequency and inter-RAT mobility as well as configuration of measurement gaps.

MeasConfig information element
-- ASN1START

MeasConfig ::=





SEQUENCE {


-- Measurement objects


measObjectToRemoveList



MeasObjectToRemoveList



OPTIONAL,
-- Need ON


measObjectToAddModList



MeasObjectToAddModList



OPTIONAL,
-- Need ON


-- Reporting configurations


reportConfigToRemoveList


ReportConfigToRemoveList


OPTIONAL,
-- Need ON


reportConfigToAddModList


ReportConfigToAddModList


OPTIONAL,
-- Need ON


-- Measurement identities


measIdToRemoveList




MeasIdToRemoveList




OPTIONAL,
-- Need ON


measIdToAddModList




MeasIdToAddModList




OPTIONAL,
-- Need ON


-- Other parameters


quantityConfig





QuantityConfig





OPTIONAL,
-- Need ON


measGapConfig





MeasGapConfig





OPTIONAL,
-- Need ON


s-Measure






RSRP-Range






OPTIONAL,
-- Need ON


preRegistrationInfoHRPD



PreRegistrationInfoHRPD



OPTIONAL, 
-- Need OP


speedStatePars


CHOICE {



release







NULL,



setup







SEQUENCE {




mobilityStateParameters



MobilityStateParameters,




timeToTrigger-SF




SpeedStateScaleFactors



}


}

















OPTIONAL,
-- Need ON


...,


[[
measObjectToAddModList-v9e0


MeasObjectToAddModList-v9e0

OPTIONAL
-- Need ON


]],


[[
allowInterruptions-r11



BOOLEAN






OPTIONAL
-- Need ON


]],


[[
measScaleFactor-r12


CHOICE {




release





NULL,




setup





MeasScaleFactor-r12



}















OPTIONAL,
-- Need ON



measIdToRemoveListExt-r12


MeasIdToRemoveListExt-r12

OPTIONAL,
-- Need ON



measIdToAddModListExt-r12


MeasIdToAddModListExt-r12

OPTIONAL,
-- Need ON



measRSRQ-OnAllSymbols-r12

BOOLEAN






OPTIONAL
-- Need ON

]],


[[
ul-DelayConfig-r13


UL-DelayConfig-r13

OPTIONAL,

-- Need ON


measIdToAddModListExt-r13



MeasIdToAddModListExt-r13

OPTIONAL,
-- Need ON


measObjectToRemoveListExt-r13


MeasObjectToRemoveListExt-r13

OPTIONAL,
-- Need ON



measObjectToAddModListExt-r13


MeasObjectToAddModListExt-r13

OPTIONAL,
-- Need ON


measObjectToAddModListExt-v13xy


MeasObjectToAddModListExt-v13xy

OPTIONAL
-- Need ON

]]
}

MeasIdToRemoveList ::=



SEQUENCE (SIZE (1..maxMeasId)) OF MeasId

MeasIdToRemoveListExt-r12 ::=

SEQUENCE (SIZE (1..maxMeasId)) OF MeasId-v1250

MeasObjectToRemoveList ::=


SEQUENCE (SIZE (1..maxObjectId)) OF MeasObjectId
MeasObjectToRemoveListExt-r13 ::=


SEQUENCE (SIZE (1..maxObjectId)) OF MeasObjectId-v13xy
ReportConfigToRemoveList ::=

SEQUENCE (SIZE (1..maxReportConfigId)) OF ReportConfigId

-- ASN1STOP

	MeasConfig field descriptions

	allowInterruptions

Value TRUE indicates that the UE is allowed to cause interruptions to serving cells when performing measurements of deactivated SCell carriers for measCycleSCell of less than 640ms, as specified in TS 36.133 [16]. E-UTRAN enables this field only when an SCell is configured.

	measGapConfig

Used to setup and release measurement gaps.

	measIdToRemoveList

List of measurement identities to remove. Field measIdToRemoveListExt includes additional measurement identities i.e. extends the size of the measurement identity list using the general principles specified in 5.1.2.

	measObjectToAddModList

If E-UTRAN includes measObjectToAddModList-v9e0 it includes the same number of entries, and listed in the same order, as in measObjectToAddModList (i.e. without suffix). Field measObjectToAddModListExt includes additional measurement object identities i.e. extends the size of the measurement object identity list using the general principles specified in 5.1.2. If E-UTRAN includes measObjectToAddModList-v13xy it includes the same number of entries, and listed in the same order, as in measObjectToAddModListExt.

	measObjectToRemoveList

List of measurement objects to remove. Field measObjectToRemoveListExt includes additional measurement object identities i.e. extends the size of the measurement object identity list using the general principles specified in 5.1.2.

	measRSRQ-OnAllSymbols

Value TRUE indicates that the UE shall, when performing RSRQ measurements, perform RSRQ measurement on all OFDM symbols in accordance with TS 36.214 [48]. If widebandRSRQ-Meas is enabled for the frequency in MeasObjectEUTRA, the UE shall, when performing RSRQ measurements, perform RSRQ measurement on all OFDM symbols with wider bandwidth for concerned frequency in accordance with TS 36.214 [48].

	measScaleFactor

Even if reducedMeasPerformance is not included in any measObjectEUTRA or measObjectUTRA, E-UTRAN may configure this field. The UE behavior is specified in TS 36.133 [16].

	PreRegistrationInfoHRPD
The CDMA2000 HRPD Pre-Registration Information tells the UE if it should pre-register with the CDMA2000 HRPD network and identifies the Pre-registration zone to the UE.

	reportConfigToRemoveList

List of measurement reporting configurations to remove.

	s-Measure

PCell quality threshold controlling whether or not the UE is required to perform measurements of intra-frequency, inter-frequency and inter-RAT neighbouring cells. Value “0” indicates to disable s-Measure.

	timeToTrigger-SF

The timeToTrigger in ReportConfigEUTRA and in ReportConfigInterRAT are multiplied with the scaling factor applicable for the UE’s speed state.

	ul-DelayConfig

Used to setup and release UL PDCP Packet Delay per QCI measurement.


<< skip unchanged part >>
–
MeasId
The IE MeasId is used to identify a measurement configuration, i.e., linking of a measurement object and a reporting configuration.

MeasId information element
-- ASN1START

MeasId ::=






INTEGER (1..maxMeasId)

MeasId-v1250 ::=




INTEGER (maxMeasId-Plus1..maxMeasId-r12)

MeasId-r13 ::=





INTEGER (1..maxMeasId-r12)

-- ASN1STOP

–
MeasIdToAddModList
The IE MeasIdToAddModList concerns a list of measurement identities to add or modify, with for each entry the measId, the associated measObjectId and the associated reportConfigId. Field measIdToAddModListExt includes additional measurement identities i.e. extends the size of the measurement identity list using the general principles specified in 5.1.2.
MeasIdToAddModList information element
-- ASN1START

MeasIdToAddModList ::=



SEQUENCE (SIZE (1..maxMeasId)) OF MeasIdToAddMod

MeasIdToAddModListExt-r12 ::=

SEQUENCE (SIZE (1..maxMeasId)) OF MeasIdToAddModExt-r12

MeasIdToAddModList-r13 ::=



SEQUENCE (SIZE (1..maxMeasId-r12)) OF MeasIdToAddMod-r13
MeasIdToAddMod ::=
SEQUENCE {


measId







MeasId,


measObjectId





MeasObjectId,


reportConfigId





ReportConfigId

}

MeasIdToAddModExt-r12 ::=
SEQUENCE {


measId-v1250





MeasId-v1250,


measObjectId-r12




MeasObjectId,


reportConfigId-r12




ReportConfigId

}
MeasIdToAddModExt-r13 ::=
SEQUENCE {


measId-r13






MeasId-r13,


measObjectId-v13xy




MeasObjectId-v13xy,


reportConfigId-r13




ReportConfigId

}
-- ASN1STOP

<< skip unchanged part >>
–
MeasObjectId
The IE MeasObjectId used to identify a measurement object configuration.

MeasObjectId information element
-- ASN1START

MeasObjectId ::=




INTEGER (1..maxObjectId)
MeasObjectId-v13xy ::=



INTEGER (maxObjectId-Plus1-r13.. maxObjectId-r13)
-- ASN1STOP

–
MeasObjectToAddModList
The IE MeasObjectToAddModList concerns a list of measurement objects to add or modify

MeasObjectToAddModList information element
-- ASN1START

MeasObjectToAddModList ::=


SEQUENCE (SIZE (1..maxObjectId)) OF MeasObjectToAddMod

MeasObjectToAddModList-v9e0 ::=

SEQUENCE (SIZE (1..maxObjectId)) OF MeasObjectToAddMod-v9e0

MeasObjectToAddModListExt-r13 ::=


SEQUENCE (SIZE (1..maxObjectId)) OF MeasObjectToAddModExt-r13
MeasObjectToAddModListExt-v13xy ::=

SEQUENCE (SIZE (1..maxObjectId)) OF MeasObjectToAddMod-v9e0
MeasObjectToAddMod ::=
SEQUENCE {


measObjectId





MeasObjectId,


measObject






CHOICE {



measObjectEUTRA





MeasObjectEUTRA,



measObjectUTRA





MeasObjectUTRA,



measObjectGERAN





MeasObjectGERAN,



measObjectCDMA2000




MeasObjectCDMA2000,



...


}

}

MeasObjectToAddMod-v9e0 ::=
SEQUENCE {


measObjectEUTRA-v9e0



MeasObjectEUTRA-v9e0

OPTIONAL
-- Cond eutra

}

MeasObjectToAddModExt-r13 ::=
SEQUENCE {


measObjectId-v13xy





MeasObjectId-v13xy,


measObject-r13






CHOICE {



measObjectEUTRA-r13





MeasObjectEUTRA,



measObjectUTRA-r13





MeasObjectUTRA,



measObjectGERAN-r13





MeasObjectGERAN,



measObjectCDMA2000-r13




MeasObjectCDMA2000,



...


}

}
-- ASN1STOP

	Conditional presence
	Explanation

	eutra
	The field is optional present, need OR, if for the corresponding entry in MeasObjectToAddModList field or MeasObjectToAddModListExt  field measObject is set to measObjectEUTRA and its sub-field carrierFreq is set to maxEARFCN. Otherwise the field is not present and the UE shall delete any existing value for this field.


6.4
RRC multiplicity and type constraint values

–
Multiplicity and type constraint definitions

-- ASN1START

maxACDC-Cat-r13



INTEGER ::=
16
-- Maximum number of ACDC categories (per PLMN)
maxBandComb-r10



INTEGER ::=
128
-- Maximum number of band combinations.
maxBandComb-r11



INTEGER ::=
256
-- Maximum number of additional band combinations.

maxBandComb-r13



INTEGER ::=
384 -- Maximum number of band combinations in Rel-13

maxBands




INTEGER ::= 64
-- Maximum number of bands listed in EUTRA UE caps

maxBandwidthClass-r10

INTEGER ::=
16
-- Maximum number of supported CA BW classes per band

maxBandwidthCombSet-r10

INTEGER ::=
32
-- Maximum number of bandwidth combination sets per












-- supported band combination

maxCDMA-BandClass


INTEGER ::= 32
-- Maximum value of the CDMA band classes

maxCellBlack



INTEGER ::= 16
-- Maximum number of blacklisted physical cell identity












-- ranges listed in SIB type 4 and 5

maxCellHistory-r12


INTEGER ::= 16
-- Maximum number of visited EUTRA cells reported

maxCellInfoGERAN-r9 

INTEGER ::=
32
-- Maximum number of GERAN cells for which system in-












-- formation can be provided as redirection assistance

maxCellInfoUTRA-r9


INTEGER ::=
16
-- Maximum number of UTRA cells for which system












-- information can be provided as redirection












-- assistance
maxCombIDC-r11



INTEGER ::= 128
-- Maximum number of reported UL CA combinations
maxCSI-IM-r11



INTEGER ::= 3
-- Maximum number of CSI-IM configurations












-- (per carrier frequency)

maxCSI-IM-r12



INTEGER ::= 4
-- Maximum number of CSI-IM configurations












-- (per carrier frequency)

maxCSI-Proc-r11



INTEGER ::= 4
-- Maximum number of CSI processes (per carrier












--  frequency)

maxCSI-RS-NZP-r11


INTEGER ::= 3
-- Maximum number of CSI RS resource












--  configurations using non-zero Tx power












--  (per carrier frequency)

maxCSI-RS-ZP-r11


INTEGER ::= 4
-- Maximum number of CSI RS resource












--  configurations using zero Tx power(per carrier












--  frequency)

maxCQI-ProcExt-r11


INTEGER ::= 3
-- Maximum number of additional periodic CQI












-- configurations (per carrier frequency)

maxFreqUTRA-TDD-r10


INTEGER ::=
6
-- Maximum number of UTRA TDD carrier frequencies for












-- which system information can be provided as












-- redirection assistance

maxCellInter



INTEGER ::= 16
-- Maximum number of neighbouring inter-frequency












-- cells listed in SIB type 5

maxCellIntra



INTEGER ::= 16
-- Maximum number of neighbouring intra-frequency












-- cells listed in SIB type 4

maxCellListGERAN


INTEGER ::= 3
-- Maximum number of lists of GERAN cells

maxCellMeas




INTEGER ::= 32
-- Maximum number of entries in each of the












-- cell lists in a measurement object

maxCellReport



INTEGER ::= 8
-- Maximum number of reported cells/CSI-RS resources
maxCSI-RS-Meas-r12


INTEGER ::= 96
-- Maximum number of entries in the CSI-RS list











-- in a measurement object

maxDRB





INTEGER ::= 11
-- Maximum number of Data Radio Bearers
maxDS-Duration-r12


INTEGER ::= 5
-- Maximum number of subframes in a discovery signals











-- occasion
maxDS-ZTP-CSI-RS-r12

INTEGER ::= 5
-- Maximum number of zero transmission power CSI-RS for











-- a serving cell concerning discovery signals
maxEARFCN




INTEGER ::= 65535
-- Maximum value of EUTRA carrier frequency

maxEARFCN-Plus1



INTEGER ::= 65536
-- Lowest value extended EARFCN range

maxEARFCN2




INTEGER ::= 262143
-- Highest value extended EARFCN range

maxEPDCCH-Set-r11


INTEGER ::= 2
-- Maximum number of EPDCCH sets

maxFBI





INTEGER ::= 64
-- Maximum value of fequency band indicator

maxFBI-Plus1




INTEGER ::= 65
-- Lowest value extended FBI range

maxFBI2





INTEGER ::= 256
-- Highest value extended FBI range

maxFreq





INTEGER ::= 8
-- Maximum number of carrier frequencies

maxFreqIDC-r11



INTEGER ::= 32
-- Maximum number of carrier frequencies that are












-- affected by the IDC problems

maxFreqMBMS-r11



INTEGER ::= 5
-- Maximum number of carrier frequencies for which an 












-- MBMS capable UE may indicate an interest

maxGERAN-SI




INTEGER ::= 10
-- Maximum number of GERAN SI blocks that can be












-- provided as part of NACC information

maxGNFG





INTEGER ::= 16
-- Maximum number of GERAN neighbour freq groups

maxLCG-r13




INTEGER ::= 4
-- Maximum number of logical channel groups

maxLogMeasReport-r10

INTEGER ::= 520
-- Maximum number of logged measurement entries












--  that can be reported by the UE in one message

maxMBSFN-Allocations

INTEGER ::= 8
-- Maximum number of MBSFN frame allocations with












-- different offset

maxMBSFN-Area



INTEGER ::= 8

maxMBSFN-Area-1



INTEGER ::= 7

maxMBMSServiceListPerUE-r13

INTEGER ::= 16
-- Maximum number of services which the UE can











-- include in the MBMS interest indication

maxMeasId




INTEGER ::= 32
maxMeasId-Plus1 


INTEGER ::= 33

maxMeasId-r12



INTEGER ::= 64

maxMultiBands



INTEGER ::= 8
-- Maximum number of additional frequency bands












-- that a cell belongs to
maxNS-Pmax-r10



INTEGER ::= 8
-- Maximum number of NS and P-Max values per band

maxNAICS-Entries-r12


INTEGER ::= 8
-- Maximum number of supported NAICS combination(s)
maxNeighCell-r12



INTEGER ::= 8
-- Maximum number of neighbouring cells in NAICS











-- configuration (per carrier frequency)
maxNeighCellSCPTM-r13

INTEGER ::=
8
-- Maximum number of SCPTM neighbour cells

maxObjectId




INTEGER ::= 32
maxObjectId-Plus1-r13 

INTEGER ::= 33
maxObjectId-r13



INTEGER ::= 64
maxP-a-PerNeighCell-r12

INTEGER ::= 3
-- Maximum number of power offsets for a neighbour cell











-- in NAICS configuration
maxPageRec




INTEGER ::= 16
-- 

maxPhysCellIdRange-r9 

INTEGER ::= 4
-- Maximum number of physical cell identity ranges

maxPLMN-r11




INTEGER ::=
6
-- Maximum number of PLMNs

maxPNOffset




INTEGER ::=
511
-- Maximum number of CDMA2000 PNOffsets

maxPMCH-PerMBSFN


INTEGER ::= 15
maxQCI-r13




INTEGER ::= 6   -- Maximum number of QCIs
maxRAT-Capabilities


INTEGER ::= 8
-- Maximum number of interworking RATs (incl EUTRA)

maxRE-MapQCL-r11


INTEGER ::= 4
-- Maximum number of PDSCH RE Mapping configurations












--  (per carrier frequency)

maxReportConfigId


INTEGER ::= 32

maxRSTD-Freq-r10


INTEGER ::= 3
-- Maximum number of frequency layers for RSTD












-- measurement

maxSAI-MBMS-r11



INTEGER ::= 64
-- Maximum number of MBMS service area identities












-- broadcast per carrier frequency

maxSCell-r10



INTEGER ::= 4
-- Maximum number of SCells

maxSCell-r13



INTEGER ::= 31
-- Highest value of extended number range of SCells

maxSCell-Plus1



INTEGER ::= 5
-- Lowest value of extended number range of SCells
maxSC-MTCH-r13



INTEGER ::= 1024
-- Maximum number of SC-MTCHs in one cell

maxSL-CommRxPoolNFreq-r13
INTEGER ::= 32
-- Maximum number of individual sidelink communication












-- Rx resource pools on neighbouring freq

maxSL-CommRxPoolPreconf-v13x0
INTEGER ::= 12
-- Maximum number of additional preconfigured













-- sidelink communication Rx resource pool entries

maxSL-CommTxPool-r12Plus1-r13
INTEGER ::= 5
-- First additional individual sidelink












-- communication Tx resource pool

maxSL-CommTxPool-v13x0


INTEGER ::= 4
-- Maximum number of additional sidelink













-- communication Tx resource pool entries

maxSL-CommTxPool-r13


INTEGER ::= 8
-- Maximum number of individual sidelink













-- communication Tx resource pools

maxSL-CommTxPoolPreconf-v13x0
INTEGER ::= 7
-- Maximum number of additional preconfigured













-- sidelink communication Tx resource pool entries

maxSL-Dest-r12


INTEGER ::= 16
-- Maximum number of sidelink destinations

maxSL-DiscPowerClass-r12
INTEGER ::= 3
-- Maximum number of sidelink power classes

maxSL-DiscRxPoolPreconf-r13

INTEGER ::= 4
-- Maximum number of preconfigured sidelink













-- discovery Rx resource pool entries

maxSL-DiscSysInfoReportFreq-r13
INTEGER ::= 8
-- Maximum number of frequencies to include in a













-- UESidelinkInformation for SI reporting

maxSL-DiscTxPoolPreconf-r13

INTEGER ::= 1
-- Maximum number of preconfigured sidelink













-- discovery Tx resource pool entries

maxSL-GP-r13


INTEGER ::= 8
-- Maximum number of gap patterns that can be requested











-- for a frequency or assigned

maxSL-Prio-r13


INTEGER ::= 8
-- Maximum number of entries in sidelink priority list

maxSL-RxPool-r12


INTEGER ::= 16
-- Maximum number of individual sidelink Rx resource pools

maxSL-SyncConfig-r12

INTEGER ::= 16
-- Maximum number of sidelink Sync configurations

maxSL-TF-IndexPair-r12
INTEGER ::= 64
-- Maximum number of sidelink Time Freq resource index












--  pairs

maxSL-TxPool-r12


INTEGER ::= 4
-- Maximum number of individual sidelink Tx resource pools

maxSTAG-r11




INTEGER ::= 3
-- Maximum number of STAGs

maxServCell-r10



INTEGER ::= 5
-- Maximum number of Serving cells

maxServCell-r13



INTEGER ::= 32
-- Highest value of extended number range of Serving cells
maxServCell-Plus1


INTEGER ::= 6
-- Lowest value of extended number range of Serving cells

maxServiceCount 


INTEGER ::= 16
-- Maximum number of MBMS services that can be included












--  in an MBMS counting request and response

maxServiceCount-1


INTEGER ::= 15

maxSessionPerPMCH


INTEGER ::= 29

maxSessionPerPMCH-1


INTEGER ::= 28

maxSIB





INTEGER ::= 32
-- Maximum number of SIBs

maxSIB-1




INTEGER ::= 31

maxSI-Message



INTEGER ::= 32
-- Maximum number of SI messages

maxSimultaneousBands-r10
INTEGER ::= 64
-- Maximum number of simultaneously aggregated bands

maxSubframePatternIDC-r11
INTEGER ::= 8
-- Maximum number of subframe reservation patterns












-- that the UE can simultaneously recommend to the












-- E-UTRAN for use.

maxUTRA-FDD-Carrier


INTEGER ::= 16
-- Maximum number of UTRA FDD carrier frequencies

maxUTRA-TDD-Carrier


INTEGER ::= 16
-- Maximum number of UTRA TDD carrier frequencies

maxWLAN-Id-r12



INTEGER ::=
16
-- Maximum number of WLAN identifiers

-- ASN1STOP

NOTE: The value of maxDRB aligns with SA2.

7
Variables and constants

7.1
UE variables

NOTE: 
To facilitate the specification of the UE behavioural requirements, UE variables are represented using ASN.1. Unless explicitly specified otherwise, it is however up to UE implementation how to store the variables. The optionality of the IEs in ASN.1 is used only to indicate that the values may not always be available.

–
EUTRA-UE-Variables
This ASN.1 segment is the start of the E‑UTRA UE variable definitions.

-- ASN1START

EUTRA-UE-Variables DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS


AbsoluteTimeInfo-r10,


AreaConfiguration-r10,


AreaConfiguration-v1130,


CarrierFreqGERAN,


CellIdentity,


ConnEstFailReport-r11,


SpeedStateScaleFactors,


C-RNTI,


LoggingDuration-r10,


LoggingInterval-r10,


LogMeasInfo-r10,

MeasCSI-RS-Id-r12,

MeasId,

MeasId-v1250,

MeasIdToAddModList,

MeasIdToAddModListExt-r12,

MeasIdToAddModListExt-r13,

MeasObjectToAddModList,

MeasObjectToAddModList-v9e0,

MeasObjectToAddModListExt-r13,

MeasObjectToAddModListExt-v13xy,

MeasScaleFactor-r12,

MobilityStateParameters,


NeighCellConfig,


PhysCellId,


PhysCellIdCDMA2000,


PhysCellIdGERAN,


PhysCellIdUTRA-FDD,


PhysCellIdUTRA-TDD,


PLMN-Identity,


PLMN-IdentityList3-r11,


QuantityConfig,


ReportConfigToAddModList,


RLF-Report-r9,


TargetMBSFN-AreaList-r12,

TraceReference-r10,

VisitedCellInfoList-r12,


maxCellMeas,

maxCSI-RS-Meas-r12,

maxMeasId,


maxMeasId-r12,


UL-DelayConfig-r13
FROM EUTRA-RRC-Definitions;

-- ASN1STOP

<< skip unchanged part >>
–
VarMeasConfig
The UE variable VarMeasConfig includes the accumulated configuration of the measurements to be performed by the UE, covering intra-frequency, inter-frequency and inter-RAT mobility related measurements.

NOTE:
The amount of measurement configuration information, which a UE is required to store, is specified in subclause 11.1. If the number of frequencies configured for a particular RAT exceeds the minimum performance requirements specified in [16], it is up to UE implementation which frequencies of that RAT are measured. If the total number of frequencies for all RATs provided to the UE in the measurement configuration exceeds the minimum performance requirements specified in [16], it is up to UE implementation which frequencies/RATs are measured.
VarMeasConfig UE variable
-- ASN1START

VarMeasConfig ::=




SEQUENCE {


-- Measurement identities


measIdList






MeasIdToAddModList




OPTIONAL,

measIdListExt-r12




MeasIdToAddModListExt-r12


OPTIONAL,

measIdListExt-r13




MeasIdToAddModListExt-r13


OPTIONAL,

-- Measurement objects


measObjectList





MeasObjectToAddModList



OPTIONAL,

measObjectList-v9i0




MeasObjectToAddModList-v9e0


OPTIONAL,

measObjectListExt-r13



MeasObjectToAddModListExt-r13

OPTIONAL,

measObjectListExt-v13xy



MeasObjectToAddModListExt-v13xy

OPTIONAL,

-- Reporting configurations


reportConfigList




ReportConfigToAddModList


OPTIONAL,


-- Other parameters


quantityConfig





QuantityConfig





OPTIONAL,

measScaleFactor-r12




MeasScaleFactor-r12




OPTIONAL, 

s-Measure






INTEGER (-140..-44)




OPTIONAL,


speedStatePars





CHOICE {



release







NULL,



setup







SEQUENCE {




mobilityStateParameters



MobilityStateParameters,




timeToTrigger-SF




SpeedStateScaleFactors



}


}

















OPTIONAL,


allowInterruptions-r11


BOOLEAN







OPTIONAL
}

-- ASN1STOP

