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3
Definitions and abbreviations

3.1
Definitions

For the purposes of the present document, the following terms and definitions apply:
Acceptable Cell: A cell that satisfies certain conditions as specified in 4.3. A UE can always attempt emergency calls on an acceptable cell, but restriction as in 5.3.3 apply.

CSG Whitelist: A list provided by NAS containing all the CSG identities and their associated PLMN IDs of the CSGs to which the subscriber belongs.

NOTE:
This list is known as Allowed CSG List in Rel-8 Access Stratum specifications.

Available PLMN(s): One or more PLMN(s) for which the UE has found at least one cell and read its PLMN identity(ies).
Barred Cell: A cell a UE is not allowed to camp on.
Camped on a cell: UE has completed the cell selection/reselection process and has chosen a cell. The UE monitors system information and (in most cases) paging information.
Camped on any cell: UE is in idle mode and has completed the cell selection/reselection process and has chosen a cell irrespective of PLMN identity.

Closed Subscriber Group (CSG): A Closed Subscriber Group identifies subscribers of an operator who are permitted to access one or more cells of the PLMN but which have restricted access (CSG cells).

Commercial Mobile Alert System: Public Warning System that delivers Warning Notifications provided by Warning Notification Providers to CMAS capable UEs.

CSG cell: A cell broadcasting a CSG indication that is set to TRUE and a specific CSG identity.

CSG identity: An identifier broadcast by a CSG or hybrid cell/cells and used by the UE to facilitate access for authorised members of the associated Closed Subscriber Group.

CSG member cell: a cell broadcasting the identity of the selected PLMN, registered PLMN or equivalent PLMN and for which the CSG whitelist of the UE includes an entry comprising cell’s CSG ID and the respective PLMN identity.

DRX cycle: Individual time interval between monitoring Paging Occasion for a specific UE.

EHPLMN:  Any of the PLMN entries contained in the Equivalent HPLMN list [5].

Equivalent PLMN list: List of PLMNs considered as equivalent by the UE for cell selection, cell reselection, and handover according to the information provided by the NAS.

EU-Alert: Public Warning System that delivers Warning Notifications provided by Warning Notification Providers using the same AS mechanisms as defined for CMAS.

Home PLMN: A PLMN where the Mobile Country Code (MCC) and Mobile Network Code (MNC) of the PLMN identity are the same as the MCC and MNC of the IMSI.

HNB Name: The Home eNodeB Name is a broadcast string in free text format that provides a human readable name for the Home eNodeB CSG identity and any broadcasted PLMN identity.

Hybrid cell: A cell broadcasting a CSG Indicator that is set to FALSE and a specific CSG identity.

Korean Public Alert System (KPAS): Public Warning System that delivers Warning Notifications provided by Warning Notification Providers using the same AS mechanisms as defined for CMAS.

Location Registration (LR): UE registers its presence in a registration area, for instance regularly or when entering a new tracking area.

Power saving mode: Mode allowing the UE to reduce its power consumption, as defined in TS 24.301 [16], TS 23.401 [23], TS 23.682 [24].

ProSe direct communication: A communication between two or more UEs in proximity that are ProSe-enabled, by means of user plane transmission using E-UTRA technology via a path not traversing any network node.

ProSe direct discovery: A procedure employed by a ProSe-enabled UE to discover other ProSe-enabled UEs in its vicinity by using only the capabilities of the two UEs with E-UTRA technology.

Process: A local action in the UE invoked by a RRC procedure or an Idle Mode procedure.

Radio Access Technology: Type of technology used for radio access, for instance E-UTRA, UTRA, GSM, CDMA2000 1xEV-DO (HRPD) or CDMA2000 1x (1xRTT).

Registered PLMN: This is the PLMN on which certain Location Registration outcomes have occurred [5].

Registration Area: (NAS) registration area is an area in which the UE may roam without a need to perform location registration, which is a NAS procedure.
Reserved Cell: A cell on which camping is not allowed, except for particular UEs, if so indicated in the system information.

Restricted Cell: A cell on which camping is allowed, but access attempts are disallowed for UEs whose access classes are indicated as barred.
Selected PLMN: This is the PLMN that has been selected by the NAS, either manually or automatically.

Serving cell: The cell on which the UE is camped.

Strongest cell: The cell on a particular carrier that is considered strongest according to the layer 1 cell search procedure [6], [7].

Suitable Cell: This is a cell on which an UE may camp. For a E-UTRA cell, the criteria are defined in subclause 4.3, for a UTRA cell in [8], and for a GSM cell the criteria are defined in [9].
3.2
Symbols

For the purposes of the present document, the following symbols apply:
<symbol>
<Explanation>
3.3
Abbreviations

For the purposes of the present document, the following abbreviations apply:
1xRTT
CDMA2000 1x Radio Transmission Technology

AS
Access Stratum

AC
Access Class (of the USIM)

BCCH
Broadcast Control Channel

BSS
Basic Service Set
CE

Coverage Enhancements
CMAS
Commercial Mobile Altert System
CSG
Closed Subscriber Group

DRX
Discontinuous Reception

DL-SCH
Downlink Shared Channel 

EHPLMN
Equivalent Home PLMN

EPC
Evolved Packet Core

EPS
Evolved Packet System

ETWS
Earthquake and Tsunami Warning System

E-UTRA
Evolved UMTS Terrestrial Radio Access

E-UTRAN
Evolved UMTS Terrestrial Radio Access Network

FDD
Frequency Division Duplex

GERAN
GSM/EDGE Radio Access Network
HPLMN
Home PLMN

HRPD
High Rate Packet Data

IMSI
International Mobile Subscriber Identity 

MBMS
Multimedia Broadcast-Multicast Service

MBSFN
Multimedia Broadcast multicast service Single Frequency Network

MCC
Mobile Country Code

MCCH
Multicast Control Channel

MDT
Minimization of Drive Tests

MM
Mobility Management

MNC
Mobile Network Code
MPDCCH
Physical Downlink Control Channel for bandwidth reduced low complexity UEs or UEs operating in enhanced coverage
MTCH
Multicast Traffic Channel

NAS
Non-Access Stratum

PLMN
Public Land Mobile Network

ProSe
Proximity-based Services

PSM
Power Saving Mode

PWS
Public Warning System

RAT
Radio Access Technology

RRC
Radio Resource Control

SAP
Service Access Point

SIBX
SystemInformationBlockTypeX

TDD
Time Division Duplex 

UE
User Equipment

UMTS
Universal Mobile Telecommunications System

USIM
Universal Subscriber Identity Module

UTRA
UMTS Terrestrial Radio Access

UTRAN
UMTS Terrestrial Radio Access Network
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5.2.3.2
Cell Selection Criterion

The cell selection criterion S in normal coverage is fulfilled when:

	Srxlev > 0  AND  Squal > 0


where: 
	Srxlev = Qrxlevmeas – (Qrxlevmin + Qrxlevminoffset) – Pcompensation - Qoffsettemp
Squal = Qqualmeas – (Qqualmin + Qqualminoffset) - Qoffsettemp


where:

	Srxlev
	Cell selection RX level value (dB)

	Squal
	Cell selection quality value (dB)

	Qoffsettemp
	Offset temporarily applied to a cell as specified in [3] (dB)

	Qrxlevmeas
	Measured cell RX level value (RSRP)

	Qqualmeas
	Measured cell quality value (RSRQ)

	Qrxlevmin
	Minimum required RX level in the cell (dBm)

	Qqualmin
	Minimum required quality level in the cell (dB)

	Qrxlevminoffset
	Offset to the signalled Qrxlevmin taken into account in the Srxlev evaluation as a result of a periodic search for a higher priority PLMN while camped normally in a VPLMN [5]

	Qqualminoffset
	Offset to the signalled Qqualmin taken into account in the Squal evaluation as a result of a periodic search for a higher priority PLMN while camped normally in a VPLMN [5]

	Pcompensation 
	max(PEMAX –PPowerClass, 0) (dB)

	PEMAX
	Maximum TX power level an UE may use when transmitting on the uplink in the cell (dBm) defined as PEMAX in [TS 36.101]

	PPowerClass
	Maximum RF output power of the UE (dBm) according to the UE power class as defined in [TS 36.101]


The signalled values Qrxlevminoffset and Qqualminoffset are only applied when a cell is evaluated for cell selection as a result of a periodic search for a higher priority PLMN while camped normally in a VPLMN [5]. During this periodic search for higher priority PLMN the UE may check the S criteria of a cell using parameter values stored from a different cell of this higher priority PLMN.
If cell selection criterion S in normal coverage is not fulfilled for a cell, UE shall consider itself to be in enhanced coverage if the cell selection criterion S for enhanced coverage is fulfilled, where:

	Qrxlevmin
	UE applies coverage specific value Qrxlevmin_CE (dBm)

	Qqualmin
	UE applies coverage specific value Qqualmin_CE (dB)
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5.2.4.1
Reselection priorities handling

Absolute priorities of different E-UTRAN frequencies or inter-RAT frequencies may be provided to the UE in the system information, in the RRCConnectionRelease message, or by inheriting from another RAT at inter-RAT cell (re)selection. In the case of system information, an E-UTRAN frequency or inter-RAT frequency may be listed without providing a priority (i.e. the field cellReselectionPriority is absent for that frequency). If priorities are provided in dedicated signalling, the UE shall ignore all the priorities provided in system information. If UE is in camped on any cell state, UE shall only apply the priorities provided by system information from current cell, and the UE preserves priorities provided by dedicated signalling and deprioritisationReq received in RRCConnectionReject unless specified otherwise. When the UE in camped normally state, has only dedicated priorities other than for the current frequency, the UE shall consider the current frequency to be the lowest priority frequency (i.e. lower than the eight network configured values). While the UE is camped on a suitable CSG cell, the UE shall always consider the current frequency to be the highest priority frequency (i.e. higher than the eight network configured values), irrespective of any other priority value allocated to this frequency if that cell can be accessed in normal coverage. If the UE capable of sidelink communication is configured to perform sidelink communication and can only perform the sidelink communication while camping on a frequency, the UE may consider that frequency to be the highest priority.
NOTE1:
The prioritization among the frequencies which UE considers to be the highest priority frequency is left to UE implementation.
NOTE2:
 How to prioritise NC cells over EC cells is left as the UE implemtation.
5.2.4.6a
Reselection for enhanced coverage
Ranking is applied for inter-frequency cell reselection between frequencies with cells that can only be accessed using enhanced coverage. 
------------------------------------------------------------Text End-------------------------------------------------------------------------
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5.2.4.7

Cell reselection parameters in system information broadcasts

Cell reselection parameters are broadcast in system information and are read from the serving cell as follows:

cellReselectionPriority

This specifies the absolute priority for E-UTRAN frequeny or UTRAN frequency or group of GERAN frequencies or band class of CDMA2000 HRPD or band class of CDMA2000 1xRTT.
Qoffsets,n
This specifies the offset between the two cells.

Qoffsetfrequency
Frequency specific offset for equal priority E-UTRAN frequencies.
Qoffsettemp
This specifies the additional offset to be used for cell selection and re-selection. It is temporarily used in case the RRC Connection Establishment fails on the cell as specified in [3].

Qhyst
This specifies the hysteresis value for ranking criteria.

Qqualmin
This specifies the minimum required quality level in the cell in dB.
Qrxlevmin
This specifies the minimum required Rx level in the cell in dBm.
TreselectionRAT 
This specifies the cell reselection timer value. For each target E-UTRA frequency and for each RAT (other than E-UTRA) a specific value for the cell reselection timer is defined, which is applicable when evaluating reselection within E-UTRAN or towards other RAT (i.e. TreselectionRAT for E-UTRAN is TreselectionEUTRA, for UTRAN TreselectionUTRA for GERAN TreselectionGERA, for TreselectionCDMA_HRPD, and for TreselectionCDMA_1xRTT).

Note: 
TreselectionRAT is not sent on system information, but used in reselection rules by the UE for each RAT.
TreselectionEUTRA_EC
This specifies the cell reselection timer value TreselectionRAT for E-UTRAN UE in enhanced coverage among same priority cell. The parameter can be set per E-UTRAN frequency.
TreselectionEUTRA

This specifies the cell reselection timer value TreselectionRAT for E-UTRAN. The parameter can be set per E-UTRAN frequency [3].
TreselectionUTRA

This specifies the cell reselection timer value TreselectionRAT for UTRAN.
TreselectionGERA

This specifies the cell reselection timer value TreselectionRAT for GERAN.

TreselectionCDMA_HRPD

This specifies the cell reselection timer value TreselectionRAT for CDMA HRPD.
TreselectionCDMA_1xRTT

This specifies the cell reselection timer value TreselectionRAT for CDMA 1xRTT.
ThreshX, HighP

This specifies the Srxlev threshold (in dB) used by the UE when reselecting towards a higher priority RAT/ frequency than the current serving frequency. Each frequency of E-UTRAN and UTRAN, each group of GERAN frequencies, each band class of CDMA2000 HRPD and CDMA2000 1xRTT might have a specific threshold.

ThreshX, HighQ

This specifies the Squal threshold (in dB) used by the UE when reselecting towards a higher priority RAT/ frequency than the current serving frequency. Each frequency of E-UTRAN and UTRAN FDD might have a specific threshold.

ThreshX, LowP

This specifies the Srxlev threshold (in dB) used by the UE when reselecting towards a lower priority RAT/ frequency than the current serving frequency. Each frequency of E-UTRAN and UTRAN, each group of GERAN frequencies, each band class of CDMA2000 HRPD and CDMA2000 1xRTT might have a specific threshold.
ThreshX, LowQ

This specifies the Squal threshold (in dB) used by the UE when reselecting towards a lower priority RAT/ frequency than the current serving frequency. Each frequency of E-UTRAN and UTRAN FDD might have a specific threshold.
ThreshServing, LowP

This specifies the Srxlev threshold (in dB) used by the UE on the serving cell when reselecting towards a lower priority RAT/ frequency.

ThreshServing, LowQ

This specifies the Squal threshold (in dB) used by the UE on the serving cell when reselecting towards a lower priority RAT/ frequency.

SIntraSearchP
This specifies the Srxlev threshold (in dB) for intra-frequency measurements.
SIntraSearchQ
This specifies the Squal threshold (in dB) for intra-frequency measurements.
SnonIntraSearchP
This specifies the Srxlev threshold (in dB) for E-UTRAN inter-frequency and inter-RAT measurements.

SnonIntraSearchQ
This specifies the Squal threshold (in dB) for E-UTRAN inter-frequency and inter-RAT measurements.
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7
Paging

7.1
Discontinuous Reception for paging
The UE may use Discontinuous Reception (DRX) in idle mode in order to reduce power consumption. One Paging Occasion (PO) is a subframe where there may be P-RNTI transmitted on PDCCH or MPDCCH addressing the paging message. In P-RNTI transmitted on MPDCCH case, PO refers to the starting subframe of MPDCCH repetitions.
One Paging Frame (PF) is one Radio Frame, which may contain one or multiple Paging Occasion(s). When DRX is used the UE needs only to monitor one PO per DRX cycle.

PF and PO is determined by following formulae using the DRX parameters provided in System Information:

PF is given by following equation:

SFN mod T= (T div N)*(UE_ID mod N)

Index i_s pointing to PO from subframe pattern defined in 7.2 will be derived from following calculation:

i_s = floor(UE_ID/N) mod Ns

System Information DRX parameters stored in the UE shall be updated locally in the UE whenever the DRX parameter values are changed in SI. If the UE has no IMSI, for instance when making an emergency call without USIM, the UE shall use as default identity UE_ID = 0 in the PF and i_s formulas above.

The following Parameters are used for the calculation of the PF and i_s:

-
T: DRX cycle of the UE. T is determined by the shortest of the UE specific DRX value, if allocated by upper layers, and a default DRX value broadcast in system information. If UE specific DRX is not configured by upper layers, the default value is applied. 

-
nB: 4T, 2T, T, T/2, T/4, T/8, T/16, T/32.

-
N: min(T,nB)

-
Ns: max(1,nB/T)

-
UE_ID: IMSI mod 1024.

IMSI is given as sequence of digits of type Integer (0..9), IMSI shall in the formulae above be interpreted as a decimal integer number, where the first digit given in the sequence represents the highest order digit.

For example:


IMSI = 12 (digit1=1, digit2=2)

In the calculations, this shall be interpreted as the decimal integer "12", not "1x16+2 = 18".
Editor NOTE X:
A formula need to be introduced for selecting narrowband from new parameter paging-narrowBands (see LS from RAN1 in R2-156029) to monitor for MPDCCH for paging.

Editor NOTE X+1:
Details may be needed on number of MPDCCH repetitions to monitor, or reference to RAN1 specification.
------------------------------------------------------------Text End -------------------------------------------------------------------------

