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Start of change
5.5.4.1
General

If security has been activated successfully, the UE shall:

1>
for each measId included in the measIdList within VarMeasConfig:
2>
if the corresponding reportConfig includes a purpose set to reportStrongestCellsForSON:

3>
consider any neighbouring cell detected on the associated frequency to be applicable;

2>
else if the corresponding reportConfig includes a purpose set to reportCGI:

3>
consider any neighbouring cell detected on the associated frequency/ set of frequencies (GERAN) which has a physical cell identity matching the value of the cellForWhichToReportCGI included in the corresponding measObject within the VarMeasConfig to be applicable;

2>
else:

3>
if the corresponding measObject concerns E-UTRA:

4>
if the ue-RxTxTimeDiffPeriodical is configured in the corresponding reportConfig:

5>
consider only the PCell to be applicable;
4>
else if the reportSSTD-Meas is set to true in the corresponding reportConfig:
5>
consider the PSCell to be applicable;
4>
else if the eventA1 or eventA2 is configured in the corresponding reportConfig:

5>
consider only the serving cell to be applicable;
4>
else if eventC1 or eventC2 is configured in the corresponding reportConfig; or if reportStrongestCSI-RSs is included in the corresponding reportConfig:
5>
consider a CSI-RS resource on the associated frequency to be applicable when the concerned CSI-RS resource is included in the measCSI-RS-ToAddModList defined within the VarMeasConfig for this measId;
4>
else if measRSSI-ReportConfig is configured in the corresponding reportConfig:
5>
consider the resource indicated by the rmtc-Config on the associated frequency to be applicable;
4>
else:

5>
if useWhiteCellList is set to TRUE:
6>
consider any neighbouring cell detected on the associated frequency to be applicable when the concerned cell is included in the whiteCellsToAddModList defined within the VarMeasConfig for this measId;

5>
else:

6>
consider any neighbouring cell detected on the associated frequency to be applicable when the concerned cell is not included in the blackCellsToAddModList defined within the VarMeasConfig for this measId;

5>
for events involving a serving cell on one frequency and neighbours on another frequency, consider the serving cell on the other frequency as a neighbouring cell;
4>
if the corresponding reportConfig includes alternativeTimeToTrigger and if the UE supports alternativeTimeToTrigger:

5>
use the value of alternativeTimeToTrigger as the time to trigger instead of the value of timeToTrigger in the corresponding reportConfig for cells included in the altTTT-CellsToAddModList of the corresponding measObject;
3>
else if the corresponding measObject concerns UTRA or CDMA2000:

4>
consider a neighbouring cell on the associated frequency to be applicable when the concerned cell is included in the cellsToAddModList defined within the VarMeasConfig for this measId (i.e. the cell is included in the white-list);

NOTE 0:
The UE may also consider a neighbouring cell on the associated UTRA frequency to be applicable when the concerned cell is included in the csg-allowedReportingCells within the VarMeasConfig for this measId, if configured in the corresponding measObjectUTRA (i.e. the cell is included in the range of physical cell identities for which reporting is allowed).

3>
else if the corresponding measObject concerns GERAN:

4>
consider a neighbouring cell on the associated set of frequencies to be applicable when the concerned cell matches the ncc-Permitted defined within the VarMeasConfig for this measId;

2>
if the triggerType is set to event and if the entry condition applicable for this event, i.e. the event corresponding with the eventId of the corresponding reportConfig within VarMeasConfig, is fulfilled for one or more applicable cells for all measurements after layer 3 filtering taken during timeToTrigger defined for this event within the VarMeasConfig, while the VarMeasReportList does not include an measurement reporting entry for this measId (a first cell triggers the event):

3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
include the concerned cell(s) in the cellsTriggeredList defined within the VarMeasReportList for this measId;

3> if the UE supports T312 and if useT312 is included for this event and if T310 is running:

4> if T312 is not running:

5> start timer T312 with the value configured in the corresponding measObject;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>
if the triggerType is set to event and if the entry condition applicable for this event, i.e. the event corresponding with the eventId of the corresponding reportConfig within VarMeasConfig, is fulfilled for one or more applicable cells not included in the cellsTriggeredList for all measurements after layer 3 filtering taken during timeToTrigger defined for this event within the VarMeasConfig (a subsequent cell triggers the event):

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
include the concerned cell(s) in the cellsTriggeredList defined within the VarMeasReportList for this measId;
3> if the UE supports T312 and if useT312 is included for this event and if T310 is running:

4> if T312 is not running:

5> start timer T312 with the value configured in the corresponding measObject;
3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>

if the triggerType is set to event and if the leaving condition applicable for this event is fulfilled for one or more of the cells included in the cellsTriggeredList defined within the VarMeasReportList for this measId for all measurements after layer 3 filtering taken during timeToTrigger defined within the VarMeasConfig for this event:

3>
remove the concerned cell(s) in the cellsTriggeredList defined within the VarMeasReportList for this measId;
3> if the UE supports T312 and if useT312 is included for this event and if T310 is running:

4> if T312 is not running:

5> start timer T312 with the value configured in the corresponding measObject;
3>
if reportOnLeave is set to TRUE for the corresponding reporting configuration or if a6-ReportOnLeave is set to TRUE for the corresponding reporting configuration:

4>
initiate the measurement reporting procedure, as specified in 5.5.5;

3>
if the cellsTriggeredList defined within the VarMeasReportList for this measId is empty:

4>
remove the measurement reporting entry within the VarMeasReportList for this measId;

4>
stop the periodical reporting timer for this measId, if running;

2>
if the triggerType is set to event and if the entry condition applicable for this event, i.e. the event corresponding with the eventId of the corresponding reportConfig within VarMeasConfig, is fulfilled for one or more applicable CSI-RS resources for all measurements after layer 3 filtering taken during timeToTrigger defined for this event within the VarMeasConfig, while the VarMeasReportList does not include an measurement reporting entry for this measId (i.e. a first CSI-RS resource triggers the event):

3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
include the concerned CSI-RS resource(s) in the csi-RS-TriggeredList defined within the VarMeasReportList for this measId;
3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>
if the triggerType is set to event and if the entry condition applicable for this event, i.e. the event corresponding with the eventId of the corresponding reportConfig within VarMeasConfig, is fulfilled for one or more applicable CSI-RS resources not included in the csi-RS-TriggeredList for all measurements after layer 3 filtering taken during timeToTrigger defined for this event within the VarMeasConfig (i.e. a subsequent CSI-RS resource triggers the event):

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
include the concerned CSI-RS resource(s) in the csi-RS-TriggeredList defined within the VarMeasReportList for this measId;
3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>
if the triggerType is set to event and if the leaving condition applicable for this event is fulfilled for one or more of the CSI-RS resources included in the csi-RS-TriggeredList defined within the VarMeasReportList for this measId for all measurements after layer 3 filtering taken during timeToTrigger defined within the VarMeasConfig for this event:

3>
remove the concerned CSI-RS resource(s) in the csi-RS-TriggeredList defined within the VarMeasReportList for this measId;
3>
if c1-ReportOnLeave is set to TRUE for the corresponding reporting configuration or if c2-ReportOnLeave is set to TRUE for the corresponding reporting configuration:

4>
initiate the measurement reporting procedure, as specified in 5.5.5;

3>
if the csi-RS-TriggeredList defined within the VarMeasReportList for this measId is empty:

4>
remove the measurement reporting entry within the VarMeasReportList for this measId;

4>
stop the periodical reporting timer for this measId, if running;
2>
if measRSSI-ReportConfig is included and if a (first) measurement result is available:

3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
initiate the measurement reporting procedure as specified in 5.5.5 immediately after a first RSSI sample value is reported by the physical layer;
2>
else if the purpose is included and set to reportStrongestCells or to reportStrongestCellsForSON and if a (first) measurement result is available:

3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;
3>
if the purpose is set to reportStrongestCells and reportStrongestCSI-RSs is not included:
4>
if the reportAmount exceeds 1:
5>
initiate the measurement reporting procedure, as specified in 5.5.5, immediately after the quantity to be reported becomes available for the PCell;
4>
else (i.e. the reportAmount is equal to 1):
5>
initiate the measurement reporting procedure, as specified in 5.5.5, immediately after the quantity to be reported becomes available for the PCell and for the strongest cell among the applicable cells, or becomes available for the pair of PCell and the PSCell in case of SSTD measurements;
3>
else if the purpose is set to reportStrongestCellsForSON:
4>
initiate the measurement reporting procedure, as specified in 5.5.5, when it has determined the strongest cells on the associated frequency;

2>
upon expiry of the periodical reporting timer for this measId:

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>
if the purpose is included and set to reportCGI and if the UE acquired the information needed to set all fields of cgi-Info for the requested cell:

3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
stop timer T321;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

2>
upon expiry of the T321 for this measId:

3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;

NOTE 2:
The UE does not stop the periodical reporting with triggerType set to event or to periodical while the corresponding measurement is not performed due to the PCell RSRP being equal to or better than s-Measure or due to the measurement gap not being setup.

NOTE 3:
If the UE is configured with DRX, the UE may delay the measurement reporting for event triggered and periodical triggered measurements until the Active Time, which is defined in TS 36.321 [6].

