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	*********First change**********


5.3.10.3a2
LWA specific DRB addition or reconfiguration

For the drb-Identity value for which this procedure is initiated, the UE shall:

1>
if the drb-Identity value is not part of the current UE configuration (i.e. add LWA DRB):

2>
establish a PDCP entity and configure it with the current security configuration and in accordance with the pdcp-Config included in drb-ToAddModList;

2>
establish an RLC entity and an DTCH logical channel in accordance with the rlc-Config, logicalChannelIdentity and logicalChannelConfig included in drb-ToAddModList;

2>
enable the part of LWAAP entity which handles reception of data from WLAN for this DRB;

2>
indicate the establishment of the DRB and the eps-BearerIdentity of the established DRB to upper layers;

1>
else if the DRB indicated by drb-Identity is not an LWA DRB (i.e. LTE only to LWA DRB):

2>
reconfigure the PDCP entity in accordance with the pdcp-Config, if included in drb-ToAddModList;

2>
reconfigure the RLC entity and/ or the DTCH logical channel in accordance with the rlc-Config and logicalChannelConfig, if included in drb-ToAddModList;

2>
enable the part of LWAAP entity which handles reception of data from WLAN for this DRB;

1>
else if the concerned entry of drb-ToAddModList includes the drb-TypeLWA set to FALSE (i.e. LWA to LTE only DRB):

2>
reconfigure the PDCP entity in accordance with the pdcp-Config, if included in drb-ToAddModList;

2>
reconfigure the RLC entity and/ or the DTCH logical channel in accordance with the rlc-Config and logicalChannelConfig, if included in drb-ToAddModList;

2>
perform PDCP data recovery as specified in TS 36.323 [8];

2>
disable the part of LWAAP entity which handles reception of data from WLAN for this DRB;
1>
else (i.e. reconfigure LWA DRB):

2>
reconfigure the PDCP entity in accordance with the pdcp-Config, if included in drb-ToAddModList;

2>
reconfigure the RLC entity and/ or the DTCH logical channel in accordance with the rlc-Config and logicalChannelConfig, if included in drb-ToAddModList;
	*********Second change**********


5.6.14.3
Release of LWA Configuration

To release the LWA configuration, the UE shall:

1> for each LWA DRB that is part of the current UE configuration:

2>
disable the part of LWAAP entity which handles reception of data from WLAN for this DRB; 

2>
perform PDCP data recovery as specified in TS 36.323 [8];
1>
delete any existing values in VarWLAN-MobilityConfig and VarWLAN-Status; 
1>
stop timer T351, if running:
