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	Reason for change:
	1. Since the CE level may be upgraded after the maximum number of preamble attempt if no Random Access Response is received within the RA Response window, select the same group of Random Access Preambles as the legacy LTE is not applied for BL UEs and UEs in CE.
2. It is agreed in RAN2#93, RA-RNTI is computed by:
RA-RNTI=1+t_id + 10*f_id + 60*(SFN_id mod (Wmax/10))

The value range of RA-RNTI is 0x0960. 

	
	

	Summary of change:
	1. Select the Random Access Preambles corresponding to the latest selected CE level for BL UEs and UEs in CE.
2. Extend the RA-RNTI value range in Table 7.1-1.
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Random access resource selection
Inter-operability
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2. If the UE is implemented according to the CR and the network is not, then there are no interoperability issues.
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5.1.2
Random Access Resource selection

The Random Access Resource selection procedure shall be performed as follows:

-
If ra-PreambleIndex (Random Access Preamble) and ra-PRACH-MaskIndex (PRACH Mask Index) have been explicitly signalled and ra-PreambleIndex is not 000000:

-
the Random Access Preamble and the PRACH Mask Index are those explicitly signalled.

-
else the Random Access Preamble shall be selected by the MAC entity as follows:

-
If Msg3 has not yet been transmitted, the MAC entity shall, except for BL UEs or UEs in enhanced coverage:

-
if Random Access Preambles group B exists and if the potential message size (UL data available for transmission plus MAC header and, where required, MAC control elements) is greater than messageSizeGroupA and if the pathloss is less than PCMAX,c (of the Serving Cell performing the Random Access Procedure) – preambleInitialReceivedTargetPower – deltaPreambleMsg3 – messagePowerOffsetGroupB, then:

-
select the Random Access Preambles group B;

-
else:

-
select the Random Access Preambles group A.

-
else, if Msg3 is being retransmitted, the MAC entity shall:

-
if the UE is a BL UE or a UE in enhanced coverage:
-
select the Random Access Preambles group, ra-ResponseWindowSize, mac-ContentionResolutionTimer and PRACH resource corresponding to the latest selected CE level;
-
else:
-
select the same group of Random Access Preambles as was used for the preamble transmission attempt corresponding to the first transmission of Msg3.

-
randomly select a Random Access Preamble within the selected group. The random function shall be such that each of the allowed selections can be chosen with equal probability;

-
set PRACH Mask Index to 0.

-
determine the next available subframe containing PRACH permitted by the restrictions given by the prach-ConfigIndex, the PRACH Mask Index (see subclause 7.3) and physical layer timing requirements [2]  (a MAC entity may take into account the possible occurrence of measurement gaps when determining the next available PRACH subframe);

-
if the transmission mode is TDD and the PRACH Mask Index is equal to zero:

-
if ra-PreambleIndex was explicitly signalled and it was not 000000 (i.e., not selected by MAC):

-
randomly select, with equal probability, one PRACH from the PRACHs available in the determined subframe.

-
else:

-
randomly select, with equal probability, one PRACH from the PRACHs available in the determined subframe and the next two consecutive subframes.

-
else:

-
determine a PRACH within the determined subframe in accordance with the requirements of the PRACH Mask Index.

-
proceed to the transmission of the Random Access Preamble (see subclause 5.1.3).
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7
Variables and constants

7.1
RNTI values

RNTI values are presented in Table 7.1-1 and their usage and associated Transport Channels and Logical Channels are presented in Table 7.1-2.

Table 7.1-1: RNTI values.

	Value (hexa-decimal)
	RNTI

	0000
	N/A

	0001-0960
	RA-RNTI, C-RNTI, Semi-Persistent Scheduling C-RNTI, Temporary C-RNTI, eIMTA-RNTI, TPC-PUCCH-RNTI, TPC-PUSCH-RNTI and SL-RNTI (see note), G-RNTI

	0961-FFF3
	C-RNTI, Semi-Persistent Scheduling C-RNTI, eIMTA-RNTI, Temporary C-RNTI, TPC-PUCCH-RNTI, TPC-PUSCH-RNTI and SL-RNTI, G-RNTI

	FFF4-FFF9
	Reserved for future use

	FFFA
	SC-N-RNTI

	FFFB
	SC-RNTI

	FFFC
	CC-RNTI

	FFFD
	M-RNTI

	FFFE
	P-RNTI

	FFFF
	SI-RNTI


NOTE:
A MAC entity uses the same C-RNTI on all Serving Cells.
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