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	Reason for change:
	RAN4 at the #76bis meeting agreed on applying different RF requirements for the same CA configuration due to harmonic issues especially for CA configurations belonging to Class A2. RAN2 is asked by their LS to introduce a new UE capability to identify different RF requirements from the same CA configuration as in R2-156041 and R2-161989.

	
	

	Summary of change:
	A UE capability bit to indicate support of an additional Rx and Tx requirement is introduced per CA band combination.
Impacted analysis:

Impacted functionality:

Carrier Aggregation

Inter-operability:

If the proposed change is implemented by the UE and not by the eNB, the eNB cannot comprehend the UE capability of supported Rx and Tx performance requirements. Although the eNB scheduler cannot take it into account, the eNB still configure the corresponding CA band combination for the UE.

If the proposed change is implemented by the eNB and not by the UE, the eNB assumes that the UE is compliant with the Rx and Tx performance requirement specified when the corresponding band combination was introduced.

For both cases, no inter-operability issue is foreseen.

	
	

	Consequences if not approved:
	The eNB cannot identify the RF requirement applied for a UE supporting a given CA configuration. In consequence, the eNB schduler cannot take it into account when the conrresponding CA band combination is configured for the UE.
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4.3.5
RF parameters

<< skip unchanged part .>
4.3.5.X
additionalRx-Tx-PerformanceReq-r13
This field indicates whether the UE supports the additional Rx and Tx performance requirement for a given band combination as specified in TS 36.101 [6].

