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1
Introduction
The mechanism introduced in Release 13 within LTE_MC_load-Core Work Item (described in [1]) entails metric estimation based on IMSI (details can be found in [2], section 5.2.4.10.1). This paper proposes a nomenclature update in order to avoid confusion due to the existence of two parameters sharing the same name but having a different definition within single Technical Specification (i.e. TS 36.304).
2
Discussion
Chapter 7 of [2] introduces a definition of UE_ID, a parameter needed to calculate Paging Frames (PF) and Paging Occasions (PO). It is determined in the following way: “UE_ID: IMSI mod 1024”. In Release 13, however, RAN2 has agreed to introduce another definition of this parameter. In subsection 5.2.4.10.1 of [2] it can be found that “UE_ID=IMSI mod 100”. In this case, UE_ID is used to calculate redistribution targets for E-UTRAN Inter-frequency Redistribution procedure. Even though we are aware of the temporary character of this parameter, we acknowledge it plays an intermediate role in the estimations to obtain the ultimate metric and is described in a separate subsection, we believe that it should be considered to change its name to keep consistency and avoid confusion within this TS. 
Observation 1: In order to maintain consistency and avoid confusion within TS 36.304, it can be considered to rename the interim parameter “UE_ID” used to calculate E-UTRAN inter-frequency redistribution target. 
If the aforementioned observation is considered to be valid then the solution to this non-critical issue can be found in [3]. In a nutshell, it is suggested to replace “UE_ID” in subsection 5.2.4.10.1 with “ue-ID” to have a clear differentiation from “UE_ID” already available in chapter 7 of [2].
Proposal 1: In subsection 5.2.4.10.1 of [2] rename the parameter called “UE_ID” to “ue-ID”.
3
Conclusion
In this paper the following observations and proposals have been made:
Observation 1: In order to maintain consistency and avoid confusion within TS 36.304, it can be considered to rename the interim parameter “UE_ID” used to calculate E-UTRAN inter-frequency redistribution target.
Proposal 1: In subsection 5.2.4.10.1 of [2] rename the parameter called “UE_ID” to “ue-ID”.
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