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<Start of modified section>
8.6.4.16
Retrievable configuration info
If the IE "Retrievable configuration info" is included in the reconfiguration message:
1>
perform the actions below, and then act upon all other received information elements as specified in subclause 8.6.

If the IE "Retrievable configuration to be invoked" is included in the reconfiguration message:
1>
consider the IE "Retrievable configuration to be invoked" as the invoked id;

1> if a physical channel feature is discontinued according to the IE "Physical channel feature discontinue indication":

2> do not invoke the IEs stored under "PhyCH information elements" or "Downlink radio resources" in the variable RETRIEVABLE_CONFIGURATION for the discontinued feature;
1>else:

2> act as if all parameters stored in the variable RETRIEVABLE_CONFIGURATION for the invoked id had been received in the reconfiguration message;
1>
if any of the parameters stored in the variable RETRIEVABLE_CONFIGURATION for the  invoked id are also included in the reconfiguration message or if the parameter has not been assigned a value in the variable RETRIEVABLE_CONFIGURATION:

2>
act upon the values received in the reconfiguration message for those parameters in the variable RETRIEVABLE_CONFIGURATION.
If the IE "Retrievable configuration to be stored" is included in the reconfiguration message:
1>
consider the IE "Retrievable configuration to be stored" as the stored id;

1>
after the IE "Retrievable configuration to be invoked", if included, has been acted upon above:

2>
store the values of the parameters received in the reconfiguration message with the stored id in the variable RETRIEVABLE_CONFIGURATION.

If the IE "Retrievable configuration to be removed" is included in the reconfiguration message:
1>
remove the retrievable configurations identified by the IE "Retrievable configuration identity".

If the IE "Retrievable configuration to be invoked" is included in the reconfiguration message and a retrievable configuration with the received identity is not stored in the variable RETRIEVABLE_CONFIGURATION:
1>
set the variable INVALID_CONFIGURATION to TRUE.

If other IEs than the IE "Preconfigured retrievable configuration" are also included in the message, the UE shall first act on those IEs, and then act on the IE "Preconfigured retrievable configuration". For each occurrence of the IE "Preconfigured retrievable configuration":
1>
consider the IE "Retrievable configuration identity" as the stored id;
1>
store all values of the parameters in IE "Retrievable configuration" with the stored id in the variable RETRIEVABLE_CONFIGURATION;
1>
if the same retrievable configuration identity has already been stored in the variable RETRIEVABLE_CONFIGURATION:

2> if any of the parameters stored in the variable RETRIEVABLE_CONFIGURATION for the IE "Retrievable configuration identity" are also included in IE "Retrievable configuration" in the reconfiguration message, or if the parameter has not been assigned a value in the variable RETRIEVABLE_CONFIGURATION:

3> overwrite the stored values with the values received in IE "Retrievable configuration"and store the new values  in the variable RETRIEVABLE_CONFIGURATION.
<End of modified section>
<Start of modified section>
10.3.8.25
Retrievable configuration info
	Information element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Retrievable configuration to be invoked
	OP
	
	Integer (0.. maxRetrievConfig-1)
	
	REL-13

	Retrievable configuration to be stored
	OP
	
	Integer (0.. maxRetrievConfig-1)
	
	REL-13

	Retrievable configuration to be removed
	OP
	1 to <maxRetrievConfig>
	
	
	REL-13

	>Retrievable configuration identity
	MP
	
	Integer (0.. maxRetrievConfig-1)
	
	REL-13

	Preconfigured retrievable configuration
	OP
	1 to <maxRetrievConfig>
	
	In this version of the specification, the maximum value is 4 in one RRC message.
	REL-13

	>Retrievable configuration identity
	MP
	
	Integer (0.. maxRetrievConfig-1)
	
	REL-13

	>Retrievable configuration
	MP
	
	Retrievable configuration 10.3.8.26
	
	REL-13

	Physical channel feature discontinue indication
	CV-RetrievableConfigurationToBeInvoked
	
	Bit string (8)
	Each bit corresponds to a feature according to: 

Bit 0: Dual cell operation,
Bit 1: HS-SCCH less operation, 
Bit 2: MIMO,

Bit 3: MIMO mode with four transmit antennas,
Bit 4, DCH Enhancements,
Bit 5-7: Spare

If the bit is set to 1 the feature is discontinued, if it is set to 0 the feature is continued.
	REL-13


	Condition
	Explanation

	RetrievableConfigurationToBeInvoked
	This IE is optionally present when IE "Retrievable configuration to be invoked " is present. Otherwise it is not needed.


<End of modified section>
<Start of modified section>
11.2
PDU definitions

--**************************************************************

--

-- TABULAR: The message type and integrity check info are not

-- visible in this module as they are defined in the class module. 

-- Also, all FDD/TDD specific choices have the FDD option first 

-- and TDD second, just for consistency.

--

--**************************************************************

PDU-definitions DEFINITIONS AUTOMATIC TAGS ::=

BEGIN
--**************************************************************

--

-- IE parameter types from other modules

--

--**************************************************************

IMPORTS

-- Core Network IEs :


CN-DomainIdentity,


CN-InformationInfo,


CN-InformationInfo-r6,


CN-InformationInfoFull,

DomainSpecificAccessRestrictionParam-v670ext,


NAS-Message,


PagingRecordTypeID,

PagingPermissionWithAccessControlParameters,


PLMN-Identity,

-- UTRAN Mobility IEs :


CellIdentity,


CellIdentity-PerRL-List,


DedicatedPriorityInformation,


DedicatedPriorityInformation-r11,

DedicatedPriorityInformation-r13,


DedicatedWLANOffloadInformation,

URA-Identity,

-- User Equipment IEs :

AccessGroupIdentity,

AccessStratumReleaseIndicator,


ActivationTime,


C-RNTI,


CapabilityUpdateRequirement,


CapabilityUpdateRequirement-r4,


CapabilityUpdateRequirement-r4-ext,


CapabilityUpdateRequirement-r5,


CapabilityUpdateRequirement-v770ext,


CapabilityUpdateRequirement-v860ext,

CapabilityUpdateRequirement-vaj0ext,

CapabilityUpdateRequirement-r7,


CapabilityUpdateRequirement-r8,

CapabilityUpdateRequirement-r12,

CellUpdateCause,


CellUpdateCause-ext,


CipheringAlgorithm,


CipheringAlgorithm-r7,


CipheringModeInfo,


CipheringModeInfo-r7,


DelayRestrictionFlag,


DL-PhysChCapabilityFDD-v380ext,


DSCH-RNTI,

DynamicActivationTime,

E-RNTI,


EstablishmentCause,


ExtendedWaitTime,


FailureCauseWithProtErr,


FailureCauseWithProtErrTrId,


FrequencyBandsIndicatorSupport,


GroupReleaseInformation,


H-RNTI,


High-MobilityDetected,

InitialUE-Identity,


IntegrityProtActivationInfo,


IntegrityProtectionModeInfo,


IntegrityProtectionModeInfo-r7,


N-308,


PagingCause,


PagingRecordList,


PagingRecord2List-r5,


PDCP-Capability-r4-ext,


PDCP-Capability-v770ext,

Pre-RedirectionInfo,


ProtocolErrorIndicator,


ProtocolErrorIndicatorWithMoreInfo,


RadioFrequencyBandTDDList,


Rb-timer-indicator,


RedirectionInfo,


RedirectionInfo-r6,


RedirectionInfo-v860ext,


RejectionCause,


ReleaseCause,


RF-CapabBandListFDDComp-ext2,


RF-CapabilityComp,


RRC-StateIndicator,


RRC-TransactionIdentifier,


RSR-VCC-Info,


SecurityCapability,


SR-VCC-Info,


SR-VCC-SecurityRABInfo-v860ext,


START-Value,


STARTList,


SystemSpecificCapUpdateReq-v590ext,


U-RNTI,


U-RNTI-Short,


UESpecificBehaviourInformation1idle,


UESpecificBehaviourInformation1interRAT,


UE-CapabilityContainer-IEs,


UE-ConnTimersAndConstants,


UE-ConnTimersAndConstants-v3a0ext,


UE-ConnTimersAndConstants-v860ext,


UE-ConnTimersAndConstants-r5,


UE-ConnTimersAndConstants-r11,


UE-HSPA-Identities-r6,

UE-RadioAccessCapabBandFDDList2,


UE-RadioAccessCapabBandFDDList-ext,


UE-RadioAccessCapabBand-va40ext,

UE-RadioAccessCapability,


UE-RadioAccessCapability-v370ext,


UE-RadioAccessCapability-v380ext,


UE-RadioAccessCapability-v3a0ext,


UE-RadioAccessCapability-v3g0ext,

UE-RadioAccessCapability-v4b0ext,

UE-RadioAccessCapability-v590ext,

UE-RadioAccessCapability-v5c0ext,

UE-RadioAccessCapability-v650ext,


UE-RadioAccessCapability-v680ext,


UE-RadioAccessCapability-v7e0ext,

UE-RadioAccessCapability-v7f0ext,


UE-RadioAccessCapability-v860ext,


UE-RadioAccessCapability-v880ext,


UE-RadioAccessCapability-v890ext,


UE-RadioAccessCapability-v920ext,


UE-RadioAccessCapability-va40ext,


UE-RadioAccessCapability-va80ext,


UE-RadioAccessCapability-va60ext,

UE-RadioAccessCapability-vb50ext,


UE-RadioAccessCapability-vb70ext,


UE-RadioAccessCapability-vbc0ext,


UE-RadioAccessCapability-vd20ext,


UE-RadioAccessCapabilityComp,


UE-RadioAccessCapabilityComp-ext,

UE-RadioAccessCapabilityComp-v770ext,

UE-RadioAccessCapabilityComp2,

UE-RadioAccessCapabilityComp2-v770ext,


UE-RadioAccessCapabilityComp2-v7f0ext,


UE-RadioAccessCapabilityComp2-v860ext,


UE-RadioAccessCapabilityComp2-v920ext,


UE-RadioAccessCapabilityComp2-va40ext, 


UE-RadioAccessCapabilityComp2-vb50ext,

UE-RadioAccessCapabilityComp2-vc50ext,

UE-RadioAccessCapabilityComp2-vd20ext,

UE-RadioAccessCapabilityComp-TDD128,


UE-RadioAccessCapabilityInfo-v770ext,


UE-RadioAccessCapabilityInfo-TDD128-v8b0ext,

UE-RadioAccessCapabilityInfo-TDD128-vb50ext,


UE-SecurityInformation,


UE-SecurityInformation2,

UE-SpecificCapabilityInformation-LCRTDD,

URA-UpdateCause,


UTRAN-DRX-CycleLengthCoefficient,


UTRAN-DRX-CycleLengthCoefficient-r7,


WaitTime,

-- Radio Bearer IEs :


DefaultConfigIdentity,


DefaultConfigIdentity-r4,


DefaultConfigIdentity-r5,


DefaultConfigIdentity-r6,


DefaultConfigForCellFACH,


DefaultConfigMode,


DL-CounterSynchronisationInfo,


DL-CounterSynchronisationInfo-r5,


PDCP-ROHC-TargetMode,


PredefinedConfigIdentity,


PredefinedConfigStatusList,


PredefinedConfigStatusListComp,


PredefinedConfigSetWithDifferentValueTag,


RAB-Info,


RAB-Info-r6,


RAB-Info-r7,

RAB-Info-Post,


RAB-InformationList,


RAB-InformationList-r6,


RAB-InformationReconfigList,


RAB-InformationReconfigList-r8,


RAB-InformationMBMSPtpList,


RAB-InformationSetup-r7,


RAB-InformationSetup-r8,


RAB-InformationSetup-v820ext,

RAB-InformationSetup-r11,


RAB-InformationSetupList,


RAB-InformationSetupList-r4,


RAB-InformationSetupList-r5,


RAB-InformationSetupList-r6-ext,

RAB-InformationSetupList-r6,


RAB-InformationSetupList-v6b0ext,

RAB-InformationSetupList-r7,


RAB-InformationSetupList-r8,


RAB-InformationSetupList-v820ext,


RAB-InformationSetupList-r11,


RB-ActivationTimeInfoList,


RB-COUNT-C-InformationList,


RB-COUNT-C-MSB-InformationList,


RB-IdentityList,


RB-InformationAffectedList,


RB-InformationAffectedList-r5,


RB-InformationAffectedList-r6,


RB-InformationAffectedList-r7,


RB-InformationAffectedList-r8,


RB-InformationChangedList-r6,


RB-InformationReconfigList,


RB-InformationReconfigList-r4,


RB-InformationReconfigList-r5,


RB-InformationReconfigList-r6,


RB-InformationReconfigList-r7,


RB-InformationReconfigList-r8,


RB-InformationReconfigList-r11,


RB-InformationReleaseList,


RB-PDCPContextRelocationList,

RetrievableConfigInfo,

RetrievableConfigInfo-vd30-IEs,

SRB-InformationSetupList,


SRB-InformationSetupList-r5,


SRB-InformationSetupList-r6,


SRB-InformationSetupList-r7,


SRB-InformationSetupList-r8,


SRB-InformationSetupList-r11,


SRB-InformationSetupList2,


SRB-InformationSetupList2-r6,


SRB-InformationSetupList2-r7,


SRB-InformationSetupList2-r8,


UL-AMR-Rate,


UL-CounterSynchronisationInfo,

<TEXT OMITTED>
-- ***************************************************

--

-- CELL UPDATE CONFIRM

--

-- ***************************************************

CellUpdateConfirm ::= CHOICE {


r3







SEQUENCE {



cellUpdateConfirm-r3


CellUpdateConfirm-r3-IEs,



v3a0NonCriticalExtensions

SEQUENCE {




cellUpdateConfirm-v3a0ext

CellUpdateConfirm-v3a0ext,




laterNonCriticalExtensions

SEQUENCE {





-- Container for additional R99 extensions





cellUpdateConfirm-r3-add-ext
BIT STRING
OPTIONAL,





v4b0NonCriticalExtensions

SEQUENCE {






cellUpdateConfirm-v4b0ext

CellUpdateConfirm-v4b0ext-IEs,






v590NonCriticalExtenstions

SEQUENCE {







cellUpdateConfirm-v590ext

CellUpdateConfirm-v590ext-IEs,







v5d0NonCriticalExtenstions

SEQUENCE {








cellUpdateConfirm-v5d0ext

CellUpdateConfirm-v5d0ext-IEs,








v690NonCriticalExtensions

SEQUENCE {









cellUpdateConfirm-v690ext

CellUpdateConfirm-v690ext-IEs,









nonCriticalExtensions


SEQUENCE {} OPTIONAL








}

OPTIONAL







}

OPTIONAL






}

OPTIONAL





}

OPTIONAL




}

OPTIONAL



}

OPTIONAL


},


later-than-r3




SEQUENCE {



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



criticalExtensions



CHOICE {




r4







SEQUENCE {





cellUpdateConfirm-r4


CellUpdateConfirm-r4-IEs,





v4d0NonCriticalExtensions

SEQUENCE {






-- Container for adding non critical extensions after freezing REL-5






cellUpdateConfirm-r4-add-ext
BIT STRING

OPTIONAL,






v590NonCriticalExtenstions

SEQUENCE {







cellUpdateConfirm-v590ext

CellUpdateConfirm-v590ext-IEs,







v5d0NonCriticalExtenstions

SEQUENCE {








cellUpdateConfirm-v5d0ext

CellUpdateConfirm-v5d0ext-IEs,








v690NonCriticalExtensions

SEQUENCE {









cellUpdateConfirm-v690ext

CellUpdateConfirm-v690ext-IEs,









nonCriticalExtensions


SEQUENCE {}

OPTIONAL








}
OPTIONAL







}
OPTIONAL






}
OPTIONAL





}
OPTIONAL




},




criticalExtensions



CHOICE {





r5







SEQUENCE {






cellUpdateConfirm-r5


CellUpdateConfirm-r5-IEs,






-- Container for adding non critical extensions after freezing REL-6






cellUpdateConfirm-r5-add-ext
BIT STRING

OPTIONAL,






v5d0NonCriticalExtenstions

SEQUENCE {







cellUpdateConfirm-v5d0ext

CellUpdateConfirm-v5d0ext-IEs,







v690NonCriticalExtensions

SEQUENCE {








cellUpdateConfirm-v690ext

CellUpdateConfirm-v690ext-IEs,








nonCriticalExtensions


SEQUENCE {}

OPTIONAL







}
OPTIONAL






}
OPTIONAL





},





criticalExtensions



CHOICE {






r6







SEQUENCE {







cellUpdateConfirm-r6


CellUpdateConfirm-r6-IEs,







-- Container for adding non critical extensions after freezing REL-7







cellUpdateConfirm-r6-add-ext
BIT STRING

OPTIONAL,







v6b0NonCriticalExtensions

SEQUENCE {








cellUpdateConfirm-v6b0ext

CellUpdateConfirm-v6b0ext-IEs,








nonCriticalExtensions


SEQUENCE {}

OPTIONAL







}
OPTIONAL






},






criticalExtensions



CHOICE {







r7







SEQUENCE {








cellUpdateConfirm-r7


CellUpdateConfirm-r7-IEs,








-- Container for adding non critical extensions after freezing REL-8








cellUpdateConfirm-r7-add-ext
BIT STRING











(CONTAINING CellUpdateConfirm-r7-add-ext-IEs)
OPTIONAL,







v780NonCriticalExtensions

SEQUENCE {









cellUpdateConfirm-v780ext

CellUpdateConfirm-v780ext-IEs,









v860NonCriticalExtensions

SEQUENCE {










cellUpdateConfirm-v860ext

CellUpdateConfirm-v860ext-IEs,










nonCriticalExtensions


SEQUENCE {}

OPTIONAL









}
OPTIONAL








}
OPTIONAL







},







criticalExtensions



CHOICE {








r8







SEQUENCE {









cellUpdateConfirm-r8


CellUpdateConfirm-r8-IEs,









-- Container for adding non critical extensions after freezing REL-9









cellUpdateConfirm-r8-add-ext
BIT STRING

OPTIONAL,









v7d0NonCriticalExtensions

SEQUENCE {










cellUpdateConfirm-v7d0ext

CellUpdateConfirm-v7d0ext-IEs,










v7f0NonCriticalExtensions

SEQUENCE {











cellUpdateConfirm-v7f0ext
CellUpdateConfirm-v7f0ext-IEs,











v890NonCriticalExtensions

SEQUENCE {












cellUpdateConfirm-v890ext
















CellUpdateConfirm-v890ext-IEs,












v7g0NonCriticalExtensions

SEQUENCE {













cellUpdateConfirm-v7g0ext
















CellUpdateConfirm-v7g0ext-IEs,













v8a0NonCriticalExtensions

SEQUENCE {














cellUpdateConfirm-v8a0ext

















CellUpdateConfirm-v8a0ext-IEs,














nonCriticalExtensions


SEQUENCE {}

OPTIONAL












}
OPTIONAL












}
OPTIONAL











}
OPTIONAL










}
OPTIONAL









}
OPTIONAL







},








criticalExtensions



CHOICE {









r9







SEQUENCE {










cellUpdateConfirm-r9


CellUpdateConfirm-r9-IEs,










-- Container for adding non critical extensions after 










-- freezing REL-10










cellUpdateConfirm-r9-add-ext
BIT STRING

OPTIONAL,










v950NonCriticalExtensions

SEQUENCE {











cellUpdateConfirm-v950ext

CellUpdateConfirm-v950ext-IEs,











v9c0NonCriticalExtensions

SEQUENCE {












cellUpdateConfirm-v9c0ext

CellUpdateConfirm-v9c0ext-IEs,












nonCriticalExtensions


SEQUENCE {}

OPTIONAL











}
OPTIONAL










}
OPTIONAL









},









criticalExtensions



CHOICE {










r10







SEQUENCE {











cellUpdateConfirm-r10


CellUpdateConfirm-r10-IEs,











-- Container for adding non critical extensions after 











-- freezing REL-11











cellUpdateConfirm-r10-add-ext
BIT STRING

OPTIONAL,











v9c0NonCriticalExtensions

SEQUENCE {












cellUpdateConfirm-v9c0ext

CellUpdateConfirm-v9c0ext-IEs,












vb50NonCriticalExtensions

SEQUENCE {













cellUpdateConfirm-vb50ext


















CellUpdateConfirm-vb50ext-IEs,













nonCriticalExtensions

SEQUENCE {}

OPTIONAL












}
OPTIONAL











}
OPTIONAL










},










criticalExtensions



CHOICE {











r11







SEQUENCE {












cellUpdateConfirm-r11


CellUpdateConfirm-r11-IEs,












-- Container for adding non critical extensions after 












-- freezing REL-12












cellUpdateConfirm-r11-add-ext





















BIT STRING
OPTIONAL,












nonCriticalExtensions


SEQUENCE {}

OPTIONAL










},










criticalExtensions



CHOICE {












r12







SEQUENCE {













cellUpdateConfirm-r12
CellUpdateConfirm-r12-IEs,













-- Container for adding non critical extensions 













-- after freezing REL-13













cellUpdateConfirm-r12-add-ext





















BIT STRING
OPTIONAL,













nonCriticalExtensions

SEQUENCE {}

OPTIONAL












},












criticalExtensions



CHOICE {













r13







SEQUENCE {














cellUpdateConfirm-r13
CellUpdateConfirm-r13-IEs,














-- Container for adding non critical extensions 














-- after freezing REL-14














cellUpdateConfirm-r13-add-ext





















BIT STRING
OPTIONAL,













vd30NonCriticalExtensions

SEQUENCE {















cellUpdateConfirm-vd30ext

















CellUpdateConfirm-vd30ext-IEs,













nonCriticalExtensions
SEQUENCE {}
OPTIONAL












} OPTIONAL












},













criticalExtensions



SEQUENCE {}












}










}










}









}








}







}






}





}




}



}


}

}
<TEXT OMITTED>
CellUpdateConfirm-vd30ext-IEs ::= SEQUENCE {



retrievableConfigInfo-vd30-IEs

RetrievableConfigInfo-vd30-IEs
OPTIONAL
}
<TEXT OMITTED>
-- ***************************************************

--

-- PHYSICAL CHANNEL RECONFIGURATION

--

-- ***************************************************

PhysicalChannelReconfiguration ::=
CHOICE {


r3







SEQUENCE {



physicalChannelReconfiguration-r3











PhysicalChannelReconfiguration-r3-IEs,



v3a0NonCriticalExtensions


SEQUENCE {




physicalChannelReconfiguration-v3a0ext

PhysicalChannelReconfiguration-v3a0ext,




laterNonCriticalExtensions

SEQUENCE {





-- Container for additional R99 extensions





physicalChannelReconfiguration-r3-add-ext


BIT STRING

OPTIONAL,





v4b0NonCriticalExtenstions


SEQUENCE {






physicalChannelReconfiguration-v4b0ext













PhysicalChannelReconfiguration-v4b0ext-IEs,






v590NonCriticalExtenstions


SEQUENCE {







physicalChannelReconfiguration-v590ext














PhysicalChannelReconfiguration-v590ext-IEs,







v690NonCriticalExtensions

SEQUENCE {







physicalChannelReconfiguration-v690ext

















PhysicalChannelReconfiguration-v690ext-IEs,







v770NonCriticalExtensions

SEQUENCE {









physicalChannelReconfiguration-v770ext















PhysicalChannelReconfiguration-v770ext-IEs,









nonCriticalExtensions




SEQUENCE {} OPTIONAL








}
OPTIONAL






}
OPTIONAL





}
OPTIONAL





}
OPTIONAL




}
OPTIONAL



}
OPTIONAL


},


later-than-r3




SEQUENCE {



rrc-TransactionIdentifier

RRC-TransactionIdentifier,




criticalExtensions



CHOICE {




r4







SEQUENCE {





physicalChannelReconfiguration-r4













PhysicalChannelReconfiguration-r4-IEs,





v4d0NonCriticalExtensions


SEQUENCE {






-- Container for adding non critical extensions after freezing REL-5






physicalChannelReconfiguration-r4-add-ext

BIT STRING

OPTIONAL,






v590NonCriticalExtenstions


SEQUENCE {







physicalChannelReconfiguration-v590ext













PhysicalChannelReconfiguration-v590ext-IEs,







v690NonCriticalExtensions

SEQUENCE {







physicalChannelReconfiguration-v690ext

















PhysicalChannelReconfiguration-v690ext-IEs,







v770NonCriticalExtensions

SEQUENCE {









physicalChannelReconfiguration-v770ext















PhysicalChannelReconfiguration-v770ext-IEs,









nonCriticalExtensions


SEQUENCE {}

OPTIONAL








}
OPTIONAL






}
OPTIONAL





}
OPTIONAL





}
OPTIONAL




},




criticalExtensions



CHOICE {





r5







SEQUENCE {






physicalChannelReconfiguration-r5














PhysicalChannelReconfiguration-r5-IEs,






-- Container for adding non critical extensions after freezing REL-6






physicalChannelReconfiguration-r5-add-ext

BIT STRING

OPTIONAL,






v690NonCriticalExtensions

SEQUENCE {






physicalChannelReconfiguration-v690ext

















PhysicalChannelReconfiguration-v690ext-IEs,






v770NonCriticalExtensions

SEQUENCE {








physicalChannelReconfiguration-v770ext















PhysicalChannelReconfiguration-v770ext-IEs,








nonCriticalExtensions


SEQUENCE {}

OPTIONAL







}
OPTIONAL





}
OPTIONAL




},





criticalExtensions



CHOICE {






r6







SEQUENCE {







physicalChannelReconfiguration-r6















PhysicalChannelReconfiguration-r6-IEs,







-- Container for adding non critical extensions after freezing REL-7







physicalChannelReconfiguration-r6-add-ext

BIT STRING

OPTIONAL,







v6b0NonCriticalExtensions

SEQUENCE {








physicalChannelReconfiguration-v6b0ext














PhysicalChannelReconfiguration-v6b0ext-IEs,








v770NonCriticalExtensions

SEQUENCE {









physicalChannelReconfiguration-v770ext














PhysicalChannelReconfiguration-v770ext-IEs,









nonCriticalExtensions


SEQUENCE {}

OPTIONAL








}
OPTIONAL






}
OPTIONAL





},






criticalExtensions



CHOICE {







r7







SEQUENCE {








physicalChannelReconfiguration-r7















PhysicalChannelReconfiguration-r7-IEs,








-- Container for adding non critical extensions after freezing REL-7








physicalChannelReconfiguration-r7-add-ext
BIT STRING
OPTIONAL,







v780NonCriticalExtensions

SEQUENCE {









physicalChannelReconfiguration-v780ext














PhysicalChannelReconfiguration-v780ext-IEs,









v7d0NonCriticalExtensions

SEQUENCE {









physicalChannelReconfiguration-v7d0ext














PhysicalChannelReconfiguration-v7d0ext-IEs,









v7f0NonCriticalExtensions

SEQUENCE {











physicalChannelReconfiguration-v7f0ext















PhysicalChannelReconfiguration-v7f0ext-IEs,











v7g0NonCriticalExtensions

SEQUENCE {












physicalChannelReconfiguration-v7g0ext















PhysicalChannelReconfiguration-v7g0ext-IEs,












nonCriticalExtensions


SEQUENCE {}

OPTIONAL










}
OPTIONAL










}
OPTIONAL









}
OPTIONAL







}
OPTIONAL






},







criticalExtensions



CHOICE {








r8







SEQUENCE {









physicalChannelReconfiguration-r8
















PhysicalChannelReconfiguration-r8-IEs,









-- Container for adding non critical extensions after freezing REL-9









physicalChannelReconfiguration-r8-add-ext
BIT STRING
OPTIONAL,









v7d0NonCriticalExtensions

SEQUENCE {









physicalChannelReconfiguration-v7d0ext














PhysicalChannelReconfiguration-v7d0ext-IEs,









v7f0NonCriticalExtensions

SEQUENCE {











physicalChannelReconfiguration-v7f0ext















PhysicalChannelReconfiguration-v7f0ext-IEs,











v890NonCriticalExtensions

SEQUENCE {












physicalChannelReconfiguration-v890ext















PhysicalChannelReconfiguration-v890ext-IEs,












v7g0NonCriticalExtensions

SEQUENCE {













physicalChannelReconfiguration-v7g0ext















PhysicalChannelReconfiguration-v7g0ext-IEs,













v8a0NonCriticalExtensions

SEQUENCE {














physicalChannelReconfiguration-v8a0ext















PhysicalChannelReconfiguration-v8a0ext-IEs,














nonCriticalExtensions


SEQUENCE {}

OPTIONAL












}
OPTIONAL












}
OPTIONAL











}
OPTIONAL










}
OPTIONAL









}
OPTIONAL







},








criticalExtensions



CHOICE {









r9







SEQUENCE {










physicalChannelReconfiguration-r9
















PhysicalChannelReconfiguration-r9-IEs,










-- Container for adding non critical extensions after 










-- freezing REL-10










physicalChannelReconfiguration-r9-add-ext




















BIT STRING
OPTIONAL,










v950NonCriticalExtensions

SEQUENCE {











physicalChannelReconfiguration-v950ext















PhysicalChannelReconfiguration-v950ext-IEs,











nonCriticalExtensions


SEQUENCE {}


OPTIONAL









}
OPTIONAL









},









criticalExtensions



CHOICE {










r10







SEQUENCE {











physicalChannelReconfiguration-r10
















PhysicalChannelReconfiguration-r10-IEs,











-- Container for adding non critical extensions after 











-- freezing REL-11











physicalChannelReconfiguration-r10-add-ext




















BIT STRING
OPTIONAL,











vb50NonCriticalExtensions

SEQUENCE {












physicalChannelReconfiguration-vb50ext















PhysicalChannelReconfiguration-vb50ext-IEs,












nonCriticalExtensions


SEQUENCE {}

























OPTIONAL











}
OPTIONAL










},










criticalExtensions



CHOICE {











r11







SEQUENCE {












physicalChannelReconfiguration-r11
















PhysicalChannelReconfiguration-r11-IEs,












-- Container for adding non critical extensions after 












-- freezing REL-12












physicalChannelReconfiguration-r11-add-ext




















BIT STRING
OPTIONAL,












nonCriticalExtensions























SEQUENCE {}

OPTIONAL










},










criticalExtensions



CHOICE {












r12







SEQUENCE {













physicalChannelReconfiguration-r12
















PhysicalChannelReconfiguration-r12-IEs,













-- Container for adding non critical extensions 













-- after freezing REL-13













physicalChannelReconfiguration-r12-add-ext




















BIT STRING
OPTIONAL,













nonCriticalExtensions

SEQUENCE {}

OPTIONAL












},











criticalExtensions



CHOICE {













r13







SEQUENCE {














physicalChannelReconfiguration-r13
















PhysicalChannelReconfiguration-r13-IEs,














-- Container for adding non critical extensions 














-- after freezing REL-14














physicalChannelReconfiguration-r13-add-ext




















BIT STRING
OPTIONAL,













vd30NonCriticalExtensions

SEQUENCE {















physicalChannelReconfiguration-vd30ext

















PhysicalChannelReconfiguration-vd30ext-IEs,













nonCriticalExtensions
SEQUENCE {}
OPTIONAL













},












} OPTIONAL,












criticalExtensions



SEQUENCE {}












}










}










}









}








}







}






}





}




}



}


}

}
<TEXT OMITTED>
PhysicalChannelReconfiguration-vd30ext-IEs ::= SEQUENCE {



retrievableConfigInfo-vd30-IEs

RetrievableConfigInfo-vd30-IEs
OPTIONAL
}
<TEXT OMITTED>
-- ***************************************************

--

-- RADIO BEARER RECONFIGURATION

--

-- ***************************************************

RadioBearerReconfiguration ::= CHOICE {


r3







SEQUENCE {



radioBearerReconfiguration-r3
RadioBearerReconfiguration-r3-IEs,



-- Prefix "v3ao" is used (in one instance) to keep alignment with R99



v3aoNonCriticalExtensions

SEQUENCE {




radioBearerReconfiguration-v3a0ext
RadioBearerReconfiguration-v3a0ext,




laterNonCriticalExtensions

SEQUENCE {





-- Container for additional R99 extensions





radioBearerReconfiguration-r3-add-ext

BIT STRING

OPTIONAL,





v4b0NonCriticalExtensions


SEQUENCE {






radioBearerReconfiguration-v4b0ext















RadioBearerReconfiguration-v4b0ext-IEs,






v590NonCriticalExtensions


SEQUENCE {







radioBearerReconfiguration-v590ext
















RadioBearerReconfiguration-v590ext-IEs,







v5d0NonCriticalExtenstions


SEQUENCE {








radioBearerReconfiguration-v5d0ext
















RadioBearerReconfiguration-v5d0ext-IEs,








v690NonCriticalExtensions

SEQUENCE {








radioBearerReconfiguration-v690ext
















RadioBearerReconfiguration-v690ext-IEs,








v770NonCriticalExtensions

SEQUENCE {










radioBearerReconfiguration-v770ext
















RadioBearerReconfiguration-v770ext-IEs,










nonCriticalExtensions


SEQUENCE {} OPTIONAL









}
OPTIONAL







}
OPTIONAL






}
OPTIONAL





}
OPTIONAL





}
OPTIONAL




}
OPTIONAL



}
OPTIONAL


},


later-than-r3




SEQUENCE {



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



criticalExtensions



CHOICE {




r4







SEQUENCE {





radioBearerReconfiguration-r4
RadioBearerReconfiguration-r4-IEs,





v4d0NonCriticalExtensions


SEQUENCE {






-- Container for adding non critical extensions after freezing REL-5






radioBearerReconfiguration-r4-add-ext

BIT STRING

OPTIONAL,






v590NonCriticalExtensions


SEQUENCE {







radioBearerReconfiguration-v590ext















RadioBearerReconfiguration-v590ext-IEs,







v5d0NonCriticalExtenstions


SEQUENCE {








radioBearerReconfiguration-v5d0ext
















RadioBearerReconfiguration-v5d0ext-IEs,








v690NonCriticalExtensions

SEQUENCE {








radioBearerReconfiguration-v690ext
















RadioBearerReconfiguration-v690ext-IEs,








v770NonCriticalExtensions

SEQUENCE {










radioBearerReconfiguration-v770ext
















RadioBearerReconfiguration-v770ext-IEs,










nonCriticalExtensions


SEQUENCE {}

OPTIONAL









}
OPTIONAL








}
OPTIONAL






}
OPTIONAL





}
OPTIONAL





}
OPTIONAL




},




criticalExtensions



CHOICE {





r5








SEQUENCE {






radioBearerReconfiguration-r5

RadioBearerReconfiguration-r5-IEs,






-- Container for adding non critical extensions after freezing REL-6






radioBearerReconfiguration-r5-add-ext

BIT STRING

OPTIONAL,






v5d0NonCriticalExtenstions


SEQUENCE {







radioBearerReconfiguration-v5d0ext
RadioBearerReconfiguration-v5d0ext-IEs,







v690NonCriticalExtensions


SEQUENCE {







radioBearerReconfiguration-v690ext
















RadioBearerReconfiguration-v690ext-IEs,







v770NonCriticalExtensions


SEQUENCE {









radioBearerReconfiguration-v770ext
















RadioBearerReconfiguration-v770ext-IEs,









nonCriticalExtensions



SEQUENCE {}

OPTIONAL








}
OPTIONAL






}
OPTIONAL





}
OPTIONAL




},





criticalExtensions



CHOICE {






r6








SEQUENCE {







radioBearerReconfiguration-r6

RadioBearerReconfiguration-r6-IEs,







-- Container for adding non critical extensions after freezing REL-7







radioBearerReconfiguration-r6-add-ext

BIT STRING

OPTIONAL,







v6b0NonCriticalExtensions


SEQUENCE {








radioBearerReconfiguration-v6b0ext















RadioBearerReconfiguration-v6b0ext-IEs,








v6f0NonCriticalExtensions


SEQUENCE {









radioBearerRconfiguration-v6f0ext
















RadioBearerReconfiguration-v6f0ext-IEs,









v770NonCriticalExtensions


SEQUENCE {










radioBearerReconfiguration-v770ext
















RadioBearerReconfiguration-v770ext-IEs,










nonCriticalExtensions



SEQUENCE {}

OPTIONAL









}
OPTIONAL








}
OPTIONAL






}
OPTIONAL





},






criticalExtensions



CHOICE {







r7








SEQUENCE {








radioBearerReconfiguration-r7

RadioBearerReconfiguration-r7-IEs,








v780NonCriticalExtensions

SEQUENCE {









radioBearerReconfiguration-v780ext
















RadioBearerReconfiguration-v780ext-IEs,









v790NonCriticalExtensions

SEQUENCE {










radioBearerReconfiguration-v790ext
















RadioBearerReconfiguration-v790ext-IEs,










v7d0NonCriticalExtensions

SEQUENCE {










radioBearerReconfiguration-v7d0ext
















RadioBearerReconfiguration-v7d0ext-IEs,











v7f0NonCriticalExtensions

SEQUENCE {












radioBearerReconfiguration-v7f0ext
















RadioBearerReconfiguration-v7f0ext-IEs,












v7g0NonCriticalExtensions

SEQUENCE {













radioBearerReconfiguration-v7g0ext
















RadioBearerReconfiguration-v7g0ext-IEs,













nonCriticalExtensions

SEQUENCE {}

OPTIONAL











}
OPTIONAL











}
OPTIONAL










}
OPTIONAL








}
OPTIONAL








}
OPTIONAL







},







criticalExtensions



CHOICE {








r8







SEQUENCE {









radioBearerReconfiguration-r8
RadioBearerReconfiguration-r8-IEs,









-- Container for adding non critical extensions after freezing REL-9









radioBearerReconfiguration-r8-add-ext
BIT STRING

OPTIONAL,









v7d0NonCriticalExtensions

SEQUENCE {









radioBearerReconfiguration-v7d0ext
















RadioBearerReconfiguration-v7d0ext-IEs,










v7f0NonCriticalExtensions

SEQUENCE {











radioBearerReconfiguration-v7f0ext
















RadioBearerReconfiguration-v7f0ext-IEs,











v890NonCriticalExtensions

SEQUENCE {












radioBearerReconfiguration-v890ext
















RadioBearerReconfiguration-v890ext-IEs,












v7g0NonCriticalExtensions

SEQUENCE {













radioBearerReconfiguration-v7g0ext
















RadioBearerReconfiguration-v7g0ext-IEs,













v8a0NonCriticalExtensions

SEQUENCE {














radioBearerReconfiguration-v8a0ext
















RadioBearerReconfiguration-v8a0ext-IEs,














nonCriticalExtensions

SEQUENCE {}

OPTIONAL













}
OPTIONAL












}
OPTIONAL











}
OPTIONAL










}
OPTIONAL









}
OPTIONAL







},








criticalExtensions



CHOICE {









r9







SEQUENCE {










radioBearerReconfiguration-r9

















RadioBearerReconfiguration-r9-IEs,










-- Container for adding non critical extensions after 










-- freezing REL-10










radioBearerReconfiguration-r9-add-ext


















BIT STRING

OPTIONAL,










v950NonCriticalExtensions

SEQUENCE {











radioBearerReconfiguration-v950ext

















RadioBearerReconfiguration-v950ext-IEs,











v9c0NonCriticalExtensions

SEQUENCE {












radioBearerReconfiguration-v9c0ext

















RadioBearerReconfiguration-v9c0ext-IEs,












nonCriticalExtensions


SEQUENCE {}

OPTIONAL











}
OPTIONAL










}
OPTIONAL









},









criticalExtensions



CHOICE {










r10







SEQUENCE {











radioBearerReconfiguration-r10

















RadioBearerReconfiguration-r10-IEs,











-- Container for adding non critical extensions after 











-- freezing REL-11











radioBearerReconfiguration-r10-add-ext



















BIT STRING

OPTIONAL,











v9c0NonCriticalExtensions

SEQUENCE {












radioBearerReconfiguration-v9c0ext

















RadioBearerReconfiguration-v9c0ext-IEs,












vaa0NonCriticalExtensions

SEQUENCE {













radioBearerReconfiguration-vaa0ext
















RadioBearerReconfiguration-vaa0ext-IEs,













vb50NonCriticalExtensions

SEQUENCE {














radioBearerReconfiguration-vb50ext
















RadioBearerReconfiguration-vb50ext-IEs,














nonCriticalExtensions
SEQUENCE {}

OPTIONAL













}
OPTIONAL












}
OPTIONAL











}
OPTIONAL










},










criticalExtensions



CHOICE {











r11







SEQUENCE {












radioBearerReconfiguration-r11

















RadioBearerReconfiguration-r11-IEs,












-- Container for adding non critical extensions after 












-- freezing REL-12












radioBearerReconfiguration-r11-add-ext



















BIT STRING

OPTIONAL,












nonCriticalExtensions

SEQUENCE {}

OPTIONAL










},










criticalExtensions



CHOICE {












r12







SEQUENCE {













radioBearerReconfiguration-r12

















RadioBearerReconfiguration-r12-IEs,













-- Container for adding non critical extensions 













-- after freezing REL-13













radioBearerReconfiguration-r12-add-ext



















BIT STRING

OPTIONAL,













nonCriticalExtensions

SEQUENCE {}

OPTIONAL












},











criticalExtensions



CHOICE {













r13







SEQUENCE {














radioBearerReconfiguration-r13

















RadioBearerReconfiguration-r13-IEs,














-- Container for adding non critical extensions 














-- after freezing REL-14














radioBearerReconfiguration-r13-add-ext



















BIT STRING

OPTIONAL,
                                                    vd30NonCriticalExtensions

SEQUENCE {















radioBearerReconfiguration-vd30ext

















RadioBearerReconfiguration-vd30ext-IEs,













nonCriticalExtensions
SEQUENCE {}
OPTIONAL












} OPTIONAL












},













criticalExtensions



SEQUENCE {}











}










}










}









}








}







}






}





}




}



}


}

}
<TEXT OMITTED>
RadioBearerReconfiguration-vd30ext-IEs ::= SEQUENCE {



retrievableConfigInfo-vd30-IEs

RetrievableConfigInfo-vd30-IEs
OPTIONAL

}

<TEXT OMITTED>
-- ***************************************************

--

-- RADIO BEARER RELEASE

--

-- ***************************************************

RadioBearerRelease ::= CHOICE {


r3







SEQUENCE {



radioBearerRelease-r3


RadioBearerRelease-r3-IEs,



v3a0NonCriticalExtensions

SEQUENCE {




radioBearerRelease-v3a0ext

RadioBearerRelease-v3a0ext,



laterNonCriticalExtensions

SEQUENCE {




-- Container for additional R99 extensions




radioBearerRelease-r3-add-ext

BIT STRING

OPTIONAL,





v4b0NonCriticalExtensions

SEQUENCE {






radioBearerRelease-v4b0ext

RadioBearerRelease-v4b0ext-IEs,






v590NonCriticalExtensions

SEQUENCE {







radioBearerRelease-v590ext

RadioBearerRelease-v590ext-IEs,







v690NonCriticalExtensions

SEQUENCE {







radioBearerRelease-v690ext

RadioBearerRelease-v690ext-IEs,







v770NonCriticalExtensions

SEQUENCE {









radioBearerRelease-v770ext

RadioBearerRelease-v770ext-IEs,









nonCriticalExtensions


SEQUENCE {} OPTIONAL








}
OPTIONAL






}
OPTIONAL





}
OPTIONAL





}
OPTIONAL




}
OPTIONAL



}
OPTIONAL


},


later-than-r3




SEQUENCE {



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



criticalExtensions



CHOICE {




r4







SEQUENCE {





radioBearerRelease-r4


RadioBearerRelease-r4-IEs,





v4d0NonCriticalExtensions


SEQUENCE {






-- Container for adding non critical extensions after freezing REL-5






radioBearerRelease-r4-add-ext

BIT STRING

OPTIONAL,






v590NonCriticalExtensions

SEQUENCE {







radioBearerRelease-v590ext

RadioBearerRelease-v590ext-IEs,







v690NonCriticalExtensions

SEQUENCE {







radioBearerRelease-v690ext

RadioBearerRelease-v690ext-IEs,







v770NonCriticalExtensions

SEQUENCE {









radioBearerRelease-v770ext

RadioBearerRelease-v770ext-IEs,









nonCriticalExtensions


SEQUENCE {}

OPTIONAL








}
OPTIONAL






}
OPTIONAL





}
OPTIONAL





}
OPTIONAL




},




criticalExtensions



CHOICE {





r5







SEQUENCE {






radioBearerRelease-r5


RadioBearerRelease-r5-IEs,






-- Container for adding non critical extensions after freezing REL-6






radioBearerRelease-r5-add-ext
BIT STRING

OPTIONAL,






v690NonCriticalExtensions

SEQUENCE {






radioBearerRelease-v690ext

RadioBearerRelease-v690ext-IEs,






v770NonCriticalExtensions

SEQUENCE {








radioBearerRelease-v770ext

RadioBearerRelease-v770ext-IEs,








nonCriticalExtensions


SEQUENCE {}

OPTIONAL







}
OPTIONAL





}
OPTIONAL




},





criticalExtensions



CHOICE {






r6







SEQUENCE {







radioBearerRelease-r6


RadioBearerRelease-r6-IEs,







-- Container for adding non critical extensions after freezing REL-7







radioBearerRelease-r6-add-ext
BIT STRING

OPTIONAL,







v6b0NonCriticalExtensions

SEQUENCE {








radioBearerRelease-v6b0ext

RadioBearerRelease-v6b0ext-IEs,








v770NonCriticalExtensions

SEQUENCE {









radioBearerRelease-v770ext

RadioBearerRelease-v770ext-IEs,









nonCriticalExtensions


SEQUENCE {}

OPTIONAL








}
OPTIONAL







}
OPTIONAL






},






criticalExtensions



CHOICE {







r7







SEQUENCE {








radioBearerRelease-r7


RadioBearerRelease-r7-IEs,








-- Container for adding non critical extensions after freezing REL-8








radioBearerRelease-r7-add-ext
BIT STRING

OPTIONAL,








v780NonCriticalExtensions

SEQUENCE {









radioBearerRelease-v780ext

RadioBearerRelease-v780ext-IEs,









v7d0NonCriticalExtensions

SEQUENCE {









radioBearerRelease-v7d0ext

RadioBearerRelease-v7d0ext-IEs,










v7f0NonCriticalExtensions

SEQUENCE {











radioBearerRelease-v7f0ext
RadioBearerRelease-v7f0ext-IEs,











v7g0NonCriticalExtensions

SEQUENCE {












radioBearerRelease-v7g0ext



















RadioBearerRelease-v7g0ext-IEs,












nonCriticalExtensions
SEQUENCE {}

OPTIONAL










}
OPTIONAL










}
OPTIONAL









}
OPTIONAL







}
OPTIONAL







},







criticalExtensions



CHOICE {








r8







SEQUENCE {









radioBearerRelease-r8


RadioBearerRelease-r8-IEs,









-- Container for adding non critical extensions after freezing REL-9









radioBearerRelease-r8-add-ext
BIT STRING

OPTIONAL,









v7d0NonCriticalExtensions

SEQUENCE {









radioBearerRelease-v7d0ext

RadioBearerRelease-v7d0ext-IEs,










v7f0NonCriticalExtensions

SEQUENCE {











radioBearerRelease-v7f0ext
RadioBearerRelease-v7f0ext-IEs,











v890NonCriticalExtensions

SEQUENCE {












radioBearerRelease-v890ext


















RadioBearerRelease-v890ext-IEs,












v7g0NonCriticalExtensions

SEQUENCE {













radioBearerRelease-v7g0ext



















RadioBearerRelease-v7g0ext-IEs,













v8a0NonCriticalExtensions

SEQUENCE {














radioBearerRelease-v8a0ext


















RadioBearerRelease-v8a0ext-IEs,














nonCriticalExtensions



















SEQUENCE {}

OPTIONAL












}
OPTIONAL












}
OPTIONAL











}
OPTIONAL









}
OPTIONAL









}
OPTIONAL







},








criticalExtensions



CHOICE {









r9







SEQUENCE {










radioBearerRelease-r9


RadioBearerRelease-r9-IEs,










-- Container for adding non critical extensions after 










-- freezing REL-10










radioBearerRelease-r9-add-ext
BIT STRING

OPTIONAL,










v950NonCriticalExtensions

SEQUENCE {











radioBearerRelease-v950ext
RadioBearerRelease-v950ext-IEs,











v970NonCriticalExtensions

SEQUENCE {












radioBearerRelease-v970ext
RadioBearerRelease-v970ext-IEs,












v9c0NonCriticalExtensions

SEQUENCE {













radioBearerRelease-v9c0ext
RadioBearerRelease-v9c0ext-IEs,













nonCriticalExtensions

SEQUENCE {}

OPTIONAL












}
OPTIONAL











}
OPTIONAL










}
OPTIONAL









},









criticalExtensions



CHOICE {










r10







SEQUENCE {











radioBearerRelease-r10


RadioBearerRelease-r10-IEs,











-- Container for adding non critical extensions after 











-- freezing REL-11











radioBearerRelease-r10-add-ext
BIT STRING

OPTIONAL,











v9c0NonCriticalExtensions

SEQUENCE {













radioBearerRelease-v9c0ext
RadioBearerRelease-v9c0ext-IEs,












vb50NonCriticalExtensions

SEQUENCE {













radioBearerRelease-vb50ext


















RadioBearerRelease-vb50ext-IEs,













nonCriticalExtensions

SEQUENCE {}

OPTIONAL












}
OPTIONAL











}
OPTIONAL










},










criticalExtensions



CHOICE {











r11







SEQUENCE {












radioBearerRelease-r11






















RadioBearerRelease-r11-IEs,












-- Container for adding non critical extensions after 












-- freezing REL-12












radioBearerRelease-r11-add-ext




















BIT STRING

OPTIONAL,












nonCriticalExtensions

SEQUENCE {}

OPTIONAL










},










criticalExtensions



CHOICE {












r12







SEQUENCE {













radioBearerRelease-r12






















RadioBearerRelease-r12-IEs,













-- Container for adding non critical extensions 













-- after freezing REL-13













radioBearerRelease-r11-add-ext




















BIT STRING

OPTIONAL,













nonCriticalExtensions

SEQUENCE {}

OPTIONAL












},











criticalExtensions



CHOICE {













r13







SEQUENCE {














radioBearerRelease-r13






















RadioBearerRelease-r13-IEs,














-- Container for adding non critical extensions 














-- after freezing REL-14














radioBearerRelease-r13-add-ext




















BIT STRING

OPTIONAL,













vd30NonCriticalExtensions

SEQUENCE {















radioBearerRelease-vd30ext

















RadioBearerRelease-vd30ext-IEs,













nonCriticalExtensions
SEQUENCE {}
OPTIONAL












} OPTIONAL,












},













criticalExtensions



SEQUENCE {}











}










}










}









}








}







}






}





}




}



}


}

}
<TEXT OMITTED>
RadioBearerRelease-vd30ext-IEs ::= SEQUENCE {



retrievableConfigInfo-vd30-IEs

RetrievableConfigInfo-vd30-IEs
OPTIONAL

}
<TEXT OMITTED>
-- ***************************************************

--

-- RADIO BEARER SETUP

--

-- ***************************************************

RadioBearerSetup ::= CHOICE {


r3







SEQUENCE {



radioBearerSetup-r3



RadioBearerSetup-r3-IEs,



v3a0NonCriticalExtensions

SEQUENCE {




radioBearerSetup-v3a0ext

RadioBearerSetup-v3a0ext,




laterNonCriticalExtensions

SEQUENCE {





-- Container for additional R99 extensions





radioBearerSetup-r3-add-ext

BIT STRING

OPTIONAL,





v4b0NonCriticalExtensions

SEQUENCE {






radioBearerSetup-v4b0ext

RadioBearerSetup-v4b0ext-IEs,






v590NonCriticalExtensions

SEQUENCE {







radioBearerSetup-v590ext

RadioBearerSetup-v590ext-IEs,







v5d0NonCriticalExtenstions

SEQUENCE {








radioBearerSetup-v5d0ext

RadioBearerSetup-v5d0ext-IEs,








v690NonCriticalExtensions

SEQUENCE {








radioBearerSetup-v690ext

RadioBearerSetup-v690ext-IEs,








nonCriticalExtensions


SEQUENCE {} OPTIONAL








}
OPTIONAL






}
OPTIONAL





}
OPTIONAL





}
OPTIONAL




}
OPTIONAL



}
OPTIONAL


},


later-than-r3




SEQUENCE {



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



criticalExtensions



CHOICE {




r4







SEQUENCE {





radioBearerSetup-r4



RadioBearerSetup-r4-IEs,





v4d0NonCriticalExtensions


SEQUENCE {






-- Container for adding non critical extensions after freezing REL-5






radioBearerSetup-r4-add-ext

BIT STRING

OPTIONAL,






v590NonCriticalExtensions

SEQUENCE {







radioBearerSetup-v590ext

RadioBearerSetup-v590ext-IEs,







v5d0NonCriticalExtenstions

SEQUENCE {








radioBearerSetup-v5d0ext

RadioBearerSetup-v5d0ext-IEs,








v690NonCriticalExtensions

SEQUENCE {








radioBearerSetup-v690ext

RadioBearerSetup-v690ext-IEs,








nonCriticalExtensions


SEQUENCE {}

OPTIONAL








}
OPTIONAL






}
OPTIONAL





}
OPTIONAL





}
OPTIONAL




},




criticalExtensions



CHOICE {





r5







SEQUENCE {






radioBearerSetup-r5



RadioBearerSetup-r5-IEs,






-- Container for adding non critical extensions after freezing REL-6






radioBearerSetup-r5-add-ext

BIT STRING

OPTIONAL,






v5d0NonCriticalExtenstions

SEQUENCE {







radioBearerSetup-v5d0ext

RadioBearerSetup-v5d0ext-IEs,







v690NonCriticalExtensions

SEQUENCE {







radioBearerSetup-v690ext

RadioBearerSetup-v690ext-IEs,







nonCriticalExtensions


SEQUENCE {}

OPTIONAL







}
OPTIONAL





}
OPTIONAL




},





criticalExtensions



CHOICE {






r6







SEQUENCE {







radioBearerSetup-r6



RadioBearerSetup-r6-IEs,







-- Container for adding non critical extensions after freezing REL-7







radioBearerSetup-r6-add-ext

BIT STRING

OPTIONAL,







v6b0NonCriticalExtensions

SEQUENCE {







radioBearerSetup-v6b0ext

RadioBearerSetup-v6b0ext-IEs,







nonCriticalExtensions


SEQUENCE {}

OPTIONAL







}
OPTIONAL





},






criticalExtensions



CHOICE {







r7







SEQUENCE {








radioBearerSetup-r7



RadioBearerSetup-r7-IEs,








-- Container for adding non critical extensions after freezing REL-8








radioBearerSetup-r7-add-ext

BIT STRING











(CONTAINING RadioBearerSetup-r7-add-ext-IEs)
OPTIONAL,







v780NonCriticalExtensions

SEQUENCE {









radioBearerSetup-v780ext

RadioBearerSetup-v780ext-IEs,









v820NonCriticalExtensions

SEQUENCE {










radioBearerSetup-v820ext

RadioBearerSetup-v820ext-IEs,










nonCriticalExtensions


SEQUENCE {}

OPTIONAL









}
OPTIONAL








}
OPTIONAL







},







criticalExtensions



CHOICE {








r8







SEQUENCE {









radioBearerSetup-r8



RadioBearerSetup-r8-IEs,









-- Container for adding non critical extensions after freezing REL-9









radioBearerSetup-r8-add-ext

BIT STRING

OPTIONAL,









v7d0NonCriticalExtensions

SEQUENCE {









radioBearerSetup-v7d0ext

RadioBearerSetup-v7d0ext-IEs,










v7f0NonCriticalExtensions

SEQUENCE {











radioBearerSetup-v7f0ext
RadioBearerSetup-v7f0ext-IEs,











v890NonCriticalExtensions

SEQUENCE {












radioBearerSetup-v890ext


















RadioBearerSetup-v890ext-IEs,












v7g0NonCriticalExtensions

SEQUENCE {













radioBearerSetup-v7g0ext


















RadioBearerSetup-v7g0ext-IEs,













v8a0NonCriticalExtensions

SEQUENCE {














radioBearerSetup-v8a0ext


















RadioBearerSetup-v8a0ext-IEs,














nonCriticalExtensions


















SEQUENCE {}

OPTIONAL












}
OPTIONAL












}
OPTIONAL










}
OPTIONAL










}
OPTIONAL









}
OPTIONAL







},








criticalExtensions



CHOICE {









r9







SEQUENCE {










radioBearerSetup-r9



RadioBearerSetup-r9-IEs,










-- Container for adding non critical extensions after 










-- freezing REL-10










radioBearerSetup-r9-add-ext

BIT STRING

OPTIONAL,










v950NonCriticalExtensions

SEQUENCE {











radioBearerSetup-v950ext

RadioBearerSetup-v950ext-IEs,











v9c0NonCriticalExtensions

SEQUENCE {












radioBearerSetup-v9c0ext

RadioBearerSetup-v9c0ext-IEs,












nonCriticalExtensions


SEQUENCE {}

OPTIONAL











}
OPTIONAL










}
OPTIONAL









},









criticalExtensions



CHOICE {










r10







SEQUENCE {











radioBearerSetup-r10


RadioBearerSetup-r10-IEs,











-- Container for adding non critical extensions after 











-- freezing REL-11











radioBearerSetup-r10-add-ext
BIT STRING

OPTIONAL,











v9c0NonCriticalExtensions

SEQUENCE {












radioBearerSetup-v9c0ext

RadioBearerSetup-v9c0ext-IEs,












vb50NonCriticalExtensions

SEQUENCE {













radioBearerSetup-vb50ext


















RadioBearerSetup-vb50ext-IEs,













nonCriticalExtensions

SEQUENCE {}

OPTIONAL












}
OPTIONAL











}
OPTIONAL










},










criticalExtensions



CHOICE {











r11







SEQUENCE {











radioBearerSetup-r11


RadioBearerSetup-r11-IEs,











-- Container for adding non critical extensions after 











-- freezing REL-12











radioBearerSetup-r11-add-ext
BIT STRING

OPTIONAL,











nonCriticalExtensions


SEQUENCE {}

OPTIONAL










},










criticalExtensions



CHOICE {












r12







SEQUENCE {












radioBearerSetup-r12

RadioBearerSetup-r12-IEs,












-- Container for adding non critical extensions after 












-- freezing REL-13












radioBearerSetup-r13-add-ext



















BIT STRING

OPTIONAL,












nonCriticalExtensions


SEQUENCE {}

OPTIONAL












},











criticalExtensions



CHOICE {













r13







SEQUENCE {














radioBearerSetup-r13

RadioBearerSetup-r13-IEs,














-- Container for adding non critical extensions














-- after freezing REL-14














radioBearerSetup-r13-add-ext



















BIT STRING

OPTIONAL,













vd30NonCriticalExtensions

SEQUENCE {















radioBearerSetup-vd30ext

















RadioBearerSetup-vd30ext-IEs,













nonCriticalExtensions
SEQUENCE {}

OPTIONAL












} OPTIONAL,












},













criticalExtensions



SEQUENCE {}











}










}










}









}








}







}






}





}




}



}


}

}

<TEXT OMITTED>
RadioBearerSetup-vd30ext-IEs ::= SEQUENCE {



retrievableConfigInfo-vd30-IEs

RetrievableConfigInfo-vd30-IEs
OPTIONAL

}
<TEXT OMITTED>
-- ***************************************************

--

-- TRANSPORT CHANNEL RECONFIGURATION

--

-- ***************************************************

TransportChannelReconfiguration ::= CHOICE {


r3







SEQUENCE {



transportChannelReconfiguration-r3











TransportChannelReconfiguration-r3-IEs,



v3a0NonCriticalExtensions

SEQUENCE {




transportChannelReconfiguration-v3a0ext












TransportChannelReconfiguration-v3a0ext,




laterNonCriticalExtensions


SEQUENCE {





-- Container for additional R99 extensions





transportChannelReconfiguration-r3-add-ext

BIT STRING

OPTIONAL,





v4b0NonCriticalExtensions

SEQUENCE {






transportChannelReconfiguration-v4b0ext















TransportChannelReconfiguration-v4b0ext-IEs,






v590NonCriticalExtensions

SEQUENCE {







transportChannelReconfiguration-v590ext
















TransportChannelReconfiguration-v590ext-IEs,







v690NonCriticalExtensions

SEQUENCE {







transportChannelReconfiguration-v690ext
















TransportChannelReconfiguration-v690ext-IEs,







v770NonCriticalExtensions

SEQUENCE {









transportChannelReconfiguration-v770ext















TransportChannelReconfiguration-v770ext-IEs,









nonCriticalExtensions


SEQUENCE {}

OPTIONAL








}

OPTIONAL






}

OPTIONAL





}

OPTIONAL





}

OPTIONAL




}

OPTIONAL



}

OPTIONAL


},


later-than-r3




SEQUENCE {



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



criticalExtensions



CHOICE {




r4







SEQUENCE {





transportChannelReconfiguration-r4













TransportChannelReconfiguration-r4-IEs,





v4d0NonCriticalExtensions


SEQUENCE {






-- Container for adding non critical extensions after freezing REL-5






transportChannelReconfiguration-r4-add-ext

BIT STRING

OPTIONAL,






v590NonCriticalExtensions

SEQUENCE {







transportChannelReconfiguration-v590ext















TransportChannelReconfiguration-v590ext-IEs,







v690NonCriticalExtensions

SEQUENCE {







transportChannelReconfiguration-v690ext
















TransportChannelReconfiguration-v690ext-IEs,







v770NonCriticalExtensions

SEQUENCE {









transportChannelReconfiguration-v770ext















TransportChannelReconfiguration-v770ext-IEs,









nonCriticalExtensions


SEQUENCE {}

OPTIONAL








}
OPTIONAL






}
OPTIONAL





}
OPTIONAL





}
OPTIONAL




},




criticalExtensions



CHOICE {





r5







SEQUENCE {






transportChannelReconfiguration-r5














TransportChannelReconfiguration-r5-IEs,






-- Container for adding non critical extensions after freezing REL-6






transportChannelReconfiguration-r5-add-ext

BIT STRING

OPTIONAL,






v690NonCriticalExtensions

SEQUENCE {






transportChannelReconfiguration-v690ext
















TransportChannelReconfiguration-v690ext-IEs,






v770NonCriticalExtensions

SEQUENCE {









transportChannelReconfiguration-v770ext















TransportChannelReconfiguration-v770ext-IEs,








nonCriticalExtensions


SEQUENCE {}

OPTIONAL







}
OPTIONAL





}
OPTIONAL




},





criticalExtensions



CHOICE {






r6







SEQUENCE {







transportChannelReconfiguration-r6















TransportChannelReconfiguration-r6-IEs,







-- Container for adding non critical extensions after freezing REL-7







transportChannelReconfiguration-r6-add-ext

BIT STRING

OPTIONAL,







v6b0NonCriticalExtensions

SEQUENCE {








transportChannelReconfiguration-v6b0ext














TransportChannelReconfiguration-v6b0ext-IEs,








v770NonCriticalExtensions

SEQUENCE {









transportChannelReconfiguration-v770ext














TransportChannelReconfiguration-v770ext-IEs,









nonCriticalExtensions


SEQUENCE {}

OPTIONAL








}
OPTIONAL






}
OPTIONAL





},






criticalExtensions



CHOICE {







r7







SEQUENCE {








transportChannelReconfiguration-r7















TransportChannelReconfiguration-r7-IEs,








-- Container for adding non critical extensions after freezing REL-8








transportChannelReconfiguration-r7-add-ext

BIT STRING
OPTIONAL,








v780NonCriticalExtensions

SEQUENCE {









transportChannelReconfiguration-v780ext














TransportChannelReconfiguration-v780ext-IEs,









v7d0NonCriticalExtensions

SEQUENCE {









transportChannelReconfiguration-v7d0ext














TransportChannelReconfiguration-v7d0ext-IEs,









v7f0NonCriticalExtensions

SEQUENCE {











transportChannelReconfiguration-v7f0ext















TransportChannelReconfiguration-v7f0ext-IEs,











v7g0NonCriticalExtensions

SEQUENCE {












transportChannelReconfiguration-v7g0ext















TransportChannelReconfiguration-v7g0ext-IEs,












nonCriticalExtensions


SEQUENCE {}

OPTIONAL










}
OPTIONAL










}
OPTIONAL









}
OPTIONAL







}
OPTIONAL







},







criticalExtensions



CHOICE {








r8







SEQUENCE {









transportChannelReconfiguration-r8
















TransportChannelReconfiguration-r8-IEs,









-- Container for adding non critical extensions after freezing REL-9









transportChannelReconfiguration-r8-add-ext

















BIT STRING

OPTIONAL,









v7d0NonCriticalExtensions

SEQUENCE {









transportChannelReconfiguration-v7d0ext














TransportChannelReconfiguration-v7d0ext-IEs,









v7f0NonCriticalExtensions

SEQUENCE {











transportChannelReconfiguration-v7f0ext















TransportChannelReconfiguration-v7f0ext-IEs,











v890NonCriticalExtensions

SEQUENCE {












transportChannelReconfiguration-v890ext














TransportChannelReconfiguration-v890ext-IEs,












v7g0NonCriticalExtensions

SEQUENCE {













transportChannelReconfiguration-v7g0ext














TransportChannelReconfiguration-v7g0ext-IEs,












v8a0NonCriticalExtensions

SEQUENCE {














transportChannelReconfiguration-v8a0ext















TransportChannelReconfiguration-v8a0ext-IEs,














nonCriticalExtensions


















SEQUENCE {}

OPTIONAL













}
OPTIONAL












}
OPTIONAL











}
OPTIONAL










}
OPTIONAL









}
OPTIONAL







},








criticalExtensions



CHOICE {









r9







SEQUENCE {










transportChannelReconfiguration-r9
















TransportChannelReconfiguration-r9-IEs,










-- Container for adding non critical extensions after 










-- freezing REL-10










transportChannelReconfiguration-r9-add-ext


















BIT STRING

OPTIONAL,










v950NonCriticalExtensions

SEQUENCE {











transportChannelReconfiguration-v950ext















TransportChannelReconfiguration-v950ext-IEs,











v9c0NonCriticalExtensions

SEQUENCE {












transportChannelReconfiguration-v9c0ext















TransportChannelReconfiguration-v9c0ext-IEs,












nonCriticalExtensions


SEQUENCE {}

OPTIONAL











}
OPTIONAL










}
OPTIONAL









},









criticalExtensions



CHOICE {










r10







SEQUENCE {











transportChannelReconfiguration-r10
















TransportChannelReconfiguration-r10-IEs,











-- Container for adding non critical extensions after 











-- freezing REL-11











transportChannelReconfiguration-r10-add-ext



















BIT STRING

OPTIONAL,











v9c0NonCriticalExtensions

SEQUENCE {












transportChannelReconfiguration-v9c0ext















TransportChannelReconfiguration-v9c0ext-IEs,












vb50NonCriticalExtensions

SEQUENCE {













transportChannelReconfiguration-vb50ext















TransportChannelReconfiguration-vb50ext-IEs,












nonCriticalExtensions


SEQUENCE {}

OPTIONAL











}
OPTIONAL











}
OPTIONAL










},










criticalExtensions



CHOICE {











r11







SEQUENCE {












transportChannelReconfiguration-r11
















TransportChannelReconfiguration-r11-IEs,












-- Container for adding non critical extensions after 












-- freezing REL-12












transportChannelReconfiguration-r11-add-ext



















BIT STRING

OPTIONAL,












nonCriticalExtensions


SEQUENCE {}

OPTIONAL










},










criticalExtensions



CHOICE {












r12







SEQUENCE {













transportChannelReconfiguration-r12
















TransportChannelReconfiguration-r12-IEs,













-- Container for adding non critical extensions 













-- after freezing REL-13













transportChannelReconfiguration-r12-add-ext



















BIT STRING

OPTIONAL,













nonCriticalExtensions

SEQUENCE {}

OPTIONAL












},











criticalExtensions



CHOICE {













r13







SEQUENCE {














transportChannelReconfiguration-r13
















TransportChannelReconfiguration-r13-IEs,














-- Container for adding non critical extensions 














-- after freezing REL-14














transportChannelReconfiguration-r13-add-ext



















BIT STRING

OPTIONAL,













vd30NonCriticalExtensions

SEQUENCE {















transportChannelReconfiguration -vd30ext

















TransportChannelReconfiguration-vd30ext-IEs,













nonCriticalExtensions
SEQUENCE {}
OPTIONAL












} OPTIONAL,












},













criticalExtensions



SEQUENCE {}











}










}










}









}








}







}






}





}




}



}


}

}
<TEXT OMITTED>
TransportChannelReconfiguration-vd30ext-IEs ::= SEQUENCE {



retrievableConfigInfo-vd30-IEs

RetrievableConfigInfo-vd30-IEs
OPTIONAL

}
<TEXT OMITTED>
<End of modified section>
<Start of modified section>
11.3
Information element definitions

InformationElements DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS

<TEXT OMITTED>
RetrievableConfigInfo ::=


SEQUENCE {


retrievableConfigToBeInvoked

RetrievableConfigIdentity


OPTIONAL,


retrievableConfigToBeStored

RetrievableConfigIdentity


OPTIONAL,


retrievableConfigToBeRemoved

RetrievableConfigListToRemove

OPTIONAL,


preconfiguredRetrievableConfig
PreconfiguredRetrievableConfig
OPTIONAL

}
RetrievableConfigInfo-vd30-IEs ::=



SEQUENCE {


physChFeatureDiscontinueIndication
BIT STRING (SIZE (8))



OPTIONAL

}
RetrievableConfig-List ::= 
SEQUENCE (SIZE(1.. maxRetrievConfig)) OF











RetrievableConfig
<TEXT OMITTED>
<End of modified section>

