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	Reason for change:
	In the current specifciation, UE releases dedicated RCLWI configuration upon entering RRC_CONNECTED or cell (re)selection if T350 is configured and running. However, UE does NOT release the dedicated RCLWI configuration upon entering RRC_CONNECTED or cell (re)selection if T350 is NOT configured.
It would be desirable to avoid such inconsistent behavior, and propose to retain the dedicated RCLWI configurations upon entering RRC_CONNECTED or cell (re)selection.


	
	

	Summary of change:
	UE releases steeringCommandWLAN only if the timer expires (i.e. no release in case of stop).
Impact analysis

Impacted functionality:

RCLWI
Inter-operability:

No inter-operatibility issues are forseen as the change is only applied to UE.


	
	

	Consequences if not approved:
	The specification has inconsistent behaviour depending on the T350 configuration.
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5.6.12.4
T350 expiry or stop
The UE shall:

1>
if T350 expires or is stopped:

2>
release the wlan-OffloadConfigDedicated and t350;

2> if T350 expires:
3>
release
 steeringCommandWLAN if configured;

2>
if the wlan-OffloadConfigCommon corresponding to the RPLMN is broadcast by the cell:

3>
apply the wlan-OffloadConfigCommon and the wlan-Id-List corresponding to the RPLMN included in SystemInformationBlockType17;
