Page 1



3GPP TSG-RAN WG2 Meeting #95 
R2-164886
Gothenburg, Sweden, 22nd  – 26th August 2016
	CR-Form-v11.1

	CHANGE REQUEST

	

	
	36.331
	CR
	2262
	rev
	-
	Current version:
	13.2.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	X
	Core Network
	


	

	Title:

	Corrections to NB-IoT  in 36.331

	
	

	Source to WG:
	Huawei

	Source to TSG:
	R2

	
	

	Work item code:
	NB_IoT
	
	Date:
	2016-08-02

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-13

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)

	
	

	Reason for change:
	CR 2231 introducing NB-IoT has been approved at RAN#72. However, there are a number of miscellaneous issues that need fixing.
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In section 5.2.1.1 and 5.2.1.3, the text specifying that a BL UE or UE in CE in RRC_CONNECTED does not need to read the system information only when T311 is not running has already been extended to a NB-IoT UE during the CR implementation. It remains to specify in section 5.2.2.3 which system information are required by a NB-IoT UE when T311 is running.
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2. section 5.3.1.4 : the reference to TS 24.301 is ‘normalised’

Impact Analysis

Impacted functionality

NB-IoT functionality.

Inter-operability

The change impact the UE automous procedures, there is no inter-operability issue.


	
	

	Consequences if not approved:
	The UE may not be able to perform re-establishment
 

	
	

	Clauses affected:
	5.2.2.3, 5.3.1.4

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


/

	 Start of  change


5.2.2.3
System information required by the UE

The UE shall:

1>
ensure having a valid version, as defined below, of (at least) the following system information, also referred to as the 'required' system information:

2>
if in RRC_IDLE:
3>
if the UE is a NB-IoT UE:

4>
the MasterInformationBlock-NB and SystemInformationBlockType1-NB as well as SystemInformationBlockType2-NB through SystemInformationBlockType5-NB;
3>
else:

4>
the MasterInformationBlock and SystemInformationBlockType1 (or SystemInformationBlockType1-BR depending on whether the UE is a BL UE or the UE in CE) as well as SystemInformationBlockType2 through SystemInformationBlockType8 (depending on support of the concerned RATs), SystemInformationBlockType17 (depending on support of RAN-assisted WLAN interworking);

2>
if in RRC_CONNECTED; and

2>
the UE is not a BL UE; and

2>
the UE is not in CE; and

2>
the UE is not a NB-IoT UE:

3>
the MasterInformationBlock, SystemInformationBlockType1 and SystemInformationBlockType2 as well as SystemInformationBlockType8 (depending on support of CDMA2000), SystemInformationBlockType17 (depending on support of RAN-assisted WLAN interworking);
2>
if in RRC_CONNECTED and T311 is running; and

2>
the UE is a BL UE or the UE is in CE or the UE is a NB-IoT UE;
3>
the MasterInformationBlock (or MasterInformationBlock-NB in NB-IoT), SystemInformationBlockType1-BR (or SystemInformationBlockType1-NB in NB-IoT) and SystemInformationBlockType2 (or SystemInformationBlockType2-NB in NB-IoT);
NOTE:
E-UTRAN may release BL UEs or UEs in CE or NB-IoT UEs to RRC_IDLE if these UEs need to acquire changed system information.
1>
delete any stored system information after 3 hours or 24 hours from the moment it was confirmed to be valid as defined in 5.2.1.3, unless specified otherwise;

1>
consider any stored system information except SystemInformationBlockType10, SystemInformationBlockType11, systemInformationBlockType12 and systemInformationBlockType14 (systemInformationBlockType14-NB in NB-IoT) to be invalid if systemInfoValueTag included in the SystemInformationBlockType1 (MasterInformationBlock-NB in NB-IoT) is different from the one of the stored system information and in case of NB-IoT UEs, BL UEs and UEs in CE, systemInfoValueTagSI is not broadcasted. Otherwise consider system information validity as defined in 5.2.1.3;

	 End of  change
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5.3.1.4
Connection control in NB-IoT
In NB-IoT, during the the RRC connection establishment procedure, SRB1bis is established implicitly with SRB1. SRB1bis uses the logical channel identity defined in 9.1.2a, with the same configuration as SRB1 but no PDCP entity. SRB1bis is used until security is activated. The RRC messages to activate security (command and successful response) are sent over SRB1 being integrity protected and ciphering is started after completion of the procedure. Once security is activated, new RRC messages shall be transmitted using SRB1. A NB-IoT UE that only supports the Control Plane CIoT EPS optimisation (see TS 24.301 [35]) only establishes SRB1bis.

A NB-IoT UE only supports 0, 1 or 2 DRBs, depending on its capability. A NB-IoT UE that only supports the Control Plane CIoT EPS optimisation (see TS 24.301 [35]) does not need to support any DRBs and associated procedures.
Table 5.3.1.4-1 lists the procedures that are applicable for NB-IoT. All other procedures are not applicable; this is not further stated in the corresponding procedures.

Table 5.3.1.4-1: Connection control procedures applicable to a NB-IoT UE
	Sub-clause
	Procedures

	5.3.2
	Paging 

	5.3.3
	RRC connection establishment

	
	RRC connection resume (see NOTE)

	5.3.4
	Initial security activation (see NOTE)

	5.3.5
	RRC connection reconfiguration (see NOTE)

	5.3.7
	RRC connection re-establishment (see NOTE)

	5.3.8
	RRC connection release

	5.3.9
	RRC connection release requested by upper layers

	5.3.10
	Radio resource configuration

	5.3.11
	Radio link failure related actions

	5.3.12
	UE actions upon leaving RRC_CONNECTED


NOTE:
Not applicable for a UE that only supports the Control Plane CIoT EPS optimisation (see TS 24.301 [35]).
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