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6
Optional features without UE radio access capability parameters

The following subclauses list the optional UE features not having UE radio access capability.

NOTE:
This chapter does not yet contain complete analysis of all features of this release of specification.

6.1
CSG features

It is optional for UE to support some parts of CSG cell and hybrid cell reselection features as specified in TS 36.331 [5, B.2].

6.2
PWS features

6.2.1
ETWS

It is optional for UE to support ETWS reception as specified in TS 36.331 [5].
6.2.2
CMAS

It is optional for UE to support CMAS reception as specified in TS 36.331 [5].

6.2.3
KPAS

It is optional for UE to support KPAS reception as specified in TS 36.331 [5]. The Korean Public Alert System (KPAS) uses the same AS mechanisms as defined for CMAS. Therefore a KPAS-capable UE shall support all behaviour that is included in TS 36.331 [5] and TS 36.304 [14] for a CMAS-capable UE.

6.2.4
EU-Alert

It is optional for UE to support EU-Alert reception as specified in TS 36.331 [5]. The Europearn Union Warning System EU-Alert uses the same AS mechanisms as defined for CMAS. Therefore a EU-Alert-capable UE shall support all behaviour that is included in TS 36.331 [5] and TS 36.304 [14] for a CMAS-capable UE.

6.3
MBMS features

It is optional for UE to support MBMS procedures as specified in TS 36.331 [5].

6.3.1
MBMS Service Continuity
It is optional for UE to support MBMS Service Continuity for UEs supporting MBMS as specified in TS 36.331 [5].
6.3.2
MBMS reception with 256QAM
It is optional for UE to support MBMS reception with 256QAM for UEs supporting MBMS.
6.4
Void

6.5
Positioning features

6.5.0
Void

6.5.1
Void
6.6
UE receiver features

6.6.1
MMSE with IRC receiver
It is optional for UE to support MMSE with IRC receiver for all PDSCH transmission modes except for transmission mode 9.
6.6.2
MMSE with IRC receiver for PDSCH transmission mode 9
It is optional for UE to support MMSE with IRC receiver for PDSCH transmission mode 9, if the UE supports MMSE with IRC receiver as described in sub-clause 6.6.1.
6.7
RRC Connection
6.7.1
RRC Connection Reject with deprioritisation
It is optional for UE to support RRCConnectionReject with deprioritisationReq as specified in TS 36.331 [5].
6.7.2
RRC Connection Establishment Failure Temporary Qoffset
It is optional for UE to support RRC Connection Establishment failure temporary Qoffset as specified in TS 36.331 [5].
6.8
Other features

6.8.1
System Information Block Type 16
It is optional for UE to support the reception of SystemInformationBlockType16 as specified in TS 36.331 [5].
6.8.2
QCI1 indication in Radio Link Failure Report 
It is optional for the UE to include drbEstablishedWithQCI-1 in RLF-Report as specified in TS 36.331 [5].
6.9
Void
6.10
SON features

6.10.1
Radio Link Failure Report for inter-RAT MRO

It is optional for UE to include previousUTRA-CellId and selectedUTRA-CellId in RLF-Report upon request from the network as specified in TS 36.331 [5].
6.11
Mobility state features

6.11.1
Mobility history information storage

It is optional for UE to support the storage of mobility history information and the reporting in UEInformationResponse message as specified in TS 36.331 [5].

6.12
Void
6.13
Sidelink features

6.13.1
Sidelink Relay UE operation

It is optional for UE to support sidelink relay UE operation as specified in TS 36.331 [5].

6.13.2
Sidelink Remote UE operation

It is optional for UE to support sidelink remote UE operation as specified in TS 36.331 [5].

6.13.3
Sidelink discovery gap

It is optional for UE to support sidelink discovery gaps as specified in TS 36.331.
6.xx
QoE related features

6.xx.1
QoE Measurement Collection for streaming servies operation
It is optional for UE to support QoE Measurement Collection for streaming services operation as specified in TS 36.331 [5].

