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	Reason for change:
	After receiving the SRB configuration from the network, if the UE is a NB-IoT UE and SRB1 is not established, it applies the specified configuration defined in 9.1.2 for the corresponding SRB1. For a NB-IoT UE that only supports or applies the Control Plane CIoT EPS optimisation, it can only establishes SRB1bis.

	
	

	Summary of change:
	Adding the sentences to clarify that a NB-IoT UE establishes SRB1 only when it is configured to apply User Plane CIoT EPS optimisation.

Impact analysis
Impacted functionality: 

RRC connection establishment, RRC connection re-establishment and RRC connection reconfiguration functionalities.
Inter-operability:

If the network is implemented according to this CR while the UE is not, there is no inter-operability issue.
If the UE is implemented according to this CR while the network is not, there is no inter-operability issue.
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	A NB-IoT UE that only supports or applies the Control Plane CIoT EPS optimisation establishes SRB1.
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5.3.10.1
SRB addition/ modification

The UE shall:

1>
if the UE is a NB-IoT UE, SRB1 is not established and the UE is configured to apply the User Plane CIoT EPS optimisation; or

1>
for each srb-Identity value included in the srb-ToAddModList that is not part of the current UE configuration (SRB establishment):
2>
apply the specified configuration defined in 9.1.2 for the corresponding SRB;

2>
establish a PDCP entity and configure it with the current (MCG) security configuration, if applicable;

2>
establish an (MCG) RLC entity in accordance with the received rlc-Config;

2>
establish a (MCG) DCCH logical channel in accordance with the received logicalChannelConfig and with the logical channel identity set in accordance with 9.1.2;

2>
if the UE is a NB-IoT UE:

3>
apply the specified configuration defined in 9.1.2 for SRB1bis;

3>
establish an (MCG) RLC entity in accordance with the received rlc-Config;

3>
establish a (MCG) DCCH logical channel in accordance with the received logicalChannelConfig and with the logical channel identity set in accordance with 9.1.2.1a;
1>
if the UE is a NB-IoT UE and SRB1 is established; or

1>
for each srb-Identity value included in the srb-ToAddModList that is part of the current UE configuration (SRB reconfiguration):

2>
reconfigure the RLC entity in accordance with the received rlc-Config;

2>
reconfigure the DCCH logical channel in accordance with the received logicalChannelConfig;
