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	Reason for change:
	When UE is receiving SC-PTM transmission, if UE performs a cell selection when leaving RRC_CONNECTED state, the SC-PTM transmission will be interrupted.

	
	

	Summary of change:
	Add description “If UE is receiving SC-PTM transmission, the UE shall attempt to camp on the current cell providing the SC-PTM transmission.” in section 5.2.7 Cell Selection when leaving RRC_CONNECTED state

	
	

	Consequences if not approved:
	The SC-PTM transmission will be interrupted if UE performs a cell selection when leaving RRC_CONNECTED state.
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	Other comments:
	


5.2.7
Cell Selection when leaving RRC_CONNECTED state

For NB-IoT cell Selection when leaving RRC_CONNECTED state is defined in sub-clause 5.2.7a.
On transition from RRC_CONNECTED to RRC_IDLE, UE shall attempt to camp on a suitable cell according to redirectedCarrierInfo, if included in the RRCConnectionRelease message. If the UE cannot find a suitable cell, the UE is allowed to camp on any suitable cell of the indicated RAT. If the RRCConnectionRelease message does not contain the redirectedCarrierInfo UE shall attempt to select a suitable cell on an EUTRA carrier. If UE is receiving SC-PTM transmission, the UE shall attempt to camp on the current cell providing the SC-PTM transmission. If no suitable cell is found according to the above, the UE shall perform a cell selection starting with Stored Information Cell Selection procedure in order to find a suitable cell to camp on.

When returning to RRC_IDLE after UE moved to RRC_CONNECTED state from camped on any cell state, UE shall attempt to camp on an acceptable cell according to redirectedCarrierInfo, if included in the RRCConnectionRelease message. If the UE cannot find an acceptable cell, the UE is allowed to camp on any acceptable cell of the indicated RAT. If the RRCConnectionRelease message does not contain redirectedCarrierInfo UE shall attempt to select an acceptable cell on an EUTRA carrier. If no acceptable cell is found according to the above, the UE shall continue to search for an acceptable cell of any PLMN in state any cell selection.
