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	*********First change**********


>>>>>>>>>>>>>>>>>>>>>>>>>>>>>Text omitted for clarity<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<
–
MeasObjectWLAN

The IE MeasObjectWLAN specifies information applicable for inter-RAT WLAN measurements.
-- ASN1START

MeasObjectWLAN-r13 ::=
SEQUENCE {


carrierFreq-r13




CHOICE {



bandIndicatorListWLAN-r13

SEQUENCE (SIZE (1..maxWLAN-Bands-r13)) OF WLAN-BandIndicator-r13,



carrierInfoListWLAN-r13


SEQUENCE (SIZE (1..maxWLAN-CarrierInfo-r13)) OF WLAN-CarrierInfo-r13


}

OPTIONAL,
-- Need ON


wlan-ToAddModList-r13



WLAN-Id-List-r13


OPTIONAL,
-- Need ON


wlan-ToRemoveList-r13



WLAN-Id-List-r13


OPTIONAL,
-- Need ON


...

}

WLAN-BandIndicator-r13 ::=
ENUMERATED {band2dot4, band5, band60, spare5, spare4, spare3, spare2, spare1, ...}

-- ASN1STOP

	MeasObjectWLAN field descriptions

	bandIndicatorListWLAN

Includes the list of WLAN bands where the value band2dot4 indicates the 2.4Ghz band; the value band5 indicates the 5Ghz band, the value band60 indicates the 60GHz band.

	carrierInfoListWLAN

Includes the list of WLAN carrier information for the measurement object.

	wlan-ToAddModList

Includes the list of WLAN identifiers to be added to the measurement configuration.

	wlan-ToRemoveList

Includes the list of WLAN identifiers to be removed from the measurement configuration.


	*********Next change**********


