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4.3.23
LAA parameters
4.3.23.1
downlinkLAA-r13
This field defines whether the UE supports downlink LAA operation  including identification of downlink transmissions on LAA cell(s) for full downlink subframes, decoding of common downlink control signalling on LAA cell(s), CSI feedback for LAA cell(s), RRM measurements on LAA cell(s) based on CRS-based DRS.
4.3.23.2
crossCarrierSchedulingLAA-DL-r13
This field defines whether the UE supports cross-carrier scheduling from a licensed carrier for LAA cell(s). This field is only applicable if the UE supports downlink LAA operation.
4.3.23.3
csi-RS-DRS-RRM-MeasurementsLAA-r13
This field defines whether the UE supports performing RRM measurements on LAA cell(s) based on CSI-RS-based DRS. This field is only applicable if the UE supports downlink LAA operation.
4.3.23.4
endingDwPTS-r13
This field defines whether the UE supports reception ending with a subframe occupied for a DwPTS-duration on LAA cell(s) as described in TS 36.211 [17] and TS 36.213 [22]. This field is only applicable if the UE supports downlink LAA operation.
4.3.23.5
secondSlotStartingPosition-r13
This field defines whether the UE supports reception of subframes with second slot starting position on LAA cell(s) as described in TS 36.211 [17] and TS 36.213 [22]. This field is only applicable if the UE supports downlink LAA operation.
4.3.23.6
tm9-LAA-r13
This field defines whether the UE supports tm9 operation on LAA cell(s). This field is only applicable if the UE supports downlink LAA operation.
4.3.23.7
tm10-LAA-r13
This field defines whether the UE supports tm10 operation on LAA cell(s). This field is only applicable if the UE supports downlink LAA operation.
4.3.23.8
 uplink-LAA-r14
This field defines whether the UE supports uplink LAA operation.
4.3.23.9
 crossCarrierSchedulingLAA-UL-r14
This field defines whether the UE supports cross-carrier scheduling from a licensed carrier for LAA cell(s) for uplink. This field is only applicable if the UE supports uplink LAA operation.
