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	UE performs RLC reestablishment procedure to reset RLC state variables at suspension.
Impact Analysis
Impacted functionality

Resume procedure.
Inter-operability

1. If the network is implemented according to the CR and the UE is not, the resume procedure may fail

2. If the UE is implemented according to the CR and the network is not, the resume procedure may fail
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<Start of modified section>
5.3.3
RRC connection establishment

…
5.3.3.4a
Reception of the RRCConnectionResume by the UE

The UE shall:
1>
stop timer T300; 
1>
restore the RRC configuration and security context from the stored UE AS context:


1>
restore the PDCP state and re-establish PDCP entities for all SRBs and DRBs;
1>
if drb-ContinueROHC is included:

2>
indicate to lower layers that stored UE AS context is used and that drb-ContinueROHC is configured;
2>
continue the header compression protocol context for the DRBs configured with the header compression protocol;

1>
else:

2>
indicate to lower layers that stored UE AS context is used;
2>
reset the header compression protocol context for the DRBs configured with the header compression protocol;

1>
 discard the stored UE AS context and resumeIdentity;
1>
perform the radio resource configuration procedure in accordance with the received radioResourceConfigDedicated and as specified in 5.3.10;
1>
resume SRBs and DRBs;
…
5.3.12
UE actions upon leaving RRC_CONNECTED

Upon leaving RRC_CONNECTED, the UE shall:

1>
reset MAC;

1>
stop all timers that are running except T320, T325 and T330;

1>
if leaving RRC_CONNECTED was triggered by suspension of the RRC:

2>
re-establish RLC entities for all SRBs and DRBs;
2>
store the UE AS Context including the current RRC configuration, the current security context, the PDCP state including ROHC state, C-RNTI used in the source PCell, the cellIdentity and the physical cell identity of the source PCell;

2>
store the following information provided by E-UTRAN: 

3>
the resumeIdentity;

2>
suspend all SRB(s) and DRB(s);
2>
indicate the suspension of the RRC connection to upper layers;

1>
else:

…
<End of modified section>
