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	Reason for change:
	In section 5.3.12, from the description of UE actions upon leaving RRC Connected if T350 is configured, when UE is configured with rclwi-configuration with command set to ‘steerToLTE', it is not clear what to apply since if command is set to ‘steerToLTE', wlan-MobilitySet in VarWLAN-MobilityConfig needs to be cleared. Then it seems that UE has to stay in IDLE mode in LTE link before T350 expiry and after T350 expires, UE starts to apply RAN rules with broadcast WLAN identifiers. This is not aligned with the agreement that if UE in idle doesn’t have WLAN identifiers from WLAN mobility set then UE uses the broadcast WLAN identifiers. In addition, from the current description, it seems we have inconsistent behaviour when we have the timer set and when we don't.
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5.3.12
UE actions upon leaving RRC_CONNECTED

Upon leaving RRC_CONNECTED, the UE shall:

1>
reset MAC;

1>
stop all timers that are running except T320, T325 and T330;

1>
if leaving RRC_CONNECTED was triggered by suspension of the RRC:

2>
store the UE AS Context including the current RRC configuration, the current security context, the PDCP state including ROHC state, C-RNTI used in the source PCell, the cellIdentity and the physical cell identity of the source PCell;

2>
store the following information provided by E-UTRAN: 

3>
the resumeIdentity;

2>
suspend all SRB(s) and DRB(s);

2>
indicate the suspension of the RRC connection to upper layers;

1>
else:

2>
release all radio resources, including release of the RLC entity, the MAC configuration and the associated PDCP entity for all established RBs;

2>
indicate the release of the RRC connection to upper layers together with the release cause;

1>
if leaving RRC_CONNECTED was triggered neither by reception of the MobilityFromEUTRACommand message nor by selecting an inter-RAT cell while T311 was running:

2>
if timer T350 is configured:
3>
start timer T350;
3>
apply steerToWLAN if configured, otherwise apply the wlan-Id-List corresponding to the RPLMN included in SystemInformationBlockType17;
2>
else:
3>
release the wlan-OffloadConfigDedicated, if received;
3>
if the wlan-OffloadConfigCommon corresponding to the RPLMN is broadcast by the cell:

4>
apply the wlan-OffloadConfigCommon corresponding to the RPLMN included in SystemInformationBlockType17;
4>
apply steerToWLAN if configured, otherwise apply the wlan-Id-List corresponding to the RPLMN included in SystemInformationBlockType17;
2>
enter RRC_IDLE and perform procedures as specified in TS 36.304 [4, 5.2.7];
1>
else:

2>
release the wlan-OffloadConfigDedicated, if received;

NOTE:
BL UEs or UEs in CE verifies validity of SI when released to RRC_IDLE.
1>
indicate the release of LWA configuration, if configured, to upper layers;
1>
release the LWIP configuration, if configured, as described in 5.6.17.3;
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